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-

he Nikola Tesla Museum is publishing the third book from the legacy of Nikola 
Tesla his research diary written in Colorado Springs. 

The previous two books contain works that had already been published and 
had thus been accessible to the public. 

The most significant of Tes/a's works had been selected and published in their inte
grity in the first book (Nikola Tesla: Lectures, Patents, Articles, Beograd, 1956 fin English/) 
while the most important rel'iews of Tesla' s works and the appreciation of their significefnce 
for world science are contained in the second book (Tribute to· Testa, Beograd, 1961). 

Tesla's manuscript (written in English), that has up to now remained unpublished 
and unknown to the public, is appearing in this book for the first time. 

Nikola Tesla did not write his diary for the public, but exclusively for his personal 
use. Obviously, he was writing it to have an insight into the course of his research and due 
to the exceptional extent of the experiments of his research in the isolated laboratory he 
had erected in 1899 on the slopes of the mountain Pikes Peak, he was probably writing it 
with the wish to leave behind some evidence in case of fire or destruction of hls laboratory. 
Tesla evidently did not intend to publish this diary and left it among his other notes and writ
ings. It was not until the whole legacy of Nikola Tesla had been systematically examined 
and put in !J.rde.r in the Nikola Tesla Museum that the manuscript of this diary was discovered. 

Like all testimonies of this kind, the diary of Nikola Tesla has the value and fascination 
of a most genuine testimony because it reveals Tes/a's ideas in an important period of his 
research. It reveals the extraordinary enthusiasm and fervour of his inexhaustible and stri
kingly exploring imagination. In fact, this diary brings to light all that made Tesla different 
from all other researchers: his creative spirit which often bewildered, amazed and infuriated 
many of his contemporaries and even some well-informed scientists, to lvhom it seemed that 
Tesla's ideas belonged to the sphere of illusion rather than to the acknowledged course of 
science. Tesla thus shared the fate of all exceptionally great and far-sighted explorers. 

In fact, when one carefully studies the entire work of Tesla one can see that his prin-
. 

cipa/ aim was very clear: to search for the inexhaustible possibilities of dominating the forces 
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of 11ature and subordinating tlten1 to human purposes thus increasing im1nensely th~ power 
of 112an and mankind in order lo live more humanly. All that Tesla had done H-'as ~ubordinated 
to this principal aim. All his experitnents in Colorado Springs, dealt with in thi~.Jiary, had 

also been dedicated to this basic aim. Because of the extraordinary dimensions of his experi
ments, which K'ould be unusual even for present-day experi1nental K'ork in this field, this 
diary is not only a valuable historical testimony but also an inexhaustible inspiration for 
further research even lvhen sonte mistakes are spotted. Tesla •vas so ingenious and devoted 
to his indefatigable search for nelv knoH'ledge that he could permit his little errors to feed 

all kinds of small-minded people Jt'ho learned how to calculate u.'e/1 but could never learn 
to seek for new ways of knoli'letlge because they didn't have a creative gift. 

Prelinrinary arrangentents to prepare this diary for publication required a lot of time, 

effort and collaborators. The Niko/a Tesla Museum thanks them all and especially the author 
' 

of the con11nentaries, Prof. Aleksandar Marincic. 

By publishing this diary the Nikola Tesla Museum "''islzes to mark the /lOth anni
versarJ' of Tesla' s birth, lvhich has been celebrated all over the K'orld, as well as to underline 

the deep devotion which Tesla felt towards this country *'here he M'as born. 

Beograd, December 1911 



In 1898 Tesla's creativity in the field of high frequencies was at its peak. Fron1 his 
initial ideas in 1890 and his first, pioneering steps, he had worked with such intensity that 
many of the inventions and discoveries which he l1ad given the \vorld by this time have 
remained unsurpassed to this day. Even the loss of his laboratory on Fifth Avenue in 
1895, a severe blow for him, did not hold him back for long. He soon resumed his experi-
ments in a new laboratory, on Houston Street, continuing to make ne\v discoveries and 
inventions applying them with unflagging energy. 

Testa's polyphase system essentially solved the problem of generating, transmitting 
and utilization of electrical power. When he started working on high frequencies, he almost 
immediately began to perceive their vast possibilities for wireless transmission of ''intel-
ligible signals and perhaps power". He worked on the practical develop1nent of his first 
ideas of 1891 1893 at such a rate that by 1897 he had already patented a system for 
wireless transmission of power and an apparatus utilizing this systen1. Shortly before 
this, during the ceremonial opening of the hydroelectric po\ver plant on Niagara, at a time 
when the world was only ju~t coming around to Tesla's polyphase system \vhich for the 
first time in history enabled the transfer of electrical power over distance, he said: "In 
fact, progress in this field has given me fresh hope that I shall see the fulfilln1ent of one of 
my fondest dreams; namely, the transmission of power from station to station without 
the employment · of any connecting wires."<I6) 

Always true to the principle that ideas must be experimentally verified, Tesla set 
about building powerful high-frequency generators anti making experiments in wireless 
power transmission. The Nikola Testa Museum in Belgrade posesses a Testa's O\Vn slide 
which confirms· that the experiment described in the patent "System of transmission of 
electrical energy"<l3) was in fact carried out before the Examiner-in-Chief of the U.S. 
Patent Office. For experimental verification of his method of wireless power transmission 
"by conduction through the intervening natural medium", on the global scale Tesla needed 
still higher voltages and more room (in the Houston Street laboratory he generated vol-
tages of 2 to 4 MV using a high-frequency transformer with a coil diameter of 244 em), 
so towards the end of 1898 he began looking for a site for a ne\v laboratory. Mid-1899 
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he finally decided on Colorado Springs, a plateau about 2000 m above se~ level, where 
he erected a shed large enough to house a high-frequency transformer with a ooH- diameter 
of 15 meters! 

, . _, / .. . 
,• . ~ ... , / .• . ·" £ '"7 J • • :.-. 

~- • : L • ,. "• • <... • . .. • ~ •/ ~I filii~ • • 

·~ 

Fig. lc. Diagram of an apparatus demonstrating transmission of electric power through rarified gas 
(Tesla's own slide now at the Nikola Tesla Museum, Belgrade) 

Testa's arrival in Colorado Springs was reported in the press. According to the 
Philadelphia uEngineering Mechanics<)' Testa arrived on the 18th of May 1899 (according 
to<68) he left New York on II th May 1899), with the intention of carrying out intensive 
research in wireless telegraphy and properties of the upper atmosphere. In his article 
"'The transmission of electric energy without wires" (1904<1>) Tesla writes that he came 
to Colorado Springs with the following goals: 

1. To develop a transmitter of great power. 
2. To perfect means for individualizing and isolating the energy transmitted. 
3. To ascertain the laws of propagation of currents through the earth and the at-

mosphere. 
Testa had some ten years of experience with high frequency AC behind him by the 

time he moved to Colorado .. Springs. In 1889, on his return from Pittsburg where he had 
been working as a consultant to Westinghouse on the development of his polyphase sy-
stem, he began work on the construction of an alternator for generating currents at much 
higher frequencies than those used in ordinary power distribution. In 1890 he filed ap
plications for two patents<2> for alternators working at over 10kHz .. One of these patents 
was in conjunction with a method for achieving quiet operation of arc lamps, but this 
was in fact a first step towards a new application of alternating currents, which soon 
became known as "Testa currents". Testa's alternators were an important milestone in 
electrical engineering and were the prototypes for alternators which were used some 
quarter-century later for driving high-power radio transmitters, and later on also for 
inductive heating. <24> 

Soon after he had started his research in high frequencies Testa discovered there 
specific physiological action and suggested the possibility of medical applications. He did 
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a lot of work on the utilization of high frequency AC for electric lighting by means of 
rarefied gas tubes of various shapes and types. During 1891 he publicized his results-in 
journals<J>, patent applications<IS> and in his famous lecture to the AlEE at Columbia 
College<4). This lecture, before a gathering of eminent electrical engineers, brought Testa 
widespread recognition and soon made him world-famous. This success was due in good 
measure to his convincing experiments too, which included a demonstration of rarefied 
gas luminescing in a tube not connected by wires to the source of power. This was the 
first experiment demonstrating wireless power transmission, and marked the birth of an 
idea to which Tesla was subsequently to devote a great part of his life. The necessary 
powerful electric field was created between the plates of a condenser connected across 
the secondary of a high-frequency transformer, whose was connected via a series condenser 
to a high-frequency alternator., The system worked best when the primary and secondary 
circuits were in resonance. Tesla also made use of the resonant transformer with his spark 
oscillator, enabling easy and efficient generation of high-frequency AC from a DC or 
low frequency source. This oscillator was to play a key role in the development of HF 
engineering. Only a few years later it was to be found among the apparatus of practically 
every physics laboratory, under the name of the Testa coil<20>. 

The first record of Testa's high-frequency coupled oscillatory circuit with an air-
-cored transformer is to be found in Patent No. 454622 of 23 June 1891 (application filed 
25 April 1891) under the title ''System of electric lighting". The oscillator converts Iow-
·frequency currents into "current of very high frequency and very high potential", which 
a.iten supplies single-terminal lamps (see Fig. 2c). Induction coil PS produces a high secon-

No. '54,622. Pateuted June 23. 1891. 

Fig. 2c. System of electric lighting 

dary voltage which charges condenser C until a spark occurs across air gap a. The discharge 
current ftows through the air gap and the primary of the high-frequency induction coil P'. 
The discharge of the condenser in this case differs from the discharge through coil with 
ohmic resistance studied by Henry<22>, already known by that time. In Tesla's oscillator 
the energy of the high-frequency oscillations in the primary circuit is gradually transferred 
to the secondary circuit. The secondary circuit contains the distributed capacity of the 
secondary winding and the wiring and the capacity of the load, and is thus also a resonant 

13 



circuit. After energizing of the secondary circuit, the remaining energy is .returned to the 
prin1ary, then back to the secondary, and so on until losses reduce it suffici~litly to inter-
rupt spark across a in the primary circuit. Then condenser C begins to recharge from 
source G via iatduction coil (transformer) PS. Oberbeck <29) published a theoretical analysis 
of Testa's oscillator in 1895. 

Tesla presented much new information about his discharge oscillators and his further 
research on high frequency currents in the lecture he gave to the lEE in London, February 
1892 which he subsequently repeated in London and then in Paris(S). He described at 
length the construction of a type of air-cored HF transformer and drew attention to the 
fact that the secondary voltage cannot even approximately be estimated from the primary 1 
/secondary turns ratio. Tesla also did a lot of work on improvements of the spark gap 
and described several designs, some of which were subsequently attributed to other auth-
ors<24>. In describing the apparatus with which he illustrated this lecture he explained 
several ways for interrupting arcs with the aid of a powerful magnetic ·field; using compres-
sed air; multiple air gaps in series; single or multiple air gaps with rotating surfaces. 

He describes how the capacity in the primary and secondary circuits of the HF 
transformer should be adjusted to get the maximum . performance: stating that so far 
insufficient attention had been paid to this factor. He experimentally established that 
the secondary voltage could be increased by adding capacity to ''compensate', the inductan-
ce of the secondary (resonant transformer). 

He demonstrated several single-pole lamps which were connected to the secondary, 
describing the famous brush-discharge tube and expressing the opinion that it might find 
app1ication in telegraphy. He noted that HF C\lrrent readily passes through slightly ra-
refied gas and suggested that this might be used for driving motors and lamps at consi-
derable distance from the source, the high-frequency resonant transformer being an impor-
tant component of such a system. 

The drawing shown in Fig. 3c dates from early on during Testa's work with high 
frequencies, 1891 1892. It is taken from Testa's original slide found in the archives of 
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Fig. 3c. Various connections of HF transformer used by Testa in 1891 1892 
(Testa's own slide now at the Nikola Tesla Museum, Belgrade) 
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the Nikola Tesla Museum in Belgrade. According to Tesla's caption these diagrams are 
"Illustrating vartuus ways of using highfrequency alternator in the first experin1ent at 
Grand Street Labor a tory 1891 1892" .. It seen1s that Tesla n1ade these to prove his priority 
in a patent suit<Js>. Only some of these diagrams have been published in (4, 6, 13), so 
that this is an important document throwing new light on an exceptionally fertile but 
relatively little known period of Tesla's work. It is, for example, clear from these diagrams 
that he introduced an HF transformer in the open antenna circuit. Circuits like that in 
Fig. 3c 4 are to be found later in two patents filed in 1897 ([3, 14) on his apparatus and 
system for wireless transmission of power (these p:ttents refer to Tesla's disruptive dis-
charge oscillator as an alternative to the high-freq Jency alternator) .. 

In February 1893 Tesla held a third lecture on high-frequency currents before the 
Franklin Institute in Philadelphia(6), and repeated it in March before the National Electric 
Light Association in St. Louis. The most significant part of this lecture is that which refers 
to a system for ''transmitting intelligence or perhaps power, to any distance through the 
earth or environing medium". What Tesla described here is often taken to be the founda-
tion of radio engineering, s!nce it embodies principles ideas of fundamental importance, 
viz.: the principle of adjusting for resonance to get maxin1um sensitivity and selective 

-reception, inductive link bet\veen the driver and the tank circuit, an antenna_. circuit in 
which the antenna appears as a capacitive load(71

). He also correctly noted the importance 
of the choice of the HF frequency and the advantages of a continuous carrier for 
transmitting signals over great distances 02). 

Between 1893 and 1898 Testa applied for and was granted seven American patents 
on his HF oscillator as a whole<25>, one on his HF transformer<26>, and eight on various 
types of electric circuit controller<27>. In a later article (28) Tesla reviews his work on H F 
oscillators and reports that over a period of eight years from 1891 on he made no less 
than fifty types of oscillator powered either by DC or low-frequency AC. 

-
Along with his work on the i1nprovement of his HF oscillators Tesla was conti-

nuously exploring applications of the currents they produced. His work on the improve-
ment of X-ray generating apparatus is well known he reported it in a series of articles 
in 1896 and 1897<7> and in a lecture to the New York Academy ofSciences<l7>. In a lecture 
before the American Electro-Therapeutic Association in Buffalo September I 89808) he 
described applications of the HF oscillator for therapeutic and other purposes. The same 
year he took out his famous patent "Method of and apparatus for controlling n1echanisn1 
of moving vessels or vehicles"<59), \Vhich embodies the basic principles of telen1echanics 
a field which only began to develop several decades after Tesla's invention. 

On 2nd September 1897 Tes]a filed patent application No. 650343, subsequently 
granted* as patent No. 645576 of 20th March 190003> and patent No. 649621 of 15th 
May 1900<14>. Unlike other radio experimenters of the time ~~ho worked either with 
damped oscillations at very high frequencies<43), Tesla investigated undamped oscillations 
in the low H F range. While others principally developed Hertz's apparatus \vith a spark-gap 
in the tank circuit (Lodge, Righi, Marconi~ and others) and improved the receiver by 

* The second of the two patents by which Tesla protected his apparatus for wire less po \vcr trans-
mission, known as the Hsysten1 of four tuned circuits"'., is particularly important in the hi story of radio. 
It was a subject of a long lavJ suit bet\vecn the Marconi Wireless Telegraph Con1pany of Arnerica a nd the 
United States of An1erica alleged to had used wireless devices that infringed on M a rconi·s patent No. 763772 
of 28th June 1904. After 27 years the U.S. Supreme Court in 1943 invalidated the fundarncnt a 1 radio 
patent of Marconi as containing nothing which was not already contained in patents granted to Lo dge , 
Tesla and Stonc<65>. 
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introducing a sensitive coherer (Branly, Lodge, Popov, Marconi, and others)~ he set about 
implementing his ideas of "1892 1893. How far he had got in verifying his lde3s for wireless 
power transmission before coming to Colorado Springs may be seen from patent No. 
645576 and the diagram in Fig. lc. 

Tesla based his ho~es for wireless power transmission on the global scale on the 
principle that a gas at low pressure is an excellent conductor for high frequency currents. 
Since the limiting pressure at which the gas becomes a good conductor is higher the higher 
the voltage, he maintained that it would not be n~essary to elevate a metal conductor to 

I 

an altitude/of some 15 miles above sea level, but that layers of the atmosphere which could 
• 

be good ronductors could be reached by a conductor (in fact an aerial) at much lower 
altitudes. "Expressed briefly, (cit. patent 645576) my present invention, based upon these 
discoveries, consis~ then in producing at one point an electrical pressure of such character 
and magnitude as to cause thereby a current to traverse elevated strata of the air between 
the point of generation and a distant point at which the energy is to be received and uti-
lized~' .. Figure lc proves that Tesla did actually carry out an experimental demonstration 
of power transmission through rarefied gas before an official of the Patent Office. From 
.the patent it may be seen that the pressure in the tube was ·betwee~ 120 and ISO mm Hg. 
At this pressure, and with the circuits tuned to resonance, efficient power transfer was 

• 

acheived with a voltage of 2 4 million volts on the transmitter aerial. In the application 
Testa also claims patent rights to another, similar method of transmission, also using the 
Earth as one conductor, and rendered conductive high layers of the atmosphere as the 
other*. 

Testa spent about eight months in Colorado Springs. Something of his work and 
results from this period can be gleaned from articles in ''American Inventor" and ''Western 
Electrican". For instance, it is stated that Tesla intended to carry out wireless transmission 
of signals to Paris in 1900. An article of November 1899 reports that he was making rapid 
progress with his system for wireless transmission of signals and that there was no way 
of interfering with messages sent by it. Tesla returned to New York on the II th of J a-
nuary 1900<68>. 

The diary which Tesla kept at that time gives a detailed day-by-day description of 
his research in the period from 1st June 1899 to 7th January 1900 .. Unlike many other 
records in the archives of the Nikola Tesla Museum in Belgrade, the Colorado Springs 
diary is continuous and orderly. Since it was not intended for publication, Tesla probably 
kept it as a way of recording his research results. It could perhaps also have been a safety 
measure in case the laboratory should get destroyed, an eventuality by no means unlikely 
considering the dangerous experiments he was performing with powerful discharges. 

- some days he made no entries, but usually explained why at the beginning of the month. 

• In the late eighties of the last century very little was known about the radiation and propagation 
of electromagnetic waves. Following the publication of Hertz's research<2J) in 1888. which provided con-
firmation of Maxwell's dynamic theory of the electromagnetic field published in 1865<60>, scientists 
more and more convinced that electromagnetic waves behaved like light waves, propagating in straight 
lines. This led to pessimistic conclusions about the possible range of radio stations, which were soon refuted 
by experiments using the aerial--earth system designed by Tesla in 1893<6>. Testa did not go along with the 
general opinion that without wires uelectrical vibrations" could only propagate in straight lines, being 
convinced that the globe was a good conductor through which electric power could be transmitted. He 
also suggested that the ' 4upper strata of the air are conducting,. (1893), and uthat air strata at very moderate 
altitudest which are easily accessible, offer, to all experimental evidence, a perfect conducting path" 
(1900)<41). It is interesting to note that this mode of propagation of radio waves was initially considered 
as something different from other modes<61) then to be forgotten until recent years. In the 1950's Schum·lnn, 
Bremmer, Budden, Wait, Galejs and other authors<J4), working on the propagation of very low (3 to 30kHz) 
and extremely low (I to 3000Hz) electromagnetic waves, founded their treatment on essentialy the same 
principles as Testa. 
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AccordiJtg to his notes~ Testa devoted the greatest proportion of his time (~bout 
56%) to the transmitter, i.e. the high-power HF generato~, about 21% to developing--re-
ceivers for small signals, about 16% to measuring the capacity of the vertical antenna, 
and about 6% to miscellaneous other research. He developed a large HF oscillator with 
three oscillatory circuits with which he generated voltages of the order of 10 million volts. 
He tried out various modifications of the reciever with one or two coherers and special 
preexcitation circuits. He made measurements of the electromagnetic radiations generated 
by natural electrical discharges, developed radio measurement methods, and worked 
on the design of modulators, shunt-fed antennas, etc . 

• 

The last few days covered by the diary Tesla devoted to photographing the laboratory 
inside and out. He describes 63 photographs in all, most of them showing the large oscil-
lator in action with masses of streamers emerging from the outer windings of the secondary 
and the ''extra coil". He probably derived special satisfaction from observing his artificial 
lightning, now a hundred times longer than the small sparks produced by his first oscil-
lator in the Grand Street Laboratory in New York. By then many leading scientists had 
been experimenting with "Testa" currents but Testa himself wa.s still in the vanguard 
with new and unexpected results. When he finally finished his work in Colora:do Springs 

• · 
he published some photographs of the oscillator in a blaze of streamers causing as much 
astonishment as had those from his famous lectures in the USA, England and France 
in 1891 1893. The famous German scientist Slaby wrote that the apparatuses of other 
radio experimenters were mere toys in comparison with Tesla~s in Colorado Springs. 

The descriptions of the photographs in. the diary also include detailed explanations 
of the circuitry and the operating conditions of the oscillator. The photographs themselves 
givo an impressive picture of the scale of these experiments. Tesla maintains that bright 
patches on some of the photographs were a consequence of artificially generated fireballs. 
He also put forward a theory to explain this, still today somewhat enigmatic phenomenon. 
Research on fireballs was not envisaged in his Colorado Springs work plan, but belonged 
to the special experiments which, in his own words, "were of an interest, purely scientific, 
at that timeu<68>, which he carried out when he could spare the time. 

Tesla used some parts of the diary in drawing up the patent applications which he 
filed between 1899 and 1902. Keeping such notes of his work was more a less a constant 
practice; they provided him with an aide-memoire when preparing to publish his dis-

• covertes. 
The diary includes some descriptions of nature, mostly the surroundings of the 

laboratory and some meteorological phenomena, but only with the intention of bringing -·· ., 
out certain facts of relevance to his current or planned research. 

Immediately after he finished work at Colorado Springs Testa wrote .a long article 
entitled · "The problem of increasing human energy" in which be often mentions his 
results from Colorado Springs<41l. In 1902 he described how he worked on this article<68>: 

# 

c'The Century" began to press me very hard for completing the article which I have pro-
mised to them, and the text of this article required all my energies. I knew that the article 
would pass into history as I brought, for the first time, results before the world which 
were far beyond anything that was attempted before, either by myself or others,'. 

The article really did create a sensation7 and was reprinted and cited many times. The 
style he uses in describing Colorado Springs research differs greatly from that of the diary .. 
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Tesla wrote about his Colorado Springs work again in 1904<1)_ Some interesting 
data is tc be fol!nd in his replies before the United State~ Patent Office in 1902, in con-
nection with a patent rights dispute between Tesla and Fessenden<68>. This document 
includ~s statements by Testa's assistant Fritz Lowenstein and secretary George Scherff. 
Testa took Lowenstein on in New York in April 1899. At the end of May that year he 
summ~ned him to Colorado Springs, where Lowenstein remained until the end of Sep-
tember, when family matters obliged him to return to Germany. Testa \Vas satisfied with 
him as an assistant and asked him to return later, which he did, again becoming Tesla~s 
assistant in February 1902. 

Tesla did not break off his research in the fierd of radio after visiting Colorado 
Springs. Upon returning to New York on the lith of January 1900<68) he took energetic 
steps to get backing for the implementation of a system of''World Te1egraphy''. He erected 
a building and an antenna on Long Island, and started fitting out a new laboratory. From 
his subsequent notes we learn that he intended to verify his ideas about resonance of the 
Earth's globe, referred to in a patent of 1900<42>. The experiments he wanted to perform 
were not in fact carried out until the sixties of this century, when it was found that the 
Earth resonates at 8, 14 and 20 Hz.<34> Tesla predicted that the resonances would be 
at 6, 18 and 30 Hz. His preoccupation with this great idea slowed do\\'n the cottstruction 

• • 
of his overseas radio station, and when radio transmission across the Atlantic was fin.ally 
acheived with a simpler apparatus, he had to admit that his plans included not only the 
transmission of signals over large distances but also an attempt to transmit power without 
wires. Commenting on Testa's undertaking, one of the world's leading experts in this 
field, Wait<2I>, has written: ... "Fron1 an historical standpoint, it is significant that the 
genius Nikola Tesla envisaged a world wide communication system using a huge spark 
gap transmitter located in Colorado Springs in 1899. A few years later he built a large 
facility in Long Island that he hoped would transn1it signals to the Cornish coast of En-
gland. In addition, he proposed to use a modified version of the system to distribute power 
to all points of the globe. Unfortunately, his sponsor, J. Pierpont Morgan, terminated 
his support at about this time. A factor here \vas Marconrs successful demonstration in 
1901 of transatlantic signal transmission using n1uch simpler and far cheaper instrun1en-
tation. Nevertheless, many of Testa's early experiments have an intriguing sin1ilarity with 
later developments in ELF communications. 

Tesla proposed that the earth itself could be set into a resonant mode at frequencies 
of the order of 10Hz. He suggested that energy was reflected at the antipode of his Colorado 
Springs transmitter in such a manner that standing \\'ave were set up." 

In a letter to Morgan <69) early in 1902 Tesla explained his research, in which he 
envisaged three ''distinct steps to be made: I) the transmission of minute amounts of 
energy and the production of feeble effects, barely perceptible by sensitive devices; 2) the 
transmission of notable amounts of energy dispensing with the necessity of sensitive devices 
and enabling the positive operation of any kind of apparatus requiring a small amount 
of power; and 3) the transmission of po\ver in amounts of industrial significance .. With 
the completion of my present undertaking the first step \vill be made". For the experiments 
with transmission of large pO\\'er he envisaged the construction of a plant at Niagara 
to generate about I 00 million volts. <D 

However, Tesla,did not succeed in getting the necessary financial backing, and after 
three years of abortive effort to finish his Long Island station he gave up his plans and 
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turned to oth~r fields of research. He \vrote several times about his great idea for wireless 
transmission of power, and remained convinced to his death that it would one day become 
reality. Today, when we have proof of the Earth~s resonant modes (Schumann's resonan-
ces (34>), and it is known that certain waves can propagate with very little attenuation, 
so little that standing waves can be set up in the Earth-ionosphere system, we can judge 
how right Testa was when he said that the mechanisn1 of electromagnetic wave propagation 
in ~'his system.,, was not the same as in Hertz's system with collimated radiation. Naturally, 
Tesla could not have known that the phenomena he was talking about would only become 
pronounced at very low frequencies, because it seems he was never able to carry out the ! 

experiments which he had so brilliantly planned, as early as 1893. <6> It is gratifying that 
after so many years Tesla's name is rightfully reappearing in papers dealing with the 
propagation of radio waves and the reso_nance of the Earth<21,54.62, 72>. In a recent book 
of a well known scientist (Jackson<54>) it is stated that ~'this remarkable genius clearly 
outline& the idea of the earth as a resonating circuit (he did not know of the ionosphere), 
estimates the lowest resonant frequency as 6Hz (close to 6.6 Hz for a perfectly conducting 
sphere), and describes generation and detection of these waves. I thank V.L. Fitch for 
this fascinating piece of history". We believe that further studies of Tesla's writings will 

• 
reveal some interesting details of his ideas in this field. -

The publication of the Colorado Springs diary, a unique record of the work of 
a genius, means an enrichment of the scientific literature, not only in that throws light 

' 

on a particularly interesting period of Testa's creativity, but also as a source for the study 
of his work as a whole, and particularly of his part in the development of radio. It also 
facilitates the identification of many documents now at the Nikola Tesla Museum in 
Belgrade which lack date or description. 

The preparation of this manuscript for publication required considerable time and 
labor in order to present its content in a form not deviating essentially from the original 
but more accessible to study. No alterations have been made even where the original 
contains certain minor errors, sometimes also in the use of power and energy units; some 
more important calculation errors which influence the conclusions drawn are also repro-
duced but are noted. A section at the end of the book contains commentaries on the Diary 
with explanatory notes, and a survey of his earlier work and that of other researchers. 
For these commentaries reference was made to the large body of literature and documents 
in the archives of the Nikola Tesla Museum in Belgrade. 

Aleksandar Marinlic 





June 1 30, 1899 

To this to be added two applications filed with Curtis and some other patent matte: 
chiefly foreign. 
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Colorado Springs 
June I, 1899 

The following seems to be the best plan for constructing small batteries of ver) 
high e~m.f. required for exciting vacuum tube to be used as receiver in telegraphy: A~ 

CONNECTION 

RUBB£R 
PLUG 

CARBON -t
STIC~ 

z•NK 
C.AP 

CONNECTION 

--· 

the current for exciting the tube need be only very small the battery can furnish a minut• 

current. From previous experiments about 1 amp. is amply sufficient Approximate 
20,000 

dimensions of box 1/4 cu. foot~ The price will not be prohibitory. Tin caps, plugs anc 
carbons will be readily obtainable. 

The connection of the receiver is to be as in experiments in New York; If necessar~ 
the resistance R1 wiH be used to strain the tube exactly just to point of breaking down 
It is very important as in ~ll sensitive devices so far used that the dielectric is straine< 

r 

" 
< AiR 

CAPAC I Rl <: TY 

- • . 
. -~ OEUCAT£ . r . RElAY fiN 
~ 'BATTERY M WIRE 

--
t.1AGNE'r STRONG 
MANY WINDINGS 
fINE .WIRE 

EARTH 

exactly to the breaking point. The magnet M is to have a resistance nearly equal to th 
internal resistance of the battery, so as to get best output. The relay will suit as it is witl 
1000 ohms resistance. The magnet must be strong to blow out tube when lighted. Thi 
device should by·ve;y sensitive and should break down by very minute currents propagat~ 
through the earth from a similarly connected oscillator. 



Signalling 
Valuable 
Uses of 
Condenser 
Methods 

Research 

Measurements 
etc. 

Telegraphy 

Protection 

Ani1nal 
Plant 

Terrestrial 

Disturbances 

Locating 
on deposits 

Ships 
Land 

June 2, 1899 

Cables (thi~ very much so, 
but powerful apparatus 
required). 

Ships 
lee bergs 

Electricity 

Ma.gnetism 
Static 
Atmosph. 
Earth currents 
Solar influence etc. 

Magnetic 

Collisions 

Electricity 

Non-magnetic by reflection 

In connection with Roentgen rays, other rays 
and dark rays of the sun. Most important. 

Resist., current., e.m. f. etc. 
Intensities, light, heat etc. 

Meters 
powe.r 
current 
integrators of all kinds 



June 3, I ~99 

Various n1odifications of a principle consisting jn accun1ulating energy of feet 
impulses received fron1 a. distance and utilizing magnilled effect for operating a receivi1 
device_ Several modes of carrying out the same, generally considered: 

Resonance 

Condenser 

Magnet 
~ 

Con1111utating currents and charging 

Directing currents 
by batteries 
gas valves 

Using direct currents of high tension 

Comn1utating currents for relay 

Directing currents through relay 

and charging 

batteries 
valves 

Comm utating currents field 

Dynamo 

princi pie 

batteries 
valves 

direct Directing 

Using direct currents current 

Low frequency cu rrenls in field 

High frequency 
currents in armature 

heating device 
electromagnet 

condenser, etc. 

Direct currents 

in armature 

relay, field n1agnet 
dynamo, 

condenser, etc. 



Colorado Springs 

Telephony without wires. 
General observations: 

Senders 

Receiver 

Fonn of 
energy 
~nder 

one impulse 
several impulses 

several impulses 
one impulse 

Static action 

Current action 

light 
heat 

Rays Roentgen 
etc. 

Magnetic action 

Sound action 

Static machine 

Induction coil 

for one telephone 
impulse. 

for one telephone 
impulse 

Form of 
energy 
affecting 

• recetver 

Receiving 
instruments 
suited for 

Oscillator 
single the various 
terminal 
two termi- transmitting 

Instruments 
to be used 

nals 

Batteries, 

Dynamos 
(high frequency) 

Condenser 

instruments 

alt. 
direct 

Rheostatic Mach. 
Oscillator 

Arrangements of circuit etc. to be worked out. 

June 4, 1899 

Static 
Two currents 

• attractton. 
repulsion 

Magnetic 
Cath~ode rays 
He~ rays 
Light rays 
Cathode mecha-

nical action 
Deflection by 
mcch. displace-

ment 

to be worked 
out 
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June S, 1899 

Induction method; results with apparatus to be used calculated from 

M = P
2 

s4 WP v: (This formula is very prob1ematical) 
322 D6 S2 

M = Power in secondary or receiving circuit 
' 

p = 2n:n, estimated 40,000=4X 104 

s = length of sido of square circuit = 1200=12x 102 em. 
power spent in primary ~4 x 1010 ergs assumed. 

Yt = total volume of wire in both circuits =25 x 103 cu.cm. 

D 

s 
= distance from center to center of circuits (horizontal) 
= specific resistance of wires = 1.7 x 103 

Taking M to be the minimum 0.3 ergs to affect relay, it is found that with atx 
circuits and under such conditions about 1 mile communications should be possib 
With circuits 1000 meters square, about 30 miles. From this, the ~nferiority of the jnducti 
method would appear immense as compared with disturbed charge of ground and 
method. 

• 

Colorado Spring.~ 
June 6, 1899 

Arrangements with single termina1 tube for production of powerful rays. 
There being practically no limit to the power of an oscillator, it is now the probl• 

to work out a tube so that it can stand any desired pressure. The tubes worked with 
New York were made either with aluminium caps or without same, but in both ca: 
a limit was found so that but a small fraction of the obtainable e.m.f. was available. 
of glass, the bottom would break through owjng to streamers, and if an aluminium c 
were employed there would be sparking to the cap. Immersion in oil is inconvenie: 

' 

likewise other expedients of this kind. The best results will probably be obtained in 1 

end by static screening of the vulnerable parts of the tube. This idea was experiment 
upon in a number of ways. It is now proposed to test the arrangements indicated belo 

1. 
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In each case there would be an insulated body of capacity so arranged that the strea-
mers can not manifest themselves .. The capacity would be such as to bring about maximum 
rise of e.m.f. on the free terminal. 

Colorado Springs 

June 7, 1899 

Approximate estimate of a primary turn to be used in experimental station. 

8A loge - 2 -t- 2 a 
a 

8 A 5 a2 

loge - - - ___,....,__ 
a 4 16A 

SA 
21oge + 19 

a 

Here A radius of circle --25 feet = 300 inclt = 300 x 2.54 762 em. 

a 
" 

, cable 13" 13 
= -= x 2.54 = 1.03 em. 

32 32 
8 A = 5919 

a 

SA 
loge = 3. 772248 x 2.3 = 8.6762 

a 

4A 3048 2a--2.06 a2 -- 1.061 ; l6A 12,192 

L =1t s 3048 X (8.6762- 2) + 2.06 X (8.6762- 1.25)- J.061 
X (17.3524 + 19) 

12, 192 

last ternt being negligible, \Ve have 

Ls · 3.1416 X (3048 >~ 6.6762+2.06 X 7.4262)-·-

=3.1416 X (20,349.06+ 15.3) 3.1416 X 20,364.36= 

Ls 63,976.67 cnt. 

or approx: 63,900 em. 

Two turns in series should be approx. 255,600 em. 
Approximate estitnate of inductance of primary loop used in experimental oscil-

lator on vertical frame in New York. 
Diameter of loop 8 feet 244 cn1. 

This gives A 122 cn1 

I 3'' 
a= X 2.54 1 cn1. nearly 

32 

diam. of cable 
13" 

= 
16 

8A 
loge = 2.98945 x 2.3 = 6.875735 

a 

4A 488 l6A 1952 

30 



16 A 

a2 ' 8 A 2 loge & • + 19 
a 

8A 
loge - 2 

a 

• 

+2a 8 A 5 loo- ·· ... - -·-
ce a 4 - ··-L=rt 4A 

=1t 488 X 4.875735 + 2 X 5.625735 -- __ J X 32.75 = 
1952 • 

=7t(2379.3600+ 11.2515 small fraction) 

=1t X 2390.6115--3.1416 X 2390.6115 L 7210.345 em. 

this is a trifle more with ends close enough 8,000 c.m. 

Colorado Springl 
June 8, 1899 

Method and apparatus for determining self-inductances, also capacities, 
particularly suitable for determining small inductances. 

Since resistance can be neglected when the frequency of the currents is high the 
inductances can be easily compared in the following way: 

STANDARD 
OF SF.:Lf 
I ND'JCTtON 

.\ 
\.A-o..' .... l 

INO~CTANCE 
TO BE 

~ MfAS'JRF.O 

.. . - - · Dl ' t:· ··o·'YACT • . • I I ~ - . • 

T rL f: PH07·:( 

RF.: S. RE~ . 

SOURCE 
OF <..~RRE~l 
OF VFR.Y 
1-t I v d 
FREQJENCY 

A standard of self-induction is provided with a sliding contact so that any number of 
turns can be inserted. Two resistances, suitable for the source of high frequency current 
and the inductance to be measured, are connected in the manner of a bridge. The two 
opposite points, one movable, are connected through a telephone. When no sound is 
heard then we have the two inductances that is, the one to be measured, and that part 
of the standard which corresponds to equilibrium or silence in the telephone-practically 
equal if the quantities are suitably chosen. By determining inductances capacities may 
from these be easily measured. It is possible that the high frequency source might be dis-
pensed with and a very sudden discharge of a condenser passed through instead. The 
auxiliary resistance shouJd be so determined that the resistances in the two parts through 
which the current divides are equal or nearly so. 
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Colorado Springs 
June 9, 1899 

Consider the practicability of using a column of air or other gas as detector of dis-
turbances from a distance. This would be on the principle of the Ries thermometer as 
experimeitted with in New York. The arrangement of apparatus is illustrated in the diagram 
below. There is a reservoir V, preferably of polished surface, made in the manner of 
mirrors to reflect rays to center. In this reservoir is placed a resistance r of minute mass. 

/ v 
• ·· -· ····- ··-··----. 

m \ 
i ' · .- . ..... . ... . .~ · ... \. ; , T ·. a .. 

' . 

\ 

• 

r m T 1 .. , .·/...---./· 
· .. .,~~, ' /;.":;·b·· ' . -:·. "/ 

. - . . . ··-- ·. -·- · . 
p . . . . . . '-..,..,, 

c 

: .. '1 
: . E 
' i 

R 

B 

This resistance may be conveniently 
obtained by connecting with pencil 
marks m m two terminals T and T1 , 

holding a glass plate P. The mass 
must be minute so that the smallest 
amount of current would raise the 
temperature of the marks or con-
ductors and thus heat the air in the 
reservoir which, expanding, would 
drive a minute column of liquid c 

contained in tube t towards con-
tacts a b. The liquid should be very 
light and need not be highly con-
ducting~ barely enough to allow the 

relay R to be worked by battery B when contact between a and b is established. The 
resistance r1 may be used to regulate battery strength. The terminals T T1 I would prefe-
rably connect in the manner I generally resort to, that is, one to the ground and the 
other to a body of some surface and elevated. Suppose air is used, we would want 
0.1696 Ca per oc per gramme. It will be now easy to calculate how much the air can 
be expanded per erg of energy supplied. 

(to work out) 

Colorado Springs 
June I 0, 1899 

Suppose a very fine mercury column were prepared of resistance R, length L and 
connected to a ground and an elevated insulated conductor of capacity in the manner 
illustrated in diagran1. 

Then if a current I be passed through it the energy lost in the column and converted 
into heat will be R/2 'vatts. The current is, of course, minute and we could scarcely calcu-
late on n1ore than I erg in telegraphy being transmitted to a great distance from the trans· 
mitting station; the question is what can be done with that little amount of energy. 

If the mercury be raised to a temperature t degrees above normal it wiJI expand 
for each degree 0.00018 of its length hence its length will be L+Lt x0.00018= 
L(l +0.00018 t). This value is a little greater than would actually be found in a glass tube. 

l 
Suppose the tube were mm. diam. and 10 meters long; its resistance would be approx. 

10 
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tOOOohm.Thm 1 
1010 

I 
I 

105 The column in the tube would expand for one degree 0.00018x 10 0.0018 

meters or 0.18 em or 1.8 mm. 

-0 
INSULATED BODY 
OF LARGe 

The volume of the column 
would be 0.01 X 10,000 lOOcu.mm. 
or 0.1 cu.cm. Now this would weigh 
0.1 x 13.6 1.36 gramme. The mass 

. VERY FINE f.tERCURY COLUMN 

r hi ld be 
0.00136 

o t s wou . Now 
9.81 

to raise water 1 o C we want 
41,600,000 ergs per gramme. Spe-
ciftc heat of mercury being 
0.0319 we would want 41,600,000 x 

320 
x IO,OOO 41,600 x 32 about 
1 ,330,000 ergs. 

VERY LONG 

RELAY BAtTERY RES 

EARTH 

~-• CONTACT NADE 
BY EXPANDING 
COLUMN 

This shows that on the above assumptions, indication of disturbances by mercury 
column would be hardly practicable unless the column could be made much thinner. 

Colorado Springs 
June 11, 1899 

The following method and apparatus for ~ (~ble distur ~ transmitted 
through a medium seem to be particularly adapted for telegraphy. The idea was followed 
u!' in New York but results were not satisfactory. Now the experiments are to be resumed 
with apparatus as illustrated below. 

The general idea is to provide a path for the passage of a current such that it will 
diminish in resistance when the current passes and also such that it will be of as minute 
a mass as possible. The specific heat of the material forming the path for the current should 
also be as . _ as possible. The best way I have so far found is to make a mark of the 
required thickness with a carbonstick so as 

• 

to connect two ternlinals through a conduc-
tor of high resistance so deposited. This 
conductor I preferably connect with one end 
to the earth and with the other to an elevated 
object of a large surface. The conductor is 
further connected in circuit with relays and 
batteries in any way suitable, as for instance 
in the arrangement here shown. Now when 
a feeble impulse passes it reduces the resi-

3 33 
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~ ~CAPACITY 
ELEVATED 

RE~AY ..--...."BREAK 
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EARTH BATTERY . 



stance of the carbon and more of !he ba~tery current can pass through and so on until 
the relay is brought into action. The relay then, in any way suitable, breaks the current 
of the battery and a normal regime is established. The relay itself may be utilized to 
break the current or an auxiliary magnet may be employed as illustrated. The carbon 
mark may be connected in the manner of a bridge to increase sensitiveness. 

This. to be followed up. 

Colorado Springs 
June 12, 1899 

A conve~ient way of obtaining a conductot (rather a poor one) of small mass, such 
as will be instantly evaporated or disintegrated by a battery current, and one which is 
also automatically renewed in a simple manner, is the following: 

Two terminals are fastened to an insulating plate, preferably of glass, and provision 
is made once for a film of poorly conducting substance to be deposited on the plate thus 
bridging the terminals and establishing sufficient contact between them to allow a current 
to pass. 

The best manner to carry this idea out seems to be the following: 
In a small bottle, having a stopper with two terminals, is placed a quantity of iodine 

and the bottle is by any suitable means kept at a temperature such that the haloid is de-
posited in an exceedingly fine fil!Il causing a leak of the battery current through a relay. 
A stronger current may then be passed by establishing a suitable connection with the relay 
and the film of iodine may thus be destroyed and the terminals again insulated, this pro-
cess being repeated in as rapid succession as may be desired. This film may be used in 

. . 

the detection of feeble impulses as in telegraphy through media .. in which case it is con-
. . 

nected to ground and capacity. 

Colorado Springs 
June 13, 1899 

Arrangements of transmitting apparatus for telephony at a distance without wires. 
--··-- - ······ --- ---- ---

The most difficult part in the practical solutiQn of a problem of this kind of telephony 
is to control a powerful apparatus by feeble impulses such as are produceable by the 
hun1an voice. 

One of the best ways is to use carbon contacts as in the micropl1one, but when po-
werful currents either of great volume or high e.m.f. are used, as they must be in such 
cases, the problem offers great difficulties. 
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A solution which I have before described is offered in the following scheme, 
illustrated diagramatically below. 

S is a source of preferably direct current as a powerful battery or dynamo, C a 
condenser which is connected with a primary p and break d as usual in an oscillator. 
The break d is such that at the number of breaks resonance is obtained. 

A secondary s is provided which is connected to the ground and an insulated body 
of capacity and elevated as shown, and normally the adjustment is such that the secon-
dary with its capacity and self-induction is in resonance with the primary p. From the 
latter a shunt is made by two contacts c c preferably of carbon. Normally these carbons 
.tquch loosely but by speaking upon funnel f 
they arc harmonically pressed together and 
the primary current is diverted thus destro-
ying the resonance and greatly diminishing 
effect in the secondary rhythmically with 
the undulations of the voice. In this manner 
very minute variations in the contact resi-
stance are made to produce great variati-
ons in the intensity of the waves sent out. 
The breaks at d must be much above undu-
Jations of the voice. 

Colorado Springs 
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June 14, 1899 

The following arrangement, considered before in a general way, seems to be parti-
cularly suitable for telephony at a distance without wires and for such purposes where 
it is necessary to effect control of a powerful apparatus by feeble impulses such as those 
produced · by a human voice. 

FUNNEL 
/ 

DIAPHRAGM_,."'' 

GAS !l 

• 

MINUTE 
VALVE 

• 

~RESERVOIR 

; I II t 

i 

ARC 
CONTROLLER 

EARTH 

CAPACITY 
AIR 

• 

c) 
I 

____..._ s c:;{ 

d. 
\ 

C>' . 
<=><. 

• 

c 

s 

VERY RAPID 
BREAK 

The idea is to use an ordinary oscillator, preferably one operated from a source 
of direct currents with a break (mercury or simply an air gap) which is much higher in 
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frequency than the vibrations of the voice. At any rate, there will be an arc,· whetbt;r in 
the primary of the which will be blown out~ or the resistance .of which wiJI be 
eno1ntously i , rhythmiallly with the vibrations impressed by voice-or otherwise, 
as the case 1nay be. The control of the arc is effected by a jet of · or other ps issuing 
under prcssl•re from an orifice the opening of which is controlled in some convenient 
way by the vibrations. An of such a is illustrated in the · 
below, the arc controlled thus being in the . The source of dire-ct currents S 
charges a condenser C and the discharges of the same (a very great number) through a ,. 
d and primary p energize a secon s with the usual connection in telegraphy as I have. 
introduced. The air or gas under prusure is controlled by a diaphragm valvo Y. The 
outlet pipe t can be screwed up as close to the diaphragm as is ne«ssary for the best result. 
In tbis or a modified way a powerful apparatus may be controlled by very feeble undula-
tions, as those of the human voice. 

Colorado Springs 

F~nt .experiments in the station were 1nade today. The e.m.f • . of the supply ........ 
fortner was 200 vo1ts only. The on the disk, which was driven by a Crocker 
motor. varied from 800-1200 per second. (,) was found to be 800 approxitnately. 

Under these conditions tho from the New York high tension oraner 
could only charge from 3 4 and it was impossible to obtain more a harn1oDic 
of the vibration of the secondary system of the oscillator, which required more • 

The was wound on a conical fra11tcwork, there being 14 turns of an average 
length of 130 feet each, that is approximately. 

The primary was fornted by one .tu11;1 of ~ble, used in New York laboratory for 
the same puliJOse; consisting of 37 wiros No. 9 covered with rubber and breadiq. The 
details of construction are to be described later. 

Note: Sparks went over the lightning arresters instead of going to the ground 
This made it necessary to change the connection to the ground, separating that of the se-
condary of the oscillator from the ground of the arresters. By connecting the secondary 
to a water pipe, and leaving the ground of the arrester as before, the sparks erased. This 
indicates a · bad ground on the &!'resters. The latter work exceedingly well. The ground 
CODDection was made by driving in a gas pipe about 12 feet deep and g&lttmonins coke 
around it. This is the usual way as here practised. 

Tho power taken in these first experiments was small, 1/2 3/4 H. P. only. 
spark on the was S" long but .,ery thick and noisy; indicates considerable ca-
pacity in the secondary. The variation of the length of the spark in the brmk did not 
produce much change. The weather was very stor•ny, hail, lightning. 
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Colorado Springs 
June 16~ 1899 

Experiments were continued today. A new ground was made by dig-
ging a hole 12 feet deep and placing a plate of copper 20'' x 20" on the bottom and sprea-
diq coke over it again, as customary. W was kept constantly flowiq upon tho ground 
to moisten it and improve the connection bot in spite of this the connection was still bad 
and to a remarkable degree. It is plain that the rocky foranation and dryness is responsible 
and I think that the many cases of damage done by lightniq here are partially to bo at-
tributed to poor earth connections. By keeping the water constantly running the 
was finally reduced to 14 ohms between the earth plate and the water main. By connecting 
tho earth plate and water main apia. the lower end o~ tho being connected 
to the latter, sparks would again 1ly over the arresters. When the water main was discon-
nected they again ceased. 

The action of the waves · through tho ground was tested by a fora11 or sen-
sitive device later to be described and it was found that there was a strong vibration pas-
sing through the ground in and around the laboratory. The device was unsen-
sitivc, to get • idea by comparison with former · in this direction. It did not 
respond when placed close to the osciJiator, but unconnected to ground or cCpacity, but 
responded 200 feet from the shop when connected to the ground with one terminal. It 
responded also all along a water n•in, as far as it reached, although it was connected 
to the around fairly well. The a~011 on the device was still strong when there no 
sptll'ks from tho ternlinal. This is a aood indication for the investigation of 
waves, stationary in the ground. It was concluded the earth was still too · 
Possibly the sround the and the • than assuaued, by the 
for1nation of induced 

To be ln•estigated. 

ColoradtJ Springs 

··~ of resistance between ground wire and water main showed the sur· 
prisilll fact that it was 2960 ohms, and evon. after half an hour watering it still was 
2400 obms, but then by continued watering it began to fall rapidly. Evidently the soil 
lets the water run through easily and being extremely dry as a rule it is very difficult to 
mako a good ground connection. This may provo troublesome. The water will havo to 
be kept ftowina continuously. The high resi explains the difficulty, from a few days 

• 

before, of getting the proper vibration of the secondary. The first good ground was evi-
dently at the point where the water main feeding the laboratory connected to the big 

. 

main underground and this was several hundreds of feet away. This introduced additional 
length in the wire which ~me thus too long for the quarter of the wave as 
calculated. The connection to earth was as measured about 260 feet away 
even this one was doubtful. 

Measurement of inductances primary, secondary and mutual induction. 

Readings for two primary turns in series showed: 

I 34, · R ..... O.OlS, I 
E 
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Neglecting R2 we have cuLP 0.206 and LP 287,000 em approx. 

For secondary 14 turns on conical frame average length of turn 130 feet. 

E 57.7 

I 12.65 

~716 

R 2.12 

E 
==4.57 

I 

E 2 

=20.98 
I 

R 2 4.49 

4 
Ls~ 

716 
~0.0056 henry approx. 

(J)L 4 approx. or Ls 5,600,000 em. approx. 

Coefficient of mutual induction, 2 primary turns in series: 

Ep 6 X 109 
M = = -- = 783,300 em. 

(J.) / 5 7 1 6 X 1 0. 7 

E = 6 p 

[
8

= 10.7 
w = 716 

This will reduce L. Reduction estimated from 

M2 
L - = L 

N 

M2 
1---

NL 

Colorado Springs 

=LX 0.64 

June 18, 1899 

Experiments were continued with the oscillator showing that proper vibration does 
not take place, evidently owing to some cause which is still to be explained. To see whether 
the trouble is due to poor induction from the primary, a coil-wound on a drum of about 
30" diam, 10" long, -~00 turns apgrox. of No.26 wire, used in some experiments in New 
York was connected to the free end of the secondary and with this coil a great rise 
was obtained, streamers about 12" long being obtained on the last free turn even with 
a small excitation of secondary. The trouble seems to be due to internal capacity. The 
total length of a quarter wave with coil was about 2400 feet, which agrees fairly with the 
calculation from the vibration of the primary circuit. The experiments with the coil show 
strikingly the advantage of an extra coil, as I call it, already noticed in experiments in 
New York; that is, a coil practically not inductively connected but merely used to raise 
the impressed electromotive force. 

Measurements of inductance of the secondary as used: 12 turns on tapering frame 
1 1 /4" apart from center to center showed: 

Current through secondary 
10.9 

fron1 this L' s wa~ found 9,500,000 em~ 

Readings for mutual induction: 

10.9 
E 

E.m.f. on terminals 
74V 

E.m.f. on primary (one turn) 
4.75 

gave M' === ---==0.00062 H 
lw 

or 620,000 em. 
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Compared with the first winding (14 turns far apart) the second winding was better 
because of both higher self-induction and greater mutual induction coefficient. 

Measurement of capacity of condenser in sections: 

The condenser was compared today with 1/2 mfd. standard by wirebridge and 
telephone receiver, according to the Maxwell method. There are 80 sections in the conden-
ser, 40 on each side, which can be connected by plugs as desired. 
They are: 1+21+22+5+10+10+20+30 80 
The measurements made by Mr. L. today gave 0.153 mfi per unit. 

This to be verified. 

Colorado Springs 
June 19, 1899 

• 
. 

Sensitive automatic device for receiving circuits in telegraphy through lbe natural-
media, purposes of tuning, etc. The device in simple form is illustrated in the diagram 
below. 

In a small glass tube t are fixed two thin wires w w of soft iron or steel carrying_ 
contact points of platinum c con the top. A spoolS wound with wire surrounds tube t. 
The contact points are shaped so that ·the wires can deviate con-
siderably without the separation becoming too great. When the 
current passes through coil S the wires w w are separated and 
the d\stance between the contact points, c c increased. The tube 

. 

is moderately exhausted. The dielectric between the points is 
-strained, as in sensitive powders, very nearly. to the point of break-
ing down by means of a battery and when the disturbance rea-
ches the circuit the dielectric gives way under the increased 

. 

strain and the battery current passes through coil S separating 
• 

the terminals and now breaking the battery current. It is sup-
posed in this instance that the contact points c .c a~d coil S are 
connected in series with the battery, but the ,,onnection may be 
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made in many other ways for the purpose of securing the same result - that is of 
. . 

automatically interrupting the current after the signal has been received. The contact 
·- -

points must be very close together and pointed. Stops p p p are provided to limit the· 
. . 

movement of the wires w w and prevent· vibration· upon each action. An additional 
coil may be placed upon S for the purpose of adjusting the wires so the points will 
be at the required minute distance from each other, which is easily effected by gra-
duating the strength of the current passing through the additional coil and an indepen-
dent relay may be connected in the circuits in any convenient way for registering the 
signals. The degree of vacuum may also be made adjustable. In the first device coil S had 
24 layers, 94 turns per layer 2256 turns, No. 21 wire, res. 14.7 ohms. 
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Colorado Springs 
June 20, 1899 · . __ 

Approximate estimate of some particulars of apparatus. With new jars the capacity 
will be about 0.174 mfd. that is with two sets of condensers in series as usual. Assume 

20,000 volts on the supply transformer, the energy per impulse will be 

4 X JOB X 0.174 
-----= 34.8 watts estimated roughly. 

2 X 106 

Suppose 1600 discharges through the primary per second, the condensers will deliver 
34.8 x 1600 55,680 watts or a little over 74 H.P. With ten thousand volts they would 

74 
still deliver 

4 
18.5 H.P. Now the vibration of the primary will be approximately: 

21t 
T== IOl 

1 x 1 o• 2 x 2. 2 22 
lQ!I x0.174= lQS V0.7x0.174 = JOS or tO• 

• 

This gives n 45,500 per sec. about. This vibration supposes only one prima~· turn. 
A 

The wave length calculated from this is about 4 miles or 21,120 feet and 5,280 feet. 
4 

As each tum has, on the average, 130 feet we shall want to make up the length of a quarter 
s2so 40 b o ·r . . sed . . he . . . wave 
130 

turns a out. r, 1 two pnmanes are u tn senes, t . capaCity rematrung 

as before, the wave length will be doubled and 80 turus will be needed. Let it then be as-
sumed that 80 turns are used, the self-induction of the secondary will be not far from 
165x 106 em. The period of the secondary will then be: 

165 X 106 38 
109 X 9 X 10' 

assuming no internal capacity or that it is overcome by suitable construction and only 
a ball of 30" diam. or approximately 38 em. radius on the free terminal of the secon-
dary. We have then 

T. - 164 and N ... 61 ,000 approx. 1 107 
• 

But this vibration will not be in harmony with the primary vibration. To effect this the 
--· # . . 

self-induction ·or the secondary can be estimated. We have namely: 

1 21t 
T= 45,500 ... 1000 

where L. is the self-induction of the secondary required. 
. 10 

From this La 
32 

henry or La 312,500,000 em. Suppose the wire wound on the 

same spool or frame and the length to remain as before, the turns necessary can be esti-
165 X 106 6400 

mated from 
6 

, from · which follows N2 12,102 and N 110 
312 X 10 N 2 
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In addition to the wire already on hand this would cost about S 250 b~:~t with 80 turns 
only S 100 will be necessary. To keep the vibration of the secondary the same,-the capacity 
on the free terminal will have to be increased. The capacity necessary will be 
C and we have: 

I 21t 
-= 45,000 1000 

165 x 106 c from which . follows C .... 67.3 em. 
109 • 

2r 
A ball of this size is not to be had. If we employ a disc we have =67.3, r 56 A disc 

1t 

could scarcely be employed except with small pressures, there .would be too much leakage. 
All these estirnates assume, of course, that the distributed capacity of the secondary 

is overcome in some way or other as. by condensers in series, for instance. It is quite certain 
that the vibration of the sccon will be much slower. 

Colorado Springs 
June 21, 1899 

Considerations of the various particulars of apparatus to be used, continued: 
The present supply transformers can furnish 26 H.P. 
Assume this energy consumption, that is, 26x7SO 19,500 watts and 1600 breaks 

h
. . 19,500 

or charges of the condensers ·per second. T ts gtves per each break ··· 12 watts 
1600 

roughly. Let us further suppose that an excess of power is supplied so that the secondary 
receives clear 12 watts per each discharge· of the primary. This means to say that the ca-
pacity on the end of the secondary will be charged 1600 times per second to a potential p. 

p2 24 
If C be the capacity on the free end we have 12= C from which p2 --· .. Assume C to 

2 c 
be a sphere 38 em. radius we have 

24 9 X 1011 X 24 
___ = p2 = , from ·this 

38 38 
9 X 1011 

6.32 == 3 x 105 x 2.51 = 753,000 volts 

Approximate estimate of primary voltage necessary for above output. 
To get e.m.f. lowest value it would be necessary to connect condensers in multiple, 

both sets. This would give a capacity of 0.174 x 4 0.696 mfd. Calling p 1 the primary 
c.m.f. necessary for this output, we have 

2 
0~696 X Pl 

2 X 106 

42 

= 12. 



109 
From this ~= 29 and Pt 6000 volts approx. (26 H.P. expenditure, 1600 

.breaks per sec.) 
With this e.m.f. assume 4 ohms res. of arc, the initial current would be 1500 amp. 

through the primary. From these assumptions the loss in the primary may be computed. 

Colorado Springs 

June 22, 1899 

Wire for the new secondary ordered from Habirsliaw No. 10 B.& S. rubber covered; 
all in all about 11,000 feet needed (more nearly 10,500 feet). This will do for 80 turns of 
an average length of 131 feet each. 

5.26 
No. 10 am. gauge 5.26 mm. square or sq inch 645 . 

5.26 
100 feet will ·have: -- x 1200 = 9.8 cu. inches. 

645 

The weight of this, taking 5.13 ounces per cu.inch will be 

5·13 
x 9.8 == 3.14 lbs. 

16 

Accordingly, 11,000 feet will weigh 345.4 lbs. This will give still less copper in the 
secondary than there is in the two primary turns. With secondary wire double we shall 
have 40 turns and with four wires (for quick vibration) 20 turns. The weight of copper 
should be equal and some of the No. 10 cord may be used on the first low turns. 

Some arrangements were tried aiming chiefly at prolonging the vibration in the 
primary after each break. One of these was as illustrated in the diagram below: 

R. COIL ~ .BOX 

SREAK 

p 
t p 

The condenser C1 was placed in shunt to the primary P. Since there was no spark 
gap in this circuit and the magnifying factor was very large, fhe resistance being tninute, 
the vibration continued much longer after each break as would be the case with the ordi-
nary connection. A very curious feature was the sha of tuning. This seems to be 
due to the fact that there are two circuits or two separate vibrations which must accord 
exactly. The sparks were strong on terminals of the secon always when C a C1, 
a being a whole number (no fraction), and particularly when a 2 or 4. 

This arrangement was carried out in New York on one of the later type oscillators 
and similar results were observed. 
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In this for1n there was a loss in circuit p since this part did not act upon the 
in inductive relation to P. A modification consisted. in including in circuit p-one or more 
tur•1s of the primary P or independent turns which acted inductively upon the . 

An arrangement intended for the same purpose was also tried. It consisted of pro-
viding two primaries, one independent of the break and merely shunted by a condenser, 

sec. 
~HO 
COIL 

c 

SPARK GAP 

c· 

REG. BOX 

FREE 
TERN1NAl 

p 

as illustrated. This plan was also experimented with in New York and it was found that 
it is good when the break number is Yery small. When the break is very rapid there is not 
much difference. In making the adjustments C'P' was first tuned to the vibration of C P, 
then the secondary was adjusted. 

This to be followed up. 

Colorado Springs 
June 23, 1899 

Approximate self-induction of Regulating box brought from New York to be used 
• • tn pnmary. 

Dimensions: diam. of drum 12"=30.48 em. 
Length ,, ,, 18" 45.72 ,, 
Number of tur115 24 

7C 
Area inclosed by one loop 

4 
d2 130 em. sq. 

From this 
L-= 41tN2S = 12.57x 576x 730 em= 

I 45.12 

=0.275 x 576 x 730 115,600 em. 

115,600 
From this for approximate estimates we may take 

24 
==4800 em per tum. *l.his will 

22 
be too much, as turns are far apart and thick. After Langevin•s formula La=--'t·. Here 

S3 total length of wire is 30.5x3.1416x24 2300 em approx. 
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This would give value L' 
23002 

45.72 
S,290,000 

45.72 
L' 115,700 em., remarkably close. 

Experitraeats with oscillator secondary 36 1/2 turaJs wae continued. Many modified 
with auxiliary condensers one of which is illustrated in the sketch below-

were tried. All chiefly aimed at prolonging the vibrations in the primary after each 
break and also at effecting sharper tuning of the circuits. In using auxiliary condensers 
in this way circuits are obtained containing no spark gap in which tho da•nping factor 
was extrcmoly and the magnifying factor very great. 

· c 
~~--------------~l ---r---t=::= 

RAPID 
BREAK 

-.SECONDARY 

c 

In this the relation 

L 
bad to be attained for the best result. Or L• .... 

4 

TWO TURNS 
PR CABLE 

c c.==4x-
2 

ls]t 

was obtained with 15 jars on each side, 6 turns primary. With 4 turns 

would have 
16 

• pnmary 

about 68 jars. (for reference) 

Note: Several rates of vibration were tried with such arrangements. Remarkable 
was the sharp tuning in some of them, one tum of the regulating coil being sufficient to 
entirely de troy the effect or to produce a great maximum rise of pressure. The jars broke 
down frequently, owing to sudden rise, as the handle of the regulating coil was turned. 

Colorado Springs 
June 24, 1899 

The following plan of producing a conducting path of extremely low resistance 
suitable for resonating circuits and other uses offers the possibility of attaining results 
which can not be reached otherwise. It is based on my observation that by passing through 
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• 

a rarefied gas a discharge of sufficient intensity, preferably one of high frequency, the 
• • • 

resistance of the gas may be so diminished that it falls far below that of the ·best conductors. 
So through just a bulb of highly rarefied gas an immense amount of energy -may be passed 
and currents of a m~imu!ll strength su~h tha~-~~J can n_Qt _traye!~ a cop~! wire, ow~ng 
to its resistance and impedance, may be made to traverse the rarefied gas. The plan now 
is to constitute a circuit composed of a rarefied gas column, heated by auxiliary means 
to a very high incandescence so as to offer an inconceivably small resistance to the pas-
sage of the current and use this column for the purpose to which it is suited. To illustrate 

• c 

L 
c 

s 

Colorado Springs 

the use of this idea in telegraphy, for instance the dia-
gram below is shown in which S is a source of oscilla-
ting currents of preferably high frequency, C a conden-
ser in shunt to same, L a coiled glass tube containing 
the rarefied gas which is kept at a high degree of exci-
tation. The conductor L is connected, as in my system, 
to earth and a capacity preferably elevated. Through 
this path the currents of a distant transmitter are ma-
de to pass which are of the ·same frequency and cause 
a great rise of the e.m.f. on the teoninals of conductor L, 
which may then be utilised to affect a receiving instru-

• ment tn many ways. 

(fo follow up). 

June 25, 1899 

'rhe following plan seems to be well adapted for magnifying minute variations 
such as are produced by the action of a microphone, for example. Suppose that on a ro-
tating or, generally speaking, moving surface of iron (polished or smooth) there is ar-
ranged a brush of soft iron, steel or at least having a surface of such magnetic materials 
whatever they be then there will be a certain amount of friction developed on the contact 
surfaces between the brush and moving surface and the brush will be dragged in the direc-
tion of movement of the surface. A spring may be used to pull the brush back against 
the. friction ·and to lt)aintain it in a position of delicate equilibrium. Let now the brush 

- -or -s_urfaee be but slightly magnetized, then the friction between the magnetic surfaces 
will be enormously increased and the brush will be pulled forward with great force. A small 

s 

s 

A 
• B 

46 

variation in the magnetization of the 
surface will thus make great changes in 
the force exerted upon the brush, and 
the movements of the latter may be utili-
sed for any purpose, as for instance in 
loud speaking telephones, or in perfec-
ting a :'wireless telephone'' or such pur-
poses. A si;nple forffi of apparatus is illu-
strated below: A is a rapidly rotating 



cylinder with a polished iron surface, if not all of iron; b is a Sinall bar or brush bearing 
upon the cylinder and also of soft iron. This light plate or bar is held in a balanced position 
by differential spring s .r1 so as to bear lightly on the cylinder A.. S is a solenoid energized 
through battery B in series with a microphone M. By speaking upon the latter the bar b 
will be vibrated back and forth and the movements of the bar may control any other 
apparatus. for instance a valve or other microphone. 

Colorado Springs 
June 26, 1899 

In following up an old idea of separating gaseous mixtures by the aplication to 
• 

them of an excessively high electromotive force, the following apparatus is to be adopted 
with a new oscillator. 

T 

t 

· 8 

• 
• 

Note : in this apparatus it will be preferable to use a for1n of oscillator with mercury 
break supplied from a source of direct current, so that the fo Twill be mostly~
-dircctional. Any other generator developing the necessary e.m.f. shou d, however, ac-
complish the same result. 

l'hree tubes t1 t2 t3 (assuming only three will be needed) are slipped one into the 
other, being held apart by insulating plugs a b c. In these plugs are fastened outlet tubes 
A B C to lead the several separated gases away to reservoirs into which they may be com-
pressed. It is therefore to be understood that there is the desired degree of suction on 
the outlet pipes, or else the mixture is forced under desired pressure through a tube t 
serving to let in the mixture. The high tension terminal T is led in through an insulating 
plug P fastened into the largest tube t 1 • The particles of the gas coming in contact with 
the active terminal are thrown away with great force and are projected at different distances 
according to their size and weight, hydrogen farther then most others. The latter element, 
if it be present, will therefore pass through tube A, that is mostly, the heavier and larger 
molecules through the other tubes. By repassing the gases drawn off through the apparatus 
again, any degree of purification or separation is obtained. 
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Colorado Springs 
June 27, 1899 

Arrangements of apparatus in telegraphy through the natural media aiming at 
exclusion of manager, in accordance with method experimented with in New York. This 
is not quite so good as the method used with condenser of commutating individual im-
pulses, but great safety can be secured nevertheless. The idea was to provide more than 
one synchronized circuit and to make the receiver dependent in its operation on more 
then one such circuit. Experiments have shown that a great degree of safety is reached 
with two circuits. I think with three it is almost impossible to disturb the receiver when 
the vibrations have no common harmonics very near to the fundamental tones. Several 
arrangements experimented with are illustrated below. These are to be followed up . 

L 

SOURCE HIGH 
.._ ___ -f.- POTENTIAL 

l 

r 

a 

2. 

t 0 =u 

• 

ELEVATED 
TERMINAL 

•• 

3. 

PRIMARY THROUGH 
WHICH HIGH 

_, FREQUENCY 
DISCHARGES 
ARE PASSED 

lt 

r r1 ADJUSTABLE RES. 

MAt<E AND 
...._- BREAK 

DEVICE 

Figs. 1., 2. and 3. illustrate some arrangements of apparatus on the sending station by 
means of which two vibrations of different pitch are obtained. A greater number is omit· 
ted for the sake of simplicity. In case 1. are provided two sending circuits which should 
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be some distance apart and which are energized alternately by discharging condensers 
of suitable capacity through the corresponding primaries. In Figurt?S 2. and 3. one sending 
circuit is arranged so that its period is altered by inserting some inductance as in 2., or 
by short-circuiting a part of the circuit periodically, by means of an automatic device. 
It is not necessary to use such a device; however, arrangements of this kind will be later 
illustrated. On the receiving station two synchronized circuits responding to the vibrations 
- each to one of the sender. The receiver R responds only when both circuits I and II 
affect sensitive devices a a 1 • The diagrams are self-explanatory. 

Colorado Springs 
June 28, 1899 

Approximate estimate of the secondary with 20 turns on tapering frame, before 
referred to, from data of the secondary with 36 turns on the same frame. In the latter 
the wires 3 notches apart, in the former 7 notches. 

Roughly, the capacity of the secondary with 20 turns will be, if C be that of the 
secondary with 36 turns: 

C = 20 X 3 C = 60 C = 20 C = J 0 C = 5 C 
1 36 7 252 84 42 21 

and the self-induction L1 of the secondary with 20 turns compared with L that of the 
secondary with 36 turns, will be 

L
1

= 
202 x 36 xJ L= S 

2
x37_L= 675 L Now L=383xl0s 

36 20 X 7 9 35 2835 
C= 1200cm. 

Th c c 5 1200 290 d L - 383 
X 

675 lOS A 106 ere1ore 1 = x = em. an 1 - x == 7 x em. From this 
21 2835 

T 21t 290 9 X 106 107 
~ 1 03 9 X 1 05 X 109 == 1 07 approx. as period of sec. system (roughly) and 

107 
n = == 93,458 per sec. Now the length of wire for 20 tur11s, about 139 feet per 

107 
A. 

tum, will be-139'"X20 feet. 'I.his gives :A=11,120 f~t or 
4 

.. 2780 feet and this would 

correspond to n 90,000 approx. 
Adding a ball of 38 em. capacity would give a total capacity 

290+38 328 328 18.11 V 290 17 approx. 
17 . 

hence by adding a ball the secondary vibration will be reduced by a ratio of: -- or 1t 
18.11 

17 
will be x 93,460 88,000 approx. This would be too quick a vibration to best suit 

18.11 
the apparatus as then we would have only 4 jars on each side of the primary. 
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With the additional coil of 1500 em. capacity added in series \Vith sec\>ndary o:t 
• 

free terminal, the capacity would be 1500+290- 1790, that is about 6 times as much as 
before. The vibration will then be slower V6 2.5 approx .. times slower, about 37,400 per 
sec. ~bis better st1ited. 

Colorado Springs 

June 29, 1899 

The first good trial of a new wound secondary with 36 turns was made today. The 
wire was No. 10 cord, the turns being wound in every third groove. T~ distance of wires 
is approx. 1 7 /8''. 

Vibration under the conditions of the first experiments: Approximate self-induction 
of secondary about 5 x 107 em. Additional coil connected to free end of secondary, the 
coil having 240 turns, spool 6 feet long, 2 feet diam. Estimated self-induction of coil roughly 
107 em. 

A 2900 sq.cm. }= 2900 X 2402 
X 41t-= 576 X 29 X {04 

X 12.57 = 

183 183 
N 240 turns 

I 183 ern. =1140x 104 114x 105 for rough approximation =107 

The wave length should be (ignoring capacity): 
4 x 15280 (sec)+ 1440 (spool)] 4 x 6720 26,880 feet or about 5 miles. 

To give this wave length the primary vibration should actually be 187,000 : 5= 
=37,400 per sec. (same number before found). 

The capacity Cp in primary to be found: 

I 2x 
37,400 = 1000 -J LCp= 

1 27t 
-= x o.s4 -Jcp, 
374 103 

-Jc = JQl = 1000 or 0.5 
P 2nx0.84x374 1975 

approx. 

Cp==0.7 mfd 
0. 7 1. 1 d 233 'l"his would require jars 233 jars with two primary turns in mu tip e an 

4 . 0.003 
or about 58 jars total with two primaries in series. As so many jars were not available evi-
dently only a higher vibration was obtainable. This explains why first results unsatisfactory. 

Arrangements of apparatus experimented with in carrying out condenser method. 
(fhis for Curtis application) 
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Colorado Springs 

June 30, 1899 

Simple formulas to be used in rough estimates of the quantities frequently wanted. 

In formula T= --3 LC, L IS 1n enry ut 
10 

usually is wanted in em. We may 

c 

therefore use 

.... 

21t -·-
Tl:: --- __ LC or approx. when L is in em. 

2 
T1 = -JLC 

107 
C in mfd. 

From L = rr X 10
14 

4C we have 
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T~ X 1014 

c;: 4L • • • • • • • • • • • • 

Introducing jars for C we have C-----nx0.003 

2 Tt X 1017 

therefore n = 12 L • • • • • • • • • • • • 

Introducing again A in miles in place of T1 

we have: 

LC or, since usually -~ is needed 
4 

:A 93.5 
-= VLC ........... . 
4 to• 

• 

(2) 

(3) 

(4) 

Observations Jttade in experiments with oscillators, 36 1/2 ttrrns and additional coil: 
The additional coil is, as observed in the New York apparatus, an excellent ancans 

of obtaining excessive electromotive force. But it is peculiar that to properly develop the 
independent vibration of such a coil its momentum should be very great with 1espect to 
the impressed vibration. When such a relation exists the free vibration asserts itself easily 

prominently. But when the impressed vibration is very large and the coil's own· mo-
mentum small, the free vibration can not assert itself readily. It is exactly as in mechanics. 
A pendulum with great momentum relative to the impressed momentum swings rigorously 
through its own period but when impressed momentum is very large relatively it is ham-
pered, for then the impressed dominates more or less. This I look upon as distinct from 

It was evident that in such excitation of the additional coil there should be, for the 
best result, three vibrations falling together: that of the coil, that of the secon and 
that of the combined system. In view of the above it is of advantage to place inductance 
between the secondary and additional coil to free the latter, when impressed vibration is 
too powerful to allow the intended vibration of the coil to take place readily. 

From experiments it further appeared as though it would be of advantage to have 
-··so~~ self-induction in the primary spark gap. This is to be ascertained. The use of conden-

sers in series with the supply secondary is sometimes of advantage but little so when the 
vibration of the secondary is in resonance with the primary. Then there is less short circuiting 
of the secondary of the supply transformer and sparks are loud and sharp. 
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July 1 31, 1899 

To this to be added two applications filed with Curtis and other patent matters, 
mostly foreign. 
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Colorado Springs 
July l, 1899 

Various ways of connecting apparatus when applying condenser Method of Mag-
nifying effects. The charging or discharging of the condenser is controlled by the effects 
transmitted through the media and the condenser discharges are passed through the 
primary of the oscillatory transformer. The diagrams below show various arrangements 
with the instruments in the secondary of the transformer . 
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In these arrangements the primary is not shown. The same is assumed to be con-
nected in the circuit in any way but so that the charging or discharging of the condenser .. 
is controlled by a sensitive device affected by the feeble effects which are to be magnified. 
In the above -diagrams S is the secondary of oscillatory transformer, B battery to strain 
sensitive device in secondary; A' sensitive device, R fine relay (magnetic); C condenser 
in secondary. The primary circuit which is not shown includes: a sensitive device, battery, 
condenser and make-and-break device. This metho4 with two sensitive devices is very 
good. 
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Colorado Springs 

July 2, 1899 --·-

Considerations regarding best conditions of working apparatus in experimental 
station particularly with reference to stationary waves in the ground which will be investi-
gated. 

First assumption on which to base calculations of other elements is made by deciding 

on the wave length of the disturbances. This in weU designed apparatus determines A 
4 

or length of secondary wound up. The self-induction of the wire is also given by deciding 
on the dimensions and form of coil hence L. and A arc given. For the best working of 
the secondary we should have the capacity on end or free terminal just counteracting the 

L, 
self-induction of the secondary. This will be the case when Ca 2 2 

• Since the 
R, +p2 L; 

1 
resistance should be negligible we have c. 

2 
• Now p is given by assuming A.. 

pL. 
Hence from above equation Cs is given. Furthermore, to get best results the same 

. ~ 1 
relation between p, Lp and Cp must also be preserved so that Cp , Cp and Lp 

p2£p 
being the capacity and inductance of primary. From these considerations follows a rela-

, 1 1 1 
tion between C1 , C.,~ Ls, Lp. Namely, Ca and as p2-,.. we have C1 == 

p2 L, CPLP L 1 
J,CP . · • 4,C 

= ·- or othcrwtsc expressed, LaC. II cLpCp .•..••.... I. p 
L, 
This applies to a simple case, as the one here illustrated which was one of the 

earliest arrangements. 
The scheme of connections illustrated in Fig. 1. has the disadvantage that the pri-

mary discharge current passes the resistance of the latter being 
large, the oscillations arc quickly damped and there is besides a large current through the 
break which makes good operation of the latter difficult. To prolong oscillation in pri-

1. 

p 

TRANSFORMER 
HIGH TENSION 

BR. DEVtCE 

Cp 
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mary and increas! economy one of the schemes before considered may be resorted to. 
One of these is illustrated in Fig. 2. which follows: in this arrangement the currents through 
the break device are much smaller and the oscillations started by the operation of break 

2. 

riiGH TENSION 
TRANSFORMER 

BREAK 
,., 

} 

I 

I 

I 

• • 

I I • 

in circuit LpCp continue much longer. We can now determine the magnitude of eurrents 
Lp r . .. I 1 i, i2• Capacity Cp from ,oregotng or approximate y Cp as before, 

R~ + p2 £! p2 LP 
;2 ~+p2 L! 

neglecting resistance. We have then . = ----- or, since the first term is negli-
' Rl p 

i2 pLP -- . From this relation it is evident 
z RP Rp 

that, other difficulties or disadvantages not considering the arrangement as illustrated 
in Fig. 2. should be superior to that in Fig. I. It secures two chief advantages: 
I) less current through the break and more through tho primary and 2) longer and better 
oscillation in circuit including primary because it is easy to constitute such a system without 
break with an extremely small resistance or frictional waste. 

Fig. 3. illustrates an arrangement similar to that shown in Fig. 2. but with a con-
denser in each branch. The same considerations made in regard to Fig. 2. hold good for 
this and in both cases, if there is to be resonance and best conditions attained, the circuit 
including the break should have the same period and be in phase with primary circuit 
LpCp and secondary L8C8 • Referring to Fig. 2. as the simpler, this is the case when the 

3. 

BREAK 

c 
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relation between C1 at1d self-induction in this circuit is ~uch that they annul each other 
at that frequency. 

Fig. 4 a further modification shows the system with inductance L1 in circuit. 
To satisfy above conditions we must have 

C Lt 
1 R~+p2L~' 

R1 being the resistance including the arc. Since in most 
included, R1 will be negligible against pL1, we have again 

1 
cl 2 . 

p L• 

From all the above considerations we get a general relation between the constants of 
' 

all the three circuits which is expressed by: 

1.. 

t I 1 
_....._ .c: == --
c.L. cPLP C1 L 1 

or C, L1 = CP LP = C1 L 1 

BREAK 

. . . . . . . . . . . . . . . . . II. 

We have seen from the preceding that of the quantities considered p was given by 
arbitrary selection of the wave length, La necessarily by the wire and design of secondary 
and, lastly, C8 as following from the two preceding quantities. One more quantity is, 
however, given by practical considerations and that is C1• Namely, this capacity C1 must 
be sufficient to take up the entire energy of the transformer, if all things aro rightly pro-.. 
portioned. Now let P' be the e.m.f. on the secondary of the supply transformer, then there 

and if this value 
2 

be taken for the average energy stored each time and if, furthermore, the frequency of the 
make and break be p 1, that is p 1 47tn, n being number of charges per second, or 

Pt h P'2 Ct Pt 8 1t M 
= ten · M or 2 4n 

M is here the total power of the transformer expended and expressed in watts, P' 
the pressure of secondary (average as defined) and p 1 as before stated the frequency of 
the break. The quantity C1 thus being given in each case, these remain still to be 
determined: Lp, L 1 and Cp. 
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Now it is e\'ident that when the relation between p 1, Lp and Cp exists, which is 
• 

here implied, the current passes through the system a~ if there would be no inductance,._ 
hence insofar as the circuit including the break. C1 and L1 is concerned the system Lp Cp 
will comport itself u· i( it consisted of a short wire of inappreciable resistance, the primary 
being generally made of stout short conductor therefore, in estimating the quantities 
of the circuit C1 L 1 b the compound system Lp Cp may be neglected since it will have 
little influence upon the period under the conditions assumed, and we may then put 

Ct=--
P Ll . 
Since C1 is known we can determine L1 because 

Presently then all the quantities are known for determining the constants of circuit 
Lp Cp from the two equations : 

LpCp LaCs 
. . . . . . . . . . III. 

Colorado Springs 
July 3, 1899 

In experiments with the secondary as last described, fairly good resonance was 
obtained with 1 5 jars on each side of the prin1ary. A length of wire No.1 0 - 170 feet -.. 
was covered with intense streamers. The capacity- total was 7.5 x 0.003 0.0225 mfd. 
Lp was approximately estimated 36 x 7 x 104 em. (six primary turns in series). From this 

4.836 I w·th h. .b T= c as calculated. This gives n ~ ..... 20,700 per sec. approx. 1 t IS VI ra-
IOJ · T 

• A 
tionA was nearly 9 miles or 

4 
=2.25 miles. Actually, there was only one mile of secon-

dary wire but owing to the large capacity (distributed) in the secondary the vibration was 
much slower than should be inferred from the length of wire. We may estimate the ideal 
capacity, which associated with the inductance of the secondary would give a vibration of 
the above frequency. Since there was resonance we have: 

4.836 2 7t 
T~ lOs = IOl 

5 X 107 C 
109 s 

Taking the inductance of the secondary as being Sx 107 em. and from this 

23.34 1 
Ca= 

20 000 
roughly mfd. more exactly 0.0012 mfd. or 1080 em. 

, lOOO 
But we may approximately estimate capacity in another way taking the wires in 

A 
pairs as a condenser. This would give Ca= x 40, there being 40 pairs since there 

41td 
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are 40 turns wire. Now A surface of half wire: 131 feet, about 4000 em. long; half cir-
cumference about 0.4 em. gives A 1600 em. sq. The distance of wires d was 5 em. From 

1600 
this: c. 40 x 1040 em. approx. (probably accidentally close.) 

4nx5 

Last night the SO,OOO volts transformer brought from New York broke down. This 
happened upon connecting to the lower end of ~c secondary a condettSer composed of 
two adjustable brass plates of 20" diam., one being connected to the ground, the other 
to the secondary. The plates were about 5" apart. The experiment was ted with the 
transformer after repairing it and all was found in good order. 

Experiments were now continued with the secondary of 40 turns wire No. 10 just 
one mile long. In connection with this secondary a coil was used wound on a drum 2 feet 
in diam. and 6 feet long, with wire No. 10 (cord), there being 260 turns. Approx. · 
of capacity after a previous similar estimate: 6 feet 6 x 12 72" 72 x 2. 54 183 em. 
Half circumference of wire 0.4 em. Area 183x0.4 74 sq.cm. (about) a~ distance of 

41td 41t 

f . h bei 260 . taJ . Jd be di . h. 260 
X 

74 1532 o w1rcs; t ere ng paars, to capactty wou accor ng to t •~ 4all. 
4n: 

=Ct (for coil). Now, the capacity in the secondary was previously found 1080 em. Hence 
the total capacity of the system would be 1080+ 1532 2612 cnt. C'. This, of course, 
gives only an idea and the determination in this manner is far from being exact. Consider 
what the period would be with the capacity and secondary and coil together as a whole. 
Since the coil will have only about 12,000,000 em. the inductance of the secondary will 
be the chief gover11ing factor. Taking this at S x _J07 em. we would have a total ind 
Sxl07xl2xl06 or (S0+12)xl06==62x IO' em. This would give 

2n: 62x 10' 2612 2x - · 
T= 103 . 109 X 9 X 10' = 3 X 107 v 164•944 -

2n x 406 . 2549.68 849.9 850 85 
z= == - or -=-

3 X 107 3 X )07 107 107 J06 

and n 11,800 roughly. To this the primary to be ad)u$ted for first approximate trials. 
Now the primary has six turns. Since one turn is approx. 7 x 104 em. we y put: 

36 X 7 X )()4 C 
109 p 

From this a rough idea of the capacity in primary may be gained. We get Cp 0.0717 mfd. 
0.0717 

roughly. Taking capacity of one jar 0.003 mfd. we would want total 
0

_
003 

=24 j 

approx. or 48 jars on each side of primary. This vibration would be impracticable 
under the t conditions as the transforn1er could not charge this number of jars. 
Although for stationary waYes in ground it would be desirable to use such a low frequency 
the vibration will have to be quickened. An octave would require only 12 j on each 
side. This was tried and results were good although the octave vibration had only 1/4 of 
the energy as the fundamental would have had. To get the true vibration we shall want 
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at 8 turns in the primary with present transformer to keep the capacity in the primary 
36 

within the limits given by the output of transformer. This would then give 48 x = 21 
64 

ja•s on each side. While this might do, still for ~t conditions not more than 16 jars should 
be used on each side of primary. This just taxes the .transformer to full capacity within 
safe limits. 

Conclusion: Used about 10 turns in the primary. 

Colorado Springs 
July 4, 1899 

• 

Observations made last night. They were such as not to be easily forgotten, for more 
than one reason. First of all a magnificent sight was affo!~ed by th~ cxtraordi~~ry dis~lar_ 
of · !!. no less than 10-12 thousand di~ ~ · ~w:!i~~~il&w.&...W&......a...u.:IIL...I&WJUJa.... 
The flushing was almost continuous and even in the night when the storm had abated 
IS-20 discharges per minute were witnessed. Some of the discharges were of a wonderful 
brilliancy and showed often 10 or twice as many branches .. They also appeared frequently 
tfticker on tbe bottom than on top. Can this be so? Perhaps it was only due to the fact 

• that the portion close to the ground was nearer to the observer. The storm began to be 
perceptible at a distance as it grew dark and continuously increased. An instrument (ro-
tating •ccoberer") was connected to ground and a plate above ground, as in my plan of 
telegraphy, and a condenser was used to magnify the effects transmitted through the 
p-o1•nd. This method of magnifying secures much better ts and will be described in 
detail in many modifications. I used it in investigating properties of Lenard and Roentgen 
rays with excellent results. The relay was not adjusted very sensitively but it began to 
play, nevertheless, when the storm was still at a distance of about 80 100 miles, that is 
judging the distance from the velocity of sound. As the storm got nearer the adjustment 
had to be rendered less and less sensitive until the limit of the strength of the spring was 

but even then it played at every discharge. An ordinary bell was connected to 
earth and elevated terminal and often it also responded. A small spark gap was bridged 
by a bright spark when the lightnina occurred in the neighbourhood. By holding the hands 
across the gap a shock was felt indicating the of .the current passing between 
the ground and the insulated plate. · As the storm receded the most interesting and valuable 
observation was made. It happened this way: the instrument was again adjusted so as 
to be more sensitive and to respond· -readily to every discharge which was n or heard. 
It did so for a while, when it stopped. It was thought that the liahtning was now too far 
and it may have been about SO miles away. All of a sudden the instrument began again 
to play, continuously increasing in strength, a1thouah the storm was moving away rapidly. 
After some time, the indications again ceased but half an hour later the instrument began 
to record again. When it once more ceased the adjustment was rendered more delicate, in 
fact very considerably so, still the instrument failed to respond, but half an hour or so 
it again began to pJay yq now the spring was_ tiP-tened on the relay very much and stil 

IF "-

_· · ! By this time the stor1n had moved away far out of sight. Byl 
~usting the instrument and .setting it again so as to be very seusitivc, after some time 
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it again began to play periodically. The storm was now at a distance greater than 200 miles 
at least. Later in the evening repeatedly the instrument played and ceas~d.$0 plat in inter-
vals nearly of half an hour although most of the horizon was clear by that time. -

This was a wonderful and most interesting experience from the scientific point of 
view. It showed clearly the existence of_stationary waves, for how could the observations 
be otherwise explained? How can these waves be stationary unless reflected and where 
can they be reflected from unless from the point where they started? It would be difficult 
to believe that they were reflected from the opposite point of the Earth's surface, though 
it may be possible. But I rather think they are reflected from the point of the cloud where 
the conducting path began; in this case the point where the lightning struck the ground 
would be a nodal point. It is now certain that they can be produced with an oscillator 

(This is of immense importance) 

Measurement of inductance of osciUator secondary 36 1/2 turns on tapering frame 
repeatedly referred to. The approximate dimensions and form of same are indicated in 

I 

~,· 
• ,. : 
• 
• 
• • .....__ ....... , ..... . 

'---------- 51' 

the sketch. On the base it was about 51 feet and the sides were inclined at an angle of 45°. 
The sides were formed of light lattice work notched for the reception of the wires. The 
first tum of the secondary began some distance from the ground so that the average turn 
was smaller than it ought to have been, judging from dimensions, that is nearly 145 feet. 
Nevertheless more wire was actually coiled up owing to the fact that there was some loss 
in the corners, and the wire not being perfectly straight added still further to the length 
so that 6 coils of wire were rolled up, their lengths being: 1000+ 1000+ 1005 + 1002+ 

' + 762+546 5315 feet total, No. 10 B. & S. wire. Deducting ends left gave very nearly 
5280 feet or a mile 1610 meters approx. The wire was wound on by the help of a stand 
rolled on the fioor and supporting the reel. The resistance of the wire was S.SS ohms. 
The readings were as follows: 

motor 
2115 
2100 
2120 

E 

212 
211 
211 

E 
-= 34.25 
I 

I 
6.2 
6.16 
6.16 

E 
2 
= ll73 

I 

gives L 3826x 104 em. or 0.03826 henry. 

62 

from this average 
values were 

I 6.11 
E 211.33 

=883.42 
.-~~--

E l-R1 
I 

L==------



With 40 turns placed at same distance we may take approximate inductance to be 
about 42x 10' em. Note: It was before assumed 5x 107 but the turns were a trifle closer. 

Readings were taken today with the synchronous 8 pole motor to ascertain <-> as 
closely as possible for future measurements with following results: 

Time 

5.35 
5.40 
5.50 
6.10 
6.20 
6.25 

Speed 
generator ( 10 pole) 

1700 
1700 
1730 

1710 

1705 
1717 

s motor 

2155 
2165 
2160 
2150 
2170 
2150 

Speed 
reduced gen. 

1724 

1732 
1728 

1720 

1736 
1720 

S of generator on station was taken by Mr. L. and on motor in exp. station by 
myself. The readings on generator were more liable to be underestimated. General results 
show that high values obtained on generator agree well with values obtained on motor. 
The latter can go a little faster without load. This I have observed with such motors before. 
The reason for this may be found in the fact that the generator fluctuates about a certain 
average value, a greater momentum is impacted to the motor when the speed of the gene-
rator is above than when below that value. This will result in the motor making a few 
more revolutions than would strictly follow from the average value. Or, the counter-
-electromotive force is out of phase giving higher e.m.f. on motor then on generator, thus 
changing amount of positive or negative slip. Taking average from three evidently best 
readings we get on generator 1719, on motor 1722 which agrees fairly. Accordingly, with 
this generator (&) will be generally 21t x 29 x 5 911 or, for ordinary estimates 6) 900. 
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Colorado Springs 
July 5, 1899 

From older notes: 

Consider generation of hydrogen for balloons in the ordinary way: 

From this: 
. 

. . 
H 1 
s 32 
0 16 
Zn --65 

98 (H2S04)+65 (Zn) 2H in lbs. Now weight of hydrogen 0.00561 lbs. per cubic foot,. 
2 

for filling 10 ft balloon we would want 523 x 
3 

350 cu. feet hydrogen, namely capacity 

of 10 foot balloon would be 523 feet but it ought to be filled only to about 2/3. This quan-
tity of hydrogen will weigh about 350 x0.00561 .s:: ... l .. 96 lbs. 

Result: · We want 100 lbs H 2S04 

65 ,, Zn 
' 

to fill balloon of 
only 10 feet diam. 

Now consider and compare process which some years ago occurred to me and which 
consists in decomposing a hydrocarbon as by an electric current heating a wire to incan-
descence. To get a rough idea take, for instance, a hydrocarbon of the general composition 
C2H4 (not to speak of combinations richer still in hydrogen). In such a combination we 
have for the quantity of hydrogen contained in it an extremely small weight. For instance, 

C== 12 
from 28 units of weight total we get 4 unity of weight hydrogen, much more 

H= I 
than possible in former method. In case therefore a very small weight is essentially required 
this method is most excellent. Now as to electrolytic generation: I amp.-hour gives 37.3 m.il-

37,300 X 2.2 
ligram of hydrogen, 1000 amp.-hours 

6 
lbs., 0.00561 lbs per cu. foot gives 

10 
1.2 cu. feet per 1000 amp.-hours! Ridiculously small! 

Colorado Springs 
July 6, 1899 

On a previous occasion the capacity of a coil was estimated by considering it as 
a series of parallel conductors and in this manner a tolerably close estimate was obtained. 
Applying this to the secondary of 40 turns we would have: 

C= 0.01206 
d log-
r 

from a practical '" 1 f d = distance between 
•ormu a 1 

l r -= diameter of 
• w1res 

64 



1"his gives C in microfarad per I km., according to the authority. Here the Jengtlt 
of wire total is 5280 feet roughly or S280x 12x2.54 160,934 em. Taken as a pair._Q.f 

d . this ld . 160,934 con uctors wou g~ve length -80,467 em. 
2 

Now .!!_... 4.23 = 4230 ""' 33.3 
10.'' 

d-= == 4.23 em. 
r 0.127 124 6 

d 
Jog == 1.522444 

r 

0.1'' 
r== =0.127cm. 

2 

from these data we would have per 1 km. in microfarad· 

0.01206 
C 1 == == 0.00792 mfd. per km. 

1.522444 

Now the length of the pair of parallel wires as supposed would be 80,467 em. or 
0.80467 km. or for the secondary the capacity would be C 0.80467 x C1 x 2, double 
since both sides must be counted, or C 0.00792x2x0.80467 ·-0.01584x0.80467= 
=0.012746 mfd. or 9xiOSxO.OI2746--·1274.6x9 11,471.4cm. Evidently this is not 
applicable, the capacity could be at the utmost em. judging from the vibration 
of the secondary. 

Colorado Springs 
July 7, 1899 

General conclusions arrived at after all these and previous experiences with electrical 
oscillators of this kind. It is important as a rule and sometimei imperative to overcome 
distributed capacity. In large machines it also becomes necessary to overcome the too 
great self-induction since it prevents obtaining a very high frequency which is generally of 
great advantage. The high e.m.f. being for the chief purposes aimed at that is power 
transmission and transmission of intelligible messages to any point of the globe es-
sentially necessary, it is important to ascertain the best manner to obtain it. As has been 
already stated this result may be reached in two ways radically different either by a high 
ratio· of transforrnation or by resonant rise. For power transmission it seems that ultima-
tely the former method must prevail, but where a small amount of energy is needed the 
latter method is unquestionably the better and simpler of the two. By placing the secon-
dary in a very close inductive relation to the primary, the self-induction is diminished so 
that the self-induction in a highly economical machine of this kind would not seem to be 
an impediment in the way of obtaining a very high frequency, at least not one which 
could not be more or less overcome by scientific design of the machine. But the distributed 
capacity is a troublesome element in such a machine and all the more so as the e.m.f. 
increases. When the pressure reaches a few m~llion volts almost all the energy is taken in 

• 
• 
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charging the condenser or capacity distributed along the wire. The difficulty becomes 
greater still when it is realized that in an economicai machine the tucns must be close 
together, which increases the drawbacks resulting froffi the distributec:t-tipacity. Now 
one way of reducing the internal capacity is to place between the turns, and in series with 
them, condensers of proper capacity, but this is not always practicable. This will be later 
considered more in detail. By such means .. the _full r.ise of. pr~sure on th~ terminal or ter-

• 0 

minals of the secon4~ry l!lay ~ obl!ined, which is impossible with distributed capacity 
• 

of any magnitude. Very often only a small rise at the terminals can be obtained as all 
the charge remains "inside~'. Now as to obtaining the required pressure b>: a ~~sonant 
ri~ the~e are ~gail! tw~ wa)!~: ei~her to place a secondary . in loose connection to a primary 
thereby enabling the free vibration of the seconda to assert itself, or using a secondary 
in intimate connectton \\'1 ~ .. e prilt!ary ,and then rais~ng -~he p~essure by_ an additional 
coil · : · ~~tra coil -· 3 .or inductaJLC!,_not in ilfd'!ctiyc relatian, to the pri!nary .. The latter method 

= 

I have found preferable when~ very hish e.f!t.f. is desired. More particularly for purposes 
of telegraphy to any pointo(the globe which is one of the object~, I conclude that: I) ratio 

$ 4 

of transformation should be as large as practicable with reference to the preceding; 2) mag-
nifying factor of coil as Jar&c as possible; 3) mini&Jtnrn int~rnal capacity; 4) · self-in-

-duction in coil for sharp tun!_ng. Experiences up to present indicate flat spiral coil 
in sections as best suitable.. • · 

Rough estimate of period of vibration to be adopted with Westinghouse 
transformer 40,000 60,000 volts. 

Required: that only one turn of primary be used because of 1) high ratio of trans-
formation to be attained and 2) facility of regulation with the Regulating coil brought from 
New York. Now the total output of W.E. Transformer 'viii be, say, 50 H.P. (though the 
machine may be strained to many times that output). From this follows the number of 

I . 
jars which it will be possible to use. We have 50 x 150= x 60,0001 x 300 x C, assuming 

2 
now 150 cycles per second, a little more than is likely to be the case. From this follows 

7 5 X I 03 7 5 . . h h . C -~ - farad or 1n centtmeters we would ave t e capae1ty 
36x 108 x3x 102 36x3x 107 

of condenser which the transformer will be able to charge witbo:Jt considering resonant 
conditions or other causes which may enable the transformer to charge many more jars 

9x75x1011 9x75xl04 

- C= = C 62,500 em. total. Now taking the capacity 
108 X 107 108 

. 62,500 625 . 
__ of~onejar as 0.003 mfd. or2700 em. this would give only 

2700 
= i? 23 Jars total, 

or in two series 46 jars on each side of primary. The capacity of new jars will be probably 
0.0025 and a correspondingly greater number may be taken. With 40,000 volts we would 

36 
be able to take x 23 nearly 52 jars total or 104 on each side. Assuming 60,000 volts 

16 
and say 48 of new jars on each side this would give capacity in the primary most suitable 
to the transformer 24 x 0.0025 0.06 mfd. and the inductance of the primary being say 

21t 7 X 104 12.874 
7 x I Q4 em. The period T would be 103 109 X 0.06 == 106 and n 11,660 per 

second. 
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Colorado Springs 

July 8, 1899 

Further conclusions relative to the best working conditions and constructional fea-
tures of such oscillators derived from observations made in these and previous experiments'" 
Beginning with the primary, the capacity should, as stated before, be best adapted to the 
generator which supplies the energy. This consideration is, however, of great importance 
only when the oscillator is a ·Jarge machine and the object is to utilize the energy supplied 
from the source in the most economical manner. This is the case particularly when the 
oscillator is designed to take up the entire output of the generator, as may be in the present 
instance. But generally, when the oscillator is on a supply circuit distributing light and 
power the choice of capacity is unrestricted by such considerations. In most cases the 

w -

advantages secured by using a very high fi that ·...... .. .. 
' 

circuit will have to be designed with this feature in view. The resistance of the primary 
circuit should be in any event 'as "stnalf as· it is· practiCiiblc to make it. I also think that "' . generally, the inductance should ·be as small as practicable for that frequency which is 
supposed to be arbitrarily selected beforehand. When, however, the break number is com-
paratively small, that is, much smaller than the number of free vibrations, it is of great 
advantage to have the inductance great in order to give a greater momentum to the circuit 
and to thus enable it ~~o ~ibrate lQ.~ger after each br~k'" But if the break number· is of 
a frequency comparable with that of the free vibrationst the inductance should be as small 
as possible for _h~.~ever small it be, the circuit will generally vibrate long cno~gh. One 

~ .- 7711 

more reason why the inouctance should not be large in such a case is that, in the primary, 
. . . h b k. P L I N .. I thi ~ 1t 1s unnecessary to ra1sc t e pressure y rna tng R very arge. y s .actor 

will be large in a well designed circuit, but should be so chiefly owing to an extremely 
small resistance and not owing to a high self-induction. By making the inductance smaller 
~ greater capacity may be used and this will give a greater output, a feature which is some· 
times of importance. Of course, as the capacity becomes large the difficulties in the make 
and break device increase, but with a properly designed mercury break these difficulties 
are in large measure overcome. I conclude from the above facts that the best way to con-
struct a primary in such a machine is to use thin sh~t o_f copper or at any rate a strande~ 

.cable. I have settled upon using copper sheet in the smaller machines since long ago, this 
giving ~he best result. By using sheet a very small inductance is obtained and more length 
of conductor can be wound on for same frequency, at the &arne time the opportunity for 
radiation is excellent and the construction is sill!ple and ch~p. For the same section 
sheets heat much less than cable and the difference in this respect is so marked that I have 

. . . a 

been tempted to believe that there is a special reason for it, not yet satisfactorily explained. 
Tl1c actual length of the primary conductor, relative to that length which is obtained by 
dividing the velocity of light by 2n, n being the number of vibrations of the primary per 
second is of little importance since the primary is generally but a very smaJI fraction 
of that length, but I believe to have observed that it is preferable, in a slight degree, to 
make the conductor of such a length that, if I be this length and n the frequency, 2 Knl 
should v, the velocity of light, and K should whole number and not a fraction . 

... At least tKis seems to hold good in circuits made very long, express y for the purpose o 
ascertaining whether there is truth in this idea which was arrived at by considering the 
ideal conditions of such a vibrating circuit. In this abstract case I should be rigorously 
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equal to that hal/wlll'~ lengUl which is obtained by computation from the velocity of light. 
In practice it is invariably observed I is · · 1 but 
is of!Cn a large nu~be_r, !!l!s s~mply ~ollo~ng fro!D_!~c fact !~at !he vcl~itY~propaption 
in a circuit with considerable inductance and capacity is ge :aerally much sxnaller ... 
that of light and often considerably smaller. It is to be stated that for a number of reasons 

- =---------:~~--it is of advantage, whatever be the actUal of the primary conductor, to it 
so that it is synunetrical with respect to the condenser and the make-and-break device, 
one of the chief objects being to secure the •naxi1num difference of potential on tho tern,i-
nals of the . This consideration leads to the adoption of at least c ~ ! 
in series, the primary generally joining the outer coatings while the inner ones are bridged 

... by i6.e break device. 

Coming now to the sec quite different considerations apply. First, we must 
decide whether the ~ndary high elo:tromotive force is to be obtained exclusively or 

• 

entirely ~ as in the con1aoercial transformers with iron core, or not. 
In the first case obviously sim.Jlar rules of economic design as followed in ordinary trans-
fofmers will have to be respected. The will have to be in t~e cl ~ ~ 

·ble inductive relation to the · and this will give an economical •nachane and 
one of relatively high frequency, since the inductanoes of by mutualicaction 
will be considerably reduced. But it is at once that in a machine as here chiefly con-
sidered for the purposes followed from the outset, the connection between the primary 

can be as close as in · traaasfor1ners, and the • must 
be all tho less intirnate as the on tho is· since the wires must 

be placed at a greater d.i from other. From this it follows that in 
,. vibration of the ~ ~ uite ignored even if the 

elcdromotivc force is not · · y high. Now directly as the free vibration of the 
becomes an important eleauent to consider in the design, the adjustment 

obviously imperative. It goes without saying that P L should be as large as pos-
R 

sible in all ~ where .. re~on&!!t rise is one of the obj~. But is where we find in 
practice, and particularly in a larae DJachine, difficulties not overcome. Both the 
inductance and ·ty grow rapidly as tur•ts are added, so much so that very soon it 
is found the ·period b«omes longer the · . The chief draw-
back is, as been already poi out, distributed capacity but also the ind.uctance 
though in a While the ind in a certain sence has a great ~eem.ing 
feature and is ne.cessary, yet it stands in the way of obtaining a very high frequency 
in a large ~;chine. · l'o get a high electromotive force we must have 1nany turns or 
tutlts of great length and this means great inductance and this again entails the draw-
backs of slow •ibration. Thus, in a large machine we encounter those difficulties which 
meet us in the design of too large a bridge, for instance, difficulties which are based on 
the very properties of matter and ~mingly insuperable. Make a wire rope of twice the 
section and it will not be able to carry a longer piece of its own, since the weight is increased 
in the san1c proportion as the s oction and the strain per unit of the latter re•nains the same. 
Fortunately for us in electrical machinery. of this kind at least, this limit is immensely 
remote owing to the wonderful prOJ+ertics of this agent. Still the difficulties encountered 
on account of the capacity and inductance~ and equally on account of the insulation are 
such as will require great deal of persistent effort to be effectively done away with in these 
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oscillators, if the results aimed at are to be achieved in a thoroughly practical manner. 
Much atwntion will be devoted to this part of the problem in. perfecting the machines 
which &I"C necessary for the successful carrying out of the projects of traos1nitting power 
as well as effi ~ communieation with any point irres ·ve of distance. But the ma-
chines for these two purposes will necessarily differ in design, since in one case the 
&rst a gr cat amount of energy is imperative, while in the other only a high electromotive 
force and immense rate of momentary energy delivery is required. The two most promising 
liD£S of dcvelopntOnt a~ cvid;i:dy ~ two: either to obi& in the necessary electromotive 
fora · ~n~a- alone, or in an extra inductance, not affected inductively by the 
primary or even by the secoDaarJ but merely excited by the latter, the rise of pressure 
being due to a gr(4t l!lasg!fyina fas;tpr. The latter method has been found tQ bQ by f!lr 
the best when a ~igh e.r~.f. b~t ~ of · u· ~ !!!d t~re is!:! 
cely any lia~it to 1 A~ But it not seem to me as though 

4 

this method shouJd be applied jp pow~r transt~iU-ion ~n~~pla~ but this will be 
in the future. 

Recognizing in the distributed capacity I have sina: long thought 
on ways of overcoming it . scerns to be so far, to make the sre.9ndm in !!L .~ 
of the deter111ined length and to join them all in series through condenser~ of the proper 
capacity. By this means the greatest possible length of conductor •nay be utilized by a 
given frequency and pJaoOO in good inductive connection with the pri • lbeoretically 
it is possible to entirely do away with the effect of distributed capacity in this 

to usc '!l • ! !! i~~~ a n ; a rl! ( ~!i ~;; ~~~""· 
as well as anagnifying transf4 tion ratio. The wave in sueh a case 
will be then that which follows from the velocity of propagation of light. 

Various 

J. 

_ expcrimented with for the p-.. 
of dimini!.hed inductance of 

2. 

I 

I 

• I..., 

3. 

of studying effect 
• 

'· 

In Diagra1n I. one part of the secondary was used as primary, this part being shunted 
by the primary condenser; in 2. a few turns of the secondary, those remote from the pri-
mary, were wound opposite; in 3. a series of condensers capable of standing the entire 
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pressure of the secondary were used to shunt the same; in 4. a larger part of secon.dary 
inductance was counteracted by a condenser; in 5. the entire secondary inductance was 
counteracted by a condenser; in 6. the inductance of the secondary was reducea by placing 

7. 

s. 
6 . 

.·e 

8. 

>-o 
' I 

'r-~ 
(...__/ 
I 
~C> 
( 
' · ~ 

~ERE THE SE~ONDARY 
WAS WRAPPED WITH 
T::-.IFOIL IN SMALL LENGTHS 
INSULAOEO FROM EACH 
OTHER 
.-----

(THIS IN A LECTURE 
DWELT UPON) 

the turns far apart; in 7. inductance was counteracted by a series of condensers inserted 
between the turns and also distributed capacity was reduced and in 8. (not shown) static 
screeening was resorted to. 

Colorado Springs 
July 9, 1899 

To ascertain to what extent the distributed capacity of secondary wire No. 10 was 
responsible for the small spark length obtained on the free terminal and to further study 
this capacity effect, wire No. 31 is to be wound on the secondary frame. For these experi-
ments the present transformer brought from New York is to be used which can charge 
jY.~.t a~out 16 jars, as now operated, on each side of the primary, this giving primary ca-

• a . 

pacity · 8 jars or 8 x 0.003 0.024 mfd. Since L with connections (I primary turn) is 
7 X I 04 7 

L = 
9 

= - henry, the period of the system to be adopted for new experimental 
10 IQS 

coil of this wire -will be: 

21t 
T== IOl 

70 

y'l68= 12.9 

68:2 

2400:24 
159 





--~------14 l 20 
will vibrate with a period T ? which will be 

36 3 
D2 times· the period of 

I 5 X 11.4 
14 

the old system, or D 
36 

1 
or 0.01D times. From this we may calculate D. 

30 

The old primary system was 21,000 per second, the new ·122,000 per second, hence 
we have 0.07 D x 2l,OQO 122,000 or D 83. This means to say that without any additional 

capacity on the free terminal the turns would have to be put :!lt a distance only 
1 

that 
83 

of the former secondary. This would not be realizable because the sparks would pass 
between the turns. Capacity must be, therefore, added on the free terminal. Calling this 

. . th I - h •t ld I 
20 DC capac1ty c and the old C, c tota capac1ty on t c new co1 wou be C +c 

11.4x53 
14 2 

and the inductance would be L' 1 £ 1 36 
DL. Hence, for estimating D and c we have 

the equation: 

1 2n 
== 122 X 103 JOl 

14 2 3 8 X I 06 20 X 1200 D I 
D +c 

36 109 11.4 X 53 9 X 105 

L== 38 x 106 old 
C == 1200 coil 

I 14 . a 

---- './D(40D+c) or 
122 X 21t 36 X 3 X )04 

108 x 10
4 

_ y'D(40D+c) 
3416x 

Taking here now D 1 
. 11,664 X }07 

we get approx: 
6 

_. 
116 X 10 .. 

10,000 (40+c) or c roughly 

10,000 em. for saane distance of wires in new coil as in old. 

It was of interest to determine the period of the combined primary and secon'-&4 
system of the experimental oscillator and the following method was adopted. A coil wound 
with thin wire, turns separated by a string to reduce distributed capacity, was placed at 
a distance of a few feet from the vibrating system and so that it was about equally affected 
by the primary and secondary. One end of the coil was connected to earth and the other 
end was left free. An idea was already obtained beforehand as to the frequency which 
was likely to be found but more wire was wound on the coil to enable the adjustment 
to be effected by taking off turns. Turns were then taken from the lower end of the coil 
untit .. a maximum of spark length from free terntinal was obtained. The coil then gave 
a spark S" long. This took place when there were 1140 feet of wire on the coil, this length 

res. of coil 38.4 ohms 
being found by measurement of resistance 

res. of 12 feet 0.405 ohms 
). 

Ncg1ecting the capacity of the coil this length should be or the quarter of a wave 
4 

length. Of course, it was less but it was surmised that it would not be very much less. The 
total length of wave was then A 4560 feet. From this would follow 

186,000 X 5280 
n= =215,370 per second. 

4560 
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No'v the capacity in the primary circuit was ten new jars on each side, this making 
125 

a five jars total or 5 x0.0025 0.0125 mfd. or mfd. From this the period of the system 
104 

ought to have been 

21t 
T== JOl 

M2 
1-

NL 

N inductance of secondary 
L inductance of primary 
M mutual inductance 

Ml 
But on a previous occasion 1 -

NL 
0.6 so that 

7 or 105 henry we have 

2x 
r .. to3 

125 6 7 21t 
104 X lOX 10~ =JOB ..J42X 125-

27t 
-==-

108 
SlSQ 72.46 X 2 ~ 455 -= -= approx. 

108 108 

and from this would follow n1 
108 

4S5 
219,800 per scoond. This is fairly close within 

the limits of ordinary errors of measurement and observation. 

On the bases of above estimate of n, we may also determine the inductance of primary 
cables or cable as modified by the inftuence of the secondary since we have the equation 

1 21t 
----~ 215,370 103 

125 L' h. h . L' } o• W IC gJVCS -= 21,537 x 2n 

10. I L'- ~ 1 
2319 X 104 X 105 23,190 

This is not far from the truth sinco 

henry or 109 

23,190 

2 1 to• 1 
X 125 a: 185,537 X 105 X 125 

to• ---43,120 em. 
2319 

7x 104x0.6 70,000x0.6 41,000 en•. 

Estimate of capacity of a large coil (secondary) by Lord Kelvin's forn1ula for con-
KS 

centric cable, to see how far it is applicable to a coil. Kelvin gives C= -----, . HereS 
r 

4nr log-
r 

is the surfa~ of inner copper conductor, r' radius of inside bole of conductor outside 
of cable, r radius of copper conductor inside (Diag. 1.). Assuming now a cable wound up 
having n turns at a distance d. tum may be considered as having a conductor on either 
side at distance d. If we draw a circle of radius d aro-
und the conductor and imagine the inner surface con-
ducting, we have the capacity of such a system accor-
ding to above forlnula. Now in the case of a coil of 
this ideal surface we utilize only a small part which is 
approximately, when d is very large compared to 

2r1t r 
r 
'2ttd d. 
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Now if there are n turns there will be (n 1) such systems as illustrated in Diagram 2. 
Taking air as insulation and neglecting the effect of the small thickness of other dielectric, 

S r 
we would then have the total capacity: C1 -

1 d X (n l) X d . Now S 1 27trl, I 
47tr log-

r 

being the length of one turn. The values calculated out in this particular case of a secondary 
of 37 turns (36 I /2+connecting wires approx. 37 turns) are as follows: 

n 37 

S 1 3600 sq.cm. 

r 0.125 em. 

d 4.2 em. 

K l 

I 143 feet 4360 em. 

Substituting these values we have: 

C, = 3600 x 36 = _9_x_3600 
41t X 1.525 X 4.2 7t X 1.525 X 4.2 

32,400 
-- W:: 

3.1416 X 1.525 X 4.2 

32,400 32,400 - -- -
4.791 X 4.2 20.12 

C . I 32,400 l 1 0 
1 =approximate y == =a 6,.{, em. 

20 
d 

- == 33.5, d 
log == 1.525045 

r r 

This is not far from the value found. It shows that an approximate estimate may be made 
in this manner. 

Colorado Springs 
; July 10, 1899 

The following consideration conveys an idea of the drawbacks of distributed capa-
city in the secondary. Suppose the total capacity of 12 such large turns would be 1200 em. 
as may be frequently the case, or 100 em. per one turn and now let us ask to what potential 
this condenser may be charged assuming further the energy to be carried away for 
the performance of work by expending 1 H.P. In this case we would have 

1000P2 

9 x 1011 x 2 2n 750 watts. Here P is the potential, n the number of vibrations per 

second. 
- ··· . .. • • 

In our case n may be 20,000 and then we may put 

750=40,000x IOOOP2 = 2Pz 
9 X I 011 )( 2 9 X I 04 

or 

P 2 = 
9 

X JQ
4 

X 
750 =9 X 104 X 375= 3375 X 104 Or 

2 

P = 100v'3375=nearly 5800 volts. 

This shows that by only r.harging the internal capacity to the insignificant pressure 
of 5800 volts we would have to expend 1 H.P. Of course, normally the power is small 
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although the•capacity is charged up to a much higher potential, but the con~ideration 
shows why with a large distributed capacity a very high pressure can not be obtained- on 
the free terminal. All the electrical movement set up in the coil is taken up to fill the con-
denser and little appears on the free end. This drawback increases, of course, with the 
frequency and still more with the e.m.f. 

In accordance with the preceding, an experimental coil of No. 31 wire (No. 30 not 
being on hand) was wound on the secondary frame. In the first experiment 14 './2 turns 
were coiled up. The results were disappointing and for some time mystifying. Thf~ induced 

• 

e.m.f. ought to have been 14 1/2 times the primary less 40% of total as before stated, but 
it did not seem so. Finally it was recognized that, as the capacity of the new secondary 
was very small, the free vibration of the coil was very high hence no good result could be 
obtained. The capacity in the primary was now reduced until to all evidence resonance 
was obtained, but the results were much inferior to what might have been expected, pro-

bably because pL was small owing to large resistance. One of the reasons was, however, 
R 

that the capacity in the primary was too small to allow a considerable amount of energy 
to be transmitted upon the secondary. To better the conditions, one of the balls of 30" 
diam. was connected to the free terminal; this allowed a greater number of jars in the 
primary to be used but the capacity of 38.1 em. was by far too sma11 to secure the best 
condition of working. The resonating condition in secondary was secured with approxi-
mately 7 jars on each side of the primary and when th·e ball was connected with about 
14 jars. 

The capacity of the secondary was estimated to be 40cm. and the inductance approx 
15 

15 x 1()6 em. 
3 

henry. 
10 

Note: In these estimates I consider not the actual distributed capacity, but an ideal 
capacity associated with the coil. 

This gav~ period of secondary roughly: 

I 0 40 2 1t 

I 03 X 9 X I 05 ~ I 07 

4. 9 X 1t 
==-- =---

3xi06 3xl06 

--
600 20 1t - /-- 2 1t 

9 = 3 X 107 V 6 = 3 X 106 X 
2•45 = 

or about __ 1·-==T. 
195 X 103 

. 

From this n -·· 195,000 per second. This vibration was far above that of the primary 
circuit working under favorable conditions, that is with the full number of jars. As the 
thin secondary did not yield any satisfactory results a coil was now associated with it. 
It was one used in some experiments before, having 260 turns of cord No. 10 (okonite) 
wound on a drum 2 feet in diam. and 6 feet long. The total length of wire was l 560 feet 
and the capacity of the coil (as above) 1530 em. This coil was connected to the free terminal 
of the secondary and the free end of the coil was placed· vertically on the top of the same 
and in the prolongation of its axis. Fairly good resonant rise was obtained on the free 
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end~ the strea1ners being 2 1/2 3 feet long. The primary circuit had 9 jars on each side, 
this giviug 4.5 x0.003 0.0135 mfd. primaty capacity and as the inductance of the primary 

7xl~ 2n 
was 

10
, H the period of the primary was about IO' and n 160,000 per second. 

• .. A 1.16 . . According to this 
4 

should have about · 
4 

miles or 1531 feet. Assuauag 

the coil and the scco of 14 1/2 turns vibrated together as one, A would have been 
A 

4 (2000 +I 560) 4 x 3560 feet and 
4 

3560feet. But the experiment disproved this and sho-

A 
wed clearly that the coil vibrated alone, the secondary merely exciting it, since the on pri-

4 
mary bases was 1531 feet, while the spool had 1560 feet, very nearly the satne. For best results 
secondary should have been tuned to the same period as that of the coil. Conclusion of 
experiments with thin wires was: results must be inferior as free vibration is important. 

In using wire No. 30 in the experiments proposed instead of wire No. 10 in the 
present secon , we shall have to consider the following: the largest number of jars 
would be I 54 on each side of the primary and with one primary turn which it is advanta-
geous to use on account of facility of adjustment. We would have, as before found, 

n 43,500 approx. Thus Cp 
Lp 

primary capacity and 
inductance arc fixed. 

The wave length will be: 

186,000 ==- 4.2 
43,500 

miles of A -1 mile roughly. 
4 

Now No. 30 wire has diam. 0.01 
0.1 

Suppose the same number of turns as 
'' 

10 tt ,, 

before, wound on the frame and placed at twice the distance, the distributed 
. .

11 
I I I . 

capacity w1 be not far from x - ..... or of that of the old secon . The Inductance 
2 10 20 

of the new coil neglecting effect of small diatttcter of No. 30 wire will be one half 
of the old, hence the new system will vibrate V 20 x 2 40 6.3 times quicker than the 
old ~ndary system. Since the old system vibrated 21,000 per sec. the new will vibrate 
6.3 times that or 132,000 times per second, this number being . We should now, for 
the 11est suitable conditions, make the new systetn vibrate only about 1/3 that number 
since this would be approximately the vibration of the primary system, as above stated. 
Now taking the capacity of the old secondary 1200 em., that of the new would be only 
1200 . 

20 
60 em.; we would have, therefore, to bring the pitch down to make the capacity 

9 times as large or 9 x 60 540 em. or we would have to put about 480 em. on the free 
terminal of the new coil. 

Further consideration in using a new secondary of No. 30 wire. The length of I ·mite 

of this wire will have a resistance on the basis of 9. 7 feet per ohm from tables 
5280 

544 
9.7 
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oha•ts approx. To g.:t a rough idea of how the coil might work suppose that on the pritnary 
there would be 40,000 volts and that there were 36 turns of secondary, then there would 
be · e.m.f. on the tc.~•ninals of 40.000x36 1,~,000 volts and, 
deducting with reference to mutual inductana: 40%, we would have I, ,000x0.6= 
=864,000 volts impressed or induced e.m.f. Suppose now we bad a capacity of 480 em. 
on the free tern1inal as before the cbarge stored in this would be: 

Coulombs 864,000 x 480 . 
or : 9 x I ou per one cbarge and there 

~ p. 43,SOOx2 87,000 per second and taking a theoretical we 

.. ld h 864,000 X 480 X 87,000 86 X 87 X 48 
wow ave 11 IU 4 aanp. nearly. The etJrrent in the 

9x 10 9x lv~ 
would be quite large for the small section of the wire. Suppose 

SO H.P., expended we may say roughly: Eaia SOx1SO 37,500 watts. With the 
above pressure we would bavc: 864,000Xia 37,500 or ;. 0.043 a11tp. only. In this 

432 1849 X 544 
c::asc the energy lost per second would be S44x IO'- lO' I watt approL 

The loss in this case, in spite of the amount of energy transformed, 
would be ridiculously srnall owing to the great e.m.f. despite comparatively high resistance 
of the secon . But this only so, for S44 ohrns would be extremely small resistance 
for such c.m.f. The above considered is hardly ooalizable, it would require 
an immense amount of energy. 

Additional coil used before in some experiments, also in trials with a secondary 
of No. 31 wire. 

Approximate inductance of coil 

Data: dia1n. 2 feet 24'' 61 em. d 

Area-= -~-d2 -= x x 3721 :a 2922 sq.cm. 
4 4 

length 71'' 71 x2.54 approx. 180 em . 
. 

F h. L 4 1t N 2 A 12 57 26()2 X 2922 rom t 1s - == • x----
1 180 

N =- 260 tur1as, this gives 

L 13,925,000 approx. 0.0139 H 

Period of primary was before found 
I 

---- hence t6 x to• • 

1 21t 
---=-
16 x to• t03 
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From this a rough idea of the capacity of the coil may be had, resonance being ob~erved 

I 
when the primary had T ··· -- ··-· ·-- as above. From above equation \Ve find 

16 >~ I 04 

10 C=----
142,336 

mfd. or in em. 

C = 9 x JO.S x I 0 = ! >;_ 1 Q6 = 63.2 em. 
142,336 142,336 

This is a much smaller value than would be expected from previous approximate estimates. 
The correctness of the value found depends, among other things, chiefly on the correct 
determination of the period, for resonance mjght have been also obtained with a lower 
or upper harmonic, but this is not very likely to be the ~se as the vibration was very 
intense. There were approximately 5000 volts on primary turn. Resistance of coil was 
1.5() ohm. From this w 27txl6xl04 1,004,800 or 106 approx; wL 0.014xl06= 

w L 14,000 
= 14,000, .... - = - .... ___ , =8910 as factor for magnifying e.m.f. impressed; very large. 

R 1.56 

Colorado Springs 
July 11, 1899 

Some considerations on the use of "extra coils". As has been already pointed out 
an excellent way of obtaining excessive electromotive forces and great spark lengths is 
to pass the current from a terminal of an oscillating source into such a coil, properly con-
structed and proportioned, and having preferably a conducting body best a sphere -
connected to the free terminal. In free air the highest economy is obtained with a well 
polished sphere, but for the greatest spark length if this be the chief object no capacity 
on the free terminal should be used, but all the wire should be carefully insulated so that 
streamers can not form except on the very end of the wire which as a rule should be pointed. 
This, however, is not always true. When the apparatus delivers a notabieamount of energy 
the curvature of the end of wire or terminal attached to it should be such that the streamer 
breaks out only when the pressure at the terminal is near the maximum. Otherwise, very 
-Ofte~, when a finely pointed terminal is employed the streamer begins to break out already 
at a time when the e.m.f. has a small value and this reduces, of course, the spark length 
and power of the discharge. By careful experimentation and selection of terminal the most 
powerful spark display is easily secured which the particular apparatus used is capable 
of giving. When the conditions are such that for the most powerful discharge a terminal 
of some, relatively small, curvature is needed, the curvature of the terminal can be before-
hand calculated so that the discharge. will break out at any point of the wave desired, 
when the e.m .. f. at the terminal has reached any predetermined value. The greater the 
curvature of the terminal the smaller an electromotive force is required to enable the 
discharge to break out into the air. In fact, the curvafure of the term'inal n1ay serve as 

··;-;;--
an indication of the value· of' tile· e.m-.f. tlie apparatus is developing and it is often conve-
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nient to determine the e.m.f. approximately by observing how targe a sphere will just pre-
vent the streamers from breaking out, and for such purposes I have found it useful to 
provide the laboratory with such metallic spheres of different sizes up to 30" diam. It is 

' 

of course necessary to guard in such experiments against errors which might be caused 
by any modification of the constants of the vibrating circuit through the addition to the 
system of a body of some capacity. The latter should be such as to insure the maximum 
rise of the pressure. With apparatus of inadequate power the pressure may be very much 
diminished by the addition of capacity merely because there is not enough energy available 
to charge the same to the full pressure. It is a notable observation that these "extra coils't 
with one of the terminals free, enable the obtainment of ctically any e.m.f. the limits 
being so far remote, that I would not hesitate in undertaking to produce spar s of thousands 
of feet in length in this manner. Owing to this feature I expect that this method of raising 
the e.m.f. with an open coil will be recognized later as a material and beautiful advance 
in the art. No such pressures even in the remotest degree, can be obtained with resona-
ting circuits otherwise constituted with two terminals forming a closed path. It is also a 
fact that the highest pressure, at a free terminal, is obtained in that form of such apparatus 
in which one of the terminals is connected to the ground. But such &'extra coils,' with one 
terminal free may also be used with ordinary transformers and by using one such coil 
on each of the terminals of the transformer, practically any spark length may be reached. 
Of course, it is desirable that the frequency of the currents should be high, as with the 
common frequencies o~ supply circuits the lengths of the wires in the coils become too great. 
In the diagrams below the two typical arrangements with such an c'extra coil" or coils 
are illustrated in which Diagram 1. illustrates their use with an ~· transformer, 
which may have an iron core or not, and Diagram 2. shows y t connection as 

1. 
----..-.Jf{) 00 {}\-

t ~ 
; ,._, SECONDARY 

,.-........,_) I Of 
~- · : TRANSFORMER 

I 

• 
I 
I~ . ,__ 
t 

' I 

' 

EXTRA COIL 

EXTRA CO:L 

2. 
--~ 0000'~;.) 

EXTRA COIL 

I use it in my u • e tern1inal" induction coil. As has been stated on a previous occasion 
in connection with 'this subjeCt, to enable a considerable rise of pressure to take place 
in a circuit, the same must be tolerably free from inductiv~ igfiuences of other circuits. 
It follows from this that, although with a secondary in loose connection with a primary 
a very high pressure is obtainable, yet the pressure will never be as high as when an "extra 
coil" not in inductive connection with the primary is employed to raise the pressure, because 
the secondary always reacts upon the primary thus dampening the vibration, while the 
"extra coil" does not react in such a manner, the rise of pressure being simply due to the 

factor pL. 
R 
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The object of the considerations which follow is to establish simple relatio·ns between 
the tities which are known or adopted beforehand, so as to enable the experimenter 
to construct such coils without previous trials. 

Calling Eo the impressed e.m.f. and E the prusure uted with reference to the 
free WI'minal that is the maximum pressure, p the product as usual, L the inductance 

the maximum rise will take plaa: wbcn the period of the excited system or "extra coitt• 
is the same as that of the oscillating system impressing the movement, for although the 

obtained with a lower or upper ha11nonic, and · the for•ner, may be 
sometimes so remarkable, as to be mistaken for effects of the true vibration, they are 
nevertheless always inferior, and I as a rule try the first upper. and undertones to be sure 
of the ruult, when' there exists any doubt ia this respoct. In ordinary p · the first 
elentent which is given will be the frequency, henoo the wave length must be assumed 
as the first fixed quantity. But as has been already stated on another OCC'asion, in an ap-
paratus designed· to give the best remit the &dual of the win: should be that which 
is obtained on the basis of.a velocity of propagation l' equal to of light. I have already 
rctnarked before that this is geneially not true, the actual lensth of wire being always 
smaller than the theoretical length, and I propose to put toplha derived from many 

. 

experiments with coils wo•Jnd with different wires and varying in size, from which it will 
be possible ~o always obtai14 bcforel1and, with any wile, i and sizo of 
coil etc. the length required by multiplying the leaglll with a 
dcpcndc.nt on these and partiallars of this kind, different ia special cases. Such 

will be useful to tho 1·be cbief ele•nent 
the length of the wire is the distributed capacity and I sball praendy suppose, that by 
proper design it is so reduced, that the length of wire is very nearly equal to the theo1etical 

or the length of one quarter of the wave as computed frorn the velocity of light. In 
this case tbeo, if I be the length of wire in the •'extra coil'', and A this wave length, the 

A ' • of the wire will be such that 1... . Now since A. , whcra n 1s the frequency and 
4 II 

p V 21tP 
furtherntore n=--, we have A= or=--; A. lbis is the simplest case. 

21t p p 

2n 
period or the exciting as well as the excited systcrn will be T 2 n Y LC 

where C is the capacity in farad of each of the 
and L the inductance in henry ,,extra coils" 

I I p I 1 or n == - = ; or p==--::= or LC:=~-
T 21t LC 21t LC p2 

This condition, as is well known, must be fulfilled, whatever be the length of the 
wire, to enable the maximum rise of pressure to take place.. and also, p must be the same 
number for both systems, obviously. Now evidently in designing the apparatus, in any 
case, the experimenter will know a · what e.m.f. be would wish to secure, 
and consequently he will have an idea how much d iffercnce of pressure he will have between 
the turns~ and this will give him again an idea how he must place the windings most ad-
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• lfo will at once that the sioaplest form of such a coil. 
and also the with one single layer an~ scttHng upon this form, be ---
will get approxi1nate esti1nate as to coil to be adopted. • will. 
of much on tho kind of win: h~ uses and paatia1luly on the 
since the the insulatioa the doser wiD be two points of the coil betM e there 

-
will exist a cettain maximum prtSSure. now the diameter of the coil to be 
ted is upon, it will be at once .. that, · turns wound on until rao-
nance is the .. of the con and the capacity of the wiD vary • 
like DJIDDfll. If more turns are wound 011 the their number- wiD be propoatioaal£ 
to the length of the coif. tbeaofore to the lcneth of the wire, aad the .. wiD be 
proportio11ate on the one hand, to the square of the- tuttiS or to lbe 
of the or the wile, and the otlaer it will be . to tbe 
length of the coil. as this is lilcewiso to the of 

wire, the ind on the whole, will be "' .. • 
p 

te. to the ratio - or to I, ~ 
I 

• IS 

to say, the indodBDOO of the co~ as more to••• OD, 

of the wire. And 10 also~ o ~ the ~ 

for the same the conditioas both the 
• :, J • of the coil wiD as the · of the tu1ns wbicb I shall 

·I'his is since, as far as tbe of the coil ;s· • ber f1l 
be · as T, aad the of the coil dir«tly u T, the • 

be inwsnely as~; and. as tile · ·· • it be. ol 
-· to ... both •L- · · L - . ... ,.I . ..,, we cxprus ~ iiiiQ ~ 1 

buted · ) ia of 1 aDd ~. But it all·ould be in 

Lc 1 . . .. __ ..... .L.-
..... aotLI5 

• • In case, thc.n:forc. we should the capaCity on the fice. wry 
in · with the · . capacity of the coil, or if capMity· be widt 
the coil in other ways, as by the coil with a coadcaJ.sa as iD sketch 3. 01" in 
any· way, but so that the distributed capacity mt17 be Mgkcted~ desip· of 
the coil is much · plific:d. for then one of the . preferably C, be. 
be~ and the other cons . It wiD be in such case to 
a capacity~ usc it is easy to get idea of what kind of to 

3. 

- · · # • 

EXTRA. COtl 
. 
• 

CONDENSERS: WITH
STANOtHG GREAT 

PRESSURE 

EXTRA COIL 

pressure of the of the coil is approxi,nately known. A 
to adopt a construction before suggested,. securing a 
of the · of condensers in series- with the tura1s of the 
one of the ·ng first a value for the constaat,. 
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convenient of the two. I have also found it practicable in some cases to avail myself of 
some methods of tuning allowing exact observations as to the rise of . pressure in the 
excited circuit, and to tune a small number of turns first to a much higher liirmon.ic and, 
after completing this adjustment, to calculate the dimensions of the coil for the funda-
mental vibrations from the experimental data secured. But in most cases such resources 
are not readily available and an approximate idea must be gained in other ways. There 
are a number of different considerations which, when followed out in connection with 
the preceding, will lead to the establishment of simple relations between the quantities 
primarily adopted and will enable an experimenter to construct such a coil to suit source, 
without previous experiment and some of these I propose to consider on other occasions . 

• 

Presently I shall indicate a way which, in some cases to which the calculated data were 
applied, has given satisfactory results. 

. 1 
The ideal capacity C which should satisfy the equation LC= 

2 
is always a function 

p 
of the distributed capacity C1 and furthermore a linear function, so that C K

1
C

1
, where 

K1 is a constant, the value of which is to be deducted from the results of many varied 
experimcn~ carried on to this end. But this capacity C1 is, as has been found in many ex-
periments with coils of widely different dimensions, directly prop.oitionate to the length 

L 

of wire and to the diameter of the same and furthermore to the· diameter of the drum. 
The latter will be understood when it is considered that the greater the diameter of the 
drum the greater is the potential difference between the turns and, consequently, the greater 
is the aJttourit of the energy stored in the coil with a given length and diameter of the wire. 
Finally the quantity c1 is inversely proportionate to the distance of the turns T. As to 
the dielectric constant it is only then important to consider when the turns are quite close 
together so that the entire space between the turns is filled with the dielectric. When the 
turns are far apart this constant may be taken I. From this it follows that the capacity C 

interpreted as above may be expressed by the following equation: C K- Dd 
1 when 

TX9X 1011 

the dielectric constant can be neglected. Here D is the diameter of the drum, d diameter 
of the wire, I length of wire, ~ the distance between the turns. C is the "ideal" capacity 

1 
which will satisfy equation LC= 

1 
expressed in farads. The constant K is determined 

p 
by practical experiments. When the turns are very close the dielectric constant must be 
introduced and C will be multiplied with the latter quantity. Now the inductance of the 

4n AN2 

extra coil to be constructed is L= 
9 

henry. Here A area of coil in em. square, 
/ 1 X )0 

N· ~number of turns, and 11 length of ceil in em. Now A=-

4 1t • 1t D1 N 2 

4 x 2 D 2 N 
the inductance will be L=------ = ---- henry. Taking these values 

N(T+d) J09 (T+d) 109 
1 rt2 D2 N dl D 

for L and C we have, with reference to above, -...... = X K or 
p 2 (--r+d) 109 TX9x 1011 

("t" +d)~ X 9 X ] 020 
p2 = --------

1t2 D 3 dINK 
Since in the preceding the diameter of the drum is assumed, from practical conside-

rations it will be convenient to find the number of turns N. The quantities .D and ~ are, 
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of course, inter("&nnected since by assuming D and deciding on the pressure to be obtained 
• 

beforehand, "t' is practically given. The diameter of the wire will in most cases also be selected 
beforehand so that then merely N is to be determined to satisfy the condition of resonance 
for any frequency specified. Now I n:DN hence substituting this we have from above: 

Pz ~ ( T + d) T x 9 x I 010 or Pz - ( -r + d) -r_ ~. ? x I ozo and from this 
1t2 D3 dNn DNK 1t3 D4 dN2 K 

we get 

NZ = ( T + ef) 't' X 9 X I 02
0 or N""' 3 X l 010 v ( ~ + d) 't' • • • • • • • • 

1t3 D4 dp 2 K D 2p vf1e3 K d 

This formula may serve to give an approximate idea of how many turns are to be 
wound on in cases when the length of the wire, owing to the capacity in the excited circuit, 

A A 
is smaller then or respectively smaller than if the circuit is not one of the kind il-

4 2 
lustrated in diagrams above that is, one in which the potential on one terminal is many 
times higher than on the other, but an ordinary circuit, in which there is a symmetrical 

• 

rise and fall of pressure at both the terminals , but the equation assumes·thalK, the die-

lectric constant, is I or nearly so. 
From a number of experiments the value for K with wire No. I 0 as used in preceding 

experiments was found to be nearly 
52 

• Introducing this value in equation for Nand 
106 

747 X 109 ~ (T+d) 
reducing the constant quantities we find N=----

D2p d 
.. 

To see how c1ose this formula will give the value of N in a special case take, for in-
stance, the secondary with 40 turns experimented with before. In this particular case we 
have the following data: 
diameter of coil, average, 40 feet 480" 1220 em .. approx. 

D 1220 em.; D2 1488x IOJ; T S em.; d 0.254 em. 

Resonance in secondary from previous tests took place with the primary period being 
4.836 . . 

T= lOS , this was also the secondary pertodand from this n 20,700approximately and 
.. 

this gives p 130,000 very nearly. On the basis of these data we would have: 
--· . . . 

T(-r+d) 747 X )09 N-= 747 X 109 

D2p d == t488 x I03 x 13 x to• 
5 X 5.254 

0.254 

= 747 X IOl v 103.4 = 747 X 102 X 10.16 
1488 X 13 19,344 

= 747 x 1016 = 758,952 = 39•24 turns 
19,344 19,344 

This comes indeed very close, the turns being actually 40 for the condition of re-
sonance as experimentally shown. · 

This will be followed up. 
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Colorado Springs 
Ju1Y._!2, 1899 

Self-induction coil for method in conjunaion with oscillating transforaater. 
Adapkd to Tho1nas clockwork and condenser 1/2 mfd. anica on hand (one of the two 

• 

sn•all condensers). city given 1/2 mfd.~ also given: whocl of 

and making contact bas 180 teeth, toms about 20 a minute. ·Ibis gi~ breaks 
180 x 20 60 

4 60 
pa- second. Here at and we have a wave in the condenser, and tuning 

BAnERY 

SElFtNO. CDIL 

BREAK 

COH. 

NICI<E l CHiPS CUBICAl 

_.., PRIMARY OF 
_..., OSCill. TRAMSF. 

• 

• 

• 

be effected either by making n 60 or n 30. Best oosult scerningly7 from for••MX 
.. with oscillators, to n the n•1rnbcr of We have then 

I 
Lx 2 

I I 2x 
T- II ==6021: 103 

1 
Lx 2 

From this L= lx l()l =2000: 144= 14H 
144 - 560 

I 
• would not be ooalizable with a condenser of 

2 
mid. •tberd"o~e a oondcda-

ser or quicker break will vibration always take place through the high rc-
4L 4 

sistanceofset~siti\redevice? >R2 Take L >R2, 8X 10'>R2 
C I 

2 X J()6 

3000> R. · shows that although resistance may be very large~ vibration 
-~ still take pla·oc. 

Follow up. 
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Colorado Springs 

July 13, 1899 

Considerations regarding working of oscillator without spark in secondary. This 
is a considerable advantage bocause of economy and also facility of exact synchronous 
adjustment. When spark used the latter difficult as capacity is c~anged by varying distance 
of terminals, also because spark establishes short circuit temporarily. In general, the 
process is very complicated and the tuning only partially successful. But using spark 

' 

allo!ws obtaining of great suddenness and using short wave lengths. The shortness of waves 
I • 

gives high e.m.f. and, therefore, great effect at distance. Without spark it is difficult to 
obtain high c.rr1.f. with short waves. Long waves on the other hand are less absorbed and 

. 

allow exact tuning. Following plan seems to offer particul~ advantages that to 
work well in New York oscillator. 

l 

R 

c 
s 

c 

Sis the secondary of oscillator. To this is connected a coil L with capacity C1• The 
is shunted by a condenser C C. This condenser can be of large spheres when 

practicable. No spark should go over the spheres C C and streamers should be prevented. 
Now the adjustment may be such that system L C1 is any upper onic. In this system 

R 
earth through condenser C C. 

-·~ .. • 

Colorado Springs 
July 14, 1899 

Further considerations in regard to producing most effective movement without 
spark gap in secondary. 2) A way which was experimented with in New York about a year 
and a half ago and worked exceedingly well and also later with boat, was to produce a 
very quick primary vibration and induce currents in secondary of a few turns which has 
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one of its ends to earth and the other connected to a large capacity. Connections we:-e 
as ill ustratcd. · ·--

Fig. I) supply direct current 220 volt. Mercury break 1600 per second. The secondary 
S1 with small condenser C and spark gap d, primary P 2 3 turns. 

l 

r 

TJ 
~------------~---------

2. 

t 

•• 

Fig. 2) supply circuit about 600 V; 

d 

s 

• 
. ---

c 

p ><=>· s 

c 

1 
small condensers C C, - mfd. each, 1 tum 

2 
primary. Both of the arrangements worked well, that illustrated in 2) more economical 
but waves longer. 

3). Another way (and seemingly best) is to provide a secondary which consists 
of a number of clements comprising condenser and coil each of a high frequency of vibra-
tjon and all joined in series. The primary vibration should be quick corresponding to 

. . 
that of each of the elements of the secondary. In this manner any e.m.f. may be secured, 
.the secondary may be of any length yet it will vibrate quick. 

l l L l I 

:: ;~ 
( I 

c c c 

(To be followed up). 

86 



Colorado Spri.~gs 

July 15, 1899 

Some arrangements in telegraphy involving the Dynamo principle (first brought 
to Page some years ago). Present apparatus built two years ago in New York, worked 
very well. Consider which the best of the following modifications: In case I. sensitive 
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device a with battery around field F. In armature circuit independently a recei-ver R and 
battery B1• The receiver may be a relay, and in addition, to insure greater sensitiveness 
another sensitive device 3:5 a, may be joined in convenient manner in the armature circuit. 
In case 2. the &rmature and field circuits are joined in series and battery and receiver 
are in shunt to both, also sensitive device a. In both cases the sensitive device may be also 
in series with the field or field and armature though arrangements 1 and 2 seem preferable. 
In arrangement 3. a shunt dynamo is shown, the sensitive circuit being also in shunt 
to the terminals of the dynamo. In addition, to regulate excitation of dynamo a shunt 
of high self-ind. is placed around the sensitive device a. Such a shunt may also be used 
with good effect in Fig. 2. 

1. . a a 

R 
3. ( c 

' ./ 
R 

r ""' s 
" ~ 

F B \lA 
II"" 

. "' ~ • c • • 
F 

• • 

' 
l I 

u~ J 

Fig. 4 illustrates one of the dispositions with an alternate and preferably high 
frequency dynamo. The letters are self-explanatory. The sensitive device a1 may be omitted. 
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Colorado Springs 
July 16, 1899 

In order to produce the greatest possible movement of electricity through a region 
of the earth in accordance with the plan involving use of a single terminal oscillator, 
as here experimented with, it is desirable to obtain in some way a large capacity on the 
free terminal. This is connected with difficulty as spheres get to be too large with moderate 
tensions and when the tensions go into the millions, streamers can not be easily overcome. 
The streamers involve loss of pressure just as leaks would on a water pipe which is closed 

} at one end. Large capacity is obtainable in a number of ways of which some are: 

1) a coil wound for maximum capacity (internal). The turns are so disposed that 
between the adjacent turns of layers there exists a great difference of potential, as much 
as the insulation can stand. This is best done by following plan illustrated in Fig. I in 

1 

t 

I 

---- ,_J 
2. 

0 0 0 0 0 0 0 0 0 

0 0 0 0 0 0 0 0 
• 0 0 0 0 0 0 0 0 0 

0 0 0 0 0 0 0 0 0 

0 0 0 0 0 0 0 0 0 
00000000 

which there exists between each two turns one half of the total difference of pressure 
which is active on the terminals of the coil. But other arrangements may be followed as, 
for instance, illustrated in Fig. 2, or similar dispositions may be made so that there shall 
be the greatest possible difference of pressure between the adjacent layers .. Or the capacity 
may be increased by a conducting coating over the insulation of the wire, which coating 
may be connected suitably so to secure the maximum storage of energy in the coil; 

2) A valuable way of providing capacity is to employ a vessel in which the gas is 
more or less rarefied. The electrodes leading in should be of wire gauze and present a large 
surfa~ but throughout of small radius of curvature. Such a way of obtaining large capacity 

. l~.find very good in telegraphy in connection with receivers and their circuits. Hydrogen 
seems to be better than other gases to employ in the rarefied vessel. 

3) Capacity may be also provided by storage batteries or voltameters or liquid 
condensers .. 

4) Another way is by local condensers arranged on end of wire near the free terminal. 
This is illustrated in annexed diagrams. In Fig. 1. and 2. two of the many arrangements 
are shown. In Fig. I. a condenser is placed at the free end of the secondary S of the oscil-
lator, the other end being connected to earth. One coating is directly connected to the end 
of the secondary, that is to b, the other coating to a point a which has a suitable difference 
of potential with respect to b. By the operation of the oscillator energy is stored in the 
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condenser C, which energy must all be supplied through the secondary, thus producing 
a large movement in and out of the earth. A modified arrangement is shown in Diagram 2. 

I. 

r-:·-

c 

s 

I 
I 
l 
J 
I 
• I 
L 
I 
I 

' L--Q 

-, 
I 

t 
I 

b 1 ___ j 

s 

An arc may be maintained on the places marked x. Proper rules of tuning are observed 
to secure best result. 

Colorado Springs 
July 17, 1899 

Some arrangements of apparatus experimented with. Modifications of foraner plans. 

1. 

R a 
r----- c 

d s 
B 

L 

Here relay is placed in series with sensitive device but in secondary. In this way 
relay is not affected by break. The charge of condenser may be regulated by varying L 
or by resistances in series with L or with S. 
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2. 

R 'r----·: ~ ~----,._...... 
~ • • 
I 

l 

Q 

1-----l----lr=:= c 

s v 
d 

The relay is affected by the break in this disposition but the action was good in some 
instances; probably secondary S was more effective in breaking through the sensitive 
device a. 

3. 1.. 

d c d c 

Q a 

S<=< 

B B 

R R 

This disposition is simple and secures good results but one disadvantage has been 
found in the short circuit of the secondary through the condenser, which is necessarily 
too large for the high tension secondary since it fits the primary P. The above defect is 
reduced largely by the introduction of regulable self-induction L, or similarly a resistance 
is used instead of L. In all these dispositions of apparatus the effect upon the sensitive 
device is rendered accumulative. 

Colorado Springs 
July 18, 1899 

Other arrang:ments of apparatus experimented with. 

1. L c 
• 

d 

a 

B 

R 
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In this scheme the excitation of the condenser and therefore also of tho serasitive 
device a was regulated by an adjustable self-induction and additional battery B

1
• T~~

battery B can be in the same or opposite dtrection working through the device a. The for-
mer was apparently preferable. 

2 s s 

B 

L I . 
l 

p p 

Q a c 

R 
d 

R I 
d 

Of these two connections the first was advantageous as the battery was not 
working except when the sensitive device was excited. 

3. 

d 
B 

Q 

c 

R 

l 

This was a plan (3) similar to one previously experimented with, only the battery B 
was placed so as to be able to charge the condenser. 

1.. s s. 
. .... 

. . · 
/ 8 , c 

~ 

• 

p 
Q -

0 
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l Q 
0 p 

,JI 
c -.-R 

cd c 
Q .,. B 

-d 
•• 

R 
• •• 

To determrne excitation of sensitive device to the point of breaking down a self-
-induction coil L (very high) was placed around it (4). This coil was also tried with con-
nections changed as indicated by dotted lines. 

Here again (5) a part of secondary was used as primary. The arrangement worked 
well probably because as in some instances previously the secondary was open and the 
rise of pressure considerable upon a small excitation of device a. This is s~itablc for a 
device of great resistance. 
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Colorado Springs • 

July 19, 1899 
. --

Some simple dispositions in the practical uses of apparatus as now available. 

t. 

MA1N 

MAIN 

L 

MERCURY 
BREAK 

MERCURY 
BREAK 

) 
I 

c 

Q 

d 

R 

e 

The connections in the oscillator as now manufactured are as shown in first sketch. 
In this way the apparatus is used as a sender. The connections arc now by a throw of 
a switch changed in such a way that all can be used in receiving the message. Ono of the 
simplest connections is shown in the following sketch. The relay R should have small self-
-induction. By battery B1 the excitation of device a is regulated. For facility of adjustment 
a resistance r is also inserted. The switch is to be worked out in detail. 

2. 
c 

.. 
• d_ a 

p~ 
'W' T 

" t 
~ c -... R l Q 

d 

B 
... " s 1 ~ 

8 

In using the method of exciting the device a by means of oscillating or1ner 
the construction of a special apparatus may be obviated by winding the primary y 
upon the relay so that the relay itself is the transformer. This is schematically indicated 
in the sketches in which the letters indicate the same. In the first the battery should bo an 
open circuit, in the latter a closed circuit type. · 
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Colorado Spring~ 
• 

July 20, 1899· . __ .. 

Galvanometer from Colorado College set up on lead plate and four rubber supports. 
plate SO lbs. Resistance roughly 2530 ohrns. The fila1ncnt is very short, vibration 

quick, altogether not best quality but possible suitable for approximate determinations 
of ratios and resistance measurement etc. 

I. 

I dry cell 1.43 volt 

. e 1.43 x 2630 
Jm ~---------------------

10,.000+ 2530 X 100 2630 X 10,000+2530 X 100 

• •== 

10000 • 

. 2630 

1.43 X 263 
2,655,300 

100 

this gave 13.5 deflection . 

• 

2. 10000 

) 

.. 
--· 
• 

1000 
I' 

'""' 
r ~ r ~ I' ~ r ~ 

r ""' r "' I' ~ /' ~ 

' ..I ' ..I \. ..i \.. ~ 

' ...I 
\... ...I \... ~ ' ~ 

. 2530 . 

-GALV. GAlV. 
. 

l • • t 

Now the CUll ent in galvanometer was 

I 
100 10 
--I or 1=--- x 
2530 253 

).43 X 263 == • 
2,655,300 67,179.090 t 

376.09 

this gave 13.5 hence K for one degree current 

r "" 

376.09 1 1 
K--------.. ----- approx. Will do for use 

67,179,090x 13.5 67,179,090x 13.5 2,411,438 
-- .. ... 

• • 
376.09 

illtmded. 

To test proportionality on scale the galvanometer was connected across 1000 ohrns • 
• 

'Ibis gave a deflection of 9SO on The currents computed were in both cases as 
10,716.7 . . 

6 
· • This showed the necessity of increas1ng range of · by placing scalo 

100,9 1.9 
. For small deftections proportionality quite rigorous. 
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Colorado Springs • 

July 21, 1899 
---

, Various arrangements with two sensitive devices for the purpose of increasing 
efficiency of receivers in telegraphy. Also for directing currents. 

Two sensitive devices, disposed as indicated and so constituted that they break down 
or respond easier to impulses of one direction than to those of the other, allow the com-
mutation of ,alternating currents. For this purpose a device may be employed, described 
before, cons~1sting of a glass tube and two metallic plugs, the glass tube being about haJf 
filled with nickel chips or fillings of other metal. In Fig. l. it is supposed that the devices 
a a1 have this quality which may be given, for instance, by a battery in each circuit as 
shown in Fig. 2. In both sketches I) and 2) a relay R R is shown having one of its legs 
in one of the circuits and the other leg or coil in the second circuit. In this manner the 
impulses coming, for instance, from a distance as in telegraphy can be made to exercise 
an accumulative effect. The alternating impulses are led in through terminals t t . 

• 

1. t 2. 
Q a Q 

B 

B 

R R R 
t 

R 
t 

3. '· G Cl 

4 d 

s p c 
J 

8 
• 

s c 

.. ~ 8 R ~ 
-----...;;.._·, t r ......- - .~~ 

~ ' 
--------------- -J 

' J ~"-"- --
l 

Fig. 3. illustrates one of the connections· of apparatus experimented with with 
good success. The method of excitation and magnification by means of an oscillating 
transforn1er is used arid the relay and secondary were connected either as shown in the 
plain lines or in the modification indicated by the Botted lines. The letters have the satne 
meaning as in previous instances. In Diagram 4. similar connections are shown, merely the 
self-induction coil L has been done away with and secondary S adJusted accordingly. 
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Figs. S.-8. show again modified dispositions. Fig. S .. : the condenser is in the bridge · 
and the legs of the receiver are placed one in each of the two circuits. In Fig. 6. the conde.nsc.r 
is placed around a battery which is graduated by a resistance (not shown) so that the 
secondary S strains the devices a a1 to the point desired. Fig. 7. shows a similar plan with 
the scco~dary in shunt to one of the sensitive devices and in Fig. 8. two sensitive devices 
one in one and the other in the second circuit of which each contains a condenser and 
• • Its own pr1mary. 

6 7. s. . ., a G Cl a 

)1' 
s ) )( p 

' 

~ ' B 

c 
c 

B do-
c d 

- -
R R 

• 

• .. 
• 

9. 
8. a a a 

c 
• 

d s 

Fig. 9. shows a plan followed in numerous variations and which is capable of excel .. 
lent results. 

10. 
, ...... , 'c, \ 
' ... ,.I 

1 
I 
I 

' ' t 

l 

Cl 

I L 
I ........ - ~, !-,-, I 
LJ ~ ~ ~ ~ '-J 

8 d Cl 

• 

c s R 

Fig. 10. again shows a form of connections which works extremely well. It is sui-
table for usc in connection with single terminal oscillators. The capacity or elevated terminal 
may be at C and also at C 1• Both cases result good. 
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Colorado Springs 

July 22. 1899 

Further modes of connecting ap with two sensitive for y 
and such purposes. A connection as in sketch showed quite sa.~factory results. The sen-
sitiveness was probably due to the fact that the was open as in a previous in

Several plans of working with two or more devices in multiple we~e experi••~ented 
with. ...... 1'he idea was to introduce regularity and reduce resistance of the path through 
I. Q a 

2 . l R 

d d 

8 c G c 
s r 

l R 
B 

s 

the sensitive apparatus. Some arrangentents worked weD, ~or i~tance the one illustrated 
in sketch ·2. In 3. both devices a and a1 were shunted by a high self-induction L, the induc-
tive and ohmic resistance of which was regulated so that devices a a 1 would break down 
at tho sliPtest disturbance. The 1c:sults were fair but not better than before obtained with 
other dispositions. The relay was placed in a number of ways, best 1esults when it was in 
the secon S. 

a Cl 

3. a 

c 

d R 

L 
B B l 

In Diagraan 4. the same mode of connection was employed, only a battery and relay 
were pla0£:d in the bridge. 1'be employment of the special battery B1 allowed some adjust-
ments to be made not practicable in · 3. Generally, battery B1 was differentially 
connected with respect to battery B. 

5. G a 6. a a. 

R d 

R d 

B s c 

I 
' 
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Diagram 5. again ~hows a form of connections slightly modified, two bateries being • • 

used in series to strain the sensitive devices a a1• Results about the same. · · --
In Diagram 6.. the connection~ were as previously shown in Diagram I. only the 

relay was placed in the secondary S. This worked excellently. 
In. Fig. 1. the "'me i:Onne~tions were Tctained only a high self-induction was con-

occted around the devices and regulated so· that devices were rendered very sensitive. 
Fig. 8. shows an arrangement to be used in conitection with present oscillator emplo-

yed as sender. The switching connections are to be simplified. The oscillator with mercury 
break and its induction coil work much better than interrupters dr:ven by clock-
work and small special coils. Important. 

7. 
L d 

a G 8 R 

c s 
d G 

B c 
MAIN TERM. 

-
• • • 

• 

The Cinployment of the mercury break particularly makes the apparatus efficient, 
probably because of perfect regularity of working which can not be secured by spring 

• 

contacts or brushes. The efficiency is also in a measure due to the small resistance of 
primary ~ircuit because of the large copper section and good mercury contact. It is highly 
in1portant that in preceding dispositions of appart\tus the break is of high frequency, the 
condenser large and best insulated and the conversion in coil efficient. 

~ 

Colorado Springs 
July 23, 1899 

In investigating the propagation through the media, and more particularly through 
the ground, of the electrical disturbances produced by the experimental oscillator, as 
well as those caused by lightning discharge, to which work a few hours were so far devoted 
every day, a form of sensitive device used in some experiments in New York was adopted, 

c 

1. 
b a 

•• CONTACT 
SPRING 

as the best suitable fot these purposes. This device, and the manner of preparing it, it is 
now necessary to describe. In one form it comprised a glass tube 3/8" inside diameter 
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having two brass plugs fitted in its ends. The plugs had their inner surfaces highly polished 
and the distance between them was from 1/8" 1/2". The tube is illu:;trated in Diagram I. 

• • 

in which a is the glass tube and b b1 the plugs of metal with narrow projections_ C C 1 for 
support and contact, respectively. The space between the plugs was filled about 1/3 full 
with coarse chips of nickel. These chips were made by a milling tool or punch so as to 
be as much as possible equal in size and shape, this being of considerable importance for 
the good performance of the instrument. The plug b had a small reamed (tapering) hole h 
in the center extending to some distance into the plug so as to enable its being placed 
on a small arbor fitting into the hole and rotated by clockwork at a uniform rate of s . 
In some cases when the working of the d~vice was excellent the speed was 16 revQiutions 
per minute. But often the instrument WM rotated very much faster in which case it was 
merely necessary to increase the e.m.f. of the battery which was used to strain the device 
to the point of breaking down. A beautiful feature of this kind of device is that by regula-
ting the speed its sensitiveness may be regulated at will and in this respect it is preferable 
to similar devices which are stationary, the contact after being established being broken 
by tapping. The device acts exactly like a cell of selenium, its resistance diminishing when 
the disturbances reach it, being automatically increased in consequence of rotation and 
separation of the chips when the disturbances cease to affect the latter. The rotation of 
the device replaces here the property of recovery which the seleni41n possesses, otherwise 
the similarity is complete. To insure a quite satisfactory working and permanent state I 
prepare this form of device in the following manner: 

The glass tube, plugs and the chips to be used are first thoroughly clean~d with pure 
• 

absolute alcohol and dried. Next, one of the plugs, as b, is slipped into one end of the 
g1a&s tube and the required amount of chips is put in the other, plug b1 being finally inserted 
closing the tube nearly herttletically, but not quite so. Now the device is placed upon a 

. 

cylinder of metal with a hole in the center, to allow the small part of one of the plugs b 
or b1 to slip in, with some space between, and permit the plug to rest upon and in good 
contact with the upper surface of the metal cylinder which is then slowly heated, as by 
being placed upon an electrical stove or a plate supported above an alcohol lamp. When 
the lower plug is brought to the required temperature, sealing wax is run a~ound t_he rim 
projecting for this purpose, beyond the glass tube. The metal cylinder is now· allowed 
to cool down slowly until the sealing wax is in some degree solidified when the instrument 
is turned over and placed with the other plug on the cylinder and the operation of sealing 
the joint between glass and plug repeated. During this preparation the chips are of course 
at an elevated temperature and all moisture is expelled so that, when the instrument :is 
ready, a thoroughly dry atmosphere exists within the same, this being essential for good 
performance. The atmosphere is, howevt·r, at a pressure slightly below that of the sur-

. Youbding air. When the device is carefully prepared it works remarkably well, and in 
comparative tests showed itself superior to this kind of device of the form ordinarily advo-
cated. During a few days I carried on tests of this kind which brought out the good qualities 
of this kind of instrument. In one instance two of them were compared with a third device 
of the ordinary form in which the sensitive grains were immersed in an atmosphere consi-
derably rarefied and contact was broken with a tapper. In all three instruments the grains 
of nickel were of the same size and shape. One of the terminals of each of the devices was 
connected to a ground wire, while the other terminals were each joined to a piece of wire 
extending to a small height, these pieces of wire being the samt in all particulars. All the 
three devices were strained as far as was practicable by batteries so as to be at the point 
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of breaking down and sensitive to a high degree. Although the pieces or wire extending 
• • 

into the air were only of a Ie.ngth of a few fee~ all the instruments recorded the discharges 
of lightning up to about 30 miles as the storm moved away. At this point it was found 
necessary to set the instrun1ent with the ' 4tapper'' so that it was still more sensitive when 
it responded but in an irregular manner, while the other two devices continued to record 

• 

regularly up to a distance of about fifty miles when the disturbances ceased, probably 
owing to the cessation of the storm. I inferred from these experiments, carried on for some 
time with the view of selecting and adopting the best form of such a device, that when 
the particles of metal are rotated they are, as it were, suspended in the air and in this 
condition more susceptible to the intluence of the disturbances than when they are kept 

. stationary. It seems, however, that when rotated, the part~cles are not so liable to stick 
together and cause irregularity of action such as observable in the ordinary form of such 
a device. As to the amount of chips, if more are put in the instrument must bo rotated at 
a higher speed or else the battery straining the dielectric must be weaker. Through this 
kind of instrument much stronger currents be passed without damaging it and making 
it further unfit for work. Another form of such instrument particularly suitable for experif 
mentation is illustrated in Diagram 2. It consisted of a brass plug b with a fibre tube -

g b1 ....... -. . . .. . . -.. --· .. --·· ... 

R 

into which was fitted another brass or metal plug b1 which was held in place by a fibre 
washer / 1 and metal nut n. In other devices of similar construction the space between the 
plugs was adjustable. This form of instrument was particularly suitable for testing the 
properties of sensitive grains g. Before testing the grains and the instrument as well were 
thoroughly dried. To get an idea of the resistance of such devices when in either state, 
excited or not, the resistance of many was measured under varying conditions. A fair 
idea is conveyed by saying that, unexcited, they measured more than 1,000,000 ohms 
while the resistance would sink down to 300 or even 50 ohms or still less when excited. 
When highly sensitive they would respond to sound waves at a considerable distance. 

Exp..er.i"!'.ents with oscillator 35 turns in secondary on tapering frame No. 10 
B. & S. wire. 

This is the first test of the Westinghouse transformer installed a few days ago. It 
was tried yesterday evening but only for a short time to merely get an idea how it will 
behave. The e.m.f. used was 7500 volts or less. Today a pressure of 15,000 volts on the 
secondary was used. Best resonating action was obtained with one primary turn and a few 
turns in the regulating coil. The spark gaps were as long as obtainable in the box, that is, 
about 7 turns of the screw on each side, possibly an inch or so. An approximate estimate 

I 75 h . . p aces the primary inductances at 75,000 em. or Lp 
6 

H. T e prtmary capacity was 
10 

' 

88 jars in each of the sets in series. The capacity of one jar being approximately 0.0035 mfd. 
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The total capacity Cp is 0.154 mfd. From this calculated, and neglecting as in most cases 
214 

before the reaction of the secondary, we get T= or n-··46,730 per second. 
107 

Observations: A spark gap being established between the free terminal of the secon-
dary and an earthed wire, strong streamers were seen on the latter. This shows very rigorous 
action and demo11strates that the potential of the neighbouring parts of the ground must 
be considerably affected. Very strong sparks on lightning arresters as the secondary di-
scharge is playing over the gap. This is certainly extraordinary as the ground is now excel-
lent on the secondary. The arc, horizontally passing about 32" long is very powerful, thick 
and givin!f a vivid light, the noise is deafening. The arc passes sometimes on a downward 
course. Is;it attraction or due to surgings of the air in consequence of violent explosions? 
When large balls 30" diam. are placed in the gap the spark length is nevertheless small. 
This shows the secondary can not supply the great amount of energy necessary for charging 
the large balls to full pressure. This may be due simply to the imperfect inductive con-
nection with the primary or to the small amount of power now available from the supply 
transformers, as ·there are only two of them, and the Westinghouse transformer works 
only at 1/4 of the normal pressure. This would mean roughly 1/16 of its total peiformance. 
On some points of the balls small strcatners are observed; must be due to roughness or 
points on the places. The balls will have to be gone over and all the surface polished up. 
It would be impossible for streamers to break out from balls of suc!J. size unless the pres-
sure is a few millions of volts. which cannot be the case at present . .A curious feature is to 
see the sparks deviate and follow wooden beams or planks placed· nearby. I rather think 
this is merely due to an effect of the currents of air which are prevented from circulating 
freely on the side of the plank or beam .... The intensity of the vibration in the primary is 
evidenced by. sparks passing between the turns of the regulating self-induction coil in the 
primary. Between the beginning and end of the coil, although only a few of the turns arc 
inserted, the sparks are sometimes 3" long. This shows a very high c.m .. f. on the primary 
and I almost think there must be a mistake as to the pitch estimated which, judging from 
these sparks, would seen to be much higher. This· is to be investigated closer. Experimen-
tation shows that it is very decidedly better to adopt one turn of primary instead of two 
and if a lower frequency is desired rather to increase the primary capacity. With one t\1rn 
the explosions are more violent and the regulation is much more convenient. In these 
experiments the jars do not seem to be much strained, which indicates well. At times 
sparks will break through inside of the secondary between the turns and 
to the ground. The sparks are very strong from small wires attached to the 
free end of the secondary more so than from thick wires. When a coil was connected 
to the free secondary end the vibration could not be well established, evidently the coil 
was ''out of tune" and by its capacity and inductance interfered with the free vibration 
of the secondary. The sparks went from the gap-box to the ground though the box was 
well insulated; there is danger of inflaming the building by this or by the secondary sparks 
following the wooden structure. The experiments were continued with 7500 volts as yester-
day but the working was unsatisfactory. This showed finally that yesterday one of the jars 
in one set was bad and there was only one set acting, the other set being short circuited; 
t-hat-is why an e.m .. f. of 7500 volts was sufficient yesterday. The Westinghouse trausfornter 
gains in e.m.f. as jars are put on, the maximum rise seems still remote, this argues well 
for the economy of the transformer. The incandescent lamps are all destroyed in conse-
quence of the intense secondary vibration, the filaments being broken by electrostatic 
attraction towards the glass. Lamps were spoiled at a distance of 40 feet from the secondary 
free terminal! This action is likely to give trouble in future experiments. A curious obser-
vation is that all horses shy. It is due to sound or possibly to current action through the 
ground to which horses are highly sensitive either owing to greater susceptibility of the 
nerves or perhaps only because of the iron shoe establishing good ground connection. 
I am not quite certain that the secondary vibration is fundamental although for a lower 
or higher tone it is too powerful. The external gaps used in some trials seem to improve 
the action somewhat in rendering the discharges of the primary more sudden. If time 
should permit the vibration will be investigated by a rotating mirror to be prepared. 

100 



• 

Colorado Springs 

July 24, 1899 

Experiments with the secondary 35 turns were continued today. In connection with 
the secondary an uextra coil" was used. The same was before described having 260 turns 
on a drum 2 feet in diam. of cord No. 10. The inductance of the coil as before found was 

• J 139 . approXImate y 13,900,000 em. or 
4 

henry. Th~ cotl was connected with the lower end 
10 

to the free terminal of the secondary whil~ the upper end was left free, a few feet of wire 
extending into the air. Resonance, as evidenced by streamers (maximum) on free end of 
coil, was obtained exactly as in a previously recorded experiment with 9 jars in each set 
of the primary condensers, or slightly less, at any rate 8 . 9 jars caused the largest display 
of the streamers on the free end. The streamers were only three feet long as the energy 
from the supply circuit was limited, the intention being to first study the peculiarities and 
behaviour of the transformers before taking them to theil full output. A simple computa-
tion showed that the resonant rtse on the free end was chiefly, if not wholly, due to the 
rise in the coil itself, the free vibration of the s~ndary being comparatively of small 
moment. To study the harmonics the capacity in the primary circuit was doubled but the 
effect, as expected, was very small. ·Now the capacity in primary was again doubled, it 
being ex that the streamers would be of considerable power under these conditions. 
This was the first undertone and it should have been fairly strong. But singularly nothing 
to speak of was noted although the adjustments were carefully gone through again and 
again. It was thought that owing to a very small arc in the primary the oscillation did 
not readily establish itself but this was not highly probable though such has taken place 
in experiments which I before. The arc was necessarily smalJ as the capacity was 
very large in the prirnary. The tuning was very sharp with twice the capacity in primary 
so that a-·~littlc variation in the self-induction regulating coil made the streamers change 
very considerably. I expect that it was sharper still with four times the primary capacity 
so that, after all, the resonant condition may have been missed. This might have been 
the easily as all the variation from no streamers to their maximum would have taken 
place by going through only one quarter of one turn, and possibly less, of the regulating 
coil. This sharpness of tuning noted here and in previous instances in some arrangements 
again impresses me with the value of such dispositions in telegraphy, when it is of great 
importance to isolate messages. It seems possi'"-le to in such or similar ways an almost 
absolute privacy. The experiments with only two circuits show this sufficiently. Continuing 
the experiments one of the balls of 30'' diameter was connected to the free end of the coil 
and now the resonating condition was secured with 23 jars on each side of the primary. 
Summing up-the results the vibration with coil alone, without ball, with 9 jars on each 

9 
side of primary was, approximately, taking the primary capacity equal to -x0.003= 

2 
= 0 027

-0.0135 mfd. 
2 

2 7 2n 945 
T,- J03 0.0135 X 105 - 103 109 ... 

= 2TC -J94_5 = 2n 9_12 = 61.0416 
107 107 107 

and n 164,000 per second. 

101 

or approx. = 
61 
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!'~ow when the ball was attached the primary capacity was 

and the period 

23 
x 0.003 = 

0·
069 

= 0.0345 mfd. 
2 2 

21t 
T2 was= 103 

7 21t 0.0345 X - = ·- -
105 103 

2415 
--= 
109 

T = l1t -'241.5= l1t x 
2 1tx 15·54 = 97·6 and n=l02,460 

2 107 v 107 107 107 per sec. l 
I 

The ball slows the vibration of the \;uil very much down. From a series of observation 
with capacities of varying value useful estimate~ may be made and· the quantities of moment 
calculated. This mode of proceeding seems to offer features of considerable value in experi-
mentation and it will be followed up. A curious observation in these experiments was that 
maximum rise was obtained always with the regulating coil practically all out. 

Ho~v is this to be explained? 

Experiments with the secondary 35 turns lvere resumed. The probable causes of the 
t • I o 

curious phenomenon that maximum resonant rise (on the coil· attached to the terminal 
of the secondary, as before described) took place whrn the self-induction regulating coil 
was practically all cut out were considered. Evidently when the coil \vas cut out there 
was more energy available for the excitation of the primary turn and therefore the secon-
dary was more strongly energized, this giving a higher electromotive force on its terminals. 
Owing to this the impressed e.m.f. on the coil attached to the free terminal of secondary 
was greater and therefore the coil was more strongly excited. Assuming then that the 
secondary free vibration did not take place, this explanation would be acceptable but 
for one thing: the maximum rise on the coil with 260 turns did not occur, \Vhen all the turns 
of the primary regulating coil were cut out, but at a point when there remained still a few 
turns in series with the primary. The phenomenon must be therefore interpreted differently. 
To all appearances the secondary free vibration did occur, and there was a certain inductance 
in the primary which gave the highest e.m.f. on the excited coil on the free terminal of 
secondary. But now the latter was in fairly close inductive relation with the primary hence 
its own vibration was more or Jess modified by that of the primary. In altering the primary 
vibration, that of the secondary must have been, therefore, correspondingly altered. 
Now, the secondary excited the coil with 260 turns and, to insure the maximum rise on 
the free terminal of the coil, the secondary vibration ought to have been of exactly the 
• 

. . saJ:ne pitch as the free vibration of the coil. From this it is plainly seen that if the primary 
vibration was such as to favour a rise in the secondary of the pressure at the free terminal 
then the impressed e.m.f. on the coil with 260 turns was greater; but t.his evidently, judging 
from the actually observed results, took place when the secondary vibration was "out 
of tune", more or less with the free vibration of the coil. Thus it happened that by raising 
the secondary e.m.f. up to a certain point there was an increased resonant rise on the excited 
coil. But when, by further cutting out turns of the regulating primary coil, the secondary 
vibration was modified more and more and brought "out of tune" with the free vibration 
of the coil excited by the secondary, the resonant rise on the terminals of the excited coil 
was diminished. Now, with a certain small number of turns of the regulating coil still 
included in the primary, the relation between these opposing elements determining the 
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resonant rise was such as to insure the maximum. I have no doubt that this is the co .... 
explanation of the phenomenon observed. At first I thought that the length of the primary· 
might have something to do with it, as I have observed before something to this efiee-"1, 
but now I must reject this view as improbable. From the preceding it is now quite evident 
that in cases when the free vibration of the secondary can assert itself, the primary capacity 
and self-induction has to be such that maximum e.m.f. is obtained on the secondary -
then the excited coil must be such as to vibrate in accord with the secondary or (inasmuch 

. 

as the secondary vibration is affected by the primary) the free vibration of the excited coil 
must be the same as that of the combined primary and secondary system. When the vibra-
tion in the secondary is exactly the same as the free vibration of the excited coil the maxi-
mum rise will be obtained on the coil, in any event, but for the best result the secondary 
must also be tuned to the primary so that greatest impressed e.m.f. is secured on the coil. 

In cases where the secondary is in such intimate inductive connection with the pri-
mary then the latter condition need not be considered and it is only necessary to adjust 
the coil so that it win· have the same period as the oscillation in the secondary. In fact, 
I believe this will be, in the end, the best condition in practice for, if the transformer be 
efficient, .the connection between the primary and secondary must be a very close one. 
In such a case the high impressed e.m.f. on the excited coil will be obtai~ed ~~ly by tran-
sformation and not by resonant rise. ~ . 

A gratifying observation was made today which was the following: the water pipe 
to which the secondary lower end was connected, and which conveyed the currents to 

·. . 
the ground, was diseonnected from the secondary and the latter connected to a separate 
ground -plate at a distance from all other ground connections. Everything was carefully 
examined to be quite sure that there was no other ground connection in t~e .second•ry. 
Nevertheless, when the secondary discharge was made to play, strong sparks went conti
nuously D'er the lightning arresters. There was no other possible way to explain the oc-

. . 

curence of these sparks ·than to assume that the vibration was propagated through the 
ground and following the ground wire at another place leaped into the line! This is certainly 
extraordinary for it shows more and more clearly that the earth behaves simply as an 
ordinary conductor and that it will be possible, with powerful apparatus, to produce the 
stationary waves which I have already observed in the .displays of atmospheric electricity. 
The n1ere observatjon of the sparks speaks well for the power of the apparatus used and 
clearly shows that it is competent to carry tc· a great distance even as it is when used as 
a transmitter in telegraphy. Assume even that the pressure would diminish as the square 
of the distance from the source, still the performance would be remarkable. Such an as-
sumption· seems to be justified when we consider that the density of the current passing 
over the eartb~s surface will di~inish as the square of the distance from the center of the 
disturbance and consequently, the effective pressure at least, ought to diminish corres-
pondingly. Now, in the experiment~ above described the distance between point a, where 
the lower end of the secondary was grounded to point b, where the sparks jumped from 
the ground to the line or vice versa, was 60 feet. Hence on the above assumption we can 
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make the ratio 
E x 2 

e --602 , where x will be in feet. At the lowest estimate E was 10,000 volts 
• 

I 
and assuming an ordinary instrument be used as a receiver, requiring of a volt e 

. 10,000 
10,000 

between c and d, we would have x2 602 x 
1 

=36x 1010 or 600,000 feet or x 114 

10,000 
miles nearly. But by making the distance between c and d much greater the transmission 
radius may be greatly extended. 

Capacity of secondtuy 35 turns used in preceding experiments. 

The average length of one turn may be put at approximately 135.1 feet 4120 em. 
The wire is No. 10 B. & S. diam---0.102" -· -0.26 em. Surface of wire in sq. em. 1r x0.26 x 
x4120x35 1tX37,500 em. approx. The capacity was compared with that of 1/2 mfd. 
standard condenser and was found to be C 3600 an. This measurement was I expect 
correct within 1/2 %. 

Note: The measurement was made by connecting the cable with one end, or with 
both ends to the source, the other terminal of which was connected to the earth. Result 
was the same. 

Now it is of interest to compare the value found by ~easurement with that which 
I 

the cable wo.uld have when stretched out. Its capacity would then be C1 con-
i 

21o~-
r 

. 

sidered as a cylinder remote front the ground. Taking the values as above 

4120 X 25 
C ---·· ,= 

4110 
2 lo~ 0.13 

--
4120 X Jj 

2lo~31,700 

2060 X 35 2060 X 35 - -_. - == 
lo&, 31,700 4.50106 x 2.3 

_·:::: .. !060 x 35 = 6965 em. 
10.35244 

If we consider the cable in its capacity with reference to the earth or conducting 
I 

P]ane its capacity would then be C2 - ---. Since we have found the measured 
2d 

21o~ ..... -
' 

- - ·. ., 

4120 X 35 
3600 ·... from which 

2lo~ 2 d 
r 

value we may find from it the distance d; we have 

• 

2 d 4120 X 35 . . loge = = 20.3 and thts gaves 
r 2 x 3600 

2 d 20.3 2 d log = == 8.82607, hence == 67,000,000 em. 
r 2.3 r 

d = 67.000,000 x 13 ""' 670•000 x 13 = 670,000 x 6.5 = 67,000 x 65 = 44,550 meten! 
2 100 2 

The result only shows that the cable measures much more when straight and at some 
distance from the ground since tl comes out so large. 
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It may be of further interest to compare the capacity as found with capacities which 
would be obtained if the surface of the cable were converted into the surface of a disc 
or sphere, for instance. Taking first the latter and calling its radius r' we have 41tr'z -x37,SOO 

37,soo , V37,soo 193.65 
and r'2 r -- **= 96.815 and this should be the theore-

4 ' 2 2 
tical capacity C1 of the sphere. Taking now a disk of radius R, its capacity C2 would be 

2R 
C2 • Now on the above assumption of an equal surface we would have 2TCR2 x37,SOO 

1t 
273.86 

R2 18,750 and R Vt8,750 136.93 em. Hence C2 =87.2 a11. This is still sma-
1t 

ller than the capacity of a sphere of the same surface. Suppose now the surface of the cable 
were converted into small spherical sum of a diameter equal to that of the cable and 
inquire what capacity would be obtained in this manner with the given surface. The surface 
of one of the small spheres being 41tr2 and calling their number n we have 4Tmr2 7t x 37,500 
and 

11 = 37,500 - 37,500 ... 37,500 ... 37,500 = 554 734 ==11 

4r2 4x0.132 4x0.0169 0,0676 , 

The total capacity C3 of all these small spheres, neglecting mutual screening action, 
will ben times the capacity of one of the spheres and since the latter is 0.13 we would 
have total capacity ··c 3 =,554,734x0.13n=71,11S c11t.! A very large value indeed, which 
would have been still greater if the diameter of the spheres would have been smaller. These 
primitive considerations show that to get the largest possible capacity with a given surface 
we must use the latter in the form of minute surfaces of the smallest possible curvature. 
'l'his makes it obvious why exhausted bulbs show under certain conditions such compara-
tively large capacity. And this explains the virtue of bulbs when used in telegraphy for 
the purpose of supplanting a large elevated plate or wire leading to a great height. Such 
a bulb or tube, particularly when filled with hydrogen, is (as I have found) very effective 
and I look to a valuable use in the future of such rarefied vessels in connection with tele-

• 

graphy through the media or the like. The greatest capacity with a given surface . will~ 
of course, be obtained with spheres of the smallest possible diameter, as the spheres of 
hydrogen. The next best form to give to the surface would be a cylinder of great length 
and minute diameter. The above considerations make it plain why thin wires have such 
a comparatively large capacity. Taking two such wires of the same length L and diame-
ters 3 and 31, we would have their capacities as 

L L 
---:----

2L 
21o~ a 2L 

2lo~ a 
1 

or as 2L 2L 
lo~ :loge-· a. a 

2L 
Now suppose, for the sake of illustration, that a were 

2L 
l o. and a = 1000, then 

1 
1 I I 

the above capacities would be as : or as :I. In other words, mak-
2.3 X 3 2.3 X I 3 

ing the diameter of one wire 100 times as great as that of another, but keeping the 
length of the wires the same, the capacity of the thick wire or cylinder would be only three 
times that of the thin one. 
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Coioraclo Springs 
July 25, 1899 

Experiments with the secondary of 3_5 turns continued. The secondary was tuned 
alone ~nd more carefully, the result being that maximum rise of pressure was obtained 
with one turn of the primary, the two cables being connected in multiple, and 78 jars on 
each side of the primary. When best action was obtained there were a few turns in th~ 
regulating coil in series with the primary cables, the total self-induction in the primary 

85 
being estimated to be Lp 85,000 em. or 

6 
henry. 

10 

The capacity in primary was: 
16 old jars 0.00334 x 16 --· 0.05344 
62 new , 10% larger 0.0036 x 62 0.2232. 

Total 
0.2766 

= =0.1383 mfd. 
2 

This would give period of the system: 

85 21.54 0.1383 x 106 .... 106 and n-46,425 per. sec. 

It is of interest to find what value for the inductance of the f.econdary will be obtained by 
27t 

substituting io the equation for the secondary Ta 103 . La Ca, the value for. Ca found 

by measurement before recorded. Since T. must be -~~Tp we have 

T. = 21.54 = 2n 
p 106 103 

3600 
L. X 9 X 105 c.= 3600 em. 

---·-· 
2n: 

or 103 
85 27t 

0.1383x Ioi= 103 
3600 

L, x 9 x 1 ()5 and from this: 

L = 9 x tos x 0.1383 x 85 = 0.1383 x 765 = 0.1383 x 85 henr or 
s 3600 106 36,000 4000 y 

L 
_I09 x0.1383x85_138,300x85_ 1039000 1 , 
- - - litli7 , em. on y. 

s 4 X 103 4 

While this estimate is not correct in principle it shows, neverth~less, that the capacity 
measured in a state of rest is not that which enters as an element of the vibration. It was 
thought from this result that the secondary might have responded to the first octave and 
the two primary cables were joined in series, but results proved inferior. 

It is possible that when the primary cables were connected in series, owing to the 
. ~ 

Jess satisfactory working of the spark gap, the e.m.f. on the secondary was smaller than 
it ought to have been if both the primary and secondary vibrated at the same rate. Fur-
thermore, it should be borne in mind that when the cables were in series and the vibration 
in primary reduced to half the number per second, the induced e.m.f. in the secondary 
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turns could have been only about one half of that in the first experiment. If in the latter 
experiment with the primaries in series the true note of the secondary was struck then, 
assuming the capacity to be 3600 em. or thereabouts, the inductance of the secondary as-
modified by the primary would have been still only 4x2,939,()()()._, 11,765,000 em. It is, 
therefore, probable that the capacity which enters as an element of the secondary vibration 
is much s~aller than that which is found by measurement, which is as might be expected, 
since the cable can not be fully charged and discharged at each alternation, as is evident 
from the constants. 

Observations during the experiments today. When the secondary worked very well 
the spark was very noisy and nearly an inch thick, judging by the eye, and about 3 feet 
long. The sparks passed all the time over the lightning arresters as the secondary discharge 
was playing and, at times, for a short interval they were extremely vivid and thick. This 
seemed to occur chiefly when the. secondary arc became louder and roaring, this indicating 

. 

a better working of the arc and a higher e.m.f. for a given length of the path through the 
ground. The sparks on the arrester's arc, as is now established beyond any doubt, are 
due to the propagation to the ground through the earth wire, and it is now plain that 
although they take place when the oscillation is slow, they are 
more easily produced with a quicker oscillation. Perhaps the 
higher harmonics enter prominently into their forrnation. The 
secondary arc was adjusted to a length of 31 ", then the sparks 
on the arresters were very violent. It was thought that, if the 5 

vibration was propagated through the earth wire and caused the 
. 

sparks on the arresters in this way, by adding capacity to the 
earth wire the action on the arresters would be increased. Accor-
dingly, a sphere of 12" diam. s was connected to the wire as l 
shown in diagram and, indeed, the play on the arresters was 
intensified. By now reducing the gap still a few inches the display on the arresters seemed 

• 

to increase further. When the secondary discharge was permitted to pass· continuously 
for about S minutes the fuse on the supply circuit primary gave way showing that energy 
was taken at a rate of about 20 H.P. This also indicated that the connection between the 
primary and secondary of the oscillator was fairly close and that the s~ondary was ca-
pable of taking up considerable energy. When two external gaps \\'ere ,used in series, with 
gaps in box, Jess· energy was taken from the supply circuit, this indicating that the arc 
in primary short-circuited the secondary of W.T. to some extent. 

Colorado Springs 
July 26, 1899 

Investigating vibrations of •'additional" or ''extra coil,: from observations before 
made it would appear, as I believe it has been stated already, that when the impressed 
electromotive force was increased, in other words, when the movement in the secondary 
was made greater, the free vibration of the extra coil did not readily assert itself. At least 
this has been noted in a number of experiments with the object of ascertaining this. A comp-
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Jete analogy is afforded in mechanics. In order that free vibration may take place, and 
readily, there must be a loose connection with the part impressing the movement. This 
truth is obvious. Considerations of this kind led to experimentation with an arrangement, 
as illustrated in the sketch below: In this the connection with the secondary S impressing 

s 
c 

5- SECONDARY IMPRESS~NG MOVEMENT 
C- SMALL COIL FOR LOOSENING CONNECT.ON 
C -COIL TO BE SET IN MOVEMENT 

c 

the n1ovement was loosened, so to speak, by the insertion between it and the coil C to 
be excited another coil c which was generally adjusted to suit the conditions. This amoun-
ted to the same as increasing the momentum of coil C and rendering it more preponde-
rating and capable of freely asserting itself. These experiences lead to a rule long recog-
nized, that development of the oscillator must be in two directions: either in the direction 
of obtaining a high impressed electromotive force by transformation ratio, when the 
connection between the secondary and primary is rigid; or obtainihg a high e.m.f. by an 
excited extra coil in loose connection not reacting inductively. 

Colorado Springs 
July 27, 1899 

Experiments were made today with spark gaps constituted as indicated in the 
sketch below: The idea in this scheme was to make gaps in the box, which varied from 

' 

a very small to a great length owing to the movement of the break wheel B, very small 
and the gaps a and b very large, so large that the discharge could break through only 
when the gaps in the box were at their minimum length. Thus the loss in the box itself 
was greatly reduced and owin& to the great velocity of separation of the electrodes, a greater 
sudde~ness of disruption was obtained. This was, of course, certain since the gaps in the 
box could not be bridged except for a short interval since gaps a and b took up the e.m.f. 
Thus the velocity of separation was the greater the smaller (in length) the arcs in the box 
were made. The adjustment of their length was effected by merely varying the length of 
gaps a and b. In these experiments spheres of various sizes were used to constitute the ad-
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ditional gaps a and b and it was observed that unless the induction coil be capable of giving 
a large current, spheres of considerable size were not the best to employ in the usual ar:.. 
rangement of apparatus. The reason was that the arc was formed with difficulty, hence 
it had to be made shorter, but when the current broke through, the resistance of the small 
arc was very low and the secondary of the induction coil was short circuited too much. 
This . may not be always true. By using additional gaps the primary was closed during a 
shorter interval of time and also the secondary was less short-circuited. The latter was 
an advantage but the former was decidedly a disadvantage because the primary circuit 
could not vibrate very long. The energy taken from the supply transformer or coil was, 
of course, smaller. All the resutts obtained in these experiments seem to indicate, contrary 
to forn1er opinions, that a higher economy is obtainable with one gap that with a greater 
number. This observation was, however, made ~fore in the New York apparatus. Finally, 
two gaps in series were adopted as convenient and giving greater velocity of separation. 
But the best results were obtained with two electrodes in the form of toothed disks rotated 
in opposite directions. The apparatus in this fornt was more troublesome to run but worked 
decidedly better. In this form also an improvement was practicable, which I have since 
adopted in some form of mercury breaks, and that was to make the number of teeth on 
each disk such that the total number of the makes and breaks was the product of both 

' 

the numbers. In this form a small number of teeth WI$ found_sufficient for a great number 
of breaks and the arc could not follow from one to an adjacent tooth. 

Colorado Springs 
July 28, 1899 

The following arrangement was found particularly efficient in applying the method 
of magnifying the effects of feeble disturbances by means of a condenser. Two instruments 
were fixed up in the manner indicated in diagram. A similar plan of connections was 
used before only the sensitive device A' was differently placed, as jt was found to disad-
vantage. The sensitive devices A and A' were prepared as described on a previous occasion 
and showed, unexcited, a resistance of over I ,000,000 ohms, but when excited the resistance 
fell in both almost exactly to fifty ohms. Later, instead of the device A' another was cmplo-
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yed of a higher resistance when in the excited state and the coil P S was replaced by one 
with more turns in the secondary. As finally adopted the secondary S had 160 turns in 
each layer and 32 layers making 5120 turns. The relay R had a resistance of 998 ohms, 
wire No. 36. The primary P ;had 50 turns of lamp cord No. 20. The self-induction coil L 
had 1900 turns of wire No. 20. All coils were wound on spools 4" diam., 4" long with 
wooden core I I /4" in center. The condenser C and I /2 mfd. Battery B: 8 cells 11.1 volts; 
Battery B': 4 cells about 5~7 volts. Speed of rotation of the devices A and A' was about 
24 per minute. The break b was 72 per second. The break wheel and arbors of devices 
A A' being driven by clockwork. The break \vheJl has 180 teeth, a small very thin platinium 
brush bearing on it. The devices readily responded when four persons joining hands would 
shunt the device A'. In one instance the devices recorded effects of lightning disch.arges 
fully 500 miles away, judging from the periodical action of the discharges as the storm 
moved away. 

Colorado Springs 
July 29, 1899 

As has been observed before, in order tha1. the free vibration of an excited coil may 
predominate it is necessary to make the momentum of the coil very large relatively to. 
the impressed vibration. With the object of bettering the conditions favorable for the 
free vibration, a new coil was wound on same drum 2 feet in diam. and 6 feet long. This 
coil had, instead of 260 turns as before, about 500 turns of cord No. 20. Its inductance 
was therefore nearly 4 times that of the old coil or about 40 million centimeters roughly~ 
The coil was connected to the free end of the secondary. and resonance was observed 
with 32 jars on each side, there being on each side two tanks in series, so that the total 
capacity was only 4 jars in the primary. Taking the capacity of one jar at 0.00334 mfd. 
the total primary capacity was 4x0.00334 ... ··0.01336 mfd. The primary turns were in series, 

4 X 7 X 104 28 . 
so that the primary inductance was Lp= 109 = lOS henry. This would give the 

period of the system approximately: 

28 21t - ,- 2 1t 1. 215 
0.01336 X ros = lQS y0.037408= lOS xO.l934= lOS 

or n = 81,300 approx. 

First the Westinghouse transformer was connected to give 15,000 volts, but later 
it was made to give 22,500 volts. The capacity in the primary was evidently too small 
for the best working of the transformer and the arc schort-circuited the secondary consi-
derably, this causing a great deal of energy to be drawn from the supply circuit. This is 
always the case when the primary arc does not work well. To insure the best working 
conditions the transformer should first be able to charge the condensers and the rate of 
energy delivery of the latter into the primary of the oscillator should be just a little greater 
than the rate of energy supply by the feeding transformer. Then the arc is loud and sharp 
and there is no short circuit on the secondary of the latter transformer as the currents 
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over the gap are of very high frequency and the low frequency current of supply or 
if it be a direct current can not follow. The system then works economically and the 
economy is much greater than might be supposed judging from the unavoidable losses 
in the arc. As the capacity was too sntall a flaming arc often formed in the box, a sure 
sign of bad working, the curious feature being that the arc was of a decidedly red color. 
This may be due to the alumina which was formed as the break wheel was of aluminium. 
As was expected, the use of two additional gaps improved the working of the apparatus, 
reducing the trouble due to the short-circuiting of the Westinghouse transformer. It was 
observed that when the gaps were made so large· that the arc did not break through, a 
lamp on the supply circuit near the condensers about 6 feet from the same would 
brighten up. I am not quite sure that this was due to resonant rise in the Westinghouse 
transformer, for it may have been due simply to electrostatic action from the jars, as I have 
observed a similar effect before. When the electrostatic inftuence is strong the gas in the 
bulb is excited, the discharge passing through the same though, of course, it is not visible 
on account of the intense light of the filament. Particles are thrown off and against the 
carbon and the same is, on the one hand heated to a higher temperature while on the other 
hand, owing to the hotter environing medium it can not give the heat away so fast as 
normally hence it brightens up. Possibly also a small part of the current of supply 
passes through the excited gas and slightly more energy is drawn from the mains. It was 
evident that, as was expected, the free vibration of the coil took place more readily than 
before when the coil with 260 turns was used, owing to the larger momentum as before 
explained. The strea1ners were larger than with the old coil but not quite so large as it 
was suranised they would be. Partially because of this fact, and partially also because 
not enough energy could be supplied from the Westinghouse transformer to the primary, 
owing to the small primary capacity, it was decided to change the connection so as to 
get the next lower or fundamental tone in the primary, this being in all probability the 
true note of the coil. The capacity in the primary was made 32jars on each side in multiple, 
making the total capacity 16 x 0.00334 0.05284 mfd. 

The primary vibration was now just an octave lower than before but the results 
proved inferior to those first obtained. There was now only one thing possible and that 

. 

is, that the tone was right after all, in the first experiment, but the results were not quite 
satisfactory because the primary capacity was too small, thus unfavorable for the best 
working of the Westinghouse transformer. Accordingly, the same vibration was again 
secured in the primary but this time by using a capacity four times larger and reducing 
the inductance to one fourth, which was done by putting the two primaries in multiple. 
Now, indeed, the results were satisfactory, for the Westinghouse transformer could supply 
much more energy, practically four times as much as before. The streamers were now 
much stronger, extending to a distance of 6 1/2 feet from the top of the coil and they 
were abundant and thick. I can not understand why they should be of such a deeply red 
color. Those in New York never were such. Perhaps it is due to the smaller atmospheric 
pressure in this locality. Their move~ent, and darting about is also much quicker and 
more explosion like. At times a big cluster of them would form and spatter irregularly 
in all directions. Sometimes it apeared as if a ball would form above the coil, but this 
may have been only an optical effect caused by many streamers passing from various 
points in different directions. Many times sparks passed from the top of the coil to the 
point where the lower end of the coil was connected to the secondary ufree" terminal. 
These sparks M-'ere 8' 9' long. 
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Nelv condensers proposed: old ones being inadequate to stand the strain beyond 
15,000 volts on two dielectrics, it would be necessary to resort to four sets when using 
higher pressure and this would make condenser boxes too bulky. It is now proposed 
to use new bottles of lead glass (Bethesda Mineral Water). These are, as nearly as can be 
ascertained, twice or rather more than twice thicker than the old bottles. The comparison 
of capacities was made today for this purpose. The new bottles were filled up to 10" from 
the bottom and immersed in a tin tank. The· old bottles were filled up to 9" from the bot-
tom and immersed in a tank. A solution was prepared from rock salt as concentrated as 
practicable and care was taken that the liquid was at equal height outside and inside. 
The readings were: 

New bottle: Old bottle: 

Volt 

180 
181 
179 

Now: 

Deft. 

6.5 
6.5+trifle 
6.5 

Average: 

Deft. 
6.5 

Volt 
181 

Volt 

180 
182 
180 

Deft. 

9 trifle less 
9 much less 
9 trifle less 

Weight of old bottle d 17 measure =-
Weight of new bottle 21 

Average: 

Deft. 
9 

Volt 
182 

From this result the thickness of the walls was first estimated. This not affording a sure 
test, some bottles were broken and the average showed that new bottles were twice as 
thick as old ones. 

Capacity of new bottle 
Capacity of old bottle 

from measurement before made was 65 as . 
90 

Taking for comparison specific inductive capacity of old bottle glass 1, we have 
65 : 90 0.722. Now, for the same glass, the capacity of a new jar would have been 
0.722x 2 1.444 times that of old, hence the new glass has 44.4% higher specific inductive 
capacity. It is still not certain, in view of unequal size, whether 25 or 20 or possibly 
only 18 will go in tank. Taking 18 to be the lowest figure for new bottles in one tank then 
New tank 65 18 8 . 
- -· will be as X - ·- or about . For 20 bottles In the new tank this ratio 
Old tank 90 16 10 

9 
will1>e nearly , for 25 jars nearly l.ll. In the least favorable case, the .first, we shall 

10 
be able to transform at least 60% more energy than with the old jars; in the best case 2.22 
times a.s much as before. This is good. 
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Colorado Springs 

• 
July 30, 1899 

Further obserYations in experiments with coil 500 turns before described. In these 
experiments two external gaps were used in addition to the gaps in the box, all being in 
series so that the total length of the spark gap varied from 2 1/8" minimum to about 
S" maximum. The two outside gaps were of a fixed length, 1" each, while the gaps in the 
spark box varied rythmically with the rotation of the disk. The coil was connected as 
shown in Diagram 1. to the free end of the secondary, the lowest points of the coil being 

• 

about 6 feet from the ground. Resonance was obtained with 7 tanks of capacity on each 
side of the primary. As it was thought that the tanks might perceptibly differ in capacity 
Diagram 2. is added showing their position. The primary capacity total was from approx. 
0.04336 0.0498 mfd., according to connections. The effects observed were in many ways 
interesting. The streamers produced on top of the coil were generally seven feet and some-
times eight feet long, thick and violently dart1ng about. They did not seem so red as those 

., -· 

s 

E 

lEFT SIDE FROM ENTRANCE 

• 

OlD 
TANK 

produced before under s1milar conditions. Very often strong brilliant sparks would pass 
from top to bottom of the coil. The remarkable feature of the sparks was that they would 
go in a curve, almost a semicircle, as if they would start out originally in another direction 
and then be deflected to the lower end of the coil. Certainly they could have reached the 
lower end by a route shorter by 40 or SO%. During the display it was observed that no 
sparks passed over the lightning arresters. This was an indication that only a comparatively 
small electromotive force per unit length of ground was set up, too small to bridge the 
gaps on the arresters. In order to see whether the coil would respond to the next fundamental 
tone the primary cables were joined in series, this making the frequency of the primary 
oscillations just one half. The coil did respond but the effect was, as anticipated, small, 
about one quarter. Presently one of the large balls, 30" diam, with a wire of some 20 feet 
was connected to the top end of the coil. The self-induction coil being adjusted, very 
strong streamers were now obtained showing that the ball had reduced the period of the 
coil considerably. But the vibration of the coil with the ball was still too fast for the primary 
and another ball, 30" diam. was connected in multiple with the first. By again adjusting 
the regulating coil good resonating action was obtained.. The sparks and streamers were 
now stronger, the former passing sometimes to the top of the secondary, a distance of 
about 8 1/2 feet in a straight line. But owing to their curved path the sparks were actually 
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much longer. The sparks passed sometimes also to the ground from a kirak in the wire 
connectirn the top of the coil with the balls, the distance of these sparks in a straight line ·--
was 103". The sparks were much fuller, thicker and louder with the balls then without 
them, they were particularly strong and bright when passing from top to bottom of the 
coil. It was plain that much longer sparks could be obtained with more turns in the extra 
coil as then the capacity on the end could be reduced. But the experiments also showed 
that the amount of electrical movement in the coil was not very great owing to the small 
sr.ction of the wire, for when an arc was established between two large balls it ceased to 
pass ~ soon as they were separated a distance of abou}t l foot. The streamers were visible 

I 

and sometimes strong on the wires leading to the balld and particularly on the wire leading 
from the top of the coil but still the sparks failed to bridge the gap. This showed that there 
was not enough energy available to charge the ball.s to a sufficiently high potential while, 
of. course, the passage of the sparks was rendered more difficult owing to the large radius 
of the curvature. The density ought to be inversely as the radius of the curvature, hence 
the density on the wire leading to the ball is much greater than on the ball itself, in other 
words, which really means the same, the ball is charged to a lower potential than the wire. 
This seems to me a somewhat novel view to take. Without much thought I would at once 

• 
assume that the pressure on the ball and on the wire is the , but it must be greater 
on the wire since it can leak out from the same while it does not from the ball. 

The thin wire, or any projection or surface of small curvature becomes thus equivalent 
to a small. ho1e or leak in a pipe or reservoir containing a ftuid under pressure and it is 
plain that such surfaces of small curvature will greatly diminish the maximum pressure 

. 

obtainable in a~ oscillating circutt. It is very important, as I have often noted, in order to 
insure the high err:ciency of the apparatus, to make provisions for overcoming the formation 
of the streamers and to this subject a great deal of attention has been already devoted. 
In signalling to a distance, the formation of a streamer on the transmitter impairs very 
materially its effectiveness so that the signals sometimes do not go more than a quarter 
of the distance or even less just on this account. By using a body of considerable surface, 
which should be spherical or a cylinder with hemispherical ends better results are obtained 

• 

than with a wire leading to a height alone, not so much because of the increased capacity, 
but generally only because there is less opportunity for a leak and the system is n1ore 
economical in producing an electrical vibration in the ground. A large sphere or surface, 
provided it is not too large as to interfere with the vibration of the transmitting system is 
better than a small one for the same reasons. 

• 

I have, however, observed long ago in this connection that when the transmitting 
system is formed by conductors of a considerable mass of metal a greater suddenness, 

-· · ·OJ~ a greater rate of variation per unit time is obtained and the transmitter is more effective 
in producing disturbances at a distance. One obvious cause of this is -that usually in such 

L . . 
a case P is larger than if the conductors are not of great mass, but as far as I have been 

R 
able to judge~ the chief reason is that an electromotive force, acting upon a circUit so 
constituted, must give rise to a much greater current, in the first moment when in any 
manner, as by the passage of a spark, a great and very sudden variation in the eleCtromotive 
force acting in the system is produced. I make a distinction between these two effects. 
One raises the pressure gradually, the other is responsible for the great suddenness. Thus, 
a mass of metal of minute electrical resistance behaves towards a sudden manifestation 
of electrical pressure much in the same manner as a mass of metal of great inertia behaves 
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towards a sud~en pressure caused by a blow. In both cases. there is an increase of the 
pressure or force. ·when in the experiments, presently described, a small wire was 
to one of the balls, the other ball being left as before, the sparks passed readily between 
them at a distance of 6 I /2 7 feet. 

Nevertheless although the sparks were very brilliant and to all appearance highly 
effective, no sparks very visible on the arresters when the discharge was playing. Evidently, 
the electromotive force developed per unit length of ground was small despite the power 
of the sparks. Upon thinking over the eauscs of the absence of the sparks on the arresters, 
it was soon recognized that in the· connection as used only a comparatively slow vibration 
was transmitted upon the ground, the secondary effectively preventing the upper harmonics, 
which would have been competent to produce the sparks, from passing through the ground. 
The connection as first used, which is illustrated in Diagram 3. was now changed into the 
one shown in Diagram 4. Although the coil was now excited by a sanall impressed c.m.f. 
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the sparks between the balls were nevertheless quite strong reaching more than 2 1/2 feet. 
'l'his showed that there was also an induced e.m.f. cooperating with the impressed e.m.f. 
in the coil to bring about the great rise. Diagram 4. suggested the connecting of the lower 
end of the excited coil to any other point of the secondary thus regulating the impressed 
e.m.f. at will. Again, in the connection as shown in Diagram 4., there were no sparks on 
the arresters, for the reason pointed out. But when the connection illustrated in Diagram S. 
was made, they appeared and became stronger. when conductor c was constituted by a very 
heavy cable. This was to be expected from the above. It demonstrated the obvious fact 
that short waves are more effective giving higher e.m.f. per unit of length in the ground. 
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New induction coil (or apparatus involving method of magnifying the effects by means 
of a condenser designed for the purpose of investigating: the propagation of waves through 
the ground and telegraphy. " -~ 

A quick vibrating system was constituted comprising a ball of 30'' diam. and a stout 
cable. The period of vibration of this system was found to be, by resonance method, 
240,000 per second. It was excited by sparks passing through a gap of about 7 feet, or 
less, from a wire connected to the top end of a coil excited by the secondary as last descri-
bed. It was hoped that stationary waves might be produced by this apparatus as it 
seemed powerful enough. It was desirable to have an induction coil the secondary system 
of which would vibrate with the saane period if possible, and a coil was wound on spool 
the dimensions of which are indicated in diagram. Now the system being 240,000 11, 

this gives the wave length 

A== 186,000 -0.775 
240,000 

A 0.775 
miles or ---

2 2 
miles 

or 2000 feet approx. The average length of one secondary turn is a little over 4.5", this 
will therefore require a little over 5000 turns. Now it is desire4 to y5e the 1/2 mfd. condenser 
on hand for the primary of the coil. The primary must have the same period, hence we 
have to find the inductance of primary 

I I 2 1t _ 1 . 
-== == v Lp X o.s, 
n 24 X 104 103 

6. 2 

. _,.. . .,. 

I 

480Tt 

l 

X 2-==L -=9000 p • 

. . . 

Tlie coil acttaaly wound for the above object has 32 layers, 160 turns per layer in these-
A. 

condary. This makes the length of the secondary very nearly -- . The primary has SO 
2 

turns n. Calculating inductance we have: length of spool: 3.75'' 9.525 em. Area 
28.3 X 2500 

=28.3 sq.cm., from this Lp= x 1.257 Lp 9358 c•n. Very nearly the value 
9.525 

required. 

Note: It will be better, of course, to adopt plan used in New York and design coil 
with a lot of copper. 
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•Observations of resonant ri..fe on Westinghouse transformer. 

In order to observe the rise, the spark gap ordinarily used ·Was made so large that 
the secondary discharge could not break through and the voltage on the primary, when 
throwing in the switch~ was observed. Several values of primary capacity were experimented 
with. The diagram below indicates the position of the set of condensers on the right side 
looked at from the center of the building towards the entrance. On each side of the primary 
there were then l sets in series, the connections in one instan~ 
being indicated in diagram. In each old tank there were 16 jars, 1 . 

• 

the capacity of jar being0.00334 mfd. In each new tanlc there 
were 16 jars, capacity of each jar I 0% more, being 0.00367 mfd. 
With tanks a and b off we, have, calling C1 total capacity: 

or 

1 2 2 
-ca +-------
Cl (0.00334 + 0.00367) 16 0.00367 X 16 X 3 

cl ""' 0·00493 .... 0.03424 mfd. 
0.144 

Q 

b 

NEW 
1 

NEW 0 NEW 
T. T. 

NEW fEW 
T. T. .. 

• 

OlD NEW 
TANK T. 

With this capacity on the secondary of the Westinghouse transformer the rise on 
the priJtJary, as observed by Weston voltmeter, was from 102 to 122 volts. With tank bon 
each side added, the total capacity being C2, we have: 

1 2 2 1 I + -= +--
cl (0.00334 + 2 X 0.00367) 16 0.00367 X 48 0.08544 0.088 

and from this C1 ~ 04336 mfd. In this case the rise was from I 02 to 126 volts. With tank a 
still added on each side to the preceding, the value C3 of capacity in the secondary was 
0.0498 mfd. and the rise in this instance was from 102 to 130 volts. 

Note: In all aases when the switch was thrown in, the pressure rose higher at first 
and then settled down to the values recorded which are once more given in the results 
summed up: 

R • • 
-·· 

Capacity in mfdtt 
in secondary W.T. 

0.03424 
0.04336 
0.0498 
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on primary Westing. Trans. 
Voltage initial Voltage res. 

102 
102 
102 

122 
126 
130 



Colorado Springs 
July_ 31, 1899 

Proposed condenser from Mantion Water quart bottles 

Comparative test with sample bottles showed as follows: 

De fl. 7 bottles Maniton average three readings 
,, two old bottles , ,, ,, 

20.66 
19.7 

degrees on 
scale 
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In the first case the e.m.f. was 164 volts 
,, ,, second ,, ,, ,, ,, 167 '' 
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average values 
of three readings 

20.66 19.7 
One new bottle defl. 

7 
. One old bottle deft. 

2 
. Reduced to the same voltage 

. 20.66 167 21 
one of the new bottles would have given x --== -··· 3 

7 164 7 
approx. This gives a 

19.7 
2 19.7 

ratio of capacity of one old bottle to new -- = =3 .. 30 or approximately 
3 6 

• 

new bottle 
old bottle 

capacity 0.3. 

Now·. we may have in one tank 39 new bottles whereas only 16 of the old bottles could 
go in. This will give the capacity of the new tank to that of the old as 

39x0.3 = 11.7 ==O.?Jl. 
16 16 

Now mean diam. of cylindrical part of old jar outside 4.5625". Now mean diam. or 
cylindrical new bottle jar outside 3.125". Allowance for upper part on old jar l 1/2'' 
taken of same diam. as cylindrical or nearly cylindrical part. 

Similar allowance for new bottle 8/3 ''. 
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These figures f.'ould give: 

Surface of old bottle 
1t 

4 X 4.56251 +7t X 4.5625 (8.5 + 1.5) 
50

•
829 0·-----=---• 

X X 3.125~ + 7t X 3.125 (6 + 8/3) 29.525 
4 

------· = 
Surface of new bottle 

Now a fair idea of the thicknesses of the walls in the two bottles may be obtained 
by ta.king their weight. Measured repeatedly and changing the bottles many times it was 

~ Weight of new bottle 24 3 
foun~ that was -= • Taking into consideration the sur-

Weight of old bottle 32 4 
faces as calculated before this would give 

0 

Thickness of neW bottle = 50.829 x 24 = 152.487 _ 1 3 1 1 
Thickness of old bottle 29.525 x 32 118.1 - · on y. 

Since the thickness ratio is much greater as found in this way the determination 
of the thickness by weight as above is not practicable without making allowances. The glass 
is evidently uneven, much more so in the old bottles than in the new. In ~he ~otmer parti-
cularly the bottom is heavy which vitiates the result inferred from the weight of the bottles. 
Many bottles were broken and it was ascertained that the average thickness of new bottles 
was three times that of the old. It was quite certain at any rate, that the weakest spot on 

0 

the new bottle was fully three times the thickness of the weakest spot on the old. This 
was the most important thing to ascertain for the bottles give way at the weakest place. 
Now since the capacity of the old bottle in relation to that of the new is found by measu-

50.829 
rcment to be I : 0.3 approx. and the surfaces are as we can get an idea of the 

29.525 
0 

specific inductive capacity of the latter with respect to that of the former. The new bottle 
would have for the same thickness, that is one third of the actual, 0.9 instead of 0.3 and 

for the same surface it would have 
50

.
829 

x0.9 or 1.55 times the capacity of the old, both 
29.525 . 0 

things considered so that the specific inductive capacity of the glass in the new bottle must 
be something like 55% greater than that of the glass in the old bottle. 

Vichy water syphon bottles tested with the object of using them in the proposed 
new condensers. Dimensions: 3.8" outside diam. · 
The glass is from 1/4" to 1/4" + 1/64" thick, very uniform. 

-
o•• 4 

• • 

Height available 6 1/2'' 
Mean diam. Vichy 3.5" 

Compared with Mantion water bottles: --------= --
Mean diam. Maniton 3'' 

0 

Thickness of Vichy 17 Vichy surface 3.51t x 6.5 23 
= . Now ------= = 

Thickness of Maniton 7 Maniton surface 3.125 x x 8 25 

approx. Now the deflection average of three readings was with same e.m.f. 
Deflection Vichy 4.3 . . 
------ ~- . The capacities are in thts ratio and the test shows that, while the 
Deflec. Maniton 9 
Vichy bottles would make excellent condensers, the capacity for two sets iii series as 
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desired would be too smal1. The reason is that the wall is unnecessaTily thiclc. If it were 
convenient to use only one set of condensers nothing better could be desired. It having been 
practically decided to adopt the Maniton bottles, tests were made to see how-much pressure 
these bottles would stand safely. Accordingly 7 of these bottles with wall rather 
than normal, hardly 1/8" thick, were placed in a tank with the other bottles. The concen-
trated salt solution reached to a point about 3" from the top. Paraffin oil was poured to 
nearly the top. First 7500 volts were turned on, then the tension was raised up to 15,000 
volts and the bottles withstood. The· e.m.f. was then raised to 22,500 volts when the bottles 
began to give way, three ~ing broken after some time. The conclusion was that two sets 
of bottles in series would ~ithstand quite safely at least 30,000 volts. The glass is really 
excellent. These tests were made with 144 cycles per second. A curious observation was 
that when one bottle gave way others followed, this being due to the violent oscillations 
caused or else to the concussion upon explosion. 

Approximate determination of secondary modified in construction for the 
purpose of overcoming the drawbacks of distributed capacity . 

• 

. --· As before remarked, on a number of occasions, one of the chief difficulties encoun-
tered in the operation of a large oscillator is the distributed capacity, owing to which the 
efficiency of the machine in transmitting an electrical movement to the environing 
media is greatly impaired. The distributed capacity becomes particularly hurtful when 
the turns. are of large dia1neter or when, generally stated, there is a great difference of 
potential between portions of the wire not far apart. The adjacent portion of the wire acts 
like a condenser in which energy is stored at each alternation. and the amount of this 
stored energy is proportionate to the square of the difference of potential existing between 
the portions of the wire constituting the condenser. Now most of this movement of electri-
city, occasioned by this distributed capacity, takes place within the coil and does not, 
unless in a very small part, appear in the external circuit. Since the movement in the latter 
circuit is the chief object, the charging and discharging of the condensers formed by the 
turns of the coil is mostly lost for the purpose for which the machine is designed. In a 
properly designed oscillater of this kind all the movement produced in the coil should 
be propagated to the external circuit, but this condition can never be rigorously realized. 

1. 

s 

c c c 

E 

The object of the design which will be presently considered is to approach this degree 
of perfection as nearly as practicable. Referring to Diagratn I. illustrating a secon 
as here used, the object of which is to produce the greatest possible movement of "electri-
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city'• from E i!lto C and vice versa, it will be seen that the succ.eeding turns form small 
• 

condensers c, cJ c, in which a local movement takes place which is not transmitted through 
the entire wire. Such a coil S with considerable distributed capacity will, therefore, not 
be efficient in producing disturbances such as I contemplate using for a number of purposes. 
The distributed capacity is particularly hurtful when it is desired to produce a very high 
potential at C and, as this is generally the case, it is important to adopt a construction and 
observe working conditions such as will reduce the evil to the minimtun. I have in similar 
instances attained the object more or less by constructing a secondary in parts 
connected in series through condensers, and) a secondary to suit the present apparatus 
designed on this plan is now to be conside~ed. In order to explain better how such 
conded.sers in series act in reducing the effect of distributed capacity, as pointed out before, 
reference is made to Diagram 2. which shows turns or portions of the secondary connected 
through condensers C1 ~ C2, C3• Suppose there would ben such parts as t joined in series 
and let C1 be the total capacity of the coil or secondary S, then the capacity of the turns 

or portion t would be C1
• But now, if there be on the ends of this portion t conaer ....... a.-4 

n 
cl and c2 it is plain that the distribution of electricity along the portion t will.be greatly 
modified by the presence of these condensers and, if their capacity be very Il(Uch greater 
than that of the wire t, almost all of the electricity will reside on the coatings of the con-
densers, hence there will be very little local action in the portion t, and most of the electrical 
movement created in the wire will be transmitted along the entire length of the same 
from E to C and vice versa. The machine will then act more efficiently and will be much 
more suitable for the transmission of energy through the terminals E and C for whatever 
porpose the energy be intended and in whatever manner it be used. It should be stated 
that in the particular form of oscillator as here illustrated, the lower turns of portions which 
arc closer to the earth, and therefore at a lower potential, are not nearly as hurtful as the 

., -· 

E 

-. ... . • 

rc~ 
\.. ..) 

~ J..__. _t __ ......... r-=· =i1,__ ----_--4{ - :. ~-------J 
Cr c 2 

• 

upper ones, or to put it more generally, those which are farther away from the earth con-
nection and closer to the free terminal. The latter are, namely, at a much higher potential 
and there exists generally a greater difference of potential between portions of wire of 
the same length when the· resonant rise is considerable; as the energy stored in the distri-
buted condensers is proportionate, as before stated, to the square of the difference of 
the pressure between adjacent portions, it is, as a rule, of advantage to make the upper 
turns of smaller diameter or to put them farther apart. But in certain instances this very 
drawback can be turned into an advantage and by placing a few of the turns near terminal C 
as close together as practicable a greater electrical movement may be produced in the 
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lower turns or those nearer to the earth connection and the effect exerted at distan~ may 
thus be increased; though I prefer not to resort to this means as a better result is. obtainable 
in other ways. Coming now to the consideration of the secondary to be modified in the 

. . 

manner proposed let Diagram 3. illustrate the arrangement as contemplated in the present 
instance, a condenser C being placed between each succeeding turn of secondary S. I shall 

3 . 

c 

.. 
• 

I 

·. 

\ 
c 

make a rough estimate on the basis of one primary turn and the maximum primary capa-
city available, which is 80 jars on each side giving a total capacity of 40 jars or 40 x 0.0036= 
=0.144 mfd. approx., there being t\vo sets in series. This would give, 50,000 per second 
roughly. Assume we work with 30,000 volts from the Westinghouse transformer and 
retain, as at present, 35 turns of the secondary. In this case, considering the distance of 
the secondary turns ~nd their decreasing dianteter, the induced e.m.f. in the secondary 
will be much smaller than might be inferred from the ratio of transformation which will 
be 35 :1 ; with reference to measurements of mutual inductance made before, with a se-
condary wound on the same frame, it may be estimated at 18 times the primary e.m.f., 
that is, the induced e.m.f. in the secondary may be assumed to be 18 x 30,000 500,000 
volts nearly. Taking the number of breaks at 1200 per second as used in some of the pre-
ceding experiments with the apparatus, and assuming the charge of condensers always 
effected at an average pressure, say 6/10 of 30,000 or J 8,000 volts, the energy stored in 

. 18 2 X 1 06 0. 14 4 
the condensers per second and delivered in the pr1mary will be --· X X 

2 106 

x 1200 watts or 28,000 \vatts, that is nearly 38 H.P. will be taken by the apparatus under 
these conditions. This is, of course, only an approximate estimate. We may now, on this 
basis, estimate the current through the Westinghouse transformer's secondary, which will 

. 750 X 38 285 
be rou2hly esttnlated --·- - --- of an an1pere, or with losses etc., say o1ze ; 

._ 30,000 300 
ampere. The performance will thus be still much below the maximum output of the trans-

Torlner as it can deliver l amp. at 60"000 volts pressure and continuously and, I have no 
doubt, much more, as so far not the slightest increase of temperature has been noted 
after prolonged working .. Assume then the current through the supply secondary to be 
one an1pere, the current through the prin1ary of the oscillator \\'iII be increased by the factor 

Lp approx. Here L 
7 

andp 6n, roughJy.-3x JOS. R is difficult to estimate since 
R 105 

the primary circuit includes the arc over the spark gap. I have adopted a method for de-
termining the resistance of the arc with fair accuracy and this will be the subject of a later 
consideration. The resistance of the primary cables in n1ultiple is entirely negligible, there 
being in each 37 wires, No. 9. Taking 1265 feet per ohm, the resistance of about 160 feet 
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160 
of such two cables would be -·-0.0017 ohm only. Not considering the resistance 

1265 X 74 
Lp 

of the arc the factor would be enormous, 
R 

b . 7 X 104 3 X ]QS 21 X ]~4 == ll,3SJ.f e1ng= x == 
109 17 17 

While, of course, such a condition can not be realized in practice we may approac;h this 
value more or less by doing away with the arc in the primary as, for instance, in the form 
of an oscillator with mercury breaks, which I have devised to work with low tension so 
that the arc practically does not occur. Or a condenser may be placed in shunt to the 
primary as has been already considered on a previous occasion. By experience I know 
that the initial currents in the primary reach certainly several thousand amperes showing 
by this that the resistance of the arc can not be great. For the present I shall assume that 
it is 18 ohms so that if the condensers are, as supposed above, charged to 18,000 volts 
during ordinary performance. the initial current would be about I 000 amperes in the pri-
mary decreasing logarithmically. With this maximum in the primary, the loss in this 

' 

circuit will not be unduly great. Now the secondary condensers should be of a capacity 
to carry the secondary current at the frequency used. Calling now e the e.m.f. induced in 
the secondary per turn, c the capacity of one of the secondary condensers as before, we 
will have the current through the turn i e c (a), w being here 3 x 105 as before assumed. 

500,000 
Now the e.m.f., taking it on the average, will be per turn of secondary e= 

35 
= 15,000 

vqlts approximately, and on the preceding assumption of 1000 amp. maximum in the 
1000 

primary turn, the largest value we may assign to i would be i= · ... 30 amperes, 

roughly, and this would give 

30 30 
c=-------=----

lSOOOx3xl05 45xl07 

3 X 9 X 1011 

farad or 45 x 107 

35 

30,000 ~ 
uuuv em. 

5 

We would thus require a capacity of about 8000 em. in each of the condensers to 
carry the secondary current in the oscillator. But this is really too high an estimate and it 
is quite certain that a smaller capacity would do. Since a jar has a capacity of 0.0036 x 
X 9 x 105 3240 em., two jars would be amply sufficient and possibly also one jar between 
each turn-of the secondary. Taking it on this basis, the total capacity of the secondary 

. 35 
effects of distributed capacity would thus be reduced by the use of secondary condensers 
to about 5%. These secondary condensers will, of course, have to be so constructed as to 
withstand not so much the strain on the dielectric for this they will support easily -
but the sparking over the condenser coating. Let the spark length on the secondary be, 
say, 12 feet and suppose we had 36 secondary condensers, then on the average they ought 
to be able to prevent sparking when the pressure on each is such as to cause a spark of 

12 X 12 
a length of =4". There will not be much difficulty encountered in this respect, 

36 
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if the condensers are properly designed. The virtue of condensers used in sucli a mannor 
is well established and I think it resides in the fact that when they are used the charge docs 
not distribute itself along the wire, but accumulates on the coatings of tht condensers 
thus reducing the effect of mutual electrostatic induction of the adjacent or near positions 
of the .wire, to a large extent, and reducing in this manner the amaunt of energy stored 
in the coil itself. It now remains to consider the capacity on the end of the secondary which 
is "free'~. This capacity ought to be so large that it can take up all the current of the se-
condary at the frequency used. Or, to put it otherwise, it should be able to store all the 
energy the secondary is able to give. There is, however, another consideration which 
must be made in case the secondary is capable of free vibration, and that is that the ca-
pacity on the end should be so determined as to secure resonance with the primary. As 
regards this capacity there are then three relations to be borne in mind when deciding 
upon this and they are: 
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August 1 31, 1899 

For want of time following items, partly worked out, have been omitted: 
Aug. 4. General observations of electrical phenomena here with particularreference 

to stationary waves. 
Aug. 6. Experiments with stationary waves on water pipe. Note: Distance from 

groundplate to End of main exactly 550 feet. 

Aug. 31. Patent matter worked on: 
I) Production of stationary waves and use of same in general 
2) Distribution of universal time observatories etc. 
3) Indication of direction for ships etc. 
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Colorado Springs 
Aug. 1, 1899 

Various observations. In the course of these experiments and particularly during 
the past month a number of highly interesting observations have been made which will 
be presently dwelt upon. 

First of all one is struck by noting the extraordinary purity of the atmosphere which 
is best evident from the clearness and sharpness of outlines of objects at great distances. 
In' low regions, especialy where moisture is in excess, the outlines of objeets become more 
or less indistinct and confuse at distances of but a very few miles while here at many times 
such distances the outlines appear perfectly clear and sharp. When a train is moving up 
Pike's Peak it is very often quite easy to distinguish not only the engine and cars but even 
the windows and wheels of the sam~ perfectly, although the distance from the experimental 
station is from 10 12 miles. Quite frequently also the house on top of Pike's Peak can 
be clearly seen with the naked eye. The ranges of mountains 100-150 miles away or more 
can be perceived perfectly. A range at a djstance of about 50 miles can be seen plainly 
even at night when the sky is clear. It is wonderful how at times immense objects appear 
dwarfed, while small objects as horses, carriages or men assume unnatural gigantic di-

.. mens1ons. 
Pike's Peak Range appears at times so close and so ridiculously small, that anyone 

not knowing the reality would be apt to fire a modern rifle at some object on the mountain-
side believing it to be within shot. Nor is this statement exaggerated much as it seems so. 
At other times again Pike's Peak appears far remote and its height much beyond what 
would seem natural. The arc lamps at the foot of the mountains five to seven miles away 
or more shine with a brilliancy as though they were only as many blocks from the observer 
and under certain conditions an ordinary incandescent lamp of 16 c.p. seen1s to give out 
as much light, judging from a distance, as ordinarily an arc light does. It appears also as 
big as the latter. This penetration of the light is due to the wonderful purity and extreme 
dryness of the atmosphere. 

The moonlight is of a power baffling description. I have been told that the best 
photographs of the mountains have been obtained by moonlight and I do net doubt ~t. 
Exposures of half an hour ought to give clear photographs revealing all details although 
the exposures are as I am told from 1 1/2 to 2 hours. I have nowhere seen such a light. 
Italy is famous for moonlight nights but in my estimation that country can not even com-
pare with Colorado. I think this extraordinary brightness of the moonlight is chiefly 
due to the absence of moisture, for there are many places, as in Central America, which 
arc located much higher and yet the moonlight, I am told, is not so intense and I can see 
no other reasonfoithis except the presence of more vapour in those places. It is not a mere 
saying, but literally true, that during full moon in these parts it is "as light as day". Objects 
can be clearly perceived at distances of many miles and one can easily recognize a friend 
or familiar object at a distance of something like a quarter mile if not more. The shadows 
cast by the moonlight are extraordinarily black and sharp. They suggest the Crockes' 
shadows noted in vacuum bulbs and on this account the moonlight is particularly interesting 
and suggesting thought and stimulating the imaginative powers. The shadows of the 
clouds on the plains and mountains are quite dark and clearly defined and it is interesting 
to behold the patches as they speed over the ground. When the moon is absent and the 
nights clear the number of stars visible and their brilliancy is amazing and the sky presents 
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a truly wonderful sight. The twinkling of the stars is very pronounced, they seem to move 
in orbits of as much as ten or fifteen of their own diameters across. At times one observes 
a star burst out into great brilliancy. This is probably due to the remOYal of an invisible 
cloud or of a layer of air at a great altitude containing some kind of particles which cut 
off a large portion of the light. One sees shooting stars quite frequently, also colored 
rings· around the moon, generally in the advanced hours of the night, at times when the 
air is slightly misty. As this happens generally during very cold nights I believe the colored 
rings are due to minute crystals of ice. 

O~Ningto the extraordinary purity and dryness of the atmosphere the sounds penetrate , 

to astoltishing distances. This is particularly true of high notes as nearly as I can judge. 
Certain conditions, entirely exceptional, concur at times and produ~ effects of this kind 
which are startling. A bell will ring in the city several miles away, and it would as 
though the bell ·would be before the very door of the laboratory. During certain nights 
when sleepless I have been astonished to hear the of people in the streets and sounds 
of this kind in a large radius around the dwelling not to of the grinding of the whe-
els, the rolling of wagons, the puffing of the engines etc. which are perceptible in such 
a case, and with painful loundness though coming from distances increadibly great. These 
phenomena arc so striking that they can not be satisfacto.rily J'~plained by any plausible 
hypothesis and I am led to believe that possibly the strong electrification of the air, which 
is often noted, and to an extraordinary degree, may be more or less responsible for their 
occurence. 

The ess of the atmosphere, which is still further enhanced by the low pressure, 
is such that wood or other material is made what is called kiln-dry inside of a few hours, 
and is rendered an insulator far more perfect than wood is ordinarily. The nails on the 
hands and toes dry out to such an extent that they break off very easily, in fact one has 
to be careful in trimming them. I found the claws of a cat as brittle as glass. The skin on 
the hands dries out and cracks up and is apt to form deep sores particularly if, as often 
in experimentation, one has to wash the hands frequently. The hair gets perceptibly thinner 
owing to the drying out. Colorado is not a good country for hair. This may be of interest 
to people with a tendency towards baldness. People even very sick do not cough 
expectorate evidently owing to the dryness of the atmosphere. One does not perspire as 
the sweat is immediately evaporated. It is curious how quick the body gets dry when 
a bath is taken. Still more this is noted when the body is rubbed with alcohol. These ob-
servations are not often made, unfortunately, as the opportl1nities for comfort are not 
such as one might desire. 

. In many respects one is disappointed with the aspect of the country itself although 
· it is far famed. I think it very uninteresting and even the celebrated Pike's Peak is insigni-

ficant. Most of the country is barren, practically a desert, with little vegetable and animal 
life in places. Prairie dogs are about the only animals one can see on the plains. One rarely 
sees a bird and the country must be a tedious one to live in for any one with tastes for 
hunting and fishing. But as much as the country is devoid of interest and beauty. so much 
and far more, is the sky beautiful. The sights one sees here in the heavens are such that 

• 

no pen can ever describe. The cloud formations are the most marvelous sights that one can 
see anywhere. The iridescent colors are to my judgement incomparably more vivid and 
intense than in the Alps. Every possible shade of eolor may be seen the red and white 
preponderating. The phenomena accompanying the sunrise and sunset are often such 
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that one is at the point of not believing his own e:yes. At times large portions of the sky 
assurne a deep red almost blood-red color, so inten~ that ·superstitious people might 
will be frightened when first seeing it as by some other altogether unusual manifestation 
in the heavens. Sometimes, particularly in the forenoon, huge 111asses of what appears 
to be snow are s~n floating in the air and they are so real and tangible, so sharply defined, 
that it is difficult to believe them to be composed merely of vapor. The purity and dryness 
of the atmosphere explains to a degree the sharpness of definition of the boundaries of 
these formations of mist, but it is quite possible that some other causes as electrification 
of the particles cooperate in rendering ~hem so con~pact as they appear to be. Of course, 
the purer the air~ the greater is the difference between the region filled by cloud and that 
surrounding it as regards the passage of light rays, and the boundaries of the cloud appear 
sharper and quasi-solid much on this account. The whiteness and purity of these masses 
of cloud is such that one has the idea that nothing, not even an angel, could come in contact 
with it without soiling it. Very often when the sun is setting, a considerable portion of the 
sky above the mountain range presents the sight of an immense furnace with white-hot 
molten metal. It is absolutely impossible to look at the melting away clouds without being 
blinded, so vivid is the light. On a few occasions I have seen the mountains covered with a 
white silvery veil most beautiful to see, an unusual occurence and caused b)Ui fine mistlike 
rain in the mountain region. The intensity of the light on these occasions was really won-
derful. What was remarked before of the shadows of the moon is, and to a much 
greater degree, true . of those thrown by the sun. They are inkblack and sharply 
outlined. The shadows on the plain and mountains thrown by the clouds appear like big 
patches of inking blackness httiiying along the ground. Particularly interesting are shadows 
thrown across the sky resembling often large dark streamers, or those which under certain 
conditions are forrned and are visible like dark columns extended from the ground to the 
sky. These shadows seem to be best visible in the middle of the afternoon or a little later 
when the sun in fairly down and on days when it has been extremely hot and sultry in the 
forenoon and the clouds are formed quickly and are of greater density than usual. 

A very curious phenomenon is the rapid formation and disappearance 
of the clouds~ One watch them continuously forming and disappearing rapidly and one 
merely needs to tum away for a few moments when he may see that the aspect has changed, 
new clouds having replaced those he saw before. On many occasions, just after sunset, 
I have seen seemingly dense, white clouds appear as by enchantment below the mountain 

So quickly did these clouds or mist form that their appearance was much like the 
projection of an image on the screen. The wonderful beauty of the cloud formations as 
seen here is, however, enhanced not only by the incredible sharpness of the outlines and 
vividnesS-Of ~lor but also by their accidental arrangement and forms they assume. Not 
unfrcqucntly one can sec clouds resembling all kinds of known objects, this adding much 
to the enjoyment one finds in observing them. In fact I have scarcely ever watched the 
clouds here without noting among the shapes resembling some or other familiar object. 
It is probably owing to the peculiar character of the clouds here that phenomena of this 
kind may be almost daily observed whereas in other parts they are very rare. Very often 
I have seen low on the horizon what appeared to be immense fields of ice as a sea frozen 
in the midst of a storm but so wonderfully real that it would be impossible to give an idea 
of it by a description however vivid. At other times there appeared ranges of mountains 
which one could not distinguish from the actual, on the horizon or the wide ocean, with its 
deep green, or dark blue, or black waters stretching out as far as the eye could reach. 
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Nor was this an ordinary resemblance which cne could banish from the mind by a small 
effort of will, but was rather of nature of those visions or hallucinations which Jnake it 
necessary for one to pinch himself to fully realize that his senses have .been deceiving him. 
More than once I have seen this ocean dotted with green islands or populated with glit-
tering icebergs or sailing vessels or even steamers not less real to the eye because they 
were formations of mere mist or cloud. 

Almost every evening, after sunset, and when the sky is clear, the horizon towards 
the plains becomes peculiarly tinged with colors of surprising vividness, all the colors 
of the rainbow being represente<ij, the strata higher above the horizon beginning with 
red and passing through all nuahces, the lowest strata finishing with blue, violet and 
black. As it grows darker the black line rises continuously above the horizon. This pheno-
menon ilJustrates in an interesting manner how the sun's rays are deviating from the 
straight course and are being continuously defiected downwards to the more dense strata 
of the atmosphere. Among the seemingly infinite variety of clouds there are four typical 
forms regularly observable which are of surpassing beauty. They are: 

1) Red clouds, which are seen very frequently in the early morning hours at sunrise 
and, though less frequently, in the evening when owing to a greater ~rcentage of moisture 
the clouds are denser, more like rain clouds. They reach an intensity-·ofcolor equal to that 
of a ruby of the "pigeonblood'9 species. They are particularly beautiful when appearing 
in detached masses. 

2) White clouds which are seen chiefty in the forenoon or in the early part of the 
afternoon though not so often. The whiteness and purity of these clouds and their sharpness 
of contours which has been already referred to makes them a unique sight. It would be 
difficult to offer to the eye a greater treat than it finds in the contemplation of these masses 
of mist, generally ft~ating in big detached lumps in the blue sky. I note that these clouds 
are seen generally after a short rain when the wind, springing up suddenly, clears the 
sky, leaving only a few large and separate masses of vapor. 

3) Clouds presenting the appearance of immense lumps of gold. These are iridescent 
clouds witnessed chiefly at sunset. They present a striking sight, particularly when they are 
small and detached from each other and the sun~s rays can penetrate them more freely 
thus heightening at times to a degree really incredible the intensity of the iridescence. 
Their color is absolutely like that of gold and the similarity is rendered complete by the 
forms they assume which are those of gold nuggets found in nature, but generally they 
pass from pure yellow to a reddish yellow of the kind peculiar to gold found in certain 
countries or generally gold containing a small percentage of copper.. A feature of these 
most beautiful clouds is that they persist in their iridescence but a very short while. Usually 
- ·--; . .... 

they· iast only from five to ten minutes and often even not so long, although the yellow 
color may generally persist on the edges for as much as half an hour,more so in the morning 
than in the evening hours. 

4) Clouds resembling lumps of incandescent metal. These clouds are most wonderful 
to behold and the intensity of the light emitted by them is such that it baffles description. 
I have never before seen anything of this kind in the Alps or elsewhere. One can see all 
nuances of color exhibited by heated metal or coal, from dull red to blinding white incan-
descence such as is seen in silver furnaces known in German as the uSilberblick''. But 
most generally these clouds present the appearance of lumps of glowing coal surpassing, 
if anything, the latter in brilliancy and intensity of color and the sense of sight is still more 
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completely deceived by the gradual burning away of the glowing mass offering to the eye 
the spectacle of a mass of charcoal which is being quickly consumed in a furnace. with 
a very strong draught. How can the intensity of the light emitted by these clouds be expiai-
ned? They throw out at times a light which to the eye is as intense and blinding as that of 

• 

the sun's disk itself, yet they present a surface many hundred times greater than that of 
the sun's disk. Is it not possible that in this intense iridescence, not to say incandescence, 
we see not only a phenomenon of reflection and refraction of the rays of light but also, 
at least partially, of conversion of dark radiations of the sun into such which cause in our 
eye the sensation of light? Or, if not exactly this, might it not be possible that the dark 
rays being absorbed in the mist in some way or other reduce 1the absorption of the light 
rays and render the process of reflection and refraction of the latter more economical? 
I can not recollect any experiments carried on with the object of ascertaining the influence 
of temperature on these processes. A hot glass lens ought tq be more efficient in letting 
the light rays through than a cold one. But, reasoning in the same strain, it would appear 
that reilection from a surface ought to be impaired by heating the latter. Furthermore 
I should think that it can not be indifferent for these two processes at what temperature 
the body reftecting or refracting the rays is maintained, at least one must infer so from the 
accepted theories according to which the dark and luminous radiations morely differ 
in their wave lengths but are otherwise identical. The most plausible view oh the above 
phenomenon still seems to me that first expressed, according to which invisible radiations 
are partially converted into luminous rays or radiations thus supplying the additional 
light which it is difficult to account for otherwise. It is not impossible that a phenomenon 
similar to fluorescence might be produced by heat rays falling upon the particles of mist 
thus heightening the light effect or there may be caused, by the dark rays, a decomposition 
or falling apart of the vapor particles (as Tyndall demonstrated) and this process may 
be accompanied by some evolution of light. Certainly the particles ca~ble of producing 
such vivid iridescence must be very minute, much smaller than ordinary particles compo-
sing the clouds and their form can not be but a passing one as is evidenced by the rapid 
disappearance and reappearance of clouds already mentioned. These four types of cloud, 
which can be observed here almost daily and which in purity, brilliancy and depth of color 
and sharpness of outlines surpass by far such clouds noted in other parts, constitute the 
chief attractions of the incomparable beauty of this sky. These phenomena would be more 
appreciated if they were more rare, but the fact is that for most people they loose a large 
portion of their charnt by forcing themselves upon the eye too frequently. We are used to 

of "Sunny Italy" but compared with Colorado that country might be almost likened 
to foggy England. They tell me that there are scarcely 10, ··20 days in a year, on the average, 
when the sun does not shine and even this estimate is rather exaggerated. Since my ar-
rival here about the middle of May, with the exception of a few passing thunderstorms, 
the days were clear with just enough clouds in the sky to break the monotony of the blue. 

No wonder that consumptives and generally people in feeble health are getting on 
here so well. The purity of the air, the altitude, which compels exercise of the lungs to be 
continuously and unconsciously practised owing to the lesser density of the air and smaller 
percentage of oxygen (about 20% less than at sea level), the dryness of the air which is 
altogether exceptional, all these causes may cooperate more or less efficiently in improving 
the condition of the patients, but I believe that the chief cause of betterment is to be found 
in the profuse and cheering sunlight. Whether the light produces a specific germicidal 
effect is a matter of conjecture as yet, as far as I know. I .learned here that experiments 
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had been carried on to ascertain whether there are any Roentgen rays emitted by the 
sun or prcduced in other ways by the sun's rays but the results were negative. Similar 
experiments, I am told, were conducted for a long period on Pike's Peak but·-no action on 
a photographic film, which was the means of these investigations, was noted, at -~ 
not such as might be attributed to Roentgen rays. I think though that rays of this kind 
must be ultimately demonstrated to exist in the radiations of the Sun as well as of most 
other sources of intense light and heat. It is possible that such rays are, in a measure, 
active in arresting the process of decay caused by the bacillus. I conclude that, since the 
bacillus of tuberculosis is an organism developed under exclusion of light, such rays of 
short wave length, made by any means to penetrate the tissues and reach the affected 
parts of the same, must needs be inimical to the development of the microbes not used 
to such rays. Though this conclusion might not prove true, still there is a good foundation 
for it, and I am hopeful that with the apparatus I am now perfecting for other 
as well as this, it will · be possible to produce Roentgen rays of great intensity which will 

.. 

furnish the long sought for means of successfully combating these dreaded deseases of the 
internal organs. Whatever be the cause of the marvelous improvement noted in patients 
it is a fact that most people afflicted with these ailments, and often pronounced beyond 
medical help, recover and get soon seemingly quite well here. A short while ago I was 
induced by a friend to go to a dinner he gave in my honor where rmet a number of more 
or less interesting people. The conversation during the entire evening was an animated 
one and the entertainment highly enjoyable. Everybody seemed to be in high spirits and 
excellent health. But my pleasure was spoiled in the end when I teamed before · ng, 
with painful a~t:>nishment, from a friend who is a very skilled and competent physician, 
that of the two dozen people I met scarcely one individual had more then o~e whole lung 
left, the majority of them being in fact "much farther gone'' as he said, so that they would 
infallibly die in a very short time if they would leave here. I soon learned that there were 
thousands of consumptives in the place, about the only healthful people being coach1nan, 
and I concluded that while this climate is certainly in a wonderful degree healthful and in-
vigorating, only two kinds of people should come here: Those who haYe the consumption 
and those M'ho want to get it. That the sun's light and heat exercise a highly beneficial 
effect on these sick people may be inferred with certainty from its effect upon people who 
are quite well. It is curious to note how agreeable and indispensable the sunshine becomes 
here after a while. Even healthful people become sad and unstrung when the sky gets 
clouded and dark. I have however, observed such an effect before but it is quite natural 
that it should be so here where the sun shines constantly day after day. I do not suppose 
that in London or even in New York, where the weather is comparatively fair much at-
tention is paid as to whether the sky is clear or clouded, but here every laborer laments 
whe~ii the sun does not shine. Despite the beautiful spectacle offered by the parting sun 
one feels sad when its disk sinks behind the mountains and one is thoroughly glad to see 
it rise again. These feelings are experienced, of course, everywhere, but somehow they are 
of greater intensity here than elsewhere. Considering the elevation, the small density and 
exceptional purity and extreme dryness of the air, the scantiness of the vegetation and 
particularly the scarcity of protecting timber, the vastness of the practically desert prairies 
over which the wind can sweep unimpeded, the geographical ·position of the country 
and other causes and conditions determining the character of the climate it is not dif-
ficult to guess the general nature of the weather in ColoTado. Nevertheless it is a surprise 
to learn that the climate is mild in an extraordinary degree, the storms coming but seldom 
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and lasting one or two days at the 1nost, the snow remaining scarcely over more than thirty-· 
• • ..-stx hours on the ground. · · 

In fact Colorado people seem to be particularly proud of their winter climate. ·l-ex-
pressed to a friend my delight at the wonderfully fine and bracing weather we had so far, 
but he astonished me by saying: "This is not a fair opportunity to judge. To form a correct 

• 

opinion of the qualities of this climate you must come here in wintertime''. I could scarcely 
conceive how it could be possibly finer and more agreeable then so far experienced. I expect 
to get data as to the pressure, temperature, moisture etc. The pressure at present is about 
24'' average, considerably less than at sea level but, owing to the bracing air, one does not 
feel much the effect of the rarefaction of the atmosphere except when performing some 
physical work, when one gets quickly out of breath. The humidity must be extremely 
small otherwise one would feel both the heat and cold much more. The mean temperature 
presently at noon is about 80° in the shade but in sunshine it is different. I believe the 
good people here are more or less inclined to find the days in summer cooler than they 
are in reality, and they seem also to prefer to be silent about cold snaps which occasionally 
come in wintertime. But from some indiscreet persons I have learned that the thermometer 
was at times very near 40° below zero and in the plain sunshine of summer it is apt to be 
''way up" as my informants told me. I feel sure it can not be far from 150°. The power of 

• • • 

the sun's rays on certain days when the atmosphere is particularly calm, dry and pure, 
is such as to positively surpass belief. The waterpipe passing for some distance across the 
field to the laboratory being partly uncovered the heat was as a rule so fierce that the 

. 

water came out boiling and steaming like in a Russian bath. It would be impossible to 
hold the hand in it, even for a few moments, for it would at once cause a severe pain. 
One day, a~out five o'clock in the afternoon, the rays fell through the open door on a 

. 

high tension transformer which I had brought from New York and; before anybody could 
notice it, .. melted out all the insulation, rendering the apparatus completely useless. I ob-
served the danger a few days before and warned the assistants to watch the machine, but 
unfortunately on that day the usual precautions were omitted. Several barrels filled with 
concentrated salt solution were placed outside of the laboratory, and the pressure in them 
rose every day as in a steam boiler, and a few of them were damaged·!· When the cock was 
opened the water squirted out to a great distance across the field and it was thought 
advisable in order to avoid bursting and damage, to leave a small op~ning in the barrels 
for the escape of the steam. The most astonishing experience of this kind was, however, 
the heating of a wooden ball covered with t Jfoil" which was supported above the roof, to 
a point it was deemed unsafe to expose it to the sun's rays. It emitted a den~ vapor actually 
like smoke, and the tinfoil crumbled away! This exces~ive heating seemed to take place 
suddenly~ .. l. ~lieve that it occurs when, owing to the removal of a layer of impu1e air, 
a particularJy clear path is opened for the sun's rays, which then pass through the pure 
medium without much loss. Often I have felt a scorching pain on the cheek or neck to 
come on suddenly when working in sunshine, and I can only explain it with the above 
assumption. But the most interesting of all are the electrical observations which will be 
described presently. 
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Colorado Springs 
Aug. 2, 1899 

New inductionH coil for portable apparatus, designed for investigation outside con-
tained in box. Condenser method. Particulars: Secondary wound with wire No. 30, 321ayers 
plus one layer with thick cord. Turps/ 180 per layer. Total number of turns 5670. Least 
turn 1.25X1t ? longest turn ( .. 3.Sx . ? average 2.125X7t 6.675" or 17 em. approx. 
for average length of one turn. Resl·stance of secondary 375 ohm. The dimensions 
of spool are as in sketch below. 

The ava}lable length of coil 4"- 1/4 
for two fibre flanges I 3. 75". The primary 
50 turns as a coil before wound cord 
No. 20, Res··-0.51 ohm. The length of ave-
rage turn 10.6" 26.93 em. Total length of 
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wire in primary 530'' 1346.2 em. 
In connection wi~h this there is to be 

used: a condenser to be ·adjusted, a charging 
coil experimental like wire to be adjusted to 
the condenser and oreal; a Thomas clockwork 
with wheel 180 teeth for break, the arbor 
carrying also a sensitive device so that same 

I ~a·· 
,...._ ___ _.__ ___ ......_ ___ 

1..,~ _.t!_b clockwork will serve for break and first sen-• .,- sitive device. A second sensitive device in 
secondary of oscillating transformer driven by another Thomas clockwork. This latter 
need not be used when self-exciting process with condenser employed. Relay brought 
from New York 996 ohnts or thereabouts. This final. 

Mantion bottles to be used compared with Champagne bottles. The latter would 
seem to be better suited. The tests showed as follows: Comparing 2 bottles of each kind 
filled as far as practicable and placed in tank with rock salt solution as in previous instances 
charged to same potential 356 volts approximately, the average of four readings was for: 
Maniton bottles 13° deft. for Champagne bottles 9.5° deft. 

Th
. . Capacity of Maniton l 30 
IS gtves: ----------= --

Capacity of Champagne 95 

Weight of Maniton 23 
How by taking weight: 

36 · Weight ot Champagne 

These figures give a slight advantage to glass in Champagne bottle, but the latter 
was larger than the Maniton about I /4" outside and contained a trifle over one quart. 
Furthermore, there is the usual hollow bottom (to deceive customers) and this increased 
the surface in the Champagne bottle. In view of this the conclusion is that the glass is 
not greatly different in respect to dielectric qualities in both the bottles. The Champagne 

• 

bottle would unquestionably break down first because of hollow bottom, as it would be 
difficult to exclude the air. It would also be difficult to get the required number of such 
bottles in this quiet town. This compels use of Maniton .. 
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Considdr the following case: A condenser is connected in series with ano1her t.o 
a generator of high tension. A circuit making and breaking device is arranged in a bFidge 
between the condensers as illustrated in diagram. When the circuit is closed through this 

p 

p 

GENERATOR ~ 

BREAK 
DEVICE 

p 

OSCILL. 
PRIMARY 

device the condenser included in the circuit of the generator is charged to the full potential, 
but when the device breaks the current path, the charge is distributed over the two con-
densers. Such an arrangement with two condensers has certain valuable features in con-
nection with oscillators, particularly when they are worked from a generator .. of very high 
and constant e.m.f. The condenser included in the generator circuit prevents snort circuiting 
of the generator in case of defective action of the make and break device and the amount 
of energy drawn from the source is limited to a quantity which can be exactly determined 
beforehand. The arrangement is sometimes of value also with alternate current generators. 
The condenser C1 then performs the function of a reducing valve on a reservoir such as 
is used in connection with a distribution system of some gas under great pressure. By means 
of such an arrangement an oscillator may be worked safely from a generator of any e.m.f. 
and at any desired pressure. In th~ case as illustrated the total capacity is 

C= cl cz 
Cl+C2 

and the energy stored by one charge in the system is 

l pz c1 c2 
2 C1 +C2 

Now P==Pt +P2 

1 2 c 1 2 c 1 P 2 c, C2 -pi t+ P2 2==-
2 2 2 C1 + c2 

and 

. . . . 1) 

and from -· trus p1 C1 == p2 C2 • • • • 2) 

and Pa = PCz ; Pz = PC• . . • . 3) 
C1 + C2 c.+ C2 

Suppose the process be such that C1 first be charged to full pressure P and then 
disconnected and charge distributed over the two condensers, C2 being the condenser 
belonging to the oscillator, whereas C1 is the regulating condenser, then since 

• 

is the pressure on condenser C2 which it was the object to find . 

• 
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Colorado Springs 
• 

• Aug. 3.-1899 

Modifications of apparatus, involving condenser method of magnifying effects, 
experimented with "Self-excitingn process. 

In this special mcdification of condenser method, an effect prcduced upon the 
sensitive device is rendered accumulative not only as in some other modifications, but more 
so by a process comparable to the self-excitation of a dynamo. Thus much feebler initial 
effects are made sufficient to cause the sensitive device to break down and the receiver to 
be operated. This process accomplished ''A .. his manner will certainly have many valuable 
uses. A few arrangements which have been experimented with are recorded below. They 
are self-explanatory. The lettering makes Diagram 1. fully clear with reference to previous 
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diagrams of this kind. a is the sensitive device, d a make and break device, C a conden_ser P 
the primary and S the secondary of oscillatory transformer, B a battery and L an inductance 
suitably adjusted. The sensitive relay usually employed may be in the circuit containing 

·. battery B, inductance L, and the devices d and a; or, it may be in the circuit of secondary 
S and device a in which case this circuit will contain an additional battery. There will 
also be in the circuits the usual adjustable resistances to adjust the instruments and insure 
the best action. From the diagram it will be easily seen that when the device a is at first 
very slightly affected, the condenser is charged more and the secondary currents become 
more strongly excited in their turn, the device and so on, until the device breaks down and 
diminishes sufficiently in resistance so that the relay is operated. This method has been 
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found excellent and will have besides telegraphy many valuable uses since by its means 
effects, too feeb~e to be recorded in other ways, may be rendered sufficiently strong to 
cause the operation of any suitable device. A number of modified arrangements as have 
been experimented will now be recorded. Referring to diagrams which follow in Fig. 2. 
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an arrangement identical with that in Fig. I. is shown, only the relay itself is made to be 
tho transformer by being suitably prop(jrtioned to the break and condenser and having 
on top of primary windings P P a secondary S S wound with fine wire and containing 
a battery B' as shown. The secondary excites the sensitive device a until it breaks down 
when the relay is operated. This arrangement is not the most preferable to employ as 
better results will be obtained with an independent transformer and relay, but it has the 
features of compactness and simplicity. It can be, however, still further simplified by doing 
away with inductance L. 

R 
1 

Q 

c 

d p s 
B 

l 

The batteries B and B' may be connected to cooperate in their acts upon sensitive 
device a or to oppose each other. The former seems preferable. The condenser should be 

a 

c 

d p 
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L ,--.----R 

of large capacity. In Diagram 3. the form of connections is illustrated which was found 
most convenient for experimentation. An independent sensitive relay is used and adjustable 
dead resistances ' and r' in primary and secondary circuits. The inductance L is also made 
adjustable and so is also break device d though this is not indiat.ted in the diagratn. In 
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Fig. 4. again plan is shown which is suitable when, instead of a sensitive device as has 
been described before and which is based on the properti~s of minute conducting grains, 
a minute gap a is employed. This special device comprises two points almg_st" in contact 
and in an atmosphere or medium the insulating properties of which are impaired to such 
an extent that it br~ks down readily upon a slight increase of the electrical pressure. 
The additional adjustable inductance L1 serves to bridge the gap and allow normally 
a small current to pass and to charge condenser C, to strain sufficiently device a. The 
relay R may be otherwise placed. Finally, in Diagr. 5. a modification is shown with an 
additional induction coil P' S', B" and d', the latter device making and breaking the circuit 
and straining device a by currents generated in secondary S'. The diagram is otherwise 
self-explanatory. The relay may be, as stated before~ otherwise inserted. 

Colorado Springs 
Aug. 5, 1899 

Experiments with condenser method of magnifying effects continued. More of the 
modifications described: In Diagram I. a resistance, preferably. induCtive, is placed around 
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sensitive device a for the purpose of regulating the charge of condenser C and thereby 
determining the degree of excitation of device a' in secondary circuit of transformer. The 
adjustable resistance r serves to regulate strain exerted upon device a by battery B. The 
terminals or plates p p' are placed in suitable locations of medium or media, one in the 
air, the other in the ground generally. Otherwise the diagram explains itself. 
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In Diagram 2. the se.cond sensitive device is omitted and the secondary S is con-
nected around sensitive device a. Other accessories, as adjustable resistances, are likewise 
omitted for sake of clearness. 
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The three diagrams shown illustrate arrangements as variously carried out in. a form 
of portable apparatus referred to before. Referring to Fig. I. the sensitive devite a was 
one consisting of a small glass tube and two metalic plugs, the tube being rOtated by a 
Thomas Clockwork. Coarse nickel chips prepared as before described were used in the 
tube. An improvement was effected by cleaning the chips first with dilute acid and alkaline 
solution and destilled water· and alcohol at the last. In one apparatus the plugs were 1/8'' 
apart, tube 1/4" diam. half filled. Condenser 1/2 mfd. one of the small ones before used. 
L, S, P and d were as described on another occasion. The results were good. In Diagram 2. 
the same devices were used in a slightly different way as will be plain from the diagram. 
The receiver R was put in series with device .a so as not to be affected much by operation 
of break device d. This seemed better, results are very satisfactory. In Diagram 3. the 
improvement was carried still further the same devices being again used. The delicately 
balanced lever of receiver R was very little affected by the sudden action of the break, 
the pull was steady in consequence and a better adjustment was possible. The results were 
now most satisfactory. One cell of Leclenche dry being quite sufficient. 

Evidence of stationary waves water pipe 

Colorado Springs 
Aug. 7, 1899 

Some dispositions of apparatus experimented with in which the secondary of an 
oscillating transformer was used to excite the sensitive device have shown results vastly 
better and it seems that the increased sensitiveness is due partially at least, to the fact 
that one terminal of the secondary connected to a sensitive device (which unexcited has 
a resistance of about 100,000 ohms or more) is practically open and that therefore by the 
slightest disturbance a high pressure can freely manifest itself and break down the insu-
lation of the device. To investigate further the capacity of such arrangements a great num· 
ber were tried of which some follow: One of the earlier arrangements was as illustrated 
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in 1. In this case the secondary S was closed by the condenser C too large for it, and the 
self-induction (very large) L was inserted to overcome this defect and for other reasons (2). 
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The next arrangement adopted was as shown in 3. In this case the terminal of secondary, 
or respectively its continuation up to t was open or insulated at Jeast practically so .and 
the apparatus was more sensitive when the secondary had a great number of turns, it was 

. 

better to place battery B and receiver R between the other end of secondary and the cor-
responding terminal of the condenser, but when the secondary did not have as many turns 
the apparatus generally worked better with battery and relay placed as shown in 3. as 
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they caused a certain rise by their capacity and self-induction of the electrical pres-
sure on terminal t of sensitive deviee. 

A modification of Fig. 2. is shown in Fig. 4. In this case the self-induction L was 
replaced by relay R R which had one of its legs or coils inserted in each of the two branches 
of the circuit leading from the condenser as illustrated. As the relay had a very high winding 
and high resistance nearly 1000 ohms, this left the secondary practically opened and free 
to work on: sensitive device a. · · • 
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·It was observed in some experiments that a sensitive device becomes more responsive 
to feeble disturbances when, instead of .being excited by direct connection to a source, 
it is strained from a source from some distance. In some instances the apparatus was 
affected and the relay responded to a small bell from a great distance. It is probable that 
the increased sensitiveness is due to a certain freedom or looseness .of the grains of nickel 
which were used and which does not exist to such extent by direct connection to a battery. 
These observations led to investigating the capacities of some such arrangements typically 
illustrated in Diagram 5 in which the device is excited by induction . 
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Colorado Sp,tngs 
Aug. 8, 1899 

Other ways of connecting apparatus when using open acting secondary for exciting 
sensitive device. 
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As in some previous experiments the fine relay R was affected by the break d, the. 
relay with an adjusted high ohmic or inductive resistance I was placed in a special branch 
circuit (1.) It being found, furthermore, that when the sensitive device is very delicately 
adjusted, it often would not loose the excitation quickly enough by rotation (when a ro-
tating cylinder as often experimented with before was used), but it would always loose 
the excitation by breaking the battery circuit the disposition illustrated in 2. was adopted 
in which the relay R was made to break the battery circuit by opening contact c which 
was fixed similarly to that of an ordinary bell or buzzer with a fine spring so that the relay 
could complete the contact underneath (not shown) working the printing apparatus or 
other appliance. 

The under contact was, however, dispensed with by connecting around contact c 
a circuit of very high resistance including another fine relay which was brought into action 
whenever the lever of relay R was pulled toward the core. 

Instead of using the clockwork with break before referred to, an ordinary magnetic 
circuit breaker with contact was employed to operate the primary P and to generate thereby 
the currents in secondary S for excitation of device a. This simple arrangement is shown in 
Diagram 3. To provide for excitation of condenser and consequently of sensitive device 
up to the point desired various plans were investigated of which some follow here: 
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In Fig. 4. for instance, the resistance of device a unexcited being practically infinite 
an other battety B1 with self-induction coil /1 v1as placed around the condenser to excite · 
the same and by the action of secondary S also sens.itive device a. 
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R 

Again in Fig. 5. around the ends of the primary P was connected a Battery B1 in 
series with buzzer b and adjusted self-induction 11• The latter was so graduated that the 
induced currents in S would strain the device a to the point of breaking down. Still another 
such plan was tried by placing a separate circuit comprising coil P1 Battery B1 and buzzer b 
at a suitable distance of secondary S, such that the preparatory excitation of device a was 
effected. 

Colorado Springs 
Aug. 9. 1899 

Other dispositions of apparatus experimented with. One of the plans before described 
was modified in the manner illustrated in 1., the battery B1 which effected the preparatory 
excitation being placed as indicated so as to work through the primary P and conjointly 
with main battery B. 

1. 2. 3 . 

R R 
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Fig. 2. illustrates a disposition similar to one experimented with before, only in 
series with buzzer b and auxiliary exciting battery B 1, a primary whictt was adjustable 
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(P1) was used. This arrangement was modified to the one illustrated in Diagr.am 3. The 
intention being to use the same break for both primaries P and P1• Neither ofthe plans 
(2 and 3) seemed capable of such results as were readily obtained in some prCvious dispo-
sitions. These experiments showed that the proper way was to modify plan 3 into one 
illustrated in 4. 
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In this case a break device with two contacts is provided which make and break 
simultaneously both the main primary P and auxiliary primary co11 P1• In auxiliary cir-
cuit P 1, for purpose of adjustment, a resistance r or I dead or inductive is included. 

Colorado Springs 
Aug. 10, 1899 

Further modifications of apparatus experimented with. 
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An arrangement as illustrated in 1. was made to see whether excitation (preparatory) 
could be conveniently effected by shunting around break d a circuit including very high 
graduated self-induction /1 with battery B1• This worked fairly well. 

To avoid certain disadvantages in previous similar forms of apparatus as the 
permanent closure of condenser a number of modifications based on the use of two 
condenser was resorted to and experimented with, some of which are illustrated in diagrants 
following. 
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In Diagra'!l 2. two condensers C and C1 are placed in series, one of them being 
shunted by graduated self-induction I and battery 8 1• The other condenser C, being larger t 
allows. tile current from battery B to pass through break and coil I when device a is excited. 
Not very good. A modified plan is illustrated in 3. In this case the auxiliary battery 8

1 

charges the two condensers C and C1 in series, whereupon one of them is discharged 
through the break d .. This is fair . 
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In 4. the battery (main) is so placed that a high e.m.f. is charging the condenser yet 
current through the sensitive device is small. 

Colorado Springs 
Aug. II, 1899 

Measurement of capacity of the new condensers prepared from Maniton 
Water bottles. 

With the exception of three tanks in which bottles with green glass were used all 
the remaining bottles were of dark glass. The test did not show much difference between 4 

the two kinds of glass and all the tanks separately measured were found to be, after proper 
filling in of the solution, of the same capacity or very nearly so. All the bottles were first 
connected in quantity and the capacity compared with that of 1/2 mfd. standar4 condenser. 
The deflections were almost exactly as 36 : 44, 36° for the 1/2 mfd. and 44° fer the bottles. 

II 
The capacity of all the latter was therefore 

18
=0.611 mfd. This would give for one bottle, 

. 11 
since there were 576 bottles, the average value of 0.00106 mfd. or 0.00106 X 

18 X 576 
- ·· ... . - .., 

x 9 x 105 955 ··e1n. As there arc 36 bottles in each of the tanks we get for one taBle 
36 x 0.00106 0.03816 mfd. or 36 x 955 ...... 34,380 em. As each side has 8 tanks the capacity 
of each side would be 0.03816x8 0.30528 mfd. or 175,040 a11. and when, a1 mostly 

h h .d . . h 1 . . •tt 0.611 1 ~ -~-t e case, t e two s1 es are 1n series t e tota prtmary capactty WI be - 0. 56,5uuCI. 
4 

or 0.1 S27 S x 9 x I os 137,475 C*''· When working with one primary t1trn, taking the 

2 7t 7 2.054 
T- 103 0.15275 x lO'- 105 and n-48,700 per sec. 
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Other modifications of signalling apparatus experimented with .. 

Several ways of providing for initial excitation when using oscillatory t·ransformer 
principle are illustrated in diagrams which follow: .. _._ 

1 . 2 . 
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In the first diagram the excitation is provided through auxiliary battery B1 the strength 
of which is regulated by adjustable resistance (inductive or ohmie) r. The two batteries 

• • 

B, B1 are so connected that they join in straining device a. · 
In Diagram 2. an inductive resistance very high is connected around device a and 

coils 11 / 2 are also employed to prevent the secondary S being closed and potential dimini-
. . 

shed through comparatively large condenser C. The inductance I and also 11 11 are adjusted. 
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Again in Sketch 3. is shown a plan convenient to use when the secondary is wound 
in one single layer on a drum. A part of the secondary is made to serve as a primary through 
w·hich condenser C, loaded to the desired point by battery B1 (graduated by resistance r) 
is made to discharge. In this manner it is easy to adjust the action of the secondary on 
device a. 

In Diagram 4. is illustrated a simple way experimented with before which secures 
good results. This to follow up. 
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Colorado Springs 

Aug. 12, 1899 

Further modificatons in signalling apparatus. 

Figs. 1. and 2. show ways of securing initial excitation by means of very high iodue-
tancc 2 connected as shown. 

'· 2. R 

a a 

8 d 
-"*:--8 

----. 
d 

p c 
R s:x p c 

Diagrams 3. and 4. illustrate similar plans of connection. In the for1ner1he battery B 
is in the main circuit, in the latter in a shunt to device a. 
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In Figs. S. and 6. other modified connections are shown. In 5. an auxiliary secondary 
S 1 with battery and relay is connected around device a which is excited by main secondaey.-S. 
In 6. a similar connection is used with a buzzer b 
to excite device a through secondary S. 
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Figs. 7., 8. and 9. again illustrate other arrangements in which two batteries were 
employed, one generally to secure initial excitation. 
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Colorado Springs 
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Aug. 13, 1899 

Experiments with oscillator 35-... ·-35 1/2 turns. Tension on Westinghouse Transformer 
15, 22,500 volts. Supply transformers connected 100 volts. 

I primary tu~ all jars tension 15,000 volts, effects would indicate capacity too 
sntall. 

To ascertain this the connection was changed to 2 primary turns in series and 1/4 
capacity (2 tanks). The capacity was now varied but resonance effects moderate. All 
experiments show clearly too much capacity and comparatively little self-induction in 
secondary. There is a large movement in the wire, but pressure can not appear on end as 
it would in the absence of capacity. 

By adding capacity on one end better results indicate that this view is true. 
One of the balls 38 em. on end results much better, sparks on arresters much stronger. 
Two balls connected effects still stronger, sparks livelier on arresters but the tension 

still too small. Needs much more capacity on the end to overcome internal capacity di-
stributed along cable. 
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Now again changed to one turn as oscillation much better. The extra coil was added 
and adjustment of capacity made. Best results with 3 2/3 tanks capacity_!)n each side. 
An empty tank placed on top of the coil for capacity. The effects with 22,500 volts on 
W.T. remarkable. The streamers very rich red, quickly darting up to 9 feet long. Many 
brilliant sparks would jump up to a 10 foot distance. 

Colorado Springs 
Aug. 14, 1899 

The following arrangements with two sensitive devices were the subject of consi-
deration and experiment today: 

This disposition (I.) though it worked fairly had the disadvantage that a diminishing 
of resistance of device a was not very effective in increasing the charge of the condenser, 
but by making the secondary and relay circuit of very high inductance and resistance 
this defect was to a degree remedied. · ~ ... 
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By changing connection to the one indicated in the second diagram the condenser 
was stronger and more effectively charged upon the falling of the resistance of either of 
the devices a a1• 
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The conclusion arrived at from many experiments with two devices, which seem 
to indicate that two such sensitive devices are better than a single one as regards sensiti-
veness, was that the devices should be arranged as in Sketch 3 so that a change in one 
will produce a change in the other which in return should react upon the first and so on. 
This general scheme is to be further considered. 
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Other arrangements of apparatus with open secondary for exciting sensitive device. 

In this plan (4.) the secondary Sis connected to the terminals of sensitive device a 
through a small condenser CC1• A very small condenser is sufficient to cause the excitation. 
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This is a modified arrangement (S.) there being only one condenser and besides 
a very high self-induction around device a to provide for initial excitation when device a is 
originally of practically infinite resistance. The relay R may be placed around device a 
instead of self-induction I. 
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In the diagram below (6.) is shown a manner of connecting apparatus to a circuit 
L 1 C1 which is adjusted to be in synchronism with the primary vibrations of the oscillator 
and excites device a. 
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Again in Diagram 7. a special synchronised circuit is done away with, the secondary 
itself being adjusted to the primary vibrations. The plan adopted in New York apparatus 
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of winding secondary and primary on a large drum {8.) serving at the same time as table 
is best. Tuning is easy, apparatus cheap, a large amount of copper may .be easi1y placed 
in the synchronized circuit. 
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Colorado Springs 
Aug. 15, 1899 

Change of secondary of oscillator to adapt it to the jars. 
Capacity for one tank 36 bottles 0.03816 mfd. Two sets of tanks, 8 in each, give in 

series a total capacity of 4 tanks that is 0. 15264 mfd. 

2.054 
From this T ,. approx. and n 48,700 or nearly 49,000. 

lOs 

This gives 
A = 3.8 miles, or for =5016 feet. 
4 

Now resonance of present secondary 5280 feet was obtained with total capacity of 
6 tanks instead of 4. Reducing the figures for length we should have for smaller length a 

5280 2 
I 1 h . . f 4 I capacity larger in proportion , or .I t at 1s 1nstead o tanks we shou d have 

5016 
bad 4.44 for 5280 feet. 

The required length for 6 tanks capacity. This length would be 

5280 present length 
4677 required , to take off 603 feet. 

With this length the oscillator will require same capacity as extra coil and good 
results may be expected. 
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Colorado Springs 

Aug. 16, 1899 

Owing to high self-ind. of secondary of W.T. and large ratio of transformation and 
also great inductive drop in supply transformers (which are poor) of inadeq\Jatc capacity 

desirable to work with two circuits as adopted in small size oscillators with mercury break. 
Various advantages arc thereby secured chief of which: double break number, smaller 
resistance in gaps and increased capacity of W.T. for charging condensers. Connections 
may be as illustrated in I and II. 

J. 

• 

W. TRANSF. SEC. 

MIDDLE 
WIRE 

II. 
W. T. SECOND. 

MIDDLE 
W!RE 

--- _:: ~----... ~--+-------1 

This connection shows well with small oscillators provided the short circuit of se
condary of supply transformer avoided. 

Colorado Springs 
Aug. 17, 1899 

In the working of transformer as before illustrated I. or II. the short circuit of se-
condary is an inconvenience which is overcome by having a few teeth at a good distance, 
but this diminishes the number of breaks which it is practicable to secure. Another way 
is to adopt a process also successful with small oscillators .. , of charging the;, condenser, 
next disconnecting the same and finally discharging. But this has also the disadvantage 
of reducing the number of breaks. 
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Plan here illustrated seems free of these objections: 
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MIOOL E WIRE 

RALLY 
THED 

GENE 
EAR 

-

GAP PRIMARY 

REGULATOR 

GAP PRIMARV 

L-------- .. - ... ......,1 

L2 

SECONDARY OSCtl. 
CAPACITY 

SECONDARY OF 
OSCILLATOR 

Here the short-circuit is avoided by the use of self-inductions L1 and L2 which must 
be well insulated to stand high tensions. A single self-induction inserted in the middle 
wire may also be used with like effect. 

Colorado Springs 
Aug. 18, 1899 

The best result with apparatus at command, that is, 3 supply transformers, West. 
Tr. and condensers newly constructed is obtained by employing two dielectrics giving total 
capacity of condensers equal to that of four tanks. This allows working with 22,500 -volts 
safely. 

The results will probably be the same with 45,000 volts connection and 4 dielectrics 
but then capacity is only one tank and sparks in primary are longer and more difficult 
to controL 

With · connection illustrated before (Diagr. I or II) it is also practicable to work 
-· -Wt~h 45,000 volts total by connecting the tanks on each side in a series so that capacity of 
each of the two alternately working circuits is equal to that of two tanks. That is 
2 x 0.03816 0.07632 mfd. 

With one primary turn this gives 

7 21t 
0.07632 X fQS == JOS 

and n 68,710 adding 10% for mutual induction, now smaller because smaller number 
of turns in secondary (29), we have 

n= 
68,700 

=75,600 say n 76,000 and A 2.45 miles 
6900 
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=3234 feet. 

4 



Colorado Springs 

Aug. 19, 1899 

Previous experiments showed in a number of cases good results with connection 
and quantities as indicat~d: 

Capacity in primary circuit 6 tanks on each side; l turn primary about 3/4 of self-
-ind regulator. 

• 

29 TURNS 

SECONDARY 

~/I / ( ( ; ·' 

''0 
TURNS 

EXTRA COIL 

l I 

GAP 
l 

From reaction of capacity on secondary of W. Transformer it was probable that 
more capacity was required, but the transformer was overloaded when more tanks were 
joined. 

With 22,500 volt connection the overload was very marked and lampr-·would go 
down 50%. When the connection was changed to 15,000 volts the lamps instead of falling 
would go up some 35% 40%. No other change in capacity or otherwise was made and 
this showed that effect not merely due to an interaction and self-induction and capacity 
but that the e.m.f. was also a determining factor. 

With the first connection effects were brilliant~ sparks in gap 8 II feet according 
to charge and adjustment. Above considerations led to changing to two turns primary. 
Capacity first 1 1/2 tanks on each side. e.m.f. on transformer 22,500 V would go up pos-
sibly 25%. Capacity was gradually increased to 3 2/3 tanks on each side when with Regu-
lator all out the effects were best. The rise of e.m.f. about 35 40%. The sparks were 
curiously fierce, no direction seemingly, darting pass terminal /. 

(Here fire started on coil). 

Colorado Springs 
Aug. 20, 1899 

Exp. with oscillator secondary 29 turns continued to ascertain free vibration more 
exactly. Connection 2 series on each side, 4 dielectrics, total capacity 1 tank. Tension on 
Westinghouse Transformer 30,000 volts approx. Spark gaps outside about 3" each, inside 
one turn. Results on the whole less satisfactory showing clearly that difficulties increase 
as tension becomes greater. Middle box on one side broke down, sparks fo1lowing through 
the mahogony frame to a screw and jumping from this a distance of 4". This can be only 

d · .. . d 15,000 I ue to raptd vtbrat1on and sud enness as tension on that box only vo ts. There 
2 

are some doubts as to the distribution of e.m.f. in condensers in series when vibration 
• 

takes place. Strong (probably inductive) drop on supply circuit (exceptionally so). 
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Observation: When lamps increase strongest on supply circuit then spark will not 
jump over the gaps, showing that then e.m.f. on secondary of W.T. smallest: 

S . {_ ~ 
r W. T 

~ 
~ ") GAP ~ 

~ 
t GAP 4~ 

C) PRIMARY 
SEC . ~ 

~ 

>\ 
W. T S. 

( :: . 
. ' 

Connection was changed to that indicated in sketch for the purpose of avoiding 
effect of short circuit of secondary of W. T. through primary arc. Absorbed energy was 
great. Sparks on switch serious. Lamps would go up very much when arc would break 

• 

through. But general results not satisfactory. The condensers directly on W.TS. take strong 
current. 

Colorado Springs 
Aug. 21, 1899 

Other experiments with oscillator secondary 29 turns. Simply spark gap. Con-
nectios used : 

1. 

/ 

SEC. OF W. T. 

~ ~ ~ 

\i . "" 

MIDDLE 
W'RE _ BREAk 

,r -~0 tEETH 
.....,...,J. f • 

ARC .,- ,""'- I I ,____ -- .... ~ 

• ) ~ ARC 
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c:::··. . .... 1 
PRIMARY <X ~ l 

SEC . ONE TO C1< ><:> 
TWO TURNS - ~ GAP j 

r·- I 
f"' '~--

w 

2. SEC. OF W. T. 

ARC 
REGUL. 

SELFINO.r;:;t 

ARC 

' 
i 

SEC . ~ 

PRIMARY 
:ONE T RN 
n l 

Plan illustrated in first diagram was adopted to obtain double number of breaks 
with same disk and securing other advantages. Also to better utilize W. Transformer. 
It was found that when one side on it worked remarkably welJ, sparks about 4 feet. The 
tension on each half of transformer being 11,000 volts approx. when both parts on 
interaction hurtful. The chief drawback being short circuiting of secondary. The arc 
was snappy and loud indicating short circuit and rapid vibration through wire W. The 
secondary discharge was thick but spark not long about 3 feet. All tanks were in on 
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either side and .the transformer charged them full when separate. When both parts on 
·evidently the secondary ef W .. T. was overloaded. 

' 

IIi arrangement illustrated in 2 short circuiting was largely overcome but the short 
circuit of secondary of W. T. remained the same. The results were similar no matter 
in what direction both primaries were connected. The necessity of overcoming short 
oircuit in both arrangements became soon more and more important. 

To improve arrangement illustrated in Diag. 3. was used. It proved itself more 
economical but the amount of energy was limited. The hurtful short circuit was entirely 
obviated and the lamps were less affected. 

3. 

Colorado Springs 

CHARGING 
GAPS 

SEC . OF W. T. 

BREAK 

PR,MARY 

SEC. GAP 

DISCHARGING 
GAPS 

Aug. 22, 1899 

Arrangements for telegraphy tried. In these the chief point was to keep one end of 
secondary spool open so to allow full rise of pressure on this end. The sensitive device, 
one of the before described, excited fully resistance 12 ohms approx. Not excited over 
100,000 ohms. 

2. 

1. 
a e Cl 

d 

" r d 
)( ~ 

)< ~ c p s c 
R 

J s p 

'-
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R • .. 
) 

B 
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In Diagram 1. first experimented with, a disadvantage was found to exist: namely, 
the recejver R was operated through the break device d. This inconvenienc;e was ·done away 
with in arrangement illustrated in Fig. 2 .. which allowed more sensitive-adjustment of 
Relay R and the apparatus worked better. Capacity of condenser was varied up to 20 mfd. 
with changing success. Best results seemingly with small capacities up to I mfd. Secondary 
about 4,000 turns, primary Lamp cord No. 10 turns 28. The apparatus responded freely 
to small pocket coil at a distance of several feet with no capacity attached and no adjusted 
circuit. Consequently will go at great distance .. 

In these arrangements, as in the previous ones involving the same principle, the 
effect on the sensitive devjce is accumulative and a difficulty arises that namely the sensitive 
device will not readily de-sensitive .. By inserting large resistance r in circuit with receiver R 
this effect upon the latter is largely reduced as the current through receiver and device 
is kept to a minimum. By adjusting speed of rotation of sensitive device the inconvenience 
is also overcome. 

Colorado Springs 
Aug. 23, 1899 

. 

Experiments with new extra coil placed in center of primary. The spool 75" diam.~ 
12 feet high, 160 turns in alt. 120 turns wound close together in the adjacent grooves and 
40 turns the upper ones at three times that distance, that is, two empty grooves between 
each two turns. Breaks on two sides alternately approximatclly 2,400 breaks per sec. 
On top (free end) ball of 38 em. capacity. Resonance was obtained with S 2/3 tanks on 

r ""' 
\.. ..) 

each side, one turn primary, self-induction in box 4 turns. Gaps were I 1/16 on each side 
plus gaps in box 2 turns. Tuning remarkably exact, 1/8 turn of self-ind. box reducing the 
effect very much. When exactly 4 turns in box, sometimes streamer 8 foot long would 
shoot out from a defective spot on wire. The ball on top reduced streamer capacity and 
prevented streamers from coming out all along the top turn as usual. The spark gaps work 
extremely well, Joud explosive character indicating good vibration. Such sparks are always 
noted when secondary well tuned. The system worked economically, the lamps in supply 
circuit not falling at aiL The earth connection now was taken off and oscillator of same 
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pericd (the secondary 29 turns connected). Both had now same period, the secondary. 
and the extra coil. On first throw of switch a spark darted to roof above from the ball 
and the cord caught fire. F~rtunately, it was extinguished before doing damage. 

This accident showed that better provisions against such an accident have to be 
made. The roof to be fixed with a guard of wire gauze which would prevent the wood 
from catching fire through sparks darting up. As it was dangerous to work further without 
guard against such an accident another ball 38 em. supported on high was connected to 
earth and placed at varying distances from the ball on the end of the extra coil. The sparks 
jumped from the upper turn of the coil to the Earthed ball and sparks of seven feet were 
easily obtained. It was evident that the distance could be much increased but this was 
deemed hazardous. As it was the sparks of seven feet were probably the longest obtained 
from such large balls or surfaces of such small curvature. 

The connection of the primary circuit was now changed, two turns being used in 
series. This reduced the pericd to one half and it was thought that this would respond 
to the fundamental note of both secondary and extra coil. Experiments were disappointing 
for the display was not remarkable, the sparks were up to four feet long but much thicker 
and whiter. I believe that the true vibration was not struck but skipped .. As ~itne pressed, 
further experiments with the view of ascertaining the fundatnental note were postponed 
and the first connection with one primary turn again made. Both balls were now connected 
in multiple to top of the coil and to the upper rod of a spark gap, the lower rod being 
earthed. There was no danger of setting fire in this way. The display was remarkably noisy. 
The sparks were up to 14 feet long, snapping quick,· explosive and very white. Sometimes 
sticainers would shoot out fully 11 feet. Often several sparks at once. No· particular direc-

• 

tion in striking. The capacity in the primary circuit was varied up to 8 tanks on each side . 
. 

Always striking effects. The ground wire had no capacity and no sparks were seen on ar-
resters but before, with only one ball and no streamers, sparks of 5/16" were drawn from 
water pipe in distant room. 

Colorado Springs 
Aug. 24, 1899 

Experiments with new extra coil and oscill. secondary 29 turns continued. 
l)le ball on top was disconnected and a bare copper wire run around the upper 

rim of the coil to produce streamers. Capacity in primary circuit on each side was 5 2{3 
tanks with 4 turns sclf .. induction box in. It was not advisable to work because by the 
throw of switch some streamers would dart up to the roof a distance of 12 13 feet. The 
other ball used in previous experiments was placed at a distance of 11 feet from coil and 
also it was unconnected except that it had a wire of about 8 feet hanging from it ·- the 
sparks would fly to it from the rim of the coil. 

A curious feature is that the streamers are very sudden, explosive. This is due pro-
bably to the suddenness of the break. Occasionally an unusually long streamer would 
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shoot out. This probably owing to resonance of break or temporarily short circuit over 
break, probably the former cause responsible. Desirable either synchronous break as 
worked in New York, or a very rapid one. The speed of m.otor is to be increased to double 
for this purpose. 

Coil was disconnected from the oscillator and connected to the ground. The period 
corresponded to that of the primary with 7 tank3 on each side, no self-induction. S 2/3 
tanks, 4 turns, and 4 tanks and 9 turns. Thus 3 tanks made only a difference of S turns 
on self. box. With four tanks tuning wonderfully close, twice it was missed before finally 
located. 

(The roof of building was fixed today, cords done away with) 

Colorado Springs 
Aug. 25, 1899 

Experiments continued with extra coil on wooden frame 12 feet high, 6 feet diam., 
160 turns ·No. 10 wire. A bare copper wire was supported on top, the wire forming a circle 
not closed of about 8 feet diam. Another copper wire was supported 4 feet below and at 
a distance of about 13 feet, all around the diarneter of circle being approximately 34 feet. 
This circle (also not closed) was connected to ground. Very powerful streamers were 
produced sometimes extending the full distance between the wire circles, but still they 
showed tendency upward in spite of presence of ground circle. Often sparks would pass 
in curved paths between the two circles. During the display no sparks on arresters, small 
sparks in adjacent room from water pipe. Capacity on each side from S 2/3-1 tanks. 
Longes streamers with former value. The circle of 8 feet diam. was then taken down and 
another one about I 0 feet placed on top of coil. Streamers now showed some tendency 
to pass to grounded circle. Sparks to the latter more frequent and brilliant. No play on 
arresters and small sparks in adjacent room as before. 

One of the balls was now connected to the ground but although sparks of eleven 
feet jumped to same no sparks on arresters. The vibration was evidently slow, that pertai-
ning to extra coil and harmonics in earth wire from ball did not preponderatingly appear. 

Colorado Springs 
. 

Aug. 26, 1899 

Experiments with oscillator secondary 29 turns and extra coil last described continued. 
The alternate motor was put on 200 V with ~If-ind. coil in series, latter regulated 

so that motor could drive disk of break with twice the speed, that is 4200, the speed of 
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motor being approximately 2·100. This gave, since dislC had 20 teeth and two alternately 
4200 X 20 X 2 

·working breaks, =2800 breaks per second. 
60 
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160 t 

EXTRA COIL 
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BALL 38Cm 
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In the first trials connections were made as in sketch. The spark gap between wire 
circle on top of extra coil and ball supported was 8 feet. 

Sparks passed readily and the display on arresters was remarkable. Thick arcs joined 
the arrester contacts on both lines and jumped also through one of the choking coils. 
This was the strongest effect so far on arresters. 

A choking coil was now inserted in ground connection to see whether by lengthen-
ing the period of the earth wire the sparks on the arresters would be diminished. This 
coil was 34" diam. wound with one layer wire No. 16, thick rubber insulation (layer 10" 
high) 50 turns. This coil did not weaken the effect much probably because frequently sparks 
would jump between the turns. Otherwise it was surmised that the vibration of the secon-
dary itself with the extra coil might be responsible for most of the e.m.f. generated between 
the ground and line. Singularly, despite this strong effect as evident from arresters but 
very small sparks were drawn from water pipe in adjacent room, this seemingly indicating 
that in this experiment the earth acted as a nodal region. 

The conclusion from these first experiments as to the efficiency of the break was that 
double number of breaks decidedly better. Nor did it short circuit the transformer more 
because of the increased number, but on the contrary less as far as could be judged from 
the lamps on the supply circuit which went up as the switch was thrown in. 

It was evident, furthermore, that the large circle of wire which was before sup-
ported above the secondary and grounded, strongly interfered with the action on arresters 
because it allowed local vibration which was not effectively transferred to the ground and 
the air. 
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To decide surely whether, and to what extent the long waves were respOnsible for 
the difference of pressure evident on the plates of ar1esters, the secon · and extra coil 
were connected as in sketch. In this connection only long waves could be effectively trans-
mitted upon the ground. It would have been desirable in this and previous experiment as 
well to take off the wire circle and substitute a ball on top of the extra coil but this being 
inconvenient the circle was left. As the extra coil had now only a small initial pressure the 
e.m.f. obtainable in the spark gap was much smaller and the gap was reduced therefore 

SPARK 
GAP 

'FEET 

WIRE CIRCLE 

EXTRA COil:. 

to 4 feet at which distance sparks readily jumped. The play on arresters though weaker 
-took place nevertheless, this important result showing that waves 3 4 miles long could 
prcduce these e.m.f. sufficient to cause the sparks to pass between the plates of the ar-
resters. Now it is important to consider: is the earth a nodal region or the crest of a wave 
(that is, the region immediately adjacent to point of attachment of secondary to ground). 
If a nc dal region then the e.m.f. set up at the small distance of 60 feet separating the point 
of attachment and the ground of lightning arresters was only a small part of the total 
e.m.f. But if a crest then the e.m.f. set up and causing sparks was nearly the total e.m.f. 
prcduced by the apparatus. If a ncdal region near the point of attachment ofthe secondz.ry, 
then at a distance of about 4000 feet there must be a strong effect, but if a crest, then at 
that distance there would be no effect. This is to be decided by further observations. The 
connection was now changed to that indicated. It was thought that both vibrations would 
cooperate and prcduce a stronger effect, but it was at once evident that so long as streamers 
(which were about 10 feet) formed on top of the extra coil the effect must be smaller, 
since all energy came from the secondary and the streamers caused loss. A condenser 
ought to be used instead of a gap to make such an arrangement most economical. Al-
though owing to nodal point the length of spark in adjustable gap was small, the display 
was strong on arresters, but not nearly as strong as when the extra coil was entirely left 
off. In the 1atter case the action was very rigorous so that often fiames would form on 
arresters showing short circuit of dynamo. Also the other choking coil would break through. 
Evidently then the extra coil did not in this instance prove useful in intensifying vibration 
contemplated. 

Experiments continued: extra coil was now lowered 2 feet nearer to ground, distance 
no\v being about 4 feet from floor and 5 feet from ground. 
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Capacity 5 2/3 tanks on each side in primary. The transformer (W. Co.) works ver~ 
' 

well (22,500 volts). The lamps go up 35 40% when the arc does not break through, the 
gap being made large for this purpose, and when the arc breaks through they still rise 

,~-----~-~, 

NODAL POINT 
EXTRA COIL 

-/ 

X :> . . SECONDARY 

SPARK GAP 

slightly above normal. The gaps outside I 1/4" each approx. Inside I I /2 2 turns. Stre-
amers produced were still more powerful.being made so owing to approach of secondary. 
They would dart out to a distance of 12 feet sometimes. 

Important. Strong arcing on arresters, although no spark would pass to the ball 
used before, which was placed at a distance of about 9 feet. Could the sparks be produced 
by static induction upon wire through the air and not chiefly ~Y conduction through earth? 
To test this a coil SO turns referred to before was inserted in the ground wire of the lightning 
arresters. It was expected that it would weaken discharge across, but did not probably 
because the current was small a&d the choking action likewise for this reason . 

• LINE .. LINE 

ARRESTERS 

DO DO ODD 

SOt 200t 

,. s 

GROUND 

To see whether there is some current passing through the earth wire to the line, 
another coil was placed in inductive relation to the ground wire coil and strong sparks 
3/8" were obtained on former. Sparks, lively 3/8" approx., were also obtained from coil P. 
Note: Sparks to ball sometimes, at other times streamers would dart past the ball. The 
streamers horizontal when sudden, when switch was held longer they would waver. In 
last experiments only half of wire circle on top of spool was used. 
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Colorado Springs 
Aug. 27, 1899 

Older plans experimented with and mcdified arrangements of apparatus for wireless 
telegraphy further considered. 

These connections used to relieve the sensitive device from the strain of the battery 
after excitation. The necessity of doing this leads to the reconsideration of an old plan 
experimented with in New York which consists of placing the sensitive device between 

I 

' sb 
b 

p c 

l d 

G c a 
d 

. 

condensers in circuit so that each time only one current impulse can pass through the 
device. This is illustrated in a general way in the little diagram below. The battery 
strains the device Q through the condensers c ct but when, upon the device a becoming 
excited, the condensers are suddenly charged the current impulse caused by the charging 
automatically stops. It is then necessary to reverse the mains, or discharge the condensers 
to make the apparatus ready for a second operation. This plan allows use of very high 
pressure on the sensi:ive device which should be of great resistance. 

Plan in last diagram illustrated consists of raising, by means of inductances 111, 

condenser C and break device d, the e.m.f. of baterry B so far as needed to bring the device 
a to the point of nearly breaking down. The quantities should for a better re3ult be adjusted 
as usual. Both relay coils R R and inductances 111 are placed symmetr~cally. 

l 

R o-----....... ~-..... 
c a 

B 
G d 

R o------...,____, 
• I TO BATTERY TO BATTERY 
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Colorado Springs 
Aug. 28, 1899 

Experiments with oscillator, secondary 29 t. in series with extra coil before used 
(160 t) were continued tcday and showed the following: 

Capacity in primary being from S 2/3-8 tanks on each side, varied to obs-trve 
shifting of nodal point, play on arresters and behaviour of streamers and spark discharges. 

A half circle of bare wire on top of extra coil was left and in addition a larger half 
circle of bare copper wire (No. 14) was supported on wooden strips 4 feet below the former 
half circle. Both the bare wires were connected to the free end of an extra spool. The lower 
half circle was 9 1/2 feet away from a circle of the same bare wire which was supported on 
oscillator secondary frame and formed the terminal of the secondary. Abundant sparks 
and streanters were produced. The play on arresters was also observed at each throw 
of the switch. The rain and lightning were just beginning. Magnificent intense white light 
witnessed below Pike's Peak, something very unusual. It resembled a white hot silver 
furnace. The lightning on the mountains was very frequent and the discharges of unusual 
brilliancy. Twice a curious phenomenon was noted. Lightning striking in one part of the 
mountains from cloud to eartht there was seen in another part a few miles away from a 
high peak a lightning discharge which to all appearences came from the peak to the cloud. 
The discharge was much thicker at the root and branched out towards the sky spattering 
itself in many branches and disappearing in fine streams. The astonishing phenomenon was 
witnessed a second time and subsequently, though there was much uncertainty about 
the direction in the latter cases ; a few times a similar discharge took place from other 
peaks. Is it possible for a discharge to go from Earth to cloud? As far as the visual impres-
sion is concerned there can be no doubt. The discharge in all cases followed a preceding 
lightning discharge in another region, and apparently from cloud to earth. Perhaps it 
can be the effect of an intense vibration started by the first discharge which results in 
another discharge towards an oppositely charged cloud. The clouds were unusual in 
configuration and grouping. A large portion of the sky was quite clear. The wind at times 
was very strong. An instrument by its constant play indicated strong electrical disturbances 
through the earth, even when there was no display of lightning as far as could be seen 
or heatd. 

After some time the experiments were continued and presently it was observed that 
the USlJal sparking on the arresters was no longer to be seen when the switch was thrown in. 
The only change made was to take the upper half circle off leaving only the lower one. 
This gave a smaller streamer surface and consequently longer streamers. The display was 
fine. In order to see whether the upper half circle of bare wire was responsible for sparks 
on arresters the wire was replaced but still no result. Then it was thought that other causes 
for the sparks not appearing were responsible and everything that could have the slightest 
bearing upon this was investigated. Still nothing was arrived at. The sparks did not appear 
no matter what change was made in the adjustment of the vibratory circuits. What could 
be the cause? The only explanation at present is that the roof was rendered slightly conduc-
ting (although there was little rain in this locality) and that this produced the change. 
Important to find out. Observation: The lightning lighted two houses about two miles 
away. 
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Colorado Springs 
Aug. 29, 1899 

Experiments were made with r~iving apparatus comprising an oscillator with 
mercury break and two devices of the kind before described. The oscillator was of a later 

2000 
pattern, mercury break by 2000 rev. per minute gave x 24 800 breaks per second, 

60 
there being 24 teeth in the pulley. The condenser in the instrument was I mfd. approxi-

• 

mately. The instrument was used as a sender and the experiments were intended to test 
its efficiency as a receiving apparatus. Accordingly, the connections were made as in 
ske~ch, the method of magnifying by oscillating transformer being made use of to increase 
sensitiveness .. As far as practicable all connections and parts of instrument were used 

c R T 

Q 

• 

x=s 
d 

The connecti.:ns of p1imary circuit including b1eak 1emaining the same, only a batteryB. 
(I 4 cells dry O.K.) and sensitive device a being inserted instead of a generator. In the 
high tension secondary were connected a receiver R (relay), telephone T, battery B, and 
another similar sensitive device a 1• The motor was driven from a small direct current 
generator which in turn was driven by the alternate current motor usually employed to 
drive the break disk of the large oscillator. This apparatus was extremely effective, merely 
the addition of small capacity on a was sufficient to make the receiver respond. Evidently 
this effectiveness is due to the efficiency of the oscillating transformer and excellent working 
and high frequency of the mercury break. 

Experiments were continued for a short while with oscillator and extra coil. The 
frame of the secondary was repaired and a board for connections of the transformers put 
in place and other work took most of the day, it being late when the investigation was 
resumed. A netting of wire gauze (iron) had been placed around the opening of the roof 
to diminish danger of inflaming the building. But on the first throw of the switch the 
streamers and sparks darted against the netting a distance of about 12 feet and sparks 
were seen to go from netting on to the wooden structure of the roof. It was advisable 
to stop work and the roof was removed. Now the ball on top of the extra coil was con-
nected to the latter by a wire No. 10, 40 feet long, very heavily insulated with tape over 
the rubber covering. One turn on the outside and nearly another complete one in the inside 
were made and the end of the wire connected to the ball. The latter could not be lifted 
up and the experiment was tried with the ball in place. The streamers now appeared on 
the ball copiously when the current was turned on, their tendency being to go straight up 
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into the air.·The longest were only about 4 teet as it 'vas deemed unsafe to strain the ap .. 
• • 

paratus higher until further provisious for safe working were made. The lightning arl'.esters 
were observed but no sparll.ing. This showed that the absence of sparks was not due to 
rain or moisture as was oonduded yesterdayt since the weather was very warm and dry. 

Colorado Springs 
Aug. 30, 1899 

Experiments· were resumed with resonating coil to be used in connection with receiv-
ing apparatus. The coil was wound a week before on a drum 25 l/4" d~am. of bicycle 
hoops and a thin. rd, the idea car 'I ied out before in New York being followed to make 
the drum with cmii serve, at the: same time, as a table for instruments. The drum was 3 1 /2 
feet high, only partially wound on upper part. The wire was ordinary magnet wire No. 20, 
516 turns. The self-induction was approximately calculated from the following data: 
diameter of dram 25 1 /4'' or 64 em.; length of wound part 20" or 50.8 ~111. 

41t 1t: d 2 n2 d2 n1 642 x 5162 
L == - x x == =z ----== 0.02 henry approx. 

10 4 I I 50.8 

Takiag n approximately 50,000 per second it was close enough for· the purpose to 
assume p 300,000. 

*l'he resistance of wire being 34 ohms we had 

Lp 300,000 X 2 
R == 3400 == I 7~ fairly 

The coil was now tuned with oscillator in response to a somewhat higher note with 
small capacity on free terminal, the other being connected to the water pipe. Sparks of 
3/4" were obtained while from the water pipe alone a very minute spark, scarcely percep-
tible, could be obtained. Induction from primary being carefully eliminated, the sparks 
were still 3 /8" long and white. 

Colorado Springs 
Aug. 31, 1899 

Experiments were continued with the extra coil and secondary conditions as before. 
The ball in the center was connected again to the top of coil and elevated a little above 
the roof, the latter being opened as wide as possible. The experiments were begun in the 
afternoon while the Sun was very bright. Scarcely any streamers from the ball could be 
seen but occasionally sparks would go to the roof from the center wire leading to the ball. 
The distance was 12 feet. There was a pronounced tendency in the sparks to fiy to the roof 
which might have been due to dampness of the latter owing to rain the day before. During 
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the few trials which were cut short because of the danger threatening from tl1~· sparks, 
the lightning arresters were observed but no spark was noted. In the forenoon the mains __ .. _ 
were tested and it was found that one of them was fairly grounded which to some extent 
also made the other defective. This probably was the reason why the sparks no longer 
appeared on the arresters. 

A number of curious obServations were made during the trials with the elevated ball. 
A fty was seen to light on the top of the ball and when the switch was thrown in the insect 
disappeared evidently thrown off with great force. Another such insect alighted on the 
under part of the ball, and the current being thrown in just about at the moment when 
the fly started off, the fly was seen to fall from a distanoe of about one foot from the ball 
straight down to the floor, evidently killed in the flight. Still more curious it was to see 
a moth at a distance of fully eleven feet from ball, near to the wooden frame fall straight 
down as the switch was thrown in. The strongly electrified ball evidently exercises a strong 
attraction on a small insect which is drawn towards it every time the ball is electrified. 
This was repeatedly tried. 

An observation less amusing but more useful was that when the ball with its circuit 
were well tuned and no streamers appeared, owing to good insulation of leading cable -
-there was a decided tendency to break the jars in the primq.ry. EVidently, when there 
are no streamers the vibration is effected with lesser loss and hence there is a great rise 
of e.m.f. reacting upon the primary. This at least appears the most plausible reason for 
the phenomenon observed. 

Light to interfere decidedly with the streamers from ball and wire and it is 
also unmistakably noted that the noise of the discharge is lessened when the sunlight falls 
upon the apparatus. 

Spark gaps were established in a number of ways as by connecting both coil and 
secondary to ground and each to one of the balls and establishing a spark gap between 
the latter. 

Finally the ball was again connected as before and elevated, a point being first 
placed on top to facilitate formation of streamers. It was curious to observe that the stream-
ers were carried away horizontally, and eventually blown out by the wind. The reso-
nating action was · strong but the length of the streamers could not be estimated. 
From the leading cable the discharge would sometimes leap to a distance of at least 10 
feet. The action of the wind suggests the idea of preventing the formation of wasteful 
streamers by a current of air. 

• 
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Sept. 1 30, 1899 

The following items, partly worked out, omitted for want of time: 
• 

Sept. 9. Experiments to be made with st. waves. Exact distance measured to point 
from ground plate 1938 ft. 

Sept. 10. Completed text on ways of producing electric oscillations for wireless 
telephoning etc. by a) insulation impairment b) change of pressure c) condenser shunt. 

Sept. 30. Completed text on a) gass battery b) voltameter as detector 

From I 30, Sept. Method of increasing tnagnifying factor of res. circuits by cooling. 
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ColoradO Springs 
Sept. I, 1899 

Various ways of connecting instruments on receiving station experimented 
with and considered as to their merits: 

Diagram 1. illustrates one of the earlier dispositions involving the principle, before 
described, of exciting by means of energy stored in the condenser. This principle has proved 
itself highly effective as it secures self-excitation and great magnification of an initial 
feeble effect. In Fig. I the defect is that no initial excitation of the condenser is provided 

• 

for,· which makes it difficult to employ a sensitive device of -very high resistance which, 
for other reasons, is desirable. This fault is overcome in Fig. 2. by providing an additional 
battery B1 for charging initially the condenser and theceby exciting device a to the point 
of breaking down. Still in the latter diagram there is the inconvenience that the relay is 
traversed by a pulsating current during the time when device a is not excited. 

1. ~-

8 8 

c p c 

d l 
d 

a a 

l. 4· 

e 

s c 
l c 

L d 

d 
B 

' a 

I 
r 

Q 

R ______ ......._ _______ ._. ___ j 

The improvement illustrated in Diagram 3. d::>es away with this drawback and this 
makes it possible to adjust the relay much better. Still the relay by its self-induction is 
apt to interfere with the vibration of the tuned secondary s. This consideration led to the 
modification illustrated in Diagram 4. 
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In this case the battery was placed either near sensitive device a, as shown, or in 
. . 

series ·With the other end of secondary s and the rest of the apparatus. . . 
To work best, however, it was recognized, that: there should be no capaCity to s 

of on~the free: end of the secondary which is connected to the sensitive device, and on the 
other end of the sensitive device there should be as much capacity as practicable. Various 
other considerations finally .led to the adoption of the connection shown in Fig. S as the 
best suited so far. 

s. 

B 

l 

, 

p c 

d 

.......... 

a 

In this plan all the advantages so far aimed at are sue«ssfully realized. The secondary 
is free on one end towards device a and the potential rise can freely take place; the earth 
and air connections are both very advantageously situated; the condenser is excited exactly 
to the degree desired by adjusting resistance r. The vibration of the secondary is not sen-
sibly affected by attaching the air line and capacity C', and the current through the relay 
is made small by opposing batteries Band B1• 

Colorado Springs 
Sept. 2, 1899 

The plan of connections of the receiving apparatus, which was last described, 
was modified as shown in the present diagram. The battery B1 instead of being in 

• 

branch including resistance r was included in the other branch circuit containing the 
condenser. Furthermore the batteries B and B1 were disposed in a number of ways 
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and graduated with reference to ~h other to study the best conditions of working with . 
the plan. The device a was here chiefly strained through the induced currents in ·s._tjle 
strength of these being graduated by adjusting resista~ r. Therefore the strain by the 
batteries tbcnJsclvcs was insignificant. Now these batteries were connected either so as 

- B 

l 

• 

r 

s c 

.Cl 

to uid together in charging the cor:denser when device a was diminished in resistance, 
or they were m~de to oppose each other. In the former case a small diminution of the 
resistance of a tended to pre duce a change in the satne sense and the apparatus possessed 
the feature of self-excitation, while in the latter instanoo when device fell in resistance, 
the condenser charge was diminished and the ~xcitation ceased automatically. This secured 
small current through the sensitive device. Any condition cou!d however be readily secured 
graduating_ ... ~ batteries. 

Colorado Springs 
Sept. 3, 1899 

Experiments were resumed with oscillator the connection being as illustrated in 
d·agrant. 

The extra coil and secondary were both connected to ground and on top of each 
a ball was placed of 38 em. capacity. On extra coil, to facilitate the pumping of the spark 
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and thereby enable the balls to be placed at great distance, a wire was fastened to. the ball. 
The spark gap being about 8 feet. As both oscillator secondary and extra_~il vibrated 

&.All SPARK GAP ,~ 

SECONDARY 
OF 

OSCill. 

WIRE 

BAll 38C.m 

EXTRA 
COIL 

the same pericd but were displaced in 
phase sparks passed readily and the vibra-
tion was that due to each separately, the 
harmonics being practically prevented to 
pass to earth. 

An experimental coil was then fas-
tened to the water pipe with one end and 
the adjustment for the same period was 
made. The coi I was so placed as to exclude 
any inductive effect from the vibrating sys-
tem so that the vibration in the coil was 
due only to that transmitted through the 
water pipe. The wire on the coil was pre-
viously wound upon a drum approxi-
mately 25 1/4 inches in diameter, there 

• 

being 516 turns ef wire No. 21, res. -
45 ohms all wound in a single layer. This coil gave on the free end with induction from 
vibrating system aiding the vibration a spark of 3/4"; with the induction eliminated 
the spark was fully 3/8" long. The spark on the water pipe itself was scarcely visible, 
say I /64" long, so that the coil increased the pressure many times. 

R 
of investigating the best conditions the same wire was wound on a form 22 J /2'' diam .. , 
I " widet 1 l/2" ~eep. 18 layers were made there being 28 turns in each. The self-induction 

I . h . Lp was now near y 20 ttmes greater, and as t e resistance was the same was to be much 
R 

greater. It was feared though that the effect of distributed capacity which was largely 
increased would be detrimental to the rise of potential on the end. This proved to be the 
case so that it appears again imperative to overcome also in the receiving circuit the distri-
buted capacity. Various ways are now to be experimented upon with this object in view. 

Colorado Springs 
Sept. 4, 1899 

Experimental coil wound on frame made of bicycle hoop 25 1/4" diam., 16 layers~ 
28 turns in each, 448 turns total, self-induction about 1/2 henry. This coil was wound very 
close to study effect of distributed capacity. It was connected for purposes of tuning to 
water pipe on one end the other being left free. From free end and water pipe short wires 
were run to a spark gap .. The sparking distance was observed from free end to body of 
experimenter, next from watermain to bcdy, next between the two wires and finally with 
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body of experimenter connected to free end, the spark between the same points. As it 
was sure that the vibration of coil was too slow for the in"tpressed vibratior, of ap-
proximately SO,<X>O, wire was gradually taken off. 

Number Longest spark Longest spark Longest spark Longest spark Obser-
of turns from free end from water- between the between the ·vation 
on coil to body of main·end to two ends of two ends of 

• body of coil without coil with ca-experimenter 
ex~rimenter capacity pacity of ex-

• pcramenter 
on free end 

• I. II. III. IV. v. VI. 

448 1/8" 5{64" scarcely scarcely 
visible visible 

420 lf8"+d 5/64'' 
" '' 392 l/8"+d 5/64" , ,, 

364 3/16" 3/16'' ,, 
'' 336 3fl6"+d 3/16" small spark small brighter 

. spark 
308 1/8" 3/16" ,, . spark larger 
294 S/32" S/32" ,, livelier spark 
280 1/8'; 1/8" ,, ,, 
266 3/32" 3/32'' ,, ,, 

Indications up to present confirm detrimental effect of capacity. A coil was now 
added in series. This coil was one used often in New York and was wound on a drum 
30'' diam. There were about 150 turns total length of wire 1125 feet. To this added the 
266 turns of experimental coil giving length of 6.5 feet per turn made length 2100 feet for 
exp. coil or total 3225 feet. This was very near quarter wave length as it ought to be. Now 
results were 

I. 

266+150 
Exp. additional 

coil 

II. 

7/16" 

III. 

3/32" 

IV. v. Observ. 

3/32" 3/32" lively 

Experiments were now continued with experimental coil alone and showed 

252 1/8" 1/8" less d small small spark Observ. 

224 
196 
168 

3/32" bright 1/16" , 
1/16" 1/16" less d 
1/16" 1/16" ,, 

spark livelier The distributed 

" 
,, 

" 
,, 

practically the same. 
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capacity unmis-
takably prevents 
rise on end. 



To observe better the end of coil which was before connected to earth (or water pipe) 
was now connected to a wire run from one turn of secondary, that is from the turn which 
was nearest to earth connection of secondary. The connection was in the previous experi-

L 

WATER 

MAIN 

EXP. COIL 
r X X 

,.--J 

( } 

ADJUSTABLE SPARK GAP 

SECONDARY 

EXTRA COIL 

BALL 

SPARK 
GAP 

BALL 

l. EXP. COIL 

ADJUSTABLE SPARK GAP 

SECONDARY 

EXTRA COIL 

8All 

SPARK 
GAP 

BALL 

ments as illustrated in one, then it was changed to the connection shown in 2. Nothing 
was, in principle, changed by this connection, only a higher e.m.f. (initial) was obtained 
and the tuning was made easier. This I have found to be an excellent way to adopt in 
tuning coils. The results were as follows: 

I. 
168 

140 

112 

98 
84 

70 
56 

42 

28 

19 

II. 

3/4" 

3/4" 

5/8" 

Sf8" 
5/8" 

5/8'' 
3/4'1 

3/4" 

3/4" 

3/4" 

III. 

3/4" 

7/8" 

I" 

7/8'' 
1" 

I" 

7/8" 

1/8" 

3/4'' 

IV. 

very small 
spark 
1/16" 

stronger 

, 

'' 

'' 

much 
stronger 

5/16lively 

almost nothing 
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v. 
small spark 

livelier 
, 

,, 

,, 
,, 

, 
,, 

much 
stronger 
5/16 still 
livelier 

small spark 

Observ. 

When the wire was 
taken off down to 
19 turns there was 
no spark between 
the reds even at 
a distance of 1/64" 
but when the hand 
was approached to 
free end of coil, 
sparks would be 
drawn 3/4'' long 
and then spark 
would jump be
tween the rods. 
This obvious and 
easily explained. 



The general conclusions already arrived at before were still further confirmed by· 
these experiments. 

They. were: I) distributed capacity must be done away with at &Jlyprice; 2)the wire 
should have one quarter of wave length; 3) the last plan of tuning is the best; 4) harmonics 
appear prominently even under the conditions of these experiments (in the experimental 
coil the greatest spark between both ends of the coil was obtained when the wire was 200 

1 
feet long, this was just of the lenght of secondary); 5) it is moSt important to tune 

16 
secondary and extra coil so that they are of the same period exactly, to avoid beats. 

Colorado Springs 
Sept. s, 1899 

Experimental coil freshly wound on old drum 4ft. high. Wire No. 18 and a. I 
part of No. 20 covered with wax. 

Turns 

Plan of connections: 

EXlRA 
COIL 

SENDER 

r 

' 

467 No. 18 
49 No. 20 

"""" 

6 

SECOND ARY 

Total 
516 

EXP. 
COIL 

... •., 

RECE,YER 

· . 

ADJUSTABLE 
SPARK GAP 

. , 
"" ~· ' TO 1. 2 OR. lr.~ 

TURN OF SECONDARY. 

'lbe lX)it:bad nearly 1/4 wave length and the response was at onc;e good, a 6" spark 
being obtained from the free end, also between both ends of coil. The spark would have 
been probably longer but this was the limit to which the gap could be adjusted. 

Measuring carefully the spark length to body of experimenter it was found that 
from the oscillator ·end (connection being made to 3d turn) the spark was 1 1/8" long, 
while from the free end of the coil the spark was 5" long giving more than 4 times the 
former value. 

As it was thought that the bcdy of experimenter was of too large a capacity and 
affected therefore the vibration of the expeTimental coil diminishing the potential, 
while it did not sensibly affect the powerful oscillator a ball was fastened to an insulating 

12 177 



stand and spark length tried in this way. With a ball of 4'' diam. the spark from the oscil· 
• 

lator end was l/2" while from the free end of the exp. coil it was 4''. A still sm~ller ca-.. 
pacity was now used in the belief that perhaps the 4" ball was too large but the · ments 
showed a contrary result. It was thought that the wave length being estimated from that 
of the oscillator and extra coil must be longer than that ofthe wire on experimental coil. 
11Us· led to consideration of cel'tain advantages of long waves allowing a great length of 
wire to be wound up on the experimentalcoil, this ince1tain instances overbalancing the 
advantages of the larger magnifying factor which the short waves offer. 

The connection wats now made to the second and then again to the first turn of 
oscillator secondary and} as even in this case the effects were inconveniently strong, con-
nection was made to the water pipe to diminish impressed e.m.f. But even now the stream-
ers would go over the spark gap. Several balls were now experimented with. Results 
were as follows: 

Turns exp. 
coil 

516 
516 
516 
516 

Spark from 
oscill. end 

3/8" 
1/8" 
3/16" 
5 /16'' 

Spark from 
free end 

l 1/2" 
3/8" 
9/16'' 

15/16'' 

Spark between 
terminals 

3 3/8" • 

5/8" ~ . 
I 1/2" 
1 7/8" 

Ball 
diam. 

no ball 
18" 
8'' 
S" 

It was now important to get an idea of the gnifying ratio and the spark was tried 
on the water pipe and on the free end of coil and the lengths compared. On the water pipe 
it was 1/64'' and on the free end 1 l/2''. This was fair but the coil was not yet quite well 
tuned. Completing the adjustment with more care the spark on the pipe was found 1/100'' 
and on the free end ofthe coil2". This was quite satisfactory but not the best by far. 

Further efforts to tune still more closely resulted in prcducing a spark between rods 
2 1/4'' and with the capacity of the experimenter onfree rod, the same being disconnected 
from everything, 3 3/4". The capacity in the primary oscillating circuit was now S tanks 
on each side and the self-ind. box 7 turns in. This capacity did not secure the best vibration 
of the sender which was a little slower but was suitable for the coil and no further attempt 
was made to tune still more advantageously by winding up more tu1 ns on the experimental 
coil. An important fact not to be forgotten is that the experimental coil responded without 
any spark passing between the oscillator balls. Obviously it was seen that, although the 
expetimental coil during the tuning was placed so as to avoid induction of the primary 
system, the same still existed to some extent. To ascertain how much induced e.m.f. was 
set up spark was first tried between the terminals of the coil without ground connection 
and the spark obtained was about 1/64". Now the coil was reversed so that the induced 
e.m.f. was against the directly communicated e.m.f. through the water pipe and it was 
found still that a spark of l" between the rods was obtained. The same would have been 
probably longer had it not been for the fact that the end of the coil was inftuenced by the 
metal of the sink which was near. As this could not be helped the effect could only be ap-
proximately estimated. All this showed that the induced c.m.f. from the primary system 
was not to any cons:derable degree responsible for the rise of pressure on free end of 
experimental coil .. 
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The coil ~experimented 'vith) was now taken outside the building and one end con-
to a water pipe running across the field. At a distance of 250 feet from sh6p or 

• 

rather from the connection of secondary to ground a spark between the reds 1/4'' long 
was obtained and when the body of the experimenter was connected to the insulated 
sparkrod the spark was 1". At a distance of 400 feet the spark without capacity was still 
1/8" and with capacity of experimenter 1/2" although at ono place the pipe was buried 
for 30 feet in the ground. Strong shocks were obtained at that distance before the point 
of connection. 

t 

SENS. 
DEY. 

TUNED 
COIL 

s 
SECOND: 
OF INO. 
COIL 

d 

p 

- BATlERY 

EARTH 

BREAK 

CO NO. 

BATfERY 

The experiments having shown the effects of distributed capacity to be 
very h111 tft•l if not fatal to success with tuned coils, for convenience a winding was adopted 
to give very capacitY. 8.1ld thus the greatest possible length of wire and highest po
tential onthe~·free end without lillY capacity. Capacity on the end was not needed since 
the end is to a sensitive device practically without capacity. Since it was 

to get the greatest possible rise of pressure on this device, it was much better to 
tune for a condition without capacity on the free end, for any capacity would cause dimi-
nution of since the amount of energy was fixed. But wound in this way the tuned 
coil was not quite suitable to serve at the same time as of the induction coil and, 
to utilize older apparatus, finally the connection shown in diagra1n on the left was adopted, 
which was found to be best. 
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Colorado Springs 
Sept. 6, 1899 

Experimental coil for receiving apparatus with short waves. These were produced 
in the following manner: the extra coil, repeatedly described, was connected in series with 
the secondary of oscillator, both being first tuned to the same period so that there was 
a nodal point on the place of connection. The tension on extra .coil terminal ( a ball of 
38 em. capacity) was over 3 million volts, as was evident from streamers from ball. At 
a distance from the extra coil (8 feet) another ball 38 em .. capacity was supported, and this 
ball was joined by a heavy cable 400,000 circular mills section to the ground. The alble 

BAll ON TOP r 
38C.m. 

l 
COIL ""· 

.. • 

SECONDARY 

SMAL~ 
BALL 

\ 

TH:CK CABLE 

was 120 feet long and was not straight but made 
3 small turns about 4 feet diam. The rest was 
practically straight. As the ball connected to the 

BALL W 
1sc.m, thick cable co d not be elevated as high as the 

other ball of equal size on top of the extra coil a 
spark-gap was established as indicated in sketch. A 
small ball was joined to the cable leading up this 
ball being placed at about tlie height of the large 
ball connected to the thick cable. In estimating the 
vibration of the system comprising the large ball 
and thick cable leading to ground it was 
for the present that the large cable was straight 
and self-induction calculated on this basis would, 
of course, give a smaller value, but this was thought 

sufficient to give the first idea as to bow much wire should be placed on receiving 
coil. Assuming the cable straight we have 

2 I 240 ft 731 5 em. approx. 
r 0.64 

21 
approx.- 11~600 , 

21 IQg. . =- 9.6 
r 

n=3xl06 

Ls 21 
2l . 

lo~ . 0.75 
r 

These figures gave approx. 
66t000 em. Ls 

From this 

2n: 
T= 1000 

38 66 
9 X 105 X 106 

T = 1 
approx 3 X 1 06 

Now A would be 186,0JO : 3 x 106 0.062 miles or 3273 feet. 
A. 3280 

Say = --=820 feet. 
4 4 

This wire is to be wound on a drum 10" diam. Therefore, we want 328 turns at least. 
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Colorado Springs 
Sept. 7, 1899 

A new experimental coil wound with 400 turns on same drum 10" d:am. 
· 66" long. 

The coil when attached to a. water pipe gave on free end spark 5/8". To test whether 
the wave length is greater 72 turns were added and sparks were decidedly stronger. But 
adding 50 more turns the effect was weaker. The self-induction was now calculated to get 
a better idea of the probable wave length and L was 2,000,000 em. approx. As with this L 
the capacity would have to be extremely stnall, far less than the coil evidently had, it was .. 
safe to proceed in taking wire off. Gradually shortening the wire increased the spark length 
until at 405 turns and a capacity of 15 sq. inches tinfoil the longest spark was obtained 
about 1". Calculating from wire length A/4 was 1010 feet approx. giving n 245,500 per 
sec. approx. 

As there was a possibility of confounding the true vibration with a harmonic, wire 
·in definite lengths was taken off. With 270 turns and small capacity on end the effect was 
still good. From that point on the diminution was steady. 

The wire No. 10 was now taken off and wire No. 18 wound in place to study the 
effect of diminished resistance. New exp. coil wound on drum 10'' diam. used before. 
It was estimated that for the vibrating system before described, comprising ball 38 em. 
capacity and 120 feet cable 400,000 c. mills, about 20 turns would be needed. There 
was wire enough for 495 turns. The spark was taken to the bcdy of the experimenter, 

COIL 
INSULATING 

"' r:._ 
' v v r METAL 

I l ./ 

• • RULE • 
I • • 

l • 
I • 

I I. 4 

I I ' 
I I • SPARK J 

I GAP 
I 
J 

J 

GROUND TIN FOIL 

the length being at once read off by a simple arrangement comprising a small rule of 
insulating ~~~rial and a metal strip, the position of which was adjustable relative to end 

. . 
of the insulating rule. The metal strip was held in hand and the end of the insulating rule 
was maintained almost in touch with the wire forming the free terminal of the coil which· 
was carefully placed in the proper position such that there was no induced e.m.f .. from the 
primary but only through the grout:d connection cou!d the coil be excited. The con-
nection of coil and manner of reading off spark-length is indicated in the above diagram. 
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Results: 

Turns 

495 
470 
460 

450 
440 

. . 

435 

430 
425 
420 
415 
410 

405 

Spark to body 
of experimenter 

3/8" 
1/1611 

7/16+1/64 
7 /16+1/32 
9/16 
9/16 

almost 11/16" -
3/4" 
3/4" full 
7/8" 
1" 
1 3/1611 

Spark to body of exp. with small 
capacity attached to end of wire 

much less 
,, 
,, 
,, 

1/2'' 

1/2" 
l/2" 
1/2" 
1/2'' 
1/l" .. . 

9/16" 
5/8" 

With 405 turns the limit was nearly approached. With 400 turns the spark without 
capacity was 1 1/4" and with tinfoil on wire S /8"; with 395 turns the former was I 1/4" 
the latter 5/8" and with 390 the same also, with 385 practically the satnc. The system still 
needed a stnall capacity for when a hand was held at a distance of about a foot a spark 
of 1 3 /8" could be obtained. 

These data give wave length. 

Colorado Springs 
Sept. 8, 1899 

In some previous experiments coils were used wound on a drum 1 0" diaan. but the 
inductances were not measured as the changes were made too often. The following data 
of a new coil built for similar purposes will be useful in connection with the preceding 
experiments. 

The coil was wound on a new drum 10 S/16" diam. and 41 1/4" length. There were 
SSO turns of No. 18 wax-covered wire. 
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Data for calculating inductance 

diameter of coil d 10 S/16" 10.3125" 26.19 em. 

S n tP 0.1854x685.9 538.1 cm.sq. 
4 N 550 

I 41.2511 104 77 . em. N 2 .. 302,500 

L- 41t N'l s .... 12.5664 X 302,500 X 538.7-12.5664 X 302 500 X 5.14 
I 104.77 ' 

L 19,538,800 em. or 0.019539 approx. 

following readings to measure the inductance were taken: 

E 
117 

From these data 

I 
6.2 880 

E 117 
- == = 19 approx. 
I 6.2 . 

L 
y'269.11 16.41 

z= 880 z::: 880 or 

L 0.01865 = 18,650,000 Clll. 

• 

Colorado Springs 

R 
9.586 

average of three readings 
practically the same. 

E 
2 

== 361 
I 

I 

• 

• 

Sept. 11, 1899 

Experime~s were continued with apparatus before described and the effects outside 
at a distanee investigated, the chief object being to establish nodal points on earth's sur-
face. The transmitting apparatus was one giving more rapid vibrations and was improvised 
as indicated in the left sketch. 

The apparatus for investigation comprised the ten'' drum, before referred to, 
wound with 395 turns wire No. 18 B. & S. and to increase magnifying factor another 
layer was wound on top, thus doubling the It was found that the scheme of double 
windings is not a good one because the e.m.f. in both wires are apt to be unequal and it is 
more difficult to make adjustment. The connections of apparatus were as indicated in 
the right sketch. 
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The secondary of the induction coil was connected between the two legs of tlie receiv-
er, this being convenient for eventually reversing. A high self:..inductJon L was ·provided 
to give initial excitation but the apparatus worked also without it. The batteries B and B' 
were connected both in the way and op-
posite, the former giving best results. The tests 
showed that 'Yithout any capacity or wire I 
the disturbances were recorded about one 
mile away; only the ground connection was 
essential as the waves were still fairly long, 
about 4000 feet (approx.) 
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• 

a 

R 

R 
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I 

d 

Sept. 12, 1899 

c 

Experiments were again resumed after some changes for the better had been made. 
The. ~ndary was reduced to 26 turns and the adjustment was so made that but little 

. 

self-induction remained in the self-ind. box and all tanks were used. The best condition 
was obtained with 8 tanks on each side and self-ind. on sixth turn. The extra coil was now 
adjusted to the same vibration. As with the ball lifted up the vibration was somewhat too 
slow for the secondary, the ball was lowered to about half the height when resonance was 
secured with nearly the same capacity and self-induction in primary circuit as corresponded 
to the vibration of the secondary. Although the agreement was not quite close, the effects 
were remarkable. The streamers went from ball 38 em. capacity on top as freely a~ though 
it were a small one~ this showing that the e.m.f. was far in excess, possibly many times 
the 3 million volts which theoretically are necessary to produce streamers from a ball 
of this radius of curvature. 
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Colorado Springs 

Sept. 13, 1899 

On Westinghouse Transformer the following change was made. The wire was cut 
in the middle and the two parts connected as shown in diagram: the end of the first half 
was connected to the tank which as before remained connected to the ground. The second 
half was left intact. This mode of connecting afforded the advantage of connecting the 
two parts in multiple arc for 22,500 volts or 
30,000 volts thus providing double current 
capacity. This was recognized as necessary 
as the one half previously used did not load 
the jars quite fast enough as was evident from 
the measurement and calculation of constants. 
When the parts are used in multiple arc the 
connection is as illustrated by - - - - - - -
lines. When the old connection was desirable 
the dotted connections were taken off and 
the connection indicated by · • • • line. 

A further change was made tcday by 
substituting for the 511 pulley on the alternat-

ing motor another pulley of 6". This gives now 

t 

INSULATED TERMINALS 

2 

--------~---~~ 

• 
• 

6 2100x40 
2 

X 
60 

=4200 breaks per sec. The 

tests showed best results with secondary of oscillator, 8 tanks on each side self-ind., 
6 turns in. Strcatners were all along on the top wire which was raised today, very strong, 
more so than before. 

Colorado Springs 
Sept. 14, 1899 

Experiments continued with the object of completing adjustments of secondary 
and extra coil with ball elevated to the highest position. 

It was found that the capacity necessary in primary for resonance with extra coil 
was increased 25% when ball was lifted about half way. This gave the basis for the calcu· 
lation showing that about 10 turns from the extra coil had to be taken off to give the 
same vibration with ball elevated to top position. All in all nearly eleven turns were taken 
off and it was found that the vibration came out very closely as estimated. The resonance 
of secondary was obtained with all jars or tanks (8 on each side) and 6 turns self-induction, 
while resonance of extra coil with ball elevated took place with all tanks likewise and 
4 turns self-induction. The coil was still a little faster than the secondary. When both were 
connected in series the effects were rnagnificient, streamers up to 12 feet from the ball. 
To get best effect a middle value of self-induction had to be inserted, but although with 
this number of turns (about 4) both the secondary and extra coil were weakened individually, 
their joint effect was much stronger. This showed importance of very close tuning. 
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Colorado Springs 
Sept. 15, l-899 

As it was impracticable in the form of apparatus used in some of these experiments. 
to insulate the sensitive devi~ from the break, a number of arrangements were adopted 

I. 

::> 
KJ SVHCf"lft. --. 
bC01l ,_ l 

{ '::> ( 

x:::> S YNCHRONIZEO 
COil 

le 
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R 
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d 
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I 
' l 
t 
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a, ' r J 
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I 

i 
I 
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I 

to dispense with this necessity. Some 
are illustrated below: 

These diagrams are self -explana-
tory. In all of them both the secon-
dary coil and synchronized coil have 
their ends free for the purpose of ena-
bling great size of pressure. This has 
been found a great advantage as has 
also the construction of a resonating 
coil in which distributed capacity is 
reduced to minimum. 

:>L 
::.'>ADJUS1EO 
.·:> 
:::> 

a 

I . 

cl 
• 

c 

In some of the above arrangements the secondary coil was dispensed with and a part 
of the synchronized coil utilised to give initial excitation. It was found in these experiments 
that the primary must be for the best results always on the side near the ground connection 
as otherwise the influence of the primary is detrimental to a great rise. In one instance 
results were remarkably good with ratio of transformation 1 : 250, that is two turns of 
primary and 500 turns in synchr. coil. 
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Colorado Springs 
Sept. 16, 1899 

Further experimentation led to adopting one of the two arrangements illustrated 
acoording to whether an independent induction coil was used or not. The induction coil 
secures the advantage that the synchronized coil need not be touched and the apparatus 
is made suitable for any coil. On the other hand to use the synchronized coil itself has 
the chief advantage of having the coil entirely open. This latter advantage is secured to 
a large extent also when an independent induction coil is used, as in following diagram (1): 

• 

The lettering is as in previous diagrams. A small condenser C1 ts connected to secondary 
to allow easy passage to the high frequency currents from the ground through the synchro-
nized coil to the sensitive device and wire or capacity in the air .. 

Diagram two shows manner of connecting when the synchronized coil itself is used 
as the secondary of the induction coil. In this case the primary consisting from I S turns 
or so is placed near the around and the tuning is effected with all apparatus mounted 
together except sensitive device. 

l. 

shown). 

This seems best so far judging from tests. 

l 
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AIR 
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: Another battery is sometimes placed in synchr. coil circuit (this is not 
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Colcrado Springs 
Sept. 17, .1899 

To suit the two boxes which were made some time ago for the reception of there-
ceiving instruments in easily portable form a number of connections were adopted. These 
boxes are 9" wide, 14" long and 10" high overall. In the lower part was placed the induction 
coil, batteries, condenser, resistances and cell. A board was provided to close up this part 
and on the board was mounted: sensitive relay, clockwork driving break and sensitive 
device, also a special circuit interrupting device. These boxes were merely made for the 

1. 

BOX lOOKED fRO:.-. TOP 
WItH COVER OPEN 

PRI~ . P 0 

BATT. B o 

BATTERY 
WIRF 0 

0 
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RELAY _____ __. 
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2. 

WlR[ 
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-SER 
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o SE: . 
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)C>l 
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B 
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B 
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investigation outside and such use. The synchronized coil was wound in one instance· 
around a druni 10" in diam. and about 4 feet high from the ground and carrying on top 
a board for placing the box with the instruments and supporting a light rod for air-or 
capacity wire. In another form of apparatus the synchronized coil was wound on drum of 
2 foot diam. and 18" high, which was supported on a tripod of photographic outfit . 

• 

These two connections illustrated in Diagrams .1. and 2. were found best suit~!~ 

The small condenser around secondary s comprised only a few sheets of m•ca n ··· · 
sufficient to let the currents of a frequency of 50,000 per sec. pass through ea~ .. , 

Colorado Springs 
Sept. 18, 1899 

Experiments were resumed with all transformers in place, high s . break and 
connection in multiple arc of West. Transformer. The object was to further te-s-t the inten-
sity of the vibrations produced particularly without spark. The connection was as in 
diagram. It was though that in this arrangement, which was dwelt upon before, the distur-
bances were produced more economically than when using a spark discharge. The experi-

)< ~SECONDARY 

EXTRA COIL 

BALL 
' .I 38 C.m. 

r---.,___J ELEVAtED 
MAXIMUM 
HfJGHT 

BAL~S 

r~,===:=l..---=7r;:;::;:v"'77 Ja· D lAM. 

\.. .) 

PLATE ZINC 

• 

I t 

ments fully confirm this. In the tests the capacity of the two balls of 18" diam. did not 
very rrmterially derange the adjustment and period of the circuit. This is to be expected; 
as for the secondary the capacity was far too small and on the other hand the independent 
vibration of the extra coil could not be materially interfered with since the condenser 
formed by the two balls and zinc plate allowed free passage of currents to earth. Now. 
the important thing was to decide whether it is better to make length of extra coil one 
half or one quarter of wave as before. This to be thoroughly investigated. The working 
was excellent with 1/4 wave length. 
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Colorado Springs 
Sept. · 19, 1-899 

. 

Various arrangements with oscillator and extra coil for production of most powerful 
disturbances. 

All of these arrangements have been experimented with and described before, and 
so far the plan illustrated in Diagram 4. seems to be best. In Fig. I. the extra coil is merely 
a means o( increasing pressure on the end. In Figs. 2. and 3 .. the vibrations through the 

I 

t 

2. 

] . 

·SECONDARY EXTRA COIL 

SECOMOARY 

SPARK GAP 

sec. 

SIMPlE SPARK GAP 

SEC. E. COil 

CONDENSER 

AIR 
CAP. 

ground are intensified by the extra coil working directly on the ground either through 
a gap with capacity or without same. In all cases it has been found important to have 
the two systems vibrate in synchronism. The same considerations apply to Diagrams 
4, 5 and 6. The plan in Fig. 4. being found best, the question is what is the best length to 
give to the wires. 
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With and extra coil having one quarter of a wave length the action 
on the condenser is not most intense. With the extra coil 1/2 wave length and the secondary 

5. 

sec. 

AIR CAPACtTIES 

SPARK 
GAP 

E. COIL 

6. 

SECONDARY 
• 

EXTR.t) 
COIL 

• 

1/4, they both cooperate on the condenser producing on the ball a much greater pressure. 
This appears the best relation in Fig. 4. In Fig. S. and 6. it is found best to make extra 
coil 3/4 wave length and the secondary 1/4 for obvious reasons. 

Colorado Springs 
Sept. 20, 1899 

Consider a form of oscillator of great simplicity particularly adapted for telegraphy 
similar to type exhibited before Am. Ac. of Science. A coil of high self-induction is con-
nected in series with a condenser and across the condenser is placed a break generally 
in series with the primary of the coil. Very sudden discharges are produced when using a 
fine stream of electrolyte or mercury to effect shortcircuit. The stream is broken by con-
denser current. The plan followed for some time was to produce the stream automatically 
by a magnet worked by a key. The connections are shcematically indicated in the diagram. 

l 
d 

p s 

The question is to get the proper capacity of condenser, the amount of self-induction and 
other particulars. The secondary of the oscillator may be connected as shown to the ground 
and elevated object of capacity or else a spark gap may be used. 
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• 

If R be the resistance of charging coil and L the self-induction and E the e.m.f'. of 
• . E 

the generator the maximum current that could ftow through the coil would be , but as 
R 

E 
the stream has a resistance r the maximum current will be I R • The moment of the 

+r 
l 

coil will be / 2 L. The condenser will be able to store each time an amount of energy 
2 

£2 C l £2 C . . t- C I I 2 I 
= and we must have LJ2 • Thts gtves 10r va ue C L but -

2 2 2 E E 

--
1 

hence C L . Now to obtain frequency of break we should calculate the 
R+r (R+r)Z 

time sufficient to evaporate a portion of the liquid column. This we can find easily from 
dimensions of column and its resistance, specific heat and the amount of energy which is 
passed through it. 

Colorado. Springs 
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(This to be followed out.) 

Sept. 21, 1899 

Proposed structure to elevate terminal to 
a height of 140 feet from ground. 

On a telegraph post very strong and reach-
ing nearly to the roof of the building is to be 
placed a cap consisting of a pipe 10" diam., 

• 

about 2 feet long with a coupling for a 6'' pipe. 
The cap will widen out at the bottom so as to 
keep the wood safe against the streamers. 

The pipes come in lengths of 20 feet. This 
will give roughly 120 feet of pipe plus cap and 
timber, at least 20 feet, all in all 140 feet. 

The approximate area of pipe above the 
roof will be: 1tX20x 12(6+5+4+3+3+ 
+ 2) 17,332 sq. inches or 120 sq. feet. The 
ball having nearly 20 sq. feet. We shall have 
140 sq. feet+cap. There may be possibly ISO sq. 
feet with all joints. The electrostatic capacity 
will reduce turns on coil to probably less than 
one half . 

The wind pressure will be considerable 
but except for an unusually strong wind it will 
be fairly safe. 
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Colorado Springs 
Sept. 22, 1899 

The construction of new secondary for oscillator was begun this morning. The plan 
of tapering coil before used was abandoned as it was decided to obtain effects by the 
extra coil, this making it desirable to obtain better energy transfer from primary to se-
condary and if possible increased impressed e.m.f. 
on extra coil. The mutual induction will be much 
better and the oscillator more efficient . 

• 

The diameter of the new coil is to be exactly 
15 meters inside of wire or about 49.25 feet. Two 

. . 

turns of primary are to be used as before, generally 
connected in multiple. Provision is made for 48 
turns of secondary. Twenty two of the new turns 
will be equivalent to the 25 turns used last on taper-
ing frame. The frame is being built up as in 
sketch. The primary aLbles separated by pieces 
I 1/8" thick. The secondary wire No. 10 used 
before to be wound in grooves provided in mould-
ings as shown. Two groovers were provided in 
each moulding this making the work simplest. 
Space was provided for two wires in each groove 
as it might be found later necessary to double 
copper. Primary and secondary are to have same 
amount. 

Colorado Springs 
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Sept. 23, 1899 

For best results the copper masses in primary and secondary of reconstructed oscil-
lator should be equal. 

There are two primary cables generally connected in multiple arc. These cables 
each have 31 wires No. 9 B. & S. The area in mills from table of wire No. 9 is 13,090, the 
total section _Q.f. 9ne cable being therefore 

or 

ll 

• • 

484,330 X 0.0005067 
2421650 

2905980 
3390310 

2454100110 

13,090 X 37 

39270 
91630 

484,330 

=245.41 mm. square 
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Taking one wire in each groove (No. 10 B. & S.) we have for 48 turns 10.380 mills 
being the section of wire No. 10 total section reduced to one turn 

10380x48 
41520 

83040 
=498,240 c. mills or 

498,240 X 0.0005067 
2491200 

498240 

2989440 252.46 mm. square. That is very nearly the section of primary cables. 
3487680 

2524582080 

Therefore, if two primary cables are used there should be two wires in each groove 
of the secondary as provided for. The total section of primary will then be 490.82 sq. mm. 
and of secondary reduced to one turn: 504.92 sq. mm., but as thC? wir$·is slightly stretched 
the sections or masses respectively will be more equal. · 

Colorado Springs 
Sept. 24, 1899 

Note relative to Westinghouse Transformer. 

The iron core is of dimensions indicated in sketch. The insulation from core 1'' 
thick blocks of wood. Insulation between fibre paper about 1/2" thick. 

There are three primary coi Is and 4 secondary 
coils. For a transformation to 60,000 volts a part 
of primary is left out. Best way of working is to 
u~.~ . sJllaller transformation ratio to 45,000 approx. 

• 

The secondary coils are connected up alter-
natively, that is, beginning with the first on the 
left, then to third, then to second and from there 
to the fourth coil. 
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The transformer gives every evidence of hav- . __ l 
ing a high efficiency. The leakage current is remar-

' 

' I 
.. ' ,, ---., 

... _____ ___ 

kably small for so large a machine. The alternate connection and disposition of coils is 
evidently to reduce stray field and also for convenience to enable use of similarly wound 
coils, that is, coils wound on one form. 

The tests of mineral seal oil 300° show it to be oil of excellent quality penetrative, 
of high flashing point and good insulating properties. 
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Colorado Springs 
Sept. 25, 1899. 

Measurement of self-induction of primary of oscillator and regulating self-in. coil. 

Conductor measured 

2 primary turns 
~ primary turns 
1 primary turn 
Self-in. coil 
Self-in. coil 

Current 

33.2 
58.9 
58.9 
33.2 
58.9 

Readings: 

Voltage across 
conductor 

6.4 
II. 7 
5.85 
2.5 
4.45 

p 

Computed from revolutions 
of synchronous single · 
phase motor speed 35 per 
sec. 8 pole motor gives 
n 140 
p 880 

. 

Of the above reading~ the one showing 58.9 amp .. was taken repeatedly and is very 
• 

probably closer than the other reading with smaller current. Taking this as the.basis I find, 
neglecting resistance of both primaries and self-in. coil being very small L2P. of two pri-

• maries: 

E x 1 Q9 = 11. 7 x I Q9 = 225,7 30 em. 
lp 58.9x880 

L of one primary will be Lp 56,432 approx. as the coils are practically one. 

Ex 109 445 
Lt:= = x225,730=85,855cm. approx. 

lx 880 I 170 

As there are 24 turns we may take as a rough approximation when quickly computing: 
3600 em. per turn when there are a considerable number in. 

Colorado Springs 
Sept. 26, 1899 

Following method. for determining period of vibration, inductances and capacities 
is simple and convenient. The vibrating system is formed by a continuously variable and - .... -··- .., . . 
exactly determinable inductance and a capacity standard, or by an inductance standard 
and continuously adjustable condenser or by a system in which both these elements are 
continuously adjustable and can be exactly deter~ined in one way or another. This system 
is then excited by a primary vibrating system in· a convenient manner and one or both 
of the elements of the excited system is varied until resonance is obtained. This gives the 
period of the primary system and if in this only one more element is known all the others 
can be easily determined. The excitation is conveniently secured and graduated by con-
necting the wire leading to the system to be excited to the ground through an adjustable 
spark gap, which is generally very small. This method was applied to determir.1ng the 
period of the primary system used in these experiments in the following manner: a standard 
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~e1f-inductior. coil m4lde long ago and used in experiments in N.Y. about 1560 turns wound 
on a drum 3 1 /2" diam. was shunted by the adjustable condenser, also frequently used 
and consisting of two brass plates 20" diam., and this system was connected to one of 
the terminals of the Westinghouse transformer as illustrated in diagram below. By varying 
the length of spark at b the degree of excitation was varied to any value desired, the spark 
at ex serving to determine maximum rise of potential on terminals of excited system. 

STANDARD SELFlND. RIM. 
ONO. ,-------.... 

ADJUST ABLE CONDENSER 

. d 
SECONDARY 

PRIM . ...___,COHO. 
W. TRANS. 

~---d.----
ANALYZING GAP 

SMALL b 
GAP 

GROUND 

Particulars.-- L 0.0176 H .. Res. of coil- .. 59.457 ohms, drum 3 1/2", turns 1560 approx. 
Readings in one case: 
Capacity in primary total 
144 bottles 0,1526 mfd. 

Inductance primary 
0.000025 H 

2 7t 1225 
Tapprox = ·- y'0.000025 X 0.1526 = --

103 108 

Resonance was obtained with the plates nearly 0.8 em .. apart, the period of excited system 
being slightly slower. 

Colorado Springs 

A 2027 
C = = = approx. 200 em. 
~~ 47td 4xx0.8 

1230 
T5 approx. == --

108 

Sept. 27, 1899 

Determination of inductance of coil used in series with extra coil when no ball was 
used on latter, with old secondary .. 

160 turns No. 10 B. & S. wire rubber-covered Habirshaw, drum 2 feet diam. · 
60.96 em. Length·- 42.5'' 107.95 em. 

First measurement average of readings: 

I 5~9 E 38 .. 25 R 1 .. 054 (t) 880 

E = 6.483 = y'(l.054}2 + (880 L)2 

I 
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.J6.4832 -- 1.0542 6.4 
L == 880 == 880 = 0.00728 H or 7,280,000 em. 

Second measurement average of readings: 

I 6.11 E 43.25 R 1.054 (J) 880 

E 6.39 from this L-.. 0.00716 H or 7,160,000 em. 

This variation probably due to change in (J) and it is probably safest to take average 

0.00716 
0.00728 

or. 0.00722 H 
7,220,000 em. 

The calculated value from above dimensions is: 

as best 
values. 

L = 
4 

1t N
2 

S = 4 
1t x 25•600 x 2919 

= 8, 700,000 em. or 0.008 7 henry 
I 107.95 

N 2 == 25,600 

S= 7t 60.962 =2919 em. sq. 
4 

The difference must be due to the internal capacity of the coil or possibly inexactness of 
the dimensions above. 

Colorado Springs 
Sept. 28, 1899 

One of the difficulties in telegraphy and a drawback in practical introduction is the 
elevated terminal of capacity as proposed by me. It is difficult to elevate a structure to 
the desired height and keep the same insulated from the ground and with very powerful 
vibrations, as here produced even an insulated wire leading up offers difficulties because 
of streamers which reduce the force and the effect at a distance. 

I propose to overcome this by the following plan. A structure is to be elevated from 
the ground up to the desired height and an insulated wire from the oscillator is to be brought 
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up to a point on the structure and connected to same or else brought into proximity, as 
for instance when a spark is used. This point should now be so located that there is at the 

. --

same moment, say, a position maximum on top and a negative on the bottom or ground, 
that is the top and bottom should be one half of the wave apart or a multiple thereof. 

When secondary is grounded as usual it will probably be advantageous to make the 
wave length in both systems so that they work in unison on the ground . 

• 

Colorado Springs 

Sept. 29, 1899 

Various advantageous arrangements of oscillating circuits for producing 
disturbances in the natural media. 

The object of these arrangements is to produce especially in conjunction with an 
"extra coil", as before explained, disturbances in the most effective and economical man-
ner. In such a coil the e.m.f. is raised to an extremely high value by the 'cmagnifying ratio''. 
The arrangements furthermore contemplate doing away with the spark which consumes 

' 

energy, although in many respects it possesses advantages giving, in particular, a very 
high rate of ebergy delivery. In the diagrams three such arrangements which have been 
experimented with are illustrated. 

f. c c c 
3.' '1. 

)0. 

p 

-
s c 

e 

//-'/"l.>;n?.: '.>'77/)77 ~ . . . . .. . . , ..,. 7h·. ,' .• $ , :;z ?7 ,. "' ,. . . . ,· / 

E E 

In Fig. 1. the form of connection is shown most frequently experimented with here. 
The primar:=: T' energizes secondary s shunted by condenser c, the secondary exciting extra 
coils e e with their capacities e C1 at the free terminals, one of which, C1, is at some dis-
tance from the ground or groundplate E forming a condenser with same. All the three 
systems, primary, secondary and cxtr~ coil have the same period of vibration. Fig. 2. il-
lustrates a simplified way; in this instance the extra coils are partially influenced by in-
duction from the primary p. In Fig. 3. again the extra coil e may be only electrically or 
also inductively excited. ·rhe upper terminal is here a very large capacity as the roof 
of a building and the terminal of high potential is C1 • 

This seen1s to be very effective. 
. . 
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Oct. 1 31, 1899 

Following items partly completed omitted for want of time: 
Oct. 5. More complete description of photographs taken. 

page 5 
Oct. 14, 22, 23 , 25 and 29 corrected results deduced from experi-

page 6 
mental data recorded. 

Patent matters nearly completed: 

a) Method securing excessive e.m.f. momenta. 
b) Various ways of avoiding use of elevated terminal in power transmission etc. 
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Colorado Springs 

Oct. I, 1899 

The new secondary was wound with 22 turns in all. The last turn was placed on top 
on porcelain insulators to prevent injury to the wood and breaking through on the last 
turn where danger greatest. It was evident that the coil could not stand the strain as there 
was only I" between the turns. But the winding was tried for trial. The total length of coil 
was now disregarding the last turn which was on top of frame 27" approx. Now the 
length of the old coil was 63" (last turn excepted). Therefore, if the turns would have been 
of the sarr'e area the self-induction of the new coil would have been increased by a ratio 

of 
63 

because of length and diminished by a ratiO of 
21 2

because of turns. ·Now the aver-
27 25 ' 

age turn of the old coil was 44 feet dia. and of the new 49 feet approx. This made each 
of the new turns about I 0" larger than the average of the old. On the whole then the self-

63 21 2 II 2 
-induction of the new coil should have been roughly x x L, where L is 

27 25 10 
the self-induction of the old coil, that is L 1 (nearly) 2.06 L. 

3.125 
The storing capacity will also be increased by a ratio of or nearly 2.5 capacity 

1.25 
of the former. Consequently the period of the new coil should be nearly V2.5 x 2.06 
times longer or nearly 127% longer. With this distribution of turns it will be necessary 
to use a much smaller number. 
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Colorado Springs 
Oct. 2, 1899 

As expected the coil wound before was unable to stand the strain and a different 
distribution of turns of the secondary was made. The ten turns nearest to the ground were 
left as before and the remaining were placed one turn in each second groove making 
the distance between the upper turns 2 5 /8" and lower ones 1 ". Even with this arrange-
ment, some of the upper and also some of the lower turns would break through. 

A change was again made and only 4 of the turns the lowest were left 1 '' apart 
and all the others were placed in every second groove. The tests showed that the turns 
could now withstand the full charge. Perhaps up to six first turns might have been left at 
a distance of 1" but it was thought that the distribution was good enough as it was. 

The last change reduced the number of turns to 18 (the uppermost not counted). 
Compared with the last form of tapering coil of 25 turns the period of the new was now 
approximately estimated from rough data below: 

diameter of one new turn 
,, average old , 

turns of new coil 

" 
old , 

average distance of new turns 

'' 
old 

" 
length of new coil 

" 
old , 

49 f. 

44, 
18 
25 

2 5/8" 
3 1/8" 

42" 
63" 

Calling L1 self-ind. of new coil and Lz that of old tapering coil, we would have ap-
proximately: 

63 
Ll == X 

42 

18 2 
X 

25 
49 2 

L or L 1 ==L 
44 

y 

h . f ·1 '"II be b . f 3·125 25 
Now t e capacity o new 001 wr greater y a ratJo o = because of 

2.625 21 

distance of turns and smaller by a ratio of 

coil. Now 

1 
, I being length of new and 11 that of old 

It 

I 18 X 49 X 1t 88 44 
= = = . 

11 25x44x1t 110 55 

Hence the capacity of new coil to that of old will be as 

or very nearly equal. 

25 X 44 110 
---or as--
2lx55 116 

Therefore the distribution of the turns will secure nearly the same period of vibration 
as in the old coil. 
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Colorado Springs 

Oct. 3, 1899 

Useful data in estimating possible errors due to the proximity of the ground or 
conductors or other causes. 

BALL ADJUSTABLE HEIGHT 

·-- 6"--- --.. 

COIL 
DESIGNATED 
EXTRA COIL 

, .. 5 .. 

SECONDARY OF OSCILLATOR 

10' 3'' 

, 
..... --22,25· . .... 

OF 
ELEVATION 

LOWEST TURN 1------t-=:=.,... 

5 '6' ' 

'AVERAGE 

.....--2'--t 

WAS NOT 

EMPLOYED LOWEST TURN 

9'11 \~ •• 

6 ' 5 .. 

n--- --r-- TOP TURN ON INSULA TORS 

2 1/ •• 
. j 2 

-r--- . . .. -··· . . .. . •'• . 0 
1 WO BEFORE LAST TURNS .. ·- ----·1-·. 0 

EXACTLY " 
CENTER .t o 
TO CENTER 8 

~ 
APROX.S1l •• 3 

' 47 ~·· 

FIRST SECONDARY TURN --··--· 

8 1Jz •. 

All IN All 17 COMPLETE TURNS 

1 TOP 

2 4" APART 

14 25/a'' FROM CENTER TO CENTER 

FLOOR lEVEl 

I 
GROUND 

/ 
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Colorado Springs 
Oct .. 4, 1899 

Test to determine more exactly influence of elevation on capacity of an insulated 
body. 

A coil was wound to suit best the special conditions of this test. On a drum of 2 feet 
and I I /4" diam. were wound 400 turns, wire cord No. 20. The insulation was very thick 
but of small specific inductive capacity. This wire with widely separated turns was used 

I 

in order to make the car)acity of the coil itself as small as possible compared with capacity 
of insulated body. The i~tter was in this case the one sphere of 30" diam. arranged to be 
elevated at will to a height up to nearly 40 feet from the ground. 

0 

The wire had a diam. approx. No. 20 B. & S.- 0.032'' or 0 .. 8128 mm. The circum-
ference of wire if solid would have been about 2.4 mm. Now one tum of wire was 1t x 25.25" 
or about 1t x 641 mm. The total length 1t x 641 X 400 -· 256,400 X 1t mm. Hence total surface 
of wire only 1t x 256,400 x 2.4 615,360 1t sq.mm. or 61547t sq.cm. Now the diam. of the 
sphere was 30" or 76.2 em. The surface 1t d2 18,231 sq. em. approx. The utmost we could 
take would be I /2 surface of wire, that is 3000 x sq.cm. and thjs w.ould be only I /2 of 
surface of sphere. But other things considered, it would appear·thaethe error due to elec-
trostatic and distributed capacity of the coil itself would be small. This is however to be 
further investigated and allowance made for. It would be, of course, desiderable to entirely 
do away with the capacity of the coil to make the results of the observations rigorously 
true, but this will be hardly possible. 

The number of turns on the coil was selected so as to be suitable to the apparatus 
used normally. The total length of the coil so far as wound was 57 1/8" or 145.1 em, diam. 
of drum 25.25" 64.14 em .. To calculate self-induction we have then the following data: 

Turns: 400, length of coil 145,1 em, area of one loop 3231 sq.cm. From this approxi-
47tN2S 

mately L= 
1 

=44,772,000 em, or 0.044772 henry approx. If we adopt 38.1 cmas 

the capacity of the sphere in the lowest position, the period of the system would be: 

2n: 
T= 1000 

--·-~ 2
1t - 10.1706,.. 2 1t o 413 = 2·5936 

= 
0·86455 or n = 115,668 nearly .. 

3xl0'v 3xl05 x · 3xl05 105 

This is a vibration far too quick, in reality it will be much slower because of capacity 
in the coil. 

Diagram shown illustrates arrangement used in experiments: The coil of 400 t. 
was excited by secondary of oscilator, and capacity and self-induction in primary were 
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varied until resonance of free system comprising coil of 400 t. and ball of 38.1 em cap" 
was obtained. This was evident from spark length and other indications, as streamers. 

SELF. BOX 

GAP PP.. 

Results: 

Ball Capacity in 
position • prtmary on 

each side 

lowest 1 old+3 2/3 new 
tanks 

2 feet I old+4 1/3 " higher 

BALLHEIGHT ADJUSTABlE 

COIL 
400 t. 

- SEC. NOT 
..---.. VIBRATING 

FREELY 

Turns in Spark gap 
self. box • primary 

22 1/2"+1 tum 

22 
" 

SP, .RK GAP SEC. 

Spark 
second . 

53" 

" 

The experi-
ments were 
interrupted 
here because 
of darkness 

From this computed found that by elevating 2 feet, capacity was increased by a ratio of 
5 1/3 16 8 
- or about 15% nearly, really 14.3%. This is a value found nearly the 
4 2/3 14 7 
same before in previous tests. 

-··-·- .. • • 
To be followed up. 
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ColcJrado Springs 
Oct. 5, 1899 

Test of secondary last pattern, 17 turns in all. 

To ascertain the period a spark gap adjustable was used in the secondary from end 
to earth, as usual, and the capacity and self-ind. of primary was varied until maximum 
spark length in secondary and other indications showed maximum resonant rise. 

Results: 

Capacity in primary 
7 tanks on each side 
8 

" 

""furns in self. box 
13 , 
10 ,, 

I tum 
• pr1mary 

(2 multiple) 
approximate 

Now a ba11 38.1 em. was added on the end and placed near the earth plate at a dis-
tance of about 3 1/2 feet but very little affecting the vibration. This shows that distributed 
capacity in secondary is very large as before. 

Capacity of one tank being 0.03816 mfd. Taking approx .. Lp 56,400 and 13 turns 
box 46,800 

We have: 
21t 

Tc:: 1000 

27t 
=--

1000 
' 13·784 

= 
2

1t VB.784= 23·36 =o oooo2336 d J06 106 10' . an 

n 42,800 approx. 

Some data to be preserved: 

Res. of cord used in measuring resistances: 
Res. of secondary 17 turns 
Res. of 2 primary t. in series 
Res. of Regulating self-i~d. coil 

Coil wound for W.T. outfit.: Aug. 24, 1899 

Spool about 8 I /2" long: 399 turns per layer 

22 layers 

0.596 ohm 
2.804 " 
0.004 " 
0.054 

" 

Latest secondary in receiving apparatus, No. 30 wire~ 90 turns per layer, 35 layers. 
Res. 424 ohms. 
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Tests showed best result with 56-68 primary turns. 62 turns, No. 20 cord, are n()W 
used. Res. of cora 0.39 ohm. 

Test with special coil for determining more accurately the law of variation of capa-
city with elevation. The coil with 400 turns No. 20 cord was used as previously and the 
adjustable ball of 38.1 em capacity. The ball was normally above the extra coil repeatedly 
referred to, which on account of its grea~ internal capacity was not used. Although uncon-
nected some error was necessarily caused by the presence of the coil near the ball when 
the latter was near its lowest position. 

A further error was anticipated from the influence of the roof at the points when the 
ball, which was being gradually lifted during the test, was nearest to it. The smallest dis-
tance or nearest point was about II feet. Nevertheless some action was bound to occur 
although the wood is very dry here and it is proposed in later tests to eliminate these 
erors as much as possible. The roof was covered with some sort of tar paper the influence 
of which can only be conjectured at present. The most reliable data will be those obtained 
with ball at the highest points when it is above all structures. The c~nn~tjons used are 

SECONDARY 

BAll ADJUSTABLE 
__.....HEIGHT 

SPECIAL COil 

S. SPARK 
GAP 

1------+._...,JAOJUSTABLE 

PRIMARY 
REG. COIL 

PR. GAP 

• 

shown in ~iagram. The ball was lifted by steps of one foot each and the primary self-
-induction and capacity was adjusted until maximum resonant rise was observed on special 
coil, and adjustable secondary spark gap serving as analizer, besides streamers which served 
even as a better guide. The results of the test are shown on the following table: 
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1 1able showing results. The capacities are all reduced to the same inductance so that 
as the primary capacity changes, the secondary is changed in the same ratio. 

Height from 
ground feet 

20.66 
21.66 
22.66 
23.66 
24.66 
25.66 

25.66 
26.66 
27.66 
28.66 
29.66 
30.66 
31.66 
32.66 
33.66 
34.66 
35.66 

Capacity 
in tanks 

4.36 
5.05 
5.77 . 

6.27 
6.00 
6.24 

Percent of 
• Increase 

16% 
14% 
9.5% 
0 
4% 

two primary· turns reduced 

6.64 10'% 
8.87 33% 

11.48 40% 
14.84 30% 
18.64 26% 
21.08 13% 
22.36. 6% 
23.28 4% 
24.72 6% 
25.68 4% 
27.00 5% 

Figures reduced to 
self-ind. of one primary: 

To correct later 
6.24 

factbr - to be used 
6.64 

• 

Table showing results of observations on influence of height in determining capacity 
of a sphere connected to the coil before described. The sphere of 38.1 em. electrostatic 
capacity was gradually elevated and the period cf vibration determined fo,r every position 
of the sphere, by varying the capacity and self-induction of primary circuit. As the self-
-inductions of both circuits remained the same the secondary capacity varied exactly as 
the primary. 
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-... 

N c 
'0 

• Capactty Height of primary 
of sphere expressed from in tank4i ground on each • 

side ID 
feet I 

- . -

Turns 
jp re- I 

gtilating 
self-
ind. 
coil 

Self-ind. in 
reg. coil 

I 

measured calculated 
data data 
em. em. 

I Total 
self-ind. 

in primary 
circuit 

Arc 

I • 
lD • tn 

1 secon-• prt- 1 
mary dary 

Capacity 
• • tn primary 
on one side 

reduced 
to same va-
lue of self-

induction in 
• prtmary; 

• • mtntmum 
106,800 m 

or 
137,200 c 

Increase 
of capacity 

of primary 
or sec. 

• 1n percents 

rate absol. 

- - . 

- ----- 1 1 2 I 3 I 4 I s J 6 f 1 t s I 9 I 1 o I 11 

20.66 

21.66 

22.66 

23.66 

24.66 

< 

25,66 

I 

, 

4.66 

5.33 

6 

7 

8 

8 one 
pr. turn 

* 1.66 two 
pr. turns 

21.5 

22 

22.5 

20 

14 

15.5 

24 

. -

77,400 103,200 

79,200 105,600 

81,000 108,000 

72,000 96,000 

50,400 67,200 

5~,800 74,400 

86,400 115,200 

133,800 m. 
173,200 c. 

135,600 m. 
175,600 c. 

137,400 m. 
178,000 c. 

128,400 m. 
166,000 c. 

106,800 m. 
137,200 c. 

112,200 m. 
144,400 c. 

312 000 m. . - ' - ' 

395,200 c. 

1 /2" + ' 52 1/4" 
1 turn 

U I tt 

" I H 

" I U 

" I u 

" I U 

5.84 m. 
5.88 c. 

6.77 m. 
6.82 c. 

7.74 m. 
7. 78 c. 

8~41 m. 
8.47 c. 

8.00 m. 
8.00 c. 

8.42 m. 
8~42 c. 

. 
- . 

1/8" + 
1 turn - -

20'' . - -

8.04 m. 
8,07 c. 

16 m. 
16 

14.3 
14.1 
8.6 
8.9 

-5 
-5 

5.25 
5.25 

o.s 
0.9 

16 
16 

32.5 
33 

• 

44 
44 

37 
37 
44.5 
43 

37.7 
37.2 

~ . -. " . . . 



t\.J I 
-...... c • 

t I 2 ·. · .~ 3 I 4 I 5 I 6 I 1 ! s I 9 1 1 o 11 

26.66 

27.66 

28.66 

29.66 

30.66 

31.66 

32.66 

33.66 

34.66 

35.66 

• • I I • • ' I 

• 

l 

2.33 
2.48 r 

3 
3.2 r 

4 
4.26 r 

5 
5.32r 

6 
6.35 r 

6 
6.35 r 

6 
6.35 r 

6.33 
6.86 r 

6.66 
7.1 r 

7 
1.5 r 

20 72,000 

19 68,400 

18 64,800 

18.5 66,600 

14 50,400 

18 64,800 

21.5 77,480 

22 79,200 

21 75,600 

21 75,600 

96,000 

91,200 

86,400 

88,800 

67,200 

86,400 

103,200 

105,600 

100,800 

100,800 

297,600 m. 
376,000 c. 

294,000 m. 
371,200 c. 

290)400 m. 
366,400 c. 

292,200 m. 
368,800 C-

276,000 m. 
347,200 c. 

290,400 m. 
366,400 c. 

303,000 m. 
383,200 c. 

304,800 m. 
385,600 c. 

301,200 m~ 
380,800 c. 

301,200 m. 
380,800 c. 

" 

,, 

" 

2''+ 
1 turn 

2.5" + 
1 turn 

2 5"+ 
3 t 

3" + 
3 I 

, 

, 

" 

27.75 

32 1/4 

little less 
, 

c;ti llless 
" 

still Jess 
" 

still less 

" 

still less 
, 

still less 

still less 

still less 

10.71 m. 
10.71 c. 

13.63 m. 
13.7 c. 

17.93 m. 
17.98 c. 

22.56 m. 
22_6 c. 

25.4 m. 
25.4 c. 

26.72 m. 
26.8 c. 

-----
27.94 m. 
28.7 c. 

30.29 m. 
30.46 c. 

30.96 m. 
31.24 c. 

32.70 m. 
33.00 c. 

I 
I 

I 
I 

33.2 83.4 
32.7 82.2 

27.26 ( 133.2 
28 I 133 

31.55 I 207 
31.24 I 205.8 

25.8 
25.7 

12.6 
12.4 

5.2 
5.5 

4.6 
7.1 

286.3 
284.3 

I 335.8 
t 332 

t 357.5 
( 355.8 

378.4 
388 

8.41 418.6 
6.13 418 

2.21 430 
2.56 4pl 

5.6 460 
5.6 460 

• • 1 'f • I I 



Observations: 

Tuning was very sharp from line 27.66 to end. The arc in the primary was getting 
stronger and stronger. This probably because of lower frequency. The flaming of primary 
arc also because of this. For same reasons secondary arc was getting continually weaker 
as the ball was elevated. 

m read measured data 
c read calculated data 
r read reduced data. 

From the sign* two primary turns were used in series as the vibration got too low and 
not enough primary capacity was available with one turn. This was thought preferable to 
tuning to harmonic. From the figures on the side of 25.66 line it will be seen that the ca-
pacity with two turns was not exactly· one quarter of 8, that is 2 tanks, but less. This was 
probably due to the fact that ~he tanks are not exactly equal and more so because when 
two primaries are used in multiple as one single turn the self-induction is less than 1/4 
of that of two turns in series. To reduce to same self-induction as with one turn the capa-

cities obtained with two turns should be multiplied by 6·64 . 
6.64 

Colorado Springs 
Oct. 6, 1899 

Measurement of coefficient of self-induction and mutual induction. 

Secondary last form 17 turns of which total 16 turns disposed on frame described 
before, one turn in every second groove, one groove near the primary free. 
Average of readings: p 880 
Voltage across secondary E 122.5 V, I 13.8 amp.; Res. R 2.804 ohms. From this 

E 2 -R2 
I == 70.94 H2 

(1)2 8802 

E 
I = 8.877; 

E 2 
-~- = 78.8 

R2 == 7.86 

L = 
1 .J70.94 = 

8.4226 H or 1 880 880 

8,422,600,000 9 571 140 L 1 == . = , , em. == approx. 
880 

0.00957 H 

For determining M the average of a number of readings was: 
Current in secondary I 15 amp., e.m.f. across two primary turns 11.2 V E, 6l 880. 
We have from this: 

••• 

M = -~- = 
11 ·2 

= 0.000848484 H 
I (J) 15 X 880 

M 848,484 em • 
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Colorado Springs 
Oct, 7, 1899 

The secondary was again changed by displacing the 15th and 16th turn, the rest 
remaining as before: namely, 14 turns, a turn in each second groove and the 15th and 
16th turn each in every third groove and the top turn on porcelain insulators as before. 
This changed very little the constants of the circuit. 

The test was now made closed with the following results: 

Capacity in primary (one turn) 

on each side 7 2/3 tanks= 
total 0.14615 mfd. 

7 2/3 
" 

7 2/3 
" 

7 2/3 , 

7 2/3 ,, 

Turns in regulating 
coil 

6 

7 

nearly same, just 
a little more 

10 

13 

Capacity on terminal 
of secondary 

none 

Bill 38.1 em ca-
pacity at a distance 
2 feet from a plate 
connected to earth 
terminal of secondary 

Ball I foot from 
earth plate. 

Ball 9'' from 
earth plate. 

Ball 6" from 
earth plate. 

~------------------------~-------------------------------------~ 

Tuning of extra coil to suit vibration of the secondary latest design, as specified 
on .another sheet today . 

. An attempt was made to get the vibration of the coil with ball elevated exactly as 
tbat of the secondary. To adjust the vibration the ball was elevated to various positions 
and soon the adjustment was reached. 

With an elevation of 2 feet lower than the highest point (35 .. 66 feet from the ground) 
- that is 33.66 feet from the ground the maximum resonant rise on coil, as evidenced by 
the spark, was obtained with 7 2/3 tanks capacity on each side and 13 turns in the self-
-induction coil. Lowering the ball just a trifle and making capacity on each side 8 tanks 
the resonant maximum rise in coil took place with 10 turns in regulating coil. This was 
almost exact1y the vibration of the secondary as previously ascertained. 

The two were now connected in series and discharges on a spark gap of something 
like 12 feet were obtained, although the W.T. was not strained to the utmost. When the 

212 



spark wire was taken off and ball with a rubber covered wire No. 10 specially prepared 
lett alone, str~mers formed on top of ball, but little as the wind was blowing. The ball · 
being disconnected and rubber wire alone left, the streamers were very fierce reacting 
sometimes 16-18 feet. Best results were with 6 turns in coil in the last experiments. 

A more careful tuning of extra coil without ball, only rubber covered wire or cord 
No. 10 (which was refered to before), ·the tip of cable being brought out about 2 feet and 
inclined to horizontal about 45°. This wire to prevent streamers was specially made and 
was covered with rubber. Composition Habirshaw, 40% pure Para. The tuning of the coil 
alone with the self-induction coil specially wound in series, gave: 

Capacity of primary 
8 tanks on each side 

Turns in self-ind. regulating coil 
6 1/2 

The coil used in series with the extra coil was one especially adjusted so as to give 
the same vibration to the system as when the extra coil was used alone and with ball on 
top at highest point. The coil has 160 turns and is wound on a drum 2 feet in diam. with 
wire No. 10, same as used in the secondary and extra coil. 

Now the secondary with a ball on the end and elevated at a height of 2.66 feet from 
the ground gave also exactly, with 8 tanks in primary on each side and 6 1/2 turns in 
regulating coil, maxi~um effect. When the two were connected in series the display was 
magnificent, sparks flying to the ground a distance of over 16 feet. Their curved paths 
stretched out would be certainly 24 feet long. This was not the maximum of the power 
of the apparatus as the spark in the primary could have been still lengthened without 

. 

difficulty. 

Colorado Springs 
Oct. 8, 1899 

Experimental data in connection with tuning of extra coil and secondary as recorded 
yesterday. 

Capacity on each side 
in primary circuit 
8 tanks 

Turns in self-ind. 
Regulating coil 
6.5-7 

With ball 38.1 centim. on free end 
of secondary, the ball being 2.66 
feet from a grounded zinc plate, 
the both had exactly the same 
period. 

Now the length of wire in the secondary was 803 meters, namely 17 turns each of 
a diameter of 15 meters. 
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The total length of wire in the extra coil circuit was: the extra coil itself 889 meters, 
namely 149 turns each of diameter of 1 .. 9 meters plus special coil inserted in series: 307 me-
ters, namely 160 turns each of diam. of 0 .. 61 meter. This special coil was used when the 

SEC. SPECIAL COIL EXTRA COIL 

CONNECTIONS 

ball on top was not employed as capacity and the coil was so adjusted that the vibration 
was the same without the ball as with the ball and without the special coil; it being under-
stood that the ball was at its highest position in such case. The total length of wire was 
therefore: 

secondary+special coil+extra coil--803+307+889 1999 meters 

.one system one system 

with all connections the length was increased to 2030 meters (17 meters rubber wire on 
top; 13 meters lower connecting wire). 

Now capacity in primary was 4 tanks 4x0 .. 03816 0.15264 mfd. 

Total self-ind. in primary 
circuit was approximately 

89,000 em 

56,400 ern one primary turn 
6600 em approx. all connections 

in primary circuit 
26,000 em self-induct. coil 

As the self-ind. of the regulating coil was rather a little larger we may take total 

self-induction as 90,000 em, or 
9 

H. This would give 
105 

- 21t 
T= 103 

9 27t 6.28x0.37 2.3236 
O.l5264x 103 = 

105 
y'O.l37376= 105 = 105 and n=43,000. 

186 A 
This would give a wave length approx. --4.33 miles or - 1.08 miles 5700 feet 

43 4 
while there js a little more wire. Probably self-induction and capacity or either of them 
in the primary have been slightly underrated or else the wire is not quite as long as cal-
culated before. 
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Colorado Springs 
Oct. 9, 1899 

Today an other effort was made to ascertain more closely rate of increase of capacity 
of a body with the height above the ground. The same adjustable sphere was used and to 
eliminate some influences which might cause errors the special coil, which was rewound 
with same wire as before and had now 404 turns, the wire being wound a trifle higher, 
was connected to the first turn of secondary of oscillator, that is the turn first from the 
ground. This gave a small initial e.m.f. and reduced the et rcr due to capacity very material\ y. 
(Here the distributed capacity is meant). Also, since the pressures developed were much 
smaller owing to small initial 
pressure on the special coil the 
streamers did not appear and did 
not therefore complicate the ob-

• • • servattons as tn some prev1ous 
cases. The plan of connections is 
clear from the diagram below. 
The object was specially to obtain 
a number of values which were 
as closely determined as possible 
and with the ball in positions 
entirely above the building. Only 
three values could be obtained 
owing to darkness setting in, but 
these seemed fairly close as the 
tuning was done over and over 
with same results. These were 
as follows: 

Height of ball 
above ground 

35.66 feet 

34.66 " 

33.66 " 

• 

Turns in 
Reg. coil 

22 

19 

16 
(trifle less) 

I 

I 

SPECIAL COIL.<:X 

SECONDARY 
FIRST TUR---._ 

ADJUSTABLE BALL 38.1 C. m. 

ADJUSTABLE 
GAP 

.. 

SELFINO. REGUL. 

PRIMARY 
GAP 

Total self-ind. 
• • an primary 

reg. coil 79,200 

COIL 

connections 6600 142,200 em. 
primary 56,400 

129,400 em. 

118,600 em. 

Total capacity 
in pr. mfd. 

8 tanks 
each side 

0.15264 

0.15264 

0.15264 

Now since the capacity in the primary was the same the capacity in the secondary 
varied directly as the self-induction of the primary. The above figures show that from 
33.66 feet to 34.66 feet, that is an elevation of one foot, the increase was 9.1%, while for 
the next foot higher it was nearly 9.9% on the average, say, 9.5%. At this rate the increase 
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of capacity of the elevated sphere with the rise from the ground would be greater than 
before found. The absolute rate of increase can be approximately estimated from the 
period of vibration. As before· found the special coil with 400 turns had a self-induction 
of 44,772,000 em. Now, however, with 404 turns this would be increased about 1% so 

. 44'772'CXX) 45 219 2 that the self-inductiOn would now be 447,720 , • 7 0 em. But to this should 

still be added the self-induction of one turn of the secondary and wire leading to the 
ball and also the wire leading from the bottom of the special coil to the first turn of the 
secondary. The total length of these three wires is 240 feet and this is about 12% of the 
total length of the wire in the special coil which is 2854 feet. But inasmuch as the one 
secondary turn was very close to the primary and inasmuch as the other two wires were 
not coiled up, the self-induction of these wires was comparatively small, estimated a little 
over 200,000 em so that the total self-induction was with fair approximation: 44,500,000 em, 
or about 0,0445 henry (calculated). Now, with a ball of 38.1 em capacity the period of 
secondary would have to be: 

27t 
T.= 1000 

38.1 2 1t _ I 86.19 
9 x 10s0.0445= 3 x 107 v 1695.45= 1"07 and 

-.. 

n 116,CXXl. This would be ignoring the internal capacity of the coil itself and its effect 
in slowing down the vibration. Now this capacity can be approximately estimated as well 
as the absolute increase of the capacity of the sphere from the primary vibration. 

Taking the figures with the ball at a height of 33.66 feet from the ground, the pri-., 
mary vibration was: 

T.' 21t 
p == 1000 0 15264 _118,600 == 26.7 or= 267 

• X 109 106 107 

This vibration is evidently slower than one of period Ta and it will be easily seen that 

r. 86.19 
==- = 

T I 261 p 

38.1 
C+38.1 

where C is the internal capacity of the coil. Assuming for the present this capacity as not 
being distributed along the coil but in one place, we get 

C + 38.1 == 38.1 X 
267 2 

86.19 
and C== 

267 
86.19 

2 

-I x 38.1 em. 

Following this up we get for C value C [(3.098)2 I] x 38.1 (11.597 1) X 38.1 = 

= 10.597 X 38.1 403.75 em. 

This is not the actual capacity of the coil but that ideal capacity by which the sphere should 
be increased to give the vibration of the primary. 

We can now write 

0 0445 
(403.75 +c) 

• X 9 X 105 
. . . . . . . . . . I: 
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This cagacity c is now the actual capacity of the sphere at an elevation above consi-. · 
dered, that is 33.66 feet. Namely, the total capacity was that of the sphere at that elevation 
- that is c plus the ideal capacity of the coil derived from the computation of the 
primary vibration. This latter capacity has been called C. The inductance of the special 
coil being as before found, 0.0445 henry, and there being resonance under the conditions 
of the experiment at the elevation, named Tp', gives the value for the secondary period. 

Now at another elevation, say 34.66 feet, we shall have similarly 

00445 407.75+c' 
• X 9 X }QS . . . . . . . . . . . . . . 2) 

where c' gives the value of the capacity of the sphere for the elevation of 34.66 feet. Com-
puting I find, from experimental data above given 

129,400 2 7t 27.9 279 
O.l5264x 109 = 106 ..,j19.15= 

106 
or= 

10
, 

Now, from equation 1 and 2, we get: 

0 0445 403.75 + c 
. 9 X JOS 

0 0445 403.75 + c' 
. 9 X 105 

or ( 1.045)2 = 403.75 + c' 
403.15+c 

and from this: 1.092X(403.75+c)-403.75 c', but c being 38.1 we find for c' 78.75 em, 
which result shows that by lifting the ball from an elevation of 33.66 feet to 34. 66 feet or 
one foot higher the capacity has been increased from 38.1 to 78.75 em, or nearly 106.7%. 
Similarly we find the increase from 34.66 to 35.66 feet by computing the primary vibrations 
at these elevations. By analpgy to the previous we have 

T'"- 21t 
P- 103 

we get 

-~-and, since 
II 21t 

Tp == 103 

1422 =-..,; 1.099 
1294 

0 15264 129,400 
. 109 ' 

Now the vibration which corresponded to the primary vibration Tp" in the special 

.1 27t 403.75 + 78.75 • h d T, Ill cot was 103 0.0445 x 9 x 105 and the one whtc corresponde to p was 

2 1t 
0 0445 

403.75 + c'' 
l Ol . X 9 X 1 05 ' 

where c" will stand for the capacity of the sphere at the altitude of 35.66 feet. 
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And now we have: 

,, 
Tp - · -
-, == v 1.099 = 
Tp 

403.75 + c" 
403.75 + 78.75 and from this 

1.099x(403.75+78.75) 403.75 c" 126.51 em. 

The value at one foot lower was, as before found 78.75 em, therefore by lifting the 
sphere from 34.66 to 35.66 feet, the capacity was further increased by 126.51 78.75= 
=47.76 em, or about 125%. The value which would correspond to the mean would there-
fore be about 116% per foot. The method followed contains still some possible errors. 
One of them lies in the assumption that the capacity of the sphere was 38.1 em at the 
starting point. Also there may be an error in the estimation of self-induction of the turns 
of the regulating coil. 

Colorado Springs 

Resistances measured: 

Large extra coil 
149 t. wire No. 10 
drum 75'' 

with cord 
cord 
Coil alone 

Oct. 10, 1899 

3.7 ohms 
0.596 ohms 
3.104 ohms 

Coil used in series with extra coil. When ball was not used on top of latter: 

160 t. No. 10 wire 
drum 2 feet 

with cord 
cord 
Coil alone 

1.65 
0.596 
1.054 ohms 

Resistance of coil used in determining influence of elevation on capacity: 

400 turns No. 20 cord 
-·~ •• '* • .,. 

• 

druni · 25.25" 

Resistance of secondary latest: 

with cord 
cord 
Coil alone 

with cord 
cord 
Secondary alone 
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31.20 
0.596 

30.604 ohms 

3.36 ohms 
0.596 ohms 
2.764 ohms 



Colorado Springs 
Oct.. 11, 1899 

Photographs of streamers were taken late last night again and at an early hour this 
morning under the following conditions. 

First two plates exposed to ten flashes, 1/2 second duration each .. These fts.shes 
issued from the tip of rubber-covered cable or wire No. 10 which was on top of the extra 
coil. The tip was inclined about 45° degrees to the vertical and pointing downward. The 
full front view was taken. A curious obsetVation was made. One of the large streamers, 
about 22 feet long, disappeared at that length for a space of about a foot and continued 
again after that for a distance of about 2 feet, so that the total length of it was about 25 feet 
with a dark interval of one foot. Evidently, the current passed for a distance of a foot 

• 
through air or dust particles which were better conducting and the psth was of a greater 
section in all probability .. Perhaps the a\r on that S}X)t might have been electrified in such 
a way as to produce the phenomenon. 

The next experiment was made with an exposure of two plates to about forty flashes, 
the view being the same as before. 

After this two piates were exposed to but a single short &sh about· one second, 
the view being still the same as before. Now a round sheet zinc disk was fastened to the 
tip of the wire and two plates were again exposed, there being about twenty flashes. Next, 
the coil was turned and a side view taken with about forty flashes, two plates being again 
exposed as in all previous cases, two cameras being used for the sake of safety. Upon this 
the zinc disk was taken off and a ball of 4'' diam. fastened to the tip of the No. 10 rub
ber-covel'ed wite. A long exposuTe of about 50 ftashes was again made. The streamers 
were as expected a little stronger from the ball then from the point as the breaking out 
took place at a greater pressure. Two plates were used also in this instance. 

The next experiment consisted of taking an impression on two plates of the secondary 
alone in resonating condition. The phenomenon was beautiful to an extraordjnary degree. 
Not on\y did the top wire glow but from the under wire (turn next below) a steady sheet · 
of streamers of very fine texture issued of an area which must have been many hundred 
square feet. The free end of the secondary had the ball of 38.1 em (ionnected to it at a 
distance of 32" from the ground but owing to the large radius of curvature sparks did 
not leap from the ball to the grounded zinc plate below though the distance was small 
comparatively. During the experiments a short but thick stream issued from the free 
terminal of the extra coil which had its other end connected to the ground and was thus 
excited through the vibration of the secondary, having, as stated on a previous occasion, 
the same pe·ribd of vibration. The color of the light issuing from the secondary wires, 
particularly in the neighbourhood of the condensers, was remarkably blue, and should 
affect tne plate strong{~~ tnough the inten<.)\ty was not gteat. The switch was thrown in 
fifty times, the duration being about 1 /3 of one second, possibly l /2. 

The last experiment consisted of establishing the resonance of the extra coil and 
secondary in series connected and with the ball of 38.1 centimeter on the free end of the 
extra coil, the ball being at its lowest position, 20.66 feet from the ground. The other ball 
of the same size remained as before, connected to the end of the secondary where it was 
joined to the lower end of the extra coil. As there was great danger of inflaming the roof 
the power was somewhat reduced, but the display was wonderful in spite of this. This was 
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Conical secondary high frequency transformer and "extra coil" in action 
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the moc;t significant exveriment sho\Ying streamers from the ball of 38.1 em capacity from 
which is evident the enormous tension, as well as the inconceivable rate at which ·the energy 
was delivered in the vibrating system. Forty flashes were made and afterward the back-
ground was illuminated by the arc of the primary circuit to complete the picture. 

Colorado Springs 
Oct. 12, 1899 

Measurement of inductance of 404 turns coil used in determining influence of ele-
vation. 

I 51.125" 145.1 em diam. of drum 25.25" 64.14 em. 

Area of one loop 3231 square em. 
• 

Calculated before for 400 turns when the wire was wound... first a little less tight, 
• 

the value was: 
47t N 2 S 

L == = 44,772,000 em. 
I 

After making corrections for I which upon more careful second measurement was 
found to be 46 7 /8" only, and taking N 404 the value was L 45,670,000 em. The actual 
measurements gave the following data: 

I 4.28 

and from this 

E- 194 R 30.604 (a) 880 
E 

=45.327 
I 

L = v'45.3272
- 30.6042 = 33.435 = O 03788 H 

880 880 . 

or L 37,880,000 em. 

The measured value should be smaller than the calculated but not so much. The internal 
capacity may be responsible but very likely the current was not quite exactly measured. 
Corrections to be taken after calibration. 

• 

- . . .. 
• 

Colorado Springs 
Oct. 13, 1899 

Measurement of inductances of extra coil and secondary, latest design: 
Readings for extra coil: 

I 5.9 E 119 R 3.104 cu 880 
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or 

E ... 
119 

= 20.17, from this 
I 5.9 

L = .J20.172
- 3.1042 

= 19.93 = O 022648 H 
880 880 . 

L 22,648,000 em. 

~ --

l Readings for secondary single wire; latest: 
' 
I 

I 6.11 E 60 R 2.164 (A) 880 

E 60 
-== = 8.8626 

• 
and 

I 6.11 

L = J8.86262
- 2. 7642 

= .J70.9060 = 8.42 = O 0095682 H 
880 880 880 . 

or L 9,'568,200 em. 
.. 

- · -

Colorado Springs 
Oct. 14, 1899 

Determination of the natural period of the secondary with and without capacity on 
free terminal, also of the extra coil and coil of 404 turns used in investigations before 
described. 

The tuning was effected in a manner later to be more fully dwelt upon, which secured 
closer readtngs than when exciting, as in some experiments before made, by the primary 
current or from a turn of the secondary of oscillator. 

The excitation was effected in these tests by connecting directly one of the terminals 
(the lower} of the coil to be tested to one of the terminals of the primary condensers (the 
one connected to the tank of W. Transformer). 

The -rCStitts of the test are given below: 

• 

For secondary of oscillator: 

Capacity in primary circuit 
Total 

(8 
x 36) - 2 bottles 0.126 mfd 

2 
approx. 

Self-ind. in primary 
Turns of Reg. coil 
+ conn. 

I5+conn. 
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Observation: 

No capacity on free 
terminal 

• 
• 
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(S x 
36) - 2 bottles = 0.126 mfd 

2 

(8 X 36)- 2 
2 

,, 

For extra coil: 

(8 X 36)-2 
2 

, 

approx. 

---- ,, 

, 

15 1/4-tconn. 

19 l/4+ ,, 

' ' 

j 

19 1/4+ , 

For coil 404 turns used in preceding investigations: 

(6 x 
36)- 2 bottles 0.11342 mfd. 
2 

8+conn. 

• 

• 

Ball of 38.1 . em diam. 
• 

.. --· 

Structure to be 
described later of iron 
pipes with ball of 38.1 
em. diam. at an 
elevation of 141 feet 
from ground approx. 

with above structure 
connected to free ter-
minal. 
• - .. 

• 

Tuning very sharp, no 
capacity on end. 

Remark: With excitation from secondary (first turn) obtained in a previous test of this coil: 

(_S_x_J_6_) --2 bottles 0.094255 mfd. 
2 

.......... ~- Colorado Springs 
. 

17 1 /2+2 primary 
turns+connect . 

Tuning was not 
quite sharp. 

Oct. 15, 1899 

Continuing the considerations made Oct. 9 on the influence of elevation upon the 
capacity and taking, instead of the calculated value of the self-induction of the coil used 
in the experiments, the value ascertained by experiment which, with corrections for one 
turn secondary and connecting wires, may be put at 0.04 henry, we have, assuming now the 
coil to have a capacity entirely negligible: 

21t 
T. = 1000 

.------
0 

38.1 
0. 4 X 9 X } QS' 
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as secondary period of the coil with ball or • 

• 

T = 0. 8 164 = 8 1. 64 
I 105 107 

Now 
267 

TP was== , from 
107 

this ---

!.s_ == 81.64 == O 306 == 
TP 267 . 

3 8. I fi . I 
38_1 + C rom prevtous ana ogy· - and from this 

0.3062= 
38·1 or C= 38·1 -38.1= 38·lx0.90636 =38.lx9.68=368.8 

38.1 + c 
Now · 

but 

T' 21t 
P = 103 

" 279 
T P == and from 

107 

TP' 267 
- -- -- -
T II 279 p 

368.8 + c 
0 .. 04 X 9 X IQS and 

this 

--------
0 04 

368.8 + c 
• X 9 X 10s 

0 04 
368.8 + c' 

• X 9 X IQS 

0 04 368.8 + c' 
· x 9xl05 

1.045 ~ 27~ and from this 
267 . • · 

• 

(1.045)2 = 
368·8 + c' now c = 38.1 
368.8 + c 

1.092x(368.8+38.1) 368.8+c' and 

c' 368.8 x (1.092 I)+ 38.1 x 1.092 75.53 em. 

This value is but little smaller than that before found. From this result it would then 
appear that by lifting the sphere from 33.66 to 34.66 feet the capacity was increased from 
38.1 to 75.53 em, or approximately 98.3%, a trifle less than before found. 

Colorado Springs 

- ···· -·- . ., • • 

Oct. 16, 1899 

Inductance of secondary modified by winding another wire No. 10 in multiple with 
• 

the first. All other particulars remaining: 

Readings: I 7 .I 

IS 

E 60.5 

E 
-=8.521 
I 

R 1.382 
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• 

or 

L == 
8·41 ~ 0.0095568 H 
880 

L 9,556,800 em. 

.. 

• 
• 

• 
• 

This is closely agreeing with first measurement of a few days ago, the difference 
being only 1/10%. 

Colorado Springs 
Oct. 17, 1899 

. 

Structure for capacity of extra coil, for investigation of earth vibrations chiefly • 
• 

This structure was erected on a pole I 0" x I 0" square; tapering on top. Dry fir 
was used because of toughness and also resinous quality. Pipes of steel of diameters 7", 
6", 5'', 4", 3 1/2", 3", and 2 1/2" were used. They were shoved one into the other and 
riveted, four -rivets were used on each joint, the lap being 2'. 

The lengths of pipes were as follows: 
' 

7" 
6" 
5" 
4" 
3 I /2" 
3" 
2 1/2" 

diam. 
, 

" 
" ,, 

" , 

Nipples on top 

Total length of pipes 

- " ~-· . ....,. 
Firwood pole 

Total from floor 

to ground 

Total height from 
ground to bottom 
of ball 

23' 4" 
18' 2" 
18' 4 1/2" 
15' 7 1/4" 
19' 3 1/4" 
18' 4 3/4" 
8' 1/4" 

7 3/4" 
121' 9 3/4" 

19' 3" 
141' 3/4" 

1' 

142' 3/4'' 

On the top was supported a ball 
of 30" diam. hollow wood covered 
with tin foil very smoothly and 
the joints indented so as to have 
no conducting points sticking out. 
The joints of the pipes, heads of 
rivets, etc. were all covered first 
with sheet rubber pure and then 
with tape, the latter being finally 
fastened with strong cord. The ball 
was shellaced several times and 
finally covered with weatherproof 
rubber paint. The pole all along 
was also painted with the same 
paint. On the lowest ·end of 7" pipe 
a cap was screwed clearing the wood 
so as to make it more difficult for the 
streamers to get to the ground 
along the pole. 

• To prevent lateral play 8 champagne bottles set in beams were used. 
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Colorado Springs • 
• 

Oct. 18, 1899 • • 

•, ---
For special investigati.ons particularly to prosecute further researches on the increase 

of capacity with elevation, a new coil is to be constructed as nearly as possible to exact 
dimensions which follow: ·· 

. 

diam. of core 14" 35.5 em 
length of core 8 x 12" 243.84 em. 

The coil is to be wound with cord No. 20, before used) in the coil of 404 turns on 
25.25" diatn. drum. · 

Allowance for thickness of insulation: 0.354 em. 
This makes total diameter d 35.854 em. 

or 

For approximate value of the surface of one loop we have then S 1000 em. sq. 
There should go on this length 689 turns and this would make 

L = ~:= N 2 S = 24,490,000 em. 
l 

L 0.02449 henry. 

approx. 
• 

• 
~·· 

• 

For the purposes contemplated this coil will be well adapted as the self-induction 
is large and owing to small diameter of the core and great thickness of insulation the 
capacity should be comparatively small. With this coil balls of 18" and 30" diam, are 
to be used: 

Exact diam. of core should be 14.0485" 35.6825 em. for S 1000 em. sq. 

C'olorado Springs 
Oct. 19, 1899 

Experimental coil before used in investigating propagation of waves through ground. 
This coil was rewound and presently following particulars are good. 
_ .. _ .. _~~Outside diam. of core 10 3/8" 10.375" 26.3525 em. Turns 550, No. 18 B. & S. 

14'' 
wax covered, thickness of one insul , length of core I 401 /8" 40.875" 103.8225cm. 

1000 
We may neglect insulation as the core is not perfectly round and any irregularity 

diminishes the area and we get a larger value as a rule. Now, from above data, surface 

of one loop S 7t d2 0.7854 x 26.35252 545.241 em. sq. This gives 
4 

L- 41t N2 S= 12.5664 X 302,500 X 545.42 19 970 000 
I 103.8225 ' ' 

em, approx. or 0.01997 H 
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This coil is now to be also used in investigations of the variation of capacity with. 
variation of Height. With ball of 18" di&m., the capacity of the ball assuming to be: I18"-:-
=18x2.54 45 .. 72 em] C 22.86 em, the period of the system, neglecting for the present 
the distributed capacity of the coil, would be approximately: 

21t 
Tr= IOl 

or n = 223,540 per sec. approx. 

22.86 0.447345 
0.01997 X 9 X JOS z= lOS 

In a test resonance was obtained with 42 bottles on each side of the break, that lis 
21 bottles total or 0.0229 mfd capacity in the primary, which consisted of 6 turns of heavily 
covered wire No. 10. 

As it was inconvenient to measure the primary, Lp was estimated to have a self-
. 

-induction of: 

0.447345
-= 

2
1t y'0.0223 LP , LP = 22,435 em. 

10' 103 

This is a convenient and good method but the period must be exactly ascertained. The 
distributed capacity can never be neglected. · ~ 

Colorado Springs 
Oct. 20, 1899 

To ascertain the effect of internal capacity of the coil of 404 turns repeatedly referred 
to, which was used in the experiments on influence of elevation upon capacity of a con-
ductor, the coil was tuned alone with only a short length of wire attached to it. Resonance 
with primary was obtained with 118 bottles on each side, one primary turn. For future 

RIGHT (FROM SECONDARY) lEFT 

36 

- · ··- . ...,. 36 • • . 

21. 
0 

0000 
0 

. 22 ° 0 

oooo 
0 

22 ° 0 

THE PLACES MARKED • ARE 

NOT IN USE 

NUMBER OF BOTTLES IN 
• 

EACH TANK INDICATED BY 
NUMBERS 

36 

36 

2L 
0 

reference the tanks as used are indicated in diagram. The total capacity in primary was 

therefore 
118 

59 bottles. Since one tank, that is 36 bottles, equals 0.03816 mfd the capacity 
2 

59 
was x0.03816 0.06254 mfd. 

36 
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1 
I 

I 

• 

Now the self-induction in the primary was: primary one turn +connections 56,400+ 
• 

+6600 63,000 and with allowance for one half turn of self-induction coil, we may say 
64 ·-- . 

approx.. 
6 

henry .. 
10 

The pericd was 

21t 
TP = 103 64 o 06254-= s x 21t -'o 06254::a 47t == 12 .. 5664 

I 06 X • 1 06 v . 1 ()6 I 06 

and from this n 19,600 per second. The secondary was vibrating in synchronism hence 
2 1t . . 

T, Tp= 
103 

V 0.04 x C, where C denotes capacity which could be associated with the 

coil, if it had no capacity of its own, and this capacity together with the 4ielf-induction of 
41t 27t 

the coil of0.04 Has before found would give the period Ta= l()6 
103 

V0.04 C. From 

this follows 
1 9 X IO' 

C = mfd. or - == 90 em. to• to• • 

. -
This is the value experimentally found and more to be relied upon than that derived 

in other ways. Taking this value and adding to the coil a sphere of radius 38.1 em the 
total capacity of the system would be 90+38.1 128.1 em and now we should find the 
period of the system to be 

I 21t 
T. = IOl 0 04 128.1 = 41t .J 12 -81 = 41t x 3_58 = 14.9958 

• X 9 X l O' 3 X 1 06 
<I 3 X I 06 1 0' 

15 , 
or approx. = T s or n = 66,666 per sec. 

106 

We can now find the capacity in primary required for resonanoe with secondary. 

Th , 21t 64 c h . h . . e primary period will be TP -··- P, w ere Cp ts t e capactty requtred in 
103 106 

21t 
primary. Now we have then T~ r;= J03 

64 
C = --

4
-7t- x 3.58 (from above) and 

106 P 3xl06 

64 C = 2 X 3.58 
106 P 3xl03 

3.58 
or .JcP = 12 

3.58 2 

or Cp== 
12 

= 0.096 mfd. 

. 0.03816 0.03816 
S1nce one bottle approximates mfd we would want 0.096: =90.6 bottles ·- ·· . ~ ~ . 36 36 
total or, on each side of the break 2x90.6 181.2 bottles. This would suppose that the 
ball could have a capacity of 38.1 em but this is physically impossible since it would have 
to be removed from all objects. In reality its capacity will be always much greater and the 
system will vibrate much slower as a rule. In fact, the test showed that resonance was 
attained with the ball 10 18 feet from the ground with all bottles in and in addition S 1/2 
turns in the self-induction box. The tuning was naturally not sharp as the capacity was 
large and the maximum appeared to be with the ball 10 18 feet from the ground. To 
get sharper tuning a smaller ball of 18" diameter was used and now resonance was obtained 
with the ball I 0 feet from the ground and all bottles in and no self-induction in the regu-
lating coi I. 
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Colorado Springs • 
• 

Oct. 21, 1899 · 
~--

To ascertain the value of connections in terms of turns of the regulating coil and 
for other purposes the coil before described, 404 turns with rubber wire attached, was 
tuned for three different values 

COtl TUNED of the regulating turns. The meth-
od was one frequently used in 
New York and is illustrated in 
the plan shown. One end Qf the 
coil was connected to that end 
of _condensers, or respectively to 
that end or terminal of transform-
er which was grounded and the 
rise of potential of free terminal 
of tuned coil was observed by an 
adjustable spark gap. In this man-
ner very close adjustments ·are 
easy. The resonating condition 
indicated by the longest sparks 
in the adjustable gap was secured 
with the following three values: 

I ADJUSTABLE 

jl ____ -- _jSPARK GAP 

I 

SHORT CONNECTION 
• 

RIGH.~T...,.· - r---.........__...LEF T 

Capacity in the primary in 
bottles on each side 

total 
-

__ ...A......___~ 

r -" 
8 tanks less 2 bottles=286 0.15157 
7 less 2 , 250 0.13249 
6 " 2 " 214 0.11341 

CONDE 
SER 

• 

CONDE 
SER 

REG. COIL GAP I 

EARTH 

SECONDARY 

W. TRANSF. 

Turns in regu-
lating coil 

• 

• ~-

• 

The tuning was not 
quite as sharp in the 
first case, 

but it was very sharp in the. last two experiments. Taking these and calling x the 
self-induction of the connections we would have in the case corresponding to L1 of the 

regulating coil T 
2

1t -Jo.l3249(L1+x) and in the case corresponding to L2 of the 
JOl 

self-induction coil 

-- --·- .... 
• • 

From this 0.13249 (L1 +x) 0.11341 (L2+x) and 

0.11341 £ 2 -0.13249 L 1 X=---------
0.01908 

. 

Now L 1 and £2 should be exactly measured; resonance method will probably suit 
the purpose best. This is to be more rigorously carried out. 

. . . 

In the experiments before described, for the purpose of ascertaining the influence 
of elevation on the capacity of a sphere, the latter was connected to the coil of 404 turns 
by means of a wire No. 10 heavily covered with rubber (3/8" wall). Evidently this wire 
affected the period of the system and to ascertain to what extent, the wire was placed in 
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the same position as when used in the experiments with the ball at its lowest position -
20.66 feet from the ground. The sphere was omitted but the streamers on ~the. end were 
prevented by sealing the end with wax, covering with tape and sticking the end of the wire 
into a glass bottle with very heavy walls. Resonance was attained with (6 x 36) 2 bottles 
on each side and 21 turns in the self-induction regulating coil. This was 214 bottles on 
each side or 107 total. In making the test the primary turn of the oscillator, usually con-
necting the two coatings of the condensers on the bottom, was left off and the coatings 
joined by a short wire .. The total self-induction in the primary circuit was therefore the 
21 turns of the regulating coil plus the connections, or from previous figures 100,800+ 
+6600 107,400 em. Now in the test of Oct. 9, with the ball connected to the cable, re-
sonance was obtained with 4.66 tanks on each side or 4.66 X 36 168 bottles approx. 
The total self-induction was 21.5 turns of regulating coil+ 1 turn primary +connections= 
=103,200+56,400+6600 166,200 em, both values from calculated data. Had the self-

. 166,200 
-induction been the same we would have had Instead of 168 bottles =260 bottles. 

107,400 
Thus with the sphere the capacity in the vibrating secondary system was increased by 

260 130 
the ratio or . 

214 107 
• 

• - · -
. 

The period of the primary circuit in the first case can now be ascertained. The capa-
107 

city was 107· bottles= x0.03816 0.11342 mfd. The self-induction as before stated 
36 

2~ ~-------------
107,400 em. or 0.0001074 H. The period therefore was v'0.0001074x0.11342. Now 

1000 
the secondary vibrated with the rubber wire attached, the same period which was 
2 

1t .Jo.04 x C, designating by C the ideal capacity associated with the self-induction of 
1000 

the coil. These two were equal and we have C= 
0.0001074 X 0.11342 

0.04 

10.74x0.11342x9 ==J0.45 X 9 == 274 em .. 
0.04 

mfd, or 

This was the capacity with the cable comprised. But before we have found the capacity of 
the coil alone, with no wire attached, 90 em or nearly so. The addition of the rubber cable 
made therefore a considerable difference. It would not have been so high had the streamers 
been entirely prevented but despite the wax and glass bottle there was a leak which had 
the· -same effect as if the capacity had been increased. Since by adding the ball the capacity 

. . 216 
was Increased by the ratio we have - calling now c the capacity of the sphere at 

214 
260 214+c 

the initial elevation of 20.66 feet - = --- and from this 
214 274 

274 X 46 
c= = 58.88 em. 

214 

This then would be, according to this estimate, the actual value of the capacity of 
the sphere at that elevation. 
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Colorado Springs • 

• 

Oct. 22, 1899 • 

--·-

One of the upper terminals of the condenser ( +) usually connected to the ground 
was joine4 to the lower end of the coil of 689 turns, the upper end remaining free. The 
ground was in this case omitted for the purpose of securing a higher initial excitation. The 
maximum rise was ascertained by .an adjustable spark gap as shown. The results of the 
tests are given in the table below: 

Capacity in primary 
circuit expressed by 
the number of bottles 
used 

(8 X 36)- 2 
2 

(7 X 36)- 2 
2 

(6 X 36)- 2 
2 

(5x36)-2 
2 

(4x 36)-2 
2 

(3 X 36)-2 
2 

(2 X 36)-2 
2 

(I X 36) - 2~-

2 

31 
appr. 

2 

Self-induct. of primary 
• • • • or exctttng ctrcutt 

. 

Turns in regul. 
coil +connections 

1.125+connections 

. 2.315+ 

3.625+ , 

4.75 + 
" 

6.25 + , 

8.25 + " 

11.625+ '' 

22 + " 

24 + 

Spark length 
on terminals 
of the coil 

4 1/8 inch 

4 3/4 , 

5 5/8 , 

5 3/4 

5 1/8 , 

6 1/4 " 

7 " 

9 , 

about same 

Observation 
relating 
to spark 

• 

· Thea -spark was -
continually 
• • tncreastng 
and the excitation 
was reduced as 
the capacity was 
getting smaller 

reduced 

still more 

still more 

still more 

The spark was getting longer because the efficiency of the exciting circuit was increas-
ed, as the inductance of this circuit was increased and capacity diminished. There were 
smaller frictional losses and after each break the system vibrated longer and excited the 
coil better. 
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The short stout \Vire was now substituted by each of the two primary turns separately 
and joined in mbltiple with the results indicated belo\v: · --·- · 

32 

2 
. 

13 I /4 turns+ I primary+connections The primary used was the upper one. 

32 . 

14 ' +I + lower one. " 
, , 

" 
,, 

2 

32 I The tuning was very sharp in the first 14 1/2 )t 1 + 2 '' 
, 

" two cases, not quite so in the last I 

instance. 

In order to get· useful data as to the self-induction of the connections and also of the 
various turns of the regulating coil which were most frequently used in the experiments, 
tests were made as follows. A coil still to be described, built for a special purpose, was used 
(689 turns, drum 14'' diam., 8 feet long) and was excited from one terminal of the con-
densers, as indicated in the sketch below. The coil had a definite period which was ascertain-
ed with all condensers in and the least possible self-induction; the condensers were taken . •·· 
out and more turns of the self-induction coil inserted until resonance was again attained. 
Since the period was in all instances the same the self-inductance of the circuit was thus 
varied inversely as the capacity. When all self-inductance or nearly so was taken out and 
only the connections remained by a simple ratio between the known capacities and a 
known inductance, the inductance of the connections was given, or else this quantity was 
ascertained from the known period which was maintained throughout the experiments 
(that of the coil before referred to). The lower ends of the condensers, usually joined by the 
primary, were connected by a short stout conductor of inappreciable resistance and in-
ductance. 

The method used in the experiments recorded today for determining experimentally 
the inductance of the connections is very convenient and secures good results. The coil 

- · .. ... _, 
• • . . 

• 
STOUT SHORT CONNECTION 

f 

BREAK 

REGUL. COIL 

SECONDARY 22, SOOV 

PRIMARY 
W. T. 

t 

' 
' 

COIL 689 T. DRUM u,• 8 FEET lONG 

) 
I 

I 
I ADJUSTABLE SPARK GAP 

I 
I 
I 
I 
I 
I 
' I 

used in the experiments was one of very high self-induction to make the tuning very sharp 
and it was wound on a drum of relatively small diameter to reduce internal distributed 
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capacity. This likewise improves the sharpness of the adjustment. It was easy to dete~t 
variations of one sixteenth of one turn of the regulating primary coil. From the pr~Q.ing 
data, calling I the inductance of one turn and 11 that of 22 turns, and C the capacity in 
the primary when 1.125 turns were used and C1 that when 22 turns were employed, we 
have, since the period was the same: 

(lx l.l2Y+connections) C (11+connections) C1• 

Now it is not nece3sary to determine C and C1 since only the ratio is needed and we may 
simply take the number of bottles in. each case. This gives: 

(/x 1.125+conn.)x 143 (11+conn.)x 17. 

Now in a previous instance I and 11 were approximately: I 4800 em, /1 105,000 em . 
• 

Substituting these values we have: 
• 

(5400+conn.) x 143-.-17 x (105,000+conn.) 

and cc,nnect.=(l7x 1050-143x54)x 100 
126 

.. 
From this the inductance of the connections would be 8040 em, o em. ap-

• 

prox. It would be desirable, however, to eliminate the turns of the coil and so estimate 
t:he inductance of the connections directly. 

Colorado Springs 
Oct. 23, 1899 

Experiments to further ascertain the influence of elevation upon· capacity. 

The coil referred to on a previous occasion was fimshed with exactly 689 turns on 
a drum of eight feet in length and 14" diam. The wire used was cord No. 20 as before 
stated so that the approximate estimate of self-induction and other particulars holds good. 
The coil was set up upright outside of the building at some distance to reduce any errors 
due to the influence of the woodwork. From the building extended a structure of dry 
pine to a height of about sixty feet from the ground. This framework supported, on a 
projecting crossbeam, a pulley (wood) with cord for pulling up a ball or other object to 
any desired height within the limits permitted and this beam also carried on its extreme 
end and~lose to the pulley a strong glass bottle within which was fastened a bare wire 
No. 10, which extented vertically downward to the top of the coil. The bottle was an ordi-
nary· Champagne bottle, from which the wine had been poured out! and the bottom bro-
ken in. It was forced neck downward into a hole bored into the beam and fastened besides 
with a cord. A tapering plug of bard wood was wedged into the neck and into this plug 
was fastened the wire. The bottle was finally filled with melted wax. 

The whole arrangement is illustrated in the sketch shown in which b is the bottle 
with wooden plug P supported on beam B also carrying pulley p, over which passes the 
cord for pulling up the object, which in this case is shown as the sphere C. The spheres 
used were of wood and hollow and covered very smoothly with tin foil and any points of · 
the foil were pressed in so as to be below the surface of the sphere. This is a necessary 

235 

I 
' I 

• 



• 
• 

precaution to avoid possible losses by streamers ~·ben the sphere is charged to a high 
potential. It is desirable to work with strong effects as the greater these are the better the 
vibration can be determined, but it is necessary to carefully avoid losses and errors owing 

• 

........ . . . ., . 
. 

d 
• 

8 

1 t--------1 

• - --- - • • • 
. - - - -- -- -- --- . -' - -- --. - - - -

q 

to the formation of streamers. These have 
the effect of increasing the apparent capacity 
so much that a thin wire may often produce 
results comparable to those obtained with 
large capacitie~. The streamers, of course, 
cause frictional loss and thereby diminish the 
economy of the system and impair the qua-
lity of the results. They also cause a loss of 
pressure just as leaks in air on water pipes. 
The ball to be tested or any other object was 
provided with two metallic bushings, on con-
tacts c c, consisting of small split brass tubings 
which were in good connection with the 
conducting surface and .. also insured contact 

b 

c BALL 

w 

l 
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• 
• 

with wire w which at the same time served to guide the ball in its up and down movement. 
To avoid losses the bushings did not project beyond the surface of the ball and for- the 
same reason the cord was not fastened to a hook but a hole was drilled into the ball, the 
cord with a knot on the end was slipped in and a wooden plug driven into the hole, so 
that nothing was sticking out capable of giving off streamers or causing leaks into the 
air. In the first series of experiments a ball of 18" diameter was used. The ball was not 
perfectly round but the error due to a slight irregularity of shape was very small. The 
plan of connections is shown in the sketch in which the same letters are used to designate 
the s~me parts of apparatus as before. The excitation of the coil was effected by connecting 
the lower end to one of the terminals of the condenser the one which was connected 
to that end of the secondary of the 60,000 volt transformer which was in connection with 
the tank. The tank, as described on a previous occasion, was usually connected to the 
ground but in these first experiments the ground connection was omitted to secure stronger 
excitation. From the terminals of the coil two thin and heavily insulated wires were led 
to an adjustable spark gap s which was manipulated until the maximum rise of potential 
on the coil was ascettained. The two sets of condensers were joined by a stout short wire W 
of inappreciable self-induction and resistance and the inductance of the exciting circuit 
was varied by inserting more or fewer of the turns of the regulating coli R mto the circuit 
through which the condensers were periodically discharged. The wires leading from the 
coil to the adjustable spark gap s were, as before remarked, very thin, as short as it was 
practicable to make them and heavily insulated. By observing these precautions the error 
due to the capacity of these wires themselves was reduced to a minimum, also the loss 
owing to a possible formation of streamers. To reduce the capacity the wires were led far 
apart and then brought in line to the spark gap. The lower wire, which was connected to 
a point of comparatively low potential was of little consequence but on the top wire these 
precautions were imperative. The prcef'dure was as follows: first the pericd of the coil L 
and capacity attached to the ft ee terminal was ascertained by varying the capacity or 
self-induction, or both, of the primary or exciting citcuit until resonance was reached 
which was ev:dent from the maximum rise of potential. When the pericd had thus been 
determined with the capacity, say a sphere, in one position, the pasition of the bcdy of 
capacity was varied by shifting it to another place along the wire w and the adjustment 
of the primary circuit was again effected until resonance was reached, generally by simply 
varying the length of wire of the regulating coil included in the primary circuit. Now as 
the self-induction of the coil L remained the same through all experiments, the apparent 
capacity could be easily determined from the self-induction and the known period of the 
primary or exciting circuit. By keeping the capacity in the primary circuit the same or, 
eventually~- tbe self-induction, the prccedure was simplified and the capacity in the system 
including coil L was then at once given by a simple ratio, as in some cases previously 
described. It was preferable to vary the self-induction as the change of this element could 
be effected continuously and not step by step, as was the case with the capacity. 

The apparatus being arranged as stated, the lowest position of the ball of 18" diam., 
which was first used, was 9' 5" from center of ball to ground and the highest 58' 9". 

To ascertain the pericd of the system L the vertical wire was first disconnected and 
only the spark wires left on, then the vertical wire was connected and the pericd again 
determined by adjusting the primary citcuit, then the ball was placed in its lowest position 
and finally readings were taken with the ball at various heights up to the maximum ele-
vation. The results condensed were as follows: 
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Coil L alone only with spark w!res, no vertical wire: 

Capacity total in 
primary circuit 

142 
=71 bottles 

2 

Total primary self-
-induction turns of 
regulating coil +conn. 

9 7/8 turns+connections 

Coil with vertical wire and spark wires: 

142 
=71 bottles 2 ~ 

18 3/8 turns+connect. 

Coil with ball, vertical wire and spark wires: 

142 
=71 bottles 

2 

,, , 

,, , 

19 1/2 turns+conn. 

20 3/8 , + , 
21 l/4 , + , 

Height of ball 
from center 
to ground 

no ball, no 
• wzre 

} 
, 
I 

no ball 

9 feet 5'~ 

33' 

58' 

. -· -
9" 

9" 

• 

• 
• 

• 

Analyzing 
spark at s 

3 3/4" 

3 1/4" 

4" 

4 3/8" 

4 1/8" 

Owing to the construction of th~ ·~il L which, as before stated, aimed at sharp 
. '. . 1 

tuning it was easy to detect a variation of of one turn of the regulating primary coil R. 
16 

It was desirable to take some readings with all the bottles in and the results were 
nearly the same and could still be read off with fair exactness, although the variation on the 
regulating coil R was reduced to one half, the capacity in the primary being just double 
that used in the experiments the results of which were just given. 

• 

The readings with all the condensers were as follows: 

Capacity in primary 
total 

__ , ·-·. ' ..,. -• . 

286 bottles 

,, 

'' 

Total self-induction in 
primary turns of reg. 
coil +connections 

10 1/8 + conn. 
10 9/16+ ,, 

1 1 -t- ,, 

Note to above experiments: 

Height of ball 
from center 
to ground 

9' 5" 

33'9" 

58' 9" 

Spark on 
terminals 
of L 

4 1/4" 

4 1/2" 

4 3/4" 

The vibration of the coil L with vertical wire and spark wires was found to be in 
resonance with the primary in another series of observations with 

142 bottles 18 3/4 turns+connections 
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• 
• • 

whereas befdre it was found to be so with 18 3/8 turns. When the different value. IS 3/4 
turns was observed the wind was blowing hard and it ~ould seem as if this would· have 
had the effect of increasing the apparent capacity of the aerial vertical conductor. This 

. 

is to be followed up. 
The experiments seemed to demonstrate clearly that the augmentation of the capa-

city as the ball was elevated was in a simple proportion to the height, for at the middle 
position the value found was very nearly the arithmetic mean of the values in the extreme 

• • positions. 

Colorado Springs 
Oct. 24, 1899 

Tests continued on the · effect of elevation upon the capacity of a hotly connected 
to eat th. · ~· : 

The same coil was used as in the tests just before recorded, but the ball of 18" diam. 
was substituted for by one of 30" diam. 

l'hese readings were in all probability closer as an improvement in the procedure 
was n1ade. 

The results were as follows: 

First set of readings. 

Capacity in primary Self-inductance of primary: 
• • arcwt Turns of reg. coil+ 

connections 
Bottles total mfd. 

~8 x 36)- 2 =143 0.1287 
2 

(8 X 36)·~ ·2 ~~ 
----=143 0.1287 

2 

(S X 
36)- 2 =143 0.1287 
2 

10 3/S+connections 

10 3/4+ , 

11 1/8+ " 

Height of ball 
above ground 
from center 

9' 11, 

34' 3" 

58' 6" 

Analyzing 
spark on 
terminals of 
excited coil 

4 1/2" 

4 3/4" 

s 1/8" 

Second set of readings. Capacity reduced in primary to get greater variation on 
regul. coil. 

(4 X 36)-2 
= 

2 
71 0.0639 19 3/4+ , 9' II, 4 3/8" 
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• 
(4 X 36)- 2 

= 
2 

• 

71 0.0639 20 3/8+ " 
34' 3" . s 1/4'' 

· --

(4 X 36)-2 
= 

2 
71 0.0639 21 + " 

58' 6" 5 3/8" 

Note: After these readings had been taken it was found that the ball sliding on the 
vertical wire did not make a good contact. This might have modified the results slightly. 

Colorado Springs 
Oct. 25, 1899 

.. 
. - · Experiments on influence of elevation upon capacity of conductor connected to 

earth continued: 

This time simply a wire No. 10 extending vertically in the continuation of the axis 
of the coil was used. The coil was the same as before, 689 turns No. 20 cord on drum of 
14" diameter. 36 feet of wire were first taken and after each reading 3 feet were cut off. 
Each time resonance with the primary was attained and the constants of the primary 
circuit noted, this giving the necessary data for the determination of the capacity of the 
vertical wire. The results are indicated below: 

Capacity in the 
primary circuit total 
Bottles mfd. 

(4 X 36) 
2 

71 0.0639 

" 
, 

" " -- - . ~ • • . . 

" 
,, 

" 
, 

,, , 

" " 
, , 
, , 
, , 

Self-inductance of primary 
Turns of reg. coil +connect. 

17 +connect. 

16 3/8 + , 
15 3/4 + ,, 
15 1/4 + " 
14 3/4 + " 
14 1/4 + " 
13 3/4 + , 
13 1/4 + " 
12 3/4 + " 
12 1/4 + , 

These readings are approximate. 
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Length of 
vertical wire 
in feet 

36 

33 
30 
27 
24 
21 

18 

15 
12 
9 

Analyzing 
spark on 
terminals of 
excited coil 

1/8" 

, 

" 
1/16" 
, 

" 
'' 

" 
13/16" 
9/16" 
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Colorado Springs • 

• 

Oct. 26, 1899· • 

·--

Measurement of inductance . of 689 tum coil used in investigations on influence of 
elevation upon the capacity of a conductor. 

Readings were as follows: 

Volts av. 
118 

Current 

3.315 

E= 118 z=JS.6 
I 3.3 I 5 

E 2 -Rz . 

880 

E 2 • 
::: 1267.36 

I 

Res. 

28.304 

E 
1

- Rl = 466.4 7 Large dynamometer close 
I 

• 

• --· (a)2 774,400 -

I . - 0.00057654 
(J.)2 

From this L 0.024 henry 

or 24,000,000 em. 

This is a value slightly smaller than that calculated before. Readings were also taken 
with small dynamometer. This slightly damaged. The readings are to be revised upon 
restandardizing. 

Volts av. 
69.25 

- · -· . ,..,. . . 

Current av. 

2.045 

E 
-= 33.863 
I 

E 2 
== 1146.7 

I 

R2 
z=: 800.89 

880 

E 2 -R2 
I L2 == ---== 0.0004466 

(A)2 
From this L 0.0211 henry 

or 11,100,000 em. 

Note: This value is decidedly too low owing to dynamometer indicating too large 
a current. Possibly during the test (a) . had changed. 
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Colorado Springs 
• 

Oct.--27, 1899 

Test of condensers some of which were recently refilled. The corrections for capacity 
to be applied to the work of about two weeks ago. 

Readings with 7 cells battery showed for 011e half 

Microfar£d Standa1 d 
• 

• 

For set of condensers all in multiple 
on left side from door 

For set of condensers all in multiple 
on right s.ide from door 

For all condensers in multiple 

Deft. 101 
101 average 101 o 

101 

51 
51 average 51° 
Sl 

• 

. --· -

S3 
S3 average 53° 
S3 

104 
104 average 104° 
104 

The difference between the two sets is probably due to different heights of solution 
in the tanks or bottles. In these measurements there were two bottles less on each side 
in the central tanks. 

Taking the above data, the total number of bottles when all were in quantity was 
(16x36)-4 576 4 572 bottles. 

-··· ···- . .... 

. 104 
The capacrty was 

101 
x0.5=0.515 mfd approx. This would give 

• • 

for one bottle an average: 
, two ,, , 
, three , , 
, 12 

" 
,, 

for 36 bottles or one tank 
• 

, 18 , half of one tank 

0.~ mfd or 810 em 
0.0018 , . 1620 ,, These are 
0.0027 , 2430 , frequently 
0.0108 

" 
9720 ,, needed 

0.0324 , 29,160 , 
0.0162 

" 
14,580 , 

Note: Small mica condensers with fibre covers made for resonating circuits have 
a little less than 1/20 mfd each; two were measured. 
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Colorado Springs • 
• 

• 

Oct. 28, 1899 • 

---

Referring to the preceding results the period of the excited system without the vertical 
wire was as follows: 

Capacity in primary 71 bottles 0.0639 mfd. 

Self-induction of primary connections plus 9 7/8 first 
turns of the regulating coil measured: 32,700 em. 

32,700 
0.0639 X 

9 10 

With the vertical wire the period corresponding to that of the excited system was 
T2 , which estimated is: 

Capacity in primary as before 0.0639 mfd. 
Self-ind. in prirnary conn.+ 18 3/8 turns measured: 
65,000 em. 

Now calling C the cap8.city of the excited system with only the spark wires, L the 
• • • • 

self-induction of the excited coil, before found to beL 0.024 H, we have·for the period 
of the excited system: 

21t 
r.l - lOl vo.024 X c, c being in rnfd. Now r.t = Tl or 

. 

. 327 
0.024 x C == 0.0639 x and C 327 X 0.0639 &-d 

== m1l or 
J07 107 X 0.024 

C == 9 x 10' x 327 x 0.0639 _ 0.5771 x 327 em.== 78•36 em== C 
107 X 0.024 2.4 

. Calling presently C1, the capacity of the excited system when the vertical wire was 
attached, we have by similar reasoning from 

65 0.0639 
~ .. = ··. x mfd 1 10' 0.024 , 

C 9 X 1()5 X 65 0.0639 t•• 7£ or 1 a. x em == ~~. v ea. 
10' 0.024 

The capacity of the wire alone would from these results be 

c, c 155.76-78.36 77.4e • 

. 

Calculated approximately we have the following data for the wire: diam. of wire 
No. 10 0.2588 cttl., r 0.1294 em. 

I 50 feet approx. 50 x 12 x 2.54 1524 em. 
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• 
• I I 1524 

From this: =11,777.4 and capacity of wire=----= = 81.5 em.· 
21 

I 18.7 r . ---oge-
r 

The calculated value is a little larger but not much~ well within the errors of the 
adjustment and determination of the quantities by experiment. 

Continuing we see that when the ball was at its lowest position the period of the 
primary was as follo\~S: , 

Capacity in primary as before 0.0639 
Inductance: connections+ 19 1/2 turns 

683 

.-------

measured 68,300 em or H. 
107 

683 
0.0639 X IO' 

Similarly, when the ball was at its highest position, we have: 

• • •• -.-----Capacity in primary circuit as before 0.0639 
Inductance: connections+21 1/4 turns which, 

761 
measured, were found: 76,100 em, or H 

2 7t 761 
Tpb = IOl \ 0.0639 X 10' 

. 1 Q7 

Now calling C' the total capacity of the excited system when the ball was lowest, 
we have the period of the excited system: · 

or C' in em= 9 x I os x 0.0639 x 683 = 163.66 em== C'. 
0.024 X 107 

C' == 0.0639 X 683 fd 
0.024 x 107 m ' 

The ball at the lowest position effectively contributed only. 

C' C1 163.66 155.76 7.90 em 

but this low value was probably due to the fact that the vertical wire extended 
above. 

Calculating similarly the value of C", that is the capacity of the excited system when 
the ball was highest: 

Tsb= 
2 

7t vo.024 XC" 
J03 

C" 0~0639 X 761 . 182 36 = = •n em. = . em. 
107 X 0.024 

Now C" C' 182.36-163.66 l8.70cm gives theactual value for the ball on top. 
This is an increase of nearly 137% for 49' 4" or about 2.76% per foot. 
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Colorado Springs • 

• • 

Oct. 29, 1899" -·-

. 

Experiments with coil 689 turns on drum 14" diam .. were again continued to further 
study the influence of elevation upon capacity. 

The same arrangement was used which was described on a previous occasion with 
vertical wire and ball 30" diam. The excitation of the coil was effected by connecting it 
to one of the terminals of the cond,pnsers, that which was joined to the terminal of the 
Westinghouse Transformer which w:~s in connection with the tank but the connection 
of the latter to the ground was not made directly but through a spark gap 1 /8" long. 

The spark wires leading to the spark gap, serving to observe resonant rise, were 
No. 26 guttapercha coated and each about 25 feet long: It was really only the upper wire 
leading from the free terminal which was of importance to consider. The vibration of the 
coil was first ascertained, nothing except the spark wires being attached. Next a sphere 
of 30'' diam., the tin foil of which was cut through with a sharp knife to prevent formation 
of eddy currents, was connected to the top of the coil and the vibration agaiq determined. 
Then the vertical wire was put on and the sphere taken off. After determi~ng the vibra-
tion with the vertical wire the sphere was slipped on the same and readings taken with 
the sphere at different heights. The results were as follows: 

Coil with spark wires alone. 

Capacity in primary 
Bottles total mfd 

(4 X 36)- 2 7l 0.0639 
2 

Self-inductance of 
• prtmary 

Turns of 
reg. coil+conn. 

10 1/2+conn. 

Coil with ball of 30" diam. and spark wires. 

Capacity in primary circuit 
Bottles total mfd 

(4 
X 

36)- 2 =71 0.0639 
2 

Self-inductance of 
primary. Turns in 
reg. coil +connections 

13+conn. 

Coil with vertical wire No. 10, fifty feet and spark wires . 

(4 
X 

36)- 2 71 0.0639 
2 

. 

19 3/4+conn. 
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Analyzing 
spark on 
terminals of 
excited coil 

3'' 

Analyzing 
spark on 
terminals of 

excited coil 

3 1/2" 

3 7 /8" 



• 

Readings with ball of 30" diam., vertical wire and spark wires connected to coil . 

Capacity in primary circuit 
Bottles total mfd 

(4 
X 

36)- 2 71 0.0639 
2 

(4 
X 

36)- 2 =71 0.0639 
2 

(4 
X 

36)- 2 =71 0.0639 
2 

Self-inductance of 
primary. Turns in 

reg. coil +conn. 

20 3/4+conn. 

21 3/S+conn. 

22 +conn. 

Height of ball 
from center 

to ground 

9' 11" 

32' 8" 

55' 7" 

Readings continued with primary capacity modified. 

• (8 X 36)-2 
143 0.1287 11 5/S+conn. 10' 3" • • • 

2 • 

(8 X 36)- 2 
143 0.1287 12 l/4+conn. 33' 3" 

2 

(8 X 36)- 2 
143--0.1287 12 7/B+conn. 55' 9" 

2 

The capacity in primary was now still further reduced. 

The readings were as follows: 

Capacity in primary 
Bottles total mfd 

(5 
X 

36)- 2 89 0.0809 
2 

(5 
X 

36)- 2 89 0.0809 
2 

·- -·· ... .... .,. 

(S X 
36)- 2 =89 0.0809 
2 

Inductance in 
primary. Turns in 
reg. coil+conn. 

16 1/2+conn. 

17 3/8+conn. 

18 I/4+conn. 

Height of ball 
above ground 
from center 

10' 3" 

33' 3" 

55' 9" 

• • 

AnalyZing 
spark on 
terminals of 
excited coil 

4 3/8" 

4 3/8" 

4 3/8" 

1/4" 

1" 

1 1/2" 

Analyzing 
spark on 
terminals of 
excited coil 

4" 

4 1/4" 

4 3/8" 

In these experiments the excitation of the coil was varied by adjusting the small 
spark gap separating one terminal of the Westinghouse transformer from the ground. 
The tuning was not very sharp as the ball was large and the magnifying factor of the coil 
rather small. Taking n approx. 60,000 we have p 360,000 approx., R 28.3, L 0.024 we 

pL 36 X 104 X 0.024 
have for value =300 approx. Not so small after all. 

R 28.3 
It was desirable to take some readings with the self-induction in the primary remain-

ing the same, the capacity only being varied. 
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Following results were obtained: 

Primary capacity Pritnary self-indue- Height of ball Analyzing spark 
Bottles total mfd tion. Turns in from center on terminals of 

reg. coil. +conn. to ground excited coil 
133 

66.5 0.05985 
2 

22+conn .. 10' 3" 4 3/8" 

137 
68.5 0.06165 

2 
22·+-conn. 33' 3" 4 3/8" 

142 
55' 9" 71 0.0639 22+conn. 4 3/8" 

2 

These data are to be worked out. 

Colorado Springs 
Oct. 30, 1899 

Measurement of Inductances 

The primary of the oscillator, regulating coil and connections to spark gaps and 
coodettsers as generally used were joined in series, the gaps and condensers being bridged 
by short pi~s of wire No.2 of inappreciable resistance. The object was to determine again: 
the inductance of the primary turns of the oscillator, of the regulating coil for the various 
turns as employed and also of the connections. The two primary turns were joined in 
series and readings taken across both to get better values. 

The g~nerator, a 1500 light machine smooth armature Westinghouse type, was spe-
• 

cially run, the speed being kept constant. The frequency was determined as before by taking 
the speed of synchronous motor run.ning without any load and with strong excitation of 
field. There was no slip under these conditions as frequently ascertained. 

The average speed was very closely 2070 per minute on a motor which was a 4-pole, 
this giving 8280 cycles per minute or 138 per second. From which (a) 867. --.. .. .. .. . 

• 

The connections as used are · shown in diagram below: 
The connections were all left 
exactly as used generally with the 
exception that, as before stated, 
the gaps and condensers were 
bridged by short pieces of wire 
No.2. 

TWO 
PRIM- -
ARY 
TURNS-
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CONO. 

REGUl. COIL 

OaREAK OYN. 

CONO. 

SUPPLY 
TRANSF. 

MAINS 1000V 

CHOKING ·. 
COIL 

PRIMARY 

SECONDARY 

• 
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• 

Read!ngs for: two primary turns, regulating coil 23.5 turns and all connections in. series: 
' 

• 

E I (a) R This gave an average of: 
14.7 53.00 867 E I w R 
14.8 53.22 ,, 
15.1 54.00 • 

" • 
14.925 53.555 867 

15.1 54.00 
" 

• 
I 
I 

Readings for two primary turns in series: 

E 
10.45 
10.35 
10.40 

I 
52.1 
52.1 
52.1 

867 
, 

" 

R This 
E 
10.4 

gave average values: 
I (a) R 
52.1 867 

Readings were also taken across each one of the primary turns, the e.m.f. of course 
being exactly one half but the e.m.f. across the upper turn was slightly greater, probably 
because of the greater distance from the ground, possibly beca\lse q_f being nearer to the 
open secondary. · 

Readings for regulating coil 23.5 turns and connections of break and condensers 
together in series : 

E 
4.1 
4.1 
4.1 

I 
52.1 
52.1 
52.1 

(a) 

867 
, 

R This gives average values: 
E I (&) R 
4.1 51.1 867 

Readings for regulating coli alone for yarious turns: 

E 

1.85 
3.925 

2 

_643. ... -. 3.15 
2 

4.8 2.4 -
2 

3.3 
=1.65 

2 
2 

=I 
2 

0.5 

I 

52.1 

52.1 

52.5 

53.00 

53.00 

53.00 

Number of turns Resistance 
across which of the turns 
e.m.f. read included 

867 23.5 

867 19.5 

867 15.5 

867 11.5 

867 7.5 

867 3.5 
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To get bt1tter readings for the separate turns of the regulating coil tho voltage. was . · 
taken again as first across the whole: 2 primary turns, connections and regulating coil 
all in series and the turns of the latter were then varied, readings being taken for each 
case. The results are indicated below: 

E I 

11.55 55.8 
11.675 55.8 
11.90 55.8 
12.15 55.3 
12.45 55.3 
12.80 55.3 
13.20 54.9 
13.50+a little 54.9 
13.90 54.9 
14.25 54.4 
14.60+a little 54.4 
14.15 51.1 
14.30 51.1 

Number of turns of the 
regul. coil included in 

the circuit 

o .. s 
2.5 
4.5 
6.5 
8.5 

10.5 
12.5 
14.5 
16.5 
18.5 
20.5 
22.5 
23.5 

~1 

" , 

" 
" 
'~ 

, 

" 
" 
" , 
, 

" 

Resistance 
total of 
circuit 
included 

• 

• -
• 

To facilitate estimation of the inductance of the various turns the readings were 
reduced to the same value of current and are as follows: 

11.55 55.8 0.5 867 
11.675 55.8 2.5 , 
11.90 55.8 4.5 , 
12.26 55.8 6.5 

" 12.562 55.8 8.5 , 
12.915 55.8 10.5 

'' 13.416 55.8 12.5 
" 13.721 ·-·····- .• 55.8 • • 14.5 " 14.128 55.8 16.5 " 14.617 55.8 18.5 , 

14.976 55.8 20.5 , 
15.452 55.8 22.5 , 
15.616 55.8 23.5 ,, 
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Colorado Springs 
Oct. 31, 1899 

Measurement of inductances: New coil for further investigating effect of altitude 
upon capacity of body connected to earth. 

The drum of 14" diam. and 8 feet long was again used, the cord No. 20 being taken 
off and wire No. I 0 rubber ... covered used instead. Most of the data from before remained, 
only the number of turns was reduced from 689 to 346. 

The readings of e.m.f., current and frequency were as follows: 

E 
85 
84.75 
82.5 

84.38 

This gives: 

I 
15.635 880 
15.6 

" 15.3 
" 

Average values: 

15.512 

E . 
5.44 

I 

880 

E 2 
--29.5936 

I 

R 
coil with cord 1.752 

coil alone 

• 

cord 0.596 
1.156 ohm. 

• ..... 
-

R2 1.3364 

(J)
2 774,400 

E 2 -R2 
L2 =-1- = 29.5936- 1.3364 = 28.2572 henry-0.00003649 

<U2 774,400 774,400 

or L Vo.00003649 0.00604 H or L 6,040,000 em. 

Now for calculating with reference to ·note Oct. 18 we have the following data: 

diam. of core 14'1 35.5 em 

length of core 96" 243.84 em I 
S 1000 sq. em. 
N 346 
N 2 119,716 

·- . . .... 
• 

12.5664 X 119,716,000 
243.84 

From this L 6,169,600 em 
or 0.00617 henry approx. 
This is nearly 2% greater than 
measured value fairly close. 
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Nov. 1 30, 1899 I 
• 
I 

Want of time compelled omission of following items partly worked ·out: 

Nov. 27, 28 Corrected and completed results of experiments of 

Nov. 3 with wire of different , 19 and 21 
lengths and ball 

Nov. 29, 30 a) Extra coils in series exciting one another, 
b) Methods of tuning by telephone, 
c) Exciting receiving circuit through small sensitive arc 

Patent matter worked on Nov. I 30: 

Exclusion of messages in telegraphy: 

a) Two or more synchronized receiving circuits 
controlling receiver 

b) Key or safety combination 

text to be 
completed. 

• 

complete 
description 

• 
• 

• • 

.. - -· 

• 
• 
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Colorado Springs 
Nov. l, 1899 

• 

. -_ .. 

Measurement of inductance. of new extra coil built chiefty for investigating propagation 
of waves through the ground and similar objects. Also to investigate further the behaviour 
of strong streamers. 

The frame was made of light notched woodwork fastened to three strong wooden 
rings. Provision was made for 106 turns. The rings were 8 feet in diam. and taking further 
1 1/2" on each side for the crosspieces the total diameter of coil inside was 8'3". The 
length was 8 feet less 1 1/2" on top and 1/2" on bottom making total length of coil 7 feet 

· I 0". The data are as follows: 

Length of coil 7' 10" 94" 238.76 em I; diam 8' 3" 99" 251.46 em d 

Turns wire No.lO 106 N (really 105 turns wound+one turn loose) 

1t d2 . 
Area S= =49,662.52 cm.sq. from these data we have 

4 
• 

• -
• 

L-= 4n_NlS=l2.5664x ll,236x49,662.52= 208 x 12_5664 x 11 ,236 
I 238.16 

= 141, 196 X 208 

L 29,368,768 em, or 0.029369 H approx. 

Now the readings were: Calculated 

E 
== 18.1818 

E 2 
== 330.58 E I R 

I I 
110 6.05 880 Coil with cord 3.26 R2 == 7.097 

110 6.05 880 cord 0.596 E 2 

- R2 == 323.483 - I 
110 6.05 880 Coil alone 2.664 

<al2 == 774,400 

. 323.483 
This gtves £ 2 =0.000417721 

·- . -.7_74,400 
• 

L Vo.000417721 0.02042 H or 20,420,000 em. 

Measurement shows a value much lower but this was to be expected as the turns are large 
also 1/2" apart. However this measurement is to be made again to be sure of the re~ult. 
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Colorado Springs 
• 

• 

. 

Nov: 2, l899 . ---
I • 
• 
I . 

Readings were again taken today to ascertain the value found yesterday for induc-
tance of new extra coil. The results were as follows: 

E I 
194 10.7 

R average of three 
887 2.664 readings very closely agreeing. 

I 
I 

I 
E E 2 

= 18.13 == 328.6969 
[ I 

R 2 = 7.0969 

L= y'321.6 = 17.933 , 
887 887 . 

• - · 

L 0.0202176 henry or 20,217,600 em. 

' 
\ 

I 

i 

This is a value a little smaller than the one found yesterday but it is within the limits of 
variation of 6>. 

Note: When the turns are far apart the ordinary formulas for calculating do not 
apply, and the measured value is the more inferior to the calculated value the greater 
the turns and the farther apart they are. When very far apart it is better to calculate induc-
tance of one turn and multiply or, if they are not all alike, to calculate then separately 
and add up, making some allowance for mutual induction. 

Secondary last form, two wires No. 10 in multiple 17 turns on frame described on 
another occasion. To test the values before found for inductance and mutual in-
duction coefficient readings were again taken today. For secondary inductance: 

-E . .... I 
• • . 

138 16.5 
138 16.5 
136 16.3 
134.5 16.2 

From above: 

887 

875 

E = 8.364 
I 

R 
1.382 The first two readings 

were in all probability 
the best and they are 
taken. 

E 
2 

= 69.9565 
I 

(a)= 887 
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v'64.0465 8.003 
L r.: 

887 
== 

887 
== 0.009013 H or 9,023,000 em. 

.. --· 
This is smaller than before found because the turn before last was wound a little 

higher up as at first sparks would break through. It is to be measured once more however. 
Readings for Mutual Induction Coefficient. 

Two priJUry t111111 Ia series: 

Current through -primary 
• • two turns 1n ser1es 

1 

45.4 
45.4 
45.4 

Volts on secondary 

E 

34 
34 
34 

34 X 109 

From this E M (A)/, M= =851,021 em. 
880.x 45.4 

Readings with current through the secondary gave: 

Current through secondary 

17.8 
17.8 

Volts on primary 
two turns series 

13.4 
13.4 

13.4x 109 

From later readings M= =863,313 em. 
17.8 X 872 

880 
, 
, 

• 

-· -

872 
over , 

This is a little larger probably due to variation of <d. Readings were now taken for 
each of the primary tur11s separate with the following results: 

Upper primary tnr11, nearer to secondary: 

Current through secondary E.m.f. on primary 

17.9 6.9 

F h. ·-··· ... r. 6. 9 X ) 09 
44,._ OS" rom t ts lY.l ~~per PI'· -= -= ~, ~ em. 

17.9 X 872 . 

Current through primary E.m.f. on secondary 

30.1 11.8 

11.8 X 109 

Mupf'YI>r pr == == 445,484 CID • .,_ . . 30.1 X 880 

872 average three 
readings 

880 average three 
readings 

The difference again in all probability to be ascribed to variation of (a). 
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Lower primary t11ra. Readings were as follows: 

Current through primary E.m.f. secondary 

30.1 11.1 

Current through secondary 

17.9 

E.m.f. primary 

6.4 

• 

• • 

(a) • --

880 average three 
readings 

880 average three 
readings 

From first set readings: 

11.1 X I 09 

From second set readings: 

Maower pr. == = 419,060 em. 
30.1 X 880 

M 6.4 
pr. lower z= = 406,300 em. 

17.9x880 

For two primary turns multiple 

Current through primaries 

29.2 

Current through secondary 
17.9 

From first set of readings: 
M2 prim. multiple 437,811 em 

Colorado Springs 

E.m.f. secondary 

11.25 

E.m.f. primaries 
6.7 

• 

880 average three 
• 

.. readings 

880 average three 
readings 

From latter readings: 

M2 pr. muttipte 425,343 em 

Nov. 3, 1899 

Investigation for the purpose of ascertaining the influence of elevation upon the 
capacity of a conductor connected to a vibrating system as before used, continued: 

The coil of 346 turns, No. 10 wire wound on drum 14" diam., 8 feet long was again 
used. The spark wires were as before No. 26 guttapercha covered, 24 feet long each. The 
readings were as follows: 

Capacity in primary 
-· .c.itcuit total 

• • 

• 

(3 X 36)-2 
53 bottles 

2 

.. 

0.0479 mfd 
0.0479 mfd 

,, 

" 
'' 
" 

Inductance in primary 
turns reg. coil +conn. 

7 l/8+conn. 

6 3/8+ " 
5 3/4+ , 
5 3/16+ , 
4 3/8+ , 
3 5/8+ , 

256 

Length of verti-
cal wire attached 
to free terminal 
of excited coil 

45 feet 

36 
" 27 , 

18 , 
9 

'' 0 
" 

Analyzing spark 
on terminals 
of excited 
coil 

3 3/8" 

3 3 /8" 
3 3/8" 
3 I /4" 
3 1/8" 
3 1/8" 



Note: As. repeatedly observed, the first addition of a small length of wire to a coil · . 
generally produces a great effect but a certain smali length being bypassed the incr.ease . · 
per unit of length becomes more gradual. . __ 

Experiments with coil 346 turns on drum I 4'"' diam. with the view of investigating 
influence of elevation upon the capacity of a body connected to earth continued. This 
time in connection with the vertical wire a ball 30" diam. was used in the manner before 
de:;cribed. 

Coil 'i'itb spark wires alone 
' 

Capacity it~ primary Turns in regulating 
circuit total coil +connections 

Induc-
tance 

Analyzing spark on 
terminals of excited 
coil 

(J x J6)- 2 53 bottles= 
2 

=0.0479 mfd 

3 5/8 +conn. 3 1/8" 

• 

0.0479 mfd 

Coil with 50 feet wire No. 10 vertical 

7 3/4+conn. 4" . .. .. 
• 

Coil with ball 30" dia1•1. lowest position 10'3" from center to ground 

0.0479 mfd 8 I /2+conn. 4 1/8" 

Coil with ball mean position 33'9" from center to ground 

0.0479 mfd 8 7/8+conn. 4 1/4" 

Coil with ball hiahest position 57'3" from center to ground 

0.0479 mfd 9 l/4+conn. 4 3/8" 

Note: The excitation in this and previous case was as before described by connecting 
the lower terminal of coil to that terminal of the condensers (primary) which was connected 
to small adjustable spark gap, specially made for this purpose, to earth. 

It would be desirable in these tests to do away with the spark wires as these are apt 
to introduce errors in the estimates of capacity. Experiments were made with new extra 
coil to see how close the maximum rise could be ascertained without any spark wires, 
merely by observing the streamers. For this purpose the extra coil was excited from the 
secondary of-o~~illator as in some previous instances. First the extra coil was tuned with 

. . 

spark wires, then the upper wire which is the only one of importance was taken off and 
the system again t11ned. The results were as follows: 

New Extra coil with Spark wires Guttapercha No. 26, 24 feet long 

Capacity in primary circuit 
total 

bottles mfd 

(S x 
36)- 2 143 bottles 0.1287 
2 

17 

Inductance in primary circuit 
Turns of regul. coil +connections 

7 5/8+connectiJns 
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New Extra coil without upper Spark wire 

(8 
x 

36)- 2 
= 143 bottles= 0.1287 

2 

Colorado Springs 

. 5 5/8 +connections 

Measurement of inductance of primaries. 

Nov. 4, 1899 

Another series of readings were taken with the object of closely determining the 
inductance of the primary turns. This time a different dynamo was supplying the current. 
The speed was kept very constant. The readings were as follows: 

Current 

345° 58.8 
345° 58.8 
345° 58.8 

Electromotive force across 
• • • • two prtmaries In series 

12 a trifle less 
12 

" 
12 

" 

(s). 
• • 4 

880 
, 
, 

AllGw:ng a little for zero displacement on voltmeter the average is very closely: 

I E R two primary turns in series 

58.8 11.95 880 0.004 ohm. 

E 
This gives -·-=0.2032 

I 

E 2 
=0.04129 R2 0.000016 

I 

E 2 
Since R2 is entirely negligible against -- we have: 

I 

.... - . - ..... . . . 

E 11.95 
L == = = 0.000230945 henry 

I w 51,744 

or 230,945 em. 

This would give for one primary turn approximately 

0.000057736 henry or 57,736 em. 

The value previously found was 56,400 em. 
Reading of today would appear more reliable. 
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Colorado Springs 
Nov. 5, 1899 · 

Capacity of structure of iron pipes, before described, computed: 

7" pipe: Outside diam. 7.625" 19,3673 em d 
. 

length of pipe with cap I 23' 4" 280" -· 811.2 em I 

I 811.2 
Ct= =----

/ 2x4 .. 42313 
2loge-

r 

r = 9.6837 

l 

I = 83.77 
r 

cl 91.7 em. lo~ - 1.9231 x2.3 4.42313 
r 

6" pipe: Outside diam. 6.625~' 16.8275 em -k·· d 

length of pipe 18' 2" 218" 553.72 cn1 I 

I . 553.72 
Cl= . =----

1 2x4.l82 
21o8e-

r 

T= 8.4138 

I 

• 

I -=65.81 
T 

lo~-=1.818292x2.3 4.182 
r 

5" pipe: Outside diam. 5.563" 14.13 em d 

length of pipe 18' 4 I /2" 220.5" 560.07 em I 

I 560.01 
CJ= ==----

1 2 X 4.368 
21oge-

r 

r= 7.065 I = 79.27 
r 

I 
cl 64.11 em. lo~ =l.899llx2.3 4.368 

r 
- ·· ..... .. ... 

• • 

4" pipe: Outside diam. 4.5"- .. - 11.43 em- d 

length of pipe 15' 7 I /4" 187.25" 475.615 em. I 

l 475.615 c.= =---
I 8.832 

2loge-
r 

r = 5. 715 I = 83.22 
r 

.. 
-· 
• 

C4 = 53.85 em. lo&, 1 
= 1.92 x 2.3 = 4.416 

r 
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3 1 /2'' pipe: Outside diam. 4'' I 0.16 em d 

length of pipe 19' 3 1/4" 231.25" 587.375 em I 

I 581.315 
C,= I = 

21oge 9.49 
r 

r = 5.08 I = 115.6 
r 

• • 

-- ... 

} 

I 
lo~ -= 2.062958 x 2.3-= 4.745 

r 
I 

3" pipe: Outs:de diam. 3.5" 8.89 em d 
. 

length of pipe 18' 4 3/4" 220.75" ... 560.7 em I 

I 560.7 
C6= -=---

1 2 X 4.83 2 IOJe-
r 

c6 = 58.05 em. 

2 1/l" pipe: Outside diam. 2.875" 7.3 em d 

r =4.445 I == 126.1 , 
"' 

I . ~· . 

loge = 2.1 x 2.3 == 4.83 
r 

length of pipe 8' I /4" 
,, nipples 7 3/4" 

8' 8" 104" 264.16 em I 

I 264.16 c, = ·------- = ----
2lo8e I 2 x 4.276 

r 

C 7 = 30.89 em. 

from above we have total capacity of structure 

- ..... -.... . . . . 

C: 7" pipe with cap 
6" pipe 
5" pipe 
4" pipe 
3 I /2" pipe 
3" pipe 
2 1/2" pipe 
Ball 30" diam. 

Total Capr..city 

r= 3.65 1 
= 72.37 

r 

loSe 
1 

= 1.859 x 2.3 == 4.276 
r 

91.7 em. 

66.2 " 
64.11 , 
53.85 , 
61.9 " 
58.05 " 
30.89 , 
38.1 " 

C 464.8 em. 

Note: This supposes of course that all these capacities are connected in multiple. 
To be true it must be assumed that only long waves are used. With short waves the calcu-
lated value would not be experimentally borne out. 
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Cc/orado Springs 
Nov. 6, 1899 · ----

Determination of el. st. capacity of the structure of iron pipes by measu~ement. 

The method previously employed for such a purpose was again used. The coil des-
cribed on a fermer occa~ion, wound on a drum of 10 5/16" and having 550 turns was 
excited from a vibrating primary system and the maximum resonant rise obtained with 
only the spark wires attached to the terminals of the coil. Then the upper terminal of 
the latter was connected to the structure and -the maxim1}m rise again obtained. From the 
two known pericds of the primary system and the self-induction of the coil the capacity 
of the structure was then computed. In order to avoid errors due to the capacity of the 
wires connected to the coil the precaution was taken to niake no change which would 
in any considerable way affect the result. Thus, when the vibration of the coil with only 
the spark wires was determined the wire which was to be later connected to the structure 
was likewise fastened to the upper terminal of the ceil in a posi~i.Jn such that in the second 
exper:ment or series of experiments it was only necessary to tilt the wire to b&·ing it in 
contact w:th the structure. If this precaution would not be observed the e: ror ~ntrcduced 
by the connecting wire might be and in fact it would generally be c·onsiaerable. The 
adjustments were first made with the spark wires and the wire which was to be connected 
to the structure, this wire being placed vertically and at a distance of about four feet from 
the latter. The maximum rise was observed on the terminals of the excited coil with: 

Capacity in primary circuit total 

(S x 
36)- 2 =143 Bottles or 0.1287 mfd 
2 

Turns in regulating 
coil 

2 1/8 

Spark analyzing on 
terminals 

2 5/8" 

Now the wire was tilted and brought in contact with the structure and resonant 
maximum rise was observed with: 

(S x 
36)- 2 =143 Bottles 0.1287 mfd 
2 - .. 

17 1/2 2 5/8" 

To determine more satisfactcrily the self-induction in both the primary vibrations 
readings were taken in the following manner. The two primary turns, connections to breaks 
and condensers and the regulating coil were all connected in series the breaks and con-
densers bei_n.g_.Qf course bridged by stout and short wires (No. 2 being used) and readings .. 

of e.m.f. across the two primary turns were fir~t taken and then across the two primaries 
plus connections and turns in the regulating c~il as were used in the two instances. Since 
the resistances were entirely negligible with respect to the inductances it was only neces-
sary to make the ratio of the e.m.f. in two instances to determine the inductance of the 
connections and turns from the known inductance of the two primary turns wh!ch was 
carefully determined before. As the readings were taken practically at the same moments 
across the primaries alone and across the ptimaries connections and turns w could not 
vary perceptibly, and to make sure of that the readings were taken repeatedly. The current 
passed through the inductances also remaining the same during the two consecutive read-
ings, the results ought to be therefore more reliable then those obtained otherwise. 
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The results in the first case were as follows: 

In the second case: 

) 
I 

I 

E 

E1 I 0.4 volts 
E 10 volts 

£ 1=13.15 volts 
E 10.3 

" 

I and w 

the same. 

I and <U 

the same. 

CONNECTIONS 

2 PRIMARY 
· TURNS REGUL COIL 

E 

• 

.. --· 

Calling now L the inductance of the two primary turns in series and L 1 that of the 
two primaries+connections+2 1/8 turns of the regulating coil we have in first case: 

Et - Lt d L - Et L -- an 1--£ L E 

Now L was previously determined to be 230,945 em, hence 

104 
L 1 = x 230,945 = 240,183 em. 

100 

From this inductance of the connections+2 1/8 turns of the regulating coil is L 1 L= 
=9238 em. 

In the second case we have similarly 

13.15 
L 2 = x 230,945 = 294,847 em. 

10.3 

L 2 being inductance of two primaries+connections+ 17 1 /2 turns of tegulat~ng cod. - .. .. -..... 
• • . . 

·Hence the inductance of the connections and the turns (17 1/2) included is L 2 L= 
=63,902 em. 

From these data the capacity of the .structure can now oe estimated as follows: 
In the first case the primary vibration was 

2 7t /9238 
T ; :·-- 1 0-' \j I Q9 X 0.128 7 

In the second case the primary vibration was 

27t 
T =--·-

2 I 03 

- -.-



Calling tfow Cs the capacity of the excited system when the structure was not at-
tached to it, and Cs' that when this was the case we have: · · --·-

and 

9238 
109 X 0.1287 

T 2 1t v c , I 2 1t 63,902 0 1 8 
2 == lOl • L = IOJ \ 109 X • 2 7 

I 
• . 

' 

L' being the inductance of the excited coil. L' was previously measured and found to be 
L' 18,650,000 em. Now from above: 

and 
C'= s 

C = 9238 X 0. )287 -9238 X 0.1287. 
1 I09 X 18,650,000 18,650,000 ' 

109 
• 

9238 
c, = c ~3,90~ 

s s 9238 
63,902 X 0.1287 

• 

' 18,650,000 

c I 63,902 
I • =---, 

' 

Cs expressed in centimeters is: 

C =9238x0.1287x9x 105 =11.583x9238 :s 57 _375 
I 18 6 5 X I 04 . 18 6 5 

from this 1 63902 c. == x 57.375 = 6.92 x 57.375 = 397.03 em. 
Q2~R 

c ==c.'- c, = 339.655 em. 

• 

-· 
• 

This is a result inferior to the calculated value but it was to be expected as before 
stated since it can not be correct to assume that all pipes are connected in multiple unless 
the vibration is very slow. Another coil is to be used with an inductance much higher so 
as to examine the truth of this opinion. There is, however, a possibility that the reading, 
when the structure was attached to the excited coil, was too low. In this case namely, 
the tuning is not sharp owing to the large capacity of the svstr.o !~~ hut when the structure is 
not attached it is quite sharp, hence i 'there is any ·err0~ ~ n l1. ..ldjustment of· the circuits 
it can be only then when the structure was connected. This is to be investigated also. 
A slight err~ .. might have been also caused by the wire which connected the coil to the 
structure, for although this wire was placed at a distance of 4 feet with its nearest point 
there might have been enough influence exerted by the structure to make the reading with 

• 

the spark wires alone larger. This will be ascertained. From previous tests on the increase 
of capacity with elevation I should expect to find the capacity of the structure much larger 
than the calculated value. 

On the present occasion readings were at~ taken with the view of determinig the 
inductance of the connections alone+ flexible cabfe on regufating coif+ f (Z turn. oi regu-
lating coil. This namely is the lowest value which it is possible to give with the regulating 
coil in circuit. In this case the read.ings were £ 1 10.5, E 10.2 across the 2 primaries+ 
+all these ·connections and across the two primaries alone, respectively. With reference 
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to foregoing and calling L 3 the inductance of the two primaries+connections+~exible 
cable+ I /2 turn of regulating coil: · ·-_ · 

105 105 L3 = xL=--x230,945=237,738cm. 
102 103 

Hence the inductance of all these mentioned connections is L 3 L 237,738 230,945= 

=i:6793 em, for 
I 

connections proper 
I /2 turn regulating coil, 
flexible cable in reg. coil. 

Note: A small error is often caused by the chan]ing position of the flexible 
cable which makes the read ~DJS for a small number of turns larger (slightly) . 

• 

• • • • 
• 

Colorado Springs 

Nov. 7. 1899 

Further experiments for the purpose of ascertaining the capacity of the structure 
of the iron pipe by resonance analysis. Two sets of read:ngs were talcen: one set wltn new 
extra coil the other with coil 346 turns wire No.I 0 on drum I4" ... diam. The readings were 
as follows: 

Capacity in primary exciting 
circuit total: 

With aew extra coil 

Inductance in p1 imary 
circuit. Turns of regu-
lating coil +conn. 

(
8 

x 
36

)-
2 

=143 bottles 0.1287 mfd 
2 

(8 X 36)-2 
= 

2 
, =0.1287 mfd 

- ... . . . ·• -

22+conn. 

8+ , 

- With experimental coil described 

(3 X 36)- 2 
53 bottles 0.0477 mfd 15.75+conn. 

2 

(3 X 36)- 2 
0.0477 mfd 3.5+ u , 

2 

Analyzing spark on 
terminals of 
excited coil. 

2 5/16" 

3 3/4" 

4" 

3 1/8" 

*Note: The first read:ngs are of course with, the second without structure in 
each case. 

*Note: Readings were also taken on this occasion with coil wound on 10 5/16" 
drum before described (550 turns) but merely for the purpose of comparing the inductances 
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of the primary .and secondary circuits .. With the same capacity as in the last case resonan~ · 
was obtained with spark wires alone: . . · 

(3 
x 

36)- 2 =35 bottles 0.0477 mfd 
2 

8 7/8 

-- .... 

3 1/4" 

This for future reference. 

Returning to the two sets of observations it is to be noted that one turn of the new 
extra coil had been taken off and allowance should be made for this. 

Let the primary vibration in the first case be Tp1 and the correspondin~~ secondary 
vibration T11 then TP

1 
T,

1
• Similarly for the second reading with the extra cOil when the 

structure was not attached to the coil. Calling the respective vibration T 
2 

and T we 
P s2 

have TP2 T, 2• Now 

where LP1 and LP2 desitnate the inductances of the primary circuit in the two cases. 
From this 

• 

. --

as useful relation to remember. 

While the self-induction was varied in the primary circuit, and the capacity remained 
the same, in the secondary it was just ~ opposite, the self-induction remaining the same 
and the capacity being varied. Calling· now the capacity of the excited system with the 
structure C,1 and without the structure C12 (that of coil with spark wires alone} we have 
by analogous reasoning: 

This is also a convenient equation and useful to bear in mind. In cases when the capacity 
in the excited system is very often varied it is only necessary to determine the first capacity 
with which the series of experiments was begun to know all the other values from the 
known inductances of the primary circuit in two consecutive experiments. But when there 
are only two values to be determined, as in the present instance, they can be at once cal-
culated from the known primary vibrations. 

In the present instance, adopting this procedure we have: 
--·· ...... .. .. . . 

21t v ' 
TPI ~ 0.1287 X 0.000079 

103 

21t Jl T.p., -= 0.1287 X 0.00002526 
- 103 

265 

Connections + 22 turns: 
- 79,000 em.= 0.000079 H 

Connections + 8 turns reg. coil 
= 25,260 em. == 0.00002526 H 



Inductance of extra coil before measured was 0.02042 henry. This owing _to one 
. . I 05 2 • 

turn less without change of length should be reduced to rat1o 
1 06 

or about ·~/o making 

the inductance very approx. 20,000,000 em. or 0.02 henry. 

From the above: 

21t . 2rt_/ . v C51 X 0.02 == V 0.1287 X 0.000079 
JOl JOl 

and I 
• 

C = 0.1287 x 0.000079 mfd 
II 0.02 ' 

I 

• • or In cenumeters: 
9 X JQS X 0.1287 X 0.000079 

457 c.l = ----------- == .s em. 
0.02 

Similarly we have 

C 
0.1287 X 0.00002526 ,_~ 

, 2 = m.u, or 
0.02 .. 

. -· 
C 

9 X 105 X 0.1287 X 0.00002526 == 146 29 · 
sl == • em. 

0.02 

This would give for the capacity of the structure according to this method only cal c.z= 
=457.5 146.29 311.21 em. 

This inferior result I attribute to the fa~ that the capacity is partially to be taken as dis-
• 

tributed, owing to the length of the structure. But determining by the same method with 
a vibration which would be much slower this error should be very small. 

Taking now the values for the set of readings with the experimental coil of 346 
turns we have: 

, 21t'_/ . Tpt == v 0 .0377 x 0.00005486 and Lpt ==ccnnect1ons+ 15.75 turns 
1 Ol . 

== 54,860 em. == 0.00005486 H 

Lp2 ==conn.+ 3 1/2 turns== 

== 11,160 cm.==0.00001116 H 

-- ···· - ··~ - The inductance of the experimental coil measured being 6,040,000. em, or 0.00604 
henry we have: 

I 21t r •• =-
103 

, 
0.00604 x Cs·t and 

, 2 7t 
T2=-

s IOl 

from these relations follows: 

c' I= 0.0471 X 0.00005486 mfd. 
s 0.00604 

C , _ 0.0477 X 0.00001116 rd 
sl- IDJ~ . 

0.00604 
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0.00604 X Csl 

and 
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Hence 
, , 0.0477 

Cst- Csl == X (0.00005486- 0.000011 16) 
0.00604 

=-
0·0477 

x 0.0000437 mfd, or 
0.00604 

c' c' 9 
X 

0•0477 
X 

4•37 Centimeters== 310.6 Cm. 
st- sl == 0.00604 

very nearly the same value. 

• 

. ---

It is to be expected that the value found with a quicker vibrating system should be 
smaller since then the structure begins to act not as one condenser but as a series of con-
densers or distributed capacity, all parts not being charged at the same time. 

This method o( determining the capacity implies therefore to be quite correct a 
slow vibration and, furthermore, negligible capacity in the vibrating system itself and also 
that the body the capacity of which is determined should not be of too great length since 
this must cause errors. · ~ 

From reading with coil of 550 turns it follows, since the capacities both in the pri-
mary and secondary circuits remained the same, that the inductances in the primary and 
inductances in the secondary or excited circuit bore the same ratio, that is: 

Ind. 8 7/8 turns+ conn. Ind. coil 550 turns ------------------= Ind. 3.5 turns+ conn. Ind. coil 344 turns 

Ind. of coil 550 turns was: 18,650,000 

Ind. of coil 344 turns was: 6,040,000 

Ind~ 8 7/8 turns 1865 
Hence 

Ind. 3 1/2 turns 604 

- . - . . ·• • 

This for later comparison. 
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Colorado Springs 

Table of inductances prepared from preceding readings. 

Two prima1y turns in series 
One of the primary turns 
All connections to condensers and 
breaks as used 
All connections plus one half turn 
of reg. coil (first turn) 
All connections plus the whole first 

turn of reg. coil 
, 
, 

" 
" ,, 

" 
" , 

" 
" 
" 
" 

, 
, 

" 
" 
" 

, I 1/2 , , 
" 2 , 
" 2 1/2 " 
, 3 , 
, 3 I /2 , 
, 4 " 
, 4 I /2 , 
,, 5 '' 
, 5 I /2 , 
" 6 , 
, 6 1/2 " 
,, 7 ,, 
" 7 1/2 " 
" 8 " 
" 8 1/2 " 
, 9 , 
, 9 1/2 , 
, 10 " 
~' 10 1/2 " 

" , 

" 
" , 
,, 
, 

" 
" 
" 
" 
" 
" 
" , 

" , 

230,945 em. 
57,736 , 

i 
5'004· , 

5774 , 

6544 " 
7314 , 
8084 ,, 
8854 " 

I 0, 009. , 
11,164" 
12,319 " 
13,474 , 
15,158 , 
16,842 " 
18,526 , 
20,210 " 
21,894 , 
23,578 , 
25,262 , 
26,946 " 
28,870 , 
30,794 , 
32,718 , 
34,642 , 

• This table is close enough for all general estimates. 

• 

• 
• 

Nov. 8, 1899 
---· 

0.000230945 H 
0.000057736 , 

0.000005004 ,, 

0.000005774 , 

0.000006544 , 
0.000007314 " 
0.000008084 , 
0.000008854 " 
e.oooo 10009 , --. 0.000011164 " 
0.000012319 " 
0.000013474 " 
0.000015158 , 
0.000016842 , 
0.000018526 , 
0.000020210 ,, 
0.000021894 , 
0.000023578 , 
0.000025262 , 
0.000026946 , 
0.000028870 , 
0.000030794 " 
0.000032718 , 
0.000034642 , 

·-~-.. --After 10 1/2 turns the increase is 3850 em. per turn so that the inductance of 10 1 /2+n 
turns+conn. will be 34,642+n x 3850 em. With the entire coil in, there are 23 I /2 turns 
having 84,692 em. or 0.000084692 H. 

In order to test the accuracy of the preceding measurements, readings of the e.m.f. 
across the two primaries, connections and the regulating coil all joined in series were 
taken repeatedly and in as rapid a succession as was found practicable, the number of 
the turns of the regulating coil being varied after each set of readings. The diagram below 
shows the connections of the various inductances while the readings, reduced to the same 
e.m.f. across: [the two primary turns +connections + 1/2 of one turn of the regulating 
coil+flexible cable] are given in table below: . 
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• 

CONNECT IONS 

2 PRIMARY 
TURNS 

REGULATING COIL 

E 

. 

Number 
E.m.f. across two primary turns plus the of turns Difference connections, plus flexible cable+one half of one of the of e.n1.f. turn reg. coil regulating between 

coil inc- • successtve 
luded in first series third fourth • -·· second average readings: 
circuit. of readings .. • • sertes ser1es ser1es 

23 1/2 15.873 
. 

15.928 15.928 15.928 15.914 
0.208 

22 1/2 15.706 15.706 15.706 15.706 15.706 
.. 

0 
00 0.396 00 

20 1/2 15.318 15.263 15.34 15.318 15.310 c:: 
0.399 ~ 

18 1/2 .d 14.929 14.8185 14.929 14.929 14.901 ..... 
. 0.4155 ..... 

16 1/2 14.4855 14.4855 14.4855 14.4855 14.4855 0 
... liliiC 

0.3835 ~ e 14 1/2 14.119 14.0415 14.1525 14.097 14.102 (I} 

0.352 
~ 12 1/2 13.764 13.7085 13.764 13.764 13.75 d 0.3745 ~ 

10 1/2 13.3755 13.3755 13.3755 13.3755 13.3755 a1 0.3635 ...... 
8 1/2 13.0425 12.9537 13.009 13.0425 13.012 0 

0.3164 
(I} 

.8 6 1/2 12.7095 12.654 12.7095 12.7095 12.6956 ..... 
0.3191 d 

4 1/2 12.3765 12.3765 12.3765 . 12.3765 12.3765 ·-
0.2221 w 

~ 

2 1/2 12.1545 12.1212 12.1875 12.1545 12.1544 ~ 
0.1544· • 3 • 

1/2 12.00 12.00 12.00 12.00 12.00 

Note: When reduced to the same e.m.f. across the two primaries and connections, 
1/2 tum and fiexible cable the average values agree fairly well with the readings before 
recorded. The table prepared on the bases of the values before found will be accurate 
enough for all ordinary estimates. Both sets of readings show that there is about 0.2 volt 
variation per turn, the few first turns excepted. 
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Following readings were taken today for the purpose of putting together a table of 
the inductances of the various turns of the regulating coil. The machine was specially 
run and all care was taken to get the readings as close as practicable. The method used in 
a previous case was again adopted which consisted in reading the e.m.f. across the two 
primary turns in series and simultaneously the e.m.f. across the two primary turns+ 
+connections+the turns in the regulating coil. The resistances as before stated being 
entirely negligible, the inductance in each case was given by the ratio of the e.m. forces 
and the known inductan<,e of the two primary turns. By this method the error which might 
have been caused by a variation of (&) which could only be determined by taking the speed 
of the generator, the apparatus for the more exact determination of this quantity being 
unfortunately left in New York. The results ar~ indicated in the following table: 

E.m.f. across 
E.m.f. across two Number Increase 

primary turns+ con- of e.m.f. two primary of turns I (a) 
nections+turns of the from step turns in series reg. cotl 

regulating coil to step 
• 

-
12.00 12.3 1/2 58.8 880 
12.00 12.45 2 1/2 58.8 

" 0.15 
12.00 12.70 4 1/2 58.8 

" 0.25 
12.00 13.05 6 1/2 58.8 ~J 0.35 
12.00 13.40 8 1/2 58.8 , 0.35 
12.00 13.80 10 1/2 58.8 

'' 0.40 
12.00 14.20 12 1/2 58.8 ,, 0.40 
12.00 14.60 14 1/2 . 58.8 0.40 ,, 
12.00 15.00 16 1/2 58.8 

" 0.40 
12.00 15.40 18 1/2 58.8 , 0.40 
12.00 15.80 20 1/2 58.8 

" 0.40 
12.00 16.20 22 1/2 58.8 ,, 0.40 
12.00 16.40 23 1/2 58.8 , 0.20 

• 

This shows an increase per turn of about 0.20 V, except the few first turns. 

__ .. .. - .... 
• • 

Colorado Springs 
Nov. 91 1899 

In some experiments it was necessary to use vibrations <'f lower frequencies and this 
made it necessary to insert additional inductances in the condenser discharge circuit. 
In such cases it was convenient to use the two primary turn~ only; in order to prevent a 
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strong sparking on the secondary and changing reaction on the primaries it was necessary 
to join the ends of the secondary. Readings were taken to determine more closely the 
inductance of the primaries with the. secondary closed.· 

The results were as follows: 

Current E.m.f. across two primary turns in series 

58.80 
58.40 
58.00 

8.75 
8.5 
8.33 

880 
,, 

" 
Average 58.40 Average 8.45 (with allowance for 

zero displacement) 
880 

• 

With the secondary open the readings were exactly as before: 

58.8 11.95 880 

Reduced to same current for both cases the readings with secondary closed become: 

58.8 8.5 880 

The inductance of two primary turns as before found 230,945 em. L. We have 
8.5 

for their inductance with secondary closed L 164,270 c111. 
11.95 

With both prtmaries in multiple it ought to be 41,068 em. approx. 

According to previous estimates the mutual induction coefficient with two primaries 
in series was: approximately 850,000 em. The inductance of the secondary was found: 
9,568,000 em. last time, say average of two last determinations 9,560,000 em. From this 
data we have for inductance with secondary closed: 

L- M
1

,.,. 230,945- 851 
x 

108 
= 230,945- 851 

x 
10"-= 230,945-75,575 = 155,370 em. 

N 956 X 104 956 

• 

These readings above do not qui~e agree with the result calculated, but I think this only 
indicates -some action of secondary on the primary when the former is open, or else the 
mutual induction coeff. measured a little too high. This very likely. 

-
As it was not always possible to get along with the primaries alone when using them 

as inductances two self-induction coils were provided, one wound with wire No. 6, the 
other with wire No.2 both on a drum of 5'' diam. The particulars relating to both of these 
coils will b~ given below. To ascertain approximately their inductances readings were 
taken by joining them successively in circuit with the two primary cables in series and taking 
the e.m.f. across, this giving the inductance of each of them approximately from the ratio 
of the e.m.f. and the known inductance of the primaries, neglecting, of course, the ·resi-
stance. The readings were as follows: 
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For coil wound with No. 6 wire: 

E.m.f. across two E.m.f. across two primary 
turns+coil all in series primaries in !eries alone Current 

14.5 
14.5 
14.5 

For coil with No. 2 wire: 

13.5 
13.5 
13.5 

6.4 
6.4 
6.4 

8.2 
8.2 
8.2 

30.9 
30.9 
30.9 

40.1 
40.1 
40.1 

This would give approximately inductances of coil No. 6 wire: 

14.5 ' 8.1 
I== x 230,945- 230,945 = x 230,945 == 292,290 em, 

6.4 6.4 

.. 

Coil No. 6 wire 
and for coil No. 2 wire .. 

. -· 
11 -

13·5 
x 230,945-230,945 = 

5
·3 

x 230,945 = 149,j4o em, 
8.2 8.2 

Coil No. 2 wire 

.. -· --

880 
880 
880 

I 

880 
' ' I 

880 
880 

These figures were first utilised then separate readings were taken. All the particulars 
of these coils and the measured and calculated values are as follows: 

Coil wound with No. 6 wire: 
length of wound part 38.75'' 98.425 em, drum 5'' 12.7 em. 129 turns 

98.425 
Thickness of wire with insulation em. Thickness of bare wire--0.162''=0.41148 em. 

129 

Th f . I . 98·425 0 41148 0 763 0 411 ickness o two 1nsu at1ons . . - . 5 0.3515 em. This is to be 
129 

added to the core 12.7 em diam. making total diam. 13.0515 em. 
To calculate inductance we have therefore the following data: 

d=z 13.0515 em, /1 = 98.425 em, N == 129, N 2 = 16641, 

This gives I= 
12·5664 x 16,641 x 133.786=284,247 em. 

1t 
S == d 2 = 133.786 cm.sq. 

4 

· - . .. - - # 9 8. 4 2 5 . . 
• Now the readings to estimate from were: 

e.m.f. Current 

13.3 
• -

13.3 
13.3 

49.1 
49.1 
49.1 

880 
880 
880 

R calculated 
approx. 180 
feet wire 
2535ft.per ohm 

0.071 ohm 

E -=0.271 
I 

E 
1 

= 0.073441 
I 

R2 =0.00504 
E 2 
-- - R2 = 0.0684 
I 
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from this: 

l=y'0.0684 = 0.2615 H or 
. 880 880 

261,500,000 == 2"7 t£8 
880 7 , v em. 

• 

---

Small correction should have been made for the e.m.f. making it smaller, this would 
have made the agreement with the calculated value close . 
. 

Coil wound with No. 2 wire -
• 

...... -~-
Readings were: 

e.rn.f. Current Resistance 
will be 
negligible 

E ·· 6.6 
lJ == ==. == 

It» 49.1 X 880 

6.6 
6.6 
6.6 

49.1 
49.1 
49.1 

880 
880 
880 

The dimensions are as follows: 

• 

= 6.6 H 
491 X 88 
66 X )08 

or= em. 
491 X 88 

== 152,750 em. 
• 

• -
• 

diam. core 5'' 12.7 em, length of core 38.25'' 97.185 em. Turns 91. The diam. of wire 

insulation is 
97

•
185 

1.068 em. Diam. of bare wire 0.2576" 0.6543cm. This gives for 
91 

2 thicknesses 1.068 0.6543 0.4137 em. 
From this: 

d 13.1137 em.; I' · 97.185 em; N 91; N 2 8281; 

1C 
S= 

4 
d 2 145.0644 sq.cm. 

47t 
11 = I' N 2 S = 155,330 em. 

Probably resistance is not quite negligible, but results are close enough for ordinary 
use of coil. 

...,_, ··- ... . . 

Colorado Springs 
Nov. 10, 1899 

Measurements of the effective capacity of a vertical wire as modified by elevation, 
by resonance analysis and improved method of locating the maximum rise of e.m.f. on 
the excited system. 

In the previous experiments on the same subject the maximum was located by ob-
serving a spark, but it was found that this mode of reading has a number of defects. One 
of these is the necessity of using spark wires, another the impossibility of locating the 
maximum ·very closely except in cases when the tuning is very sharp. But when consi-
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derable capacity is in the system, as· it must n~cessarily be when investigating the inodifica-
tion of capacity, the tuning can never be quite sharp. When the pressures ·on the excited 
coil are large spark wires also entail considerable loss, which modifies ana-·-vitiates the 
results of the observations. By the spark method it is also impossible to deterrnine the pe-
riod and capacity of the excited system itself without any attachments. 

In the succeeding observations a method practised in New York was resorted to. 
This consists of employing a small secondary circuit in feeble inductive connection with 
the excited system and observing in a convenient manner by a suitable instrument the chan-
ges of current or e.m.f. in the secondary. A practical and quite convenient means is to 
insert a minute lamp consuming but a very small fraction of the normal current and observe 
the degree of incandescence of the minute carbon filament or thin platinum wire. As the 
small secondary circuit excercises no appreciable reaction on the excited oscillating system 
owing to the feeble mutual induction and minute amount of energy consumed in the se-

EXCITED 
OSCILLATING t----~ 

SYSTEM 

/,___ __ ____.,.1\ 

S K:: REG. COl L 

lk:;) 

I 

() 
BREAK<: .,._ ____ ~ 

EXCI Tl NG WIRE 

• -
• < :X 

INDUCTANCE< :x 

• < :::>c 

< ::>< SECONDARY OF 
HIGH TENSION 

< :>< TRANSF. 

< :::>c 

TO LAMP OR OTHER 
IJ HOT WIRE INSTRUMENT ,... 
----------------r---------------------------------~' ~ 

SECONDARY LOOP FOR 
OBSERVATION 

0 
ADJUSTABLE GAP 
TO GROUND 

condary, the method is excellent and allows close and reliable readings much more so than 
the spark wire method. By taking a minute lamp with an exceptionally thin and short 
filament the energy consumed for the readings is quite insignificant and may be less than 
une~millionth part of the activity of the oscillating system. In the diagratil below the ar-
rangement of apparatus as used is illustrated. The excitation was again conveniently varied 
by an adjustable ground gap. In the secondary circuit feeding the minute lamp it was also 
of advantage to provide a continuously regulable resistance by means of which the brightness 
of the filament could be reduced to any degree desired. The current from the supply trans-

• 

former was also regulable as this was necessary in the course of the experiments. Usually 
I find it advantageous to proceed as follows: first the maximum is located on the proper 
place of the regulating coil by altering the capacity of the primary circuit until the maximum 
rise takes place with the contact slide S at the desired point of the regulating coil. A few 
turns to either side will generally extinguish the lamp. ·rhe maximum being thus roughly 
located, the brightness of the lamp is reduced by inserting resistance or otherwise as 
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by placing the secondary circuit feeding it farther from the excited system until the 
filament is barely visible when the slide S is at the point giving the maximum rise on .~~e 

excited system. By a little experience it becomes easy to thus locate the maximum within 
I /4 of one per cent. By resorting however to ordinary experimental resources it is practi-
cable to reach greater precision still. Of course, the greater the momentum of the excited 
system the better it is. There are hot wire instruments or detectors of all kinds which allow 
the method to be refined to any degree desired. A very simple improvement, effective and 
readily on hand is however to provide a source of energy for bringing the filament or wire 
just to a point when its luminosity can be detected by the observer. I connect the lamp to 
a battery of constant e.m.f. through two chocking coils graduating the turns of the latter 
so that the filament is brought preliminarily to the required temperature. A small amount 
of surplus energy supplied from the secondary loop is then sufficient to make the filament 
bright. Thus, less energy is taken from the excited system and the location of the maximum 
is rendered much more easily. The diagram below illustrates this arrangement in its simplest 
form. The high frequency currents can not of course pass through the chocking coils. 
This method is also very suitable for tuning circuits for 1nany purposes as in telegraphy . 

EXCITED 
SECONDARY 
LOOP 

SELFINO. COIL 

SELFINO. COIL 

• 

. -·· 
• 

~BATTERY 

• 

In the present experiments the coil before described: 1314 turns wire No. 18 on drum 
14" diam., 8 feet long was used, the object of the tests being to determine the effective ca-
pacity of the vertical wire No. 10, 50 feet long which W!ls used in a number of cases before 
dwelt upon. The readings were as follows: 

Coil 1314 turns with spark wires as before used 

Capacity in primary circuit 
46 
-=23 bottles 0.0207 mfd. 
2 - ... - ..... • 

Inductance in primary circuit 
16 Turns of regul. coil+connections+coil 
No. 6 wire 

Note : This reading was taken to test the spark wire method. The agreement was 
fairly close 15 1 I 2 turns being found in the previous measurements by spark analysis 
instead of 16 turns as now. But this was to be expected as with the spark wires alone, the 
capacity being small the tuning is very sharp. The agreement would probably not be quite 

/so close when a large capacity is connected to the excited system. 

Coil 1314 turns alone without spark wires 

20 
= 10 bottles 0.009 mfd. 

2 
12 1/2 turns+conn.+coil No. 6 wire 
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• 

Coil 1314 turns with vertical wire No. 10 approx. 50 feet long 
• • 

70 
-=35 bottles 0.0315 mfd. 
2 

18 l/2 turns+conn.+coil No. 6"-wire 

The inductance of primary circuit in the first case was: 

Coil No. 6 wire 
12 1/2 turns+conn. 

284,000 em 

42,300 " 

In the second case it was: 

Coil No. 6 wire 
18 1/2 turns+conn. 

284,000 em 

65,400 " 

total 326,300 em. 

total 349,400 em. 

Calling as before est and cs2 respectively the capacities of the excited system with 
and without the vertical wire we have: 

C = 873,000,000 = 349,400 X 0.0315 
sl I Q9 1 Q9 

• the inductance of excited coil from data 
obtained before being 87,300,000 em . 

• 

• - . 

C = 3494 x 0.0315 mfd. 
Sl 873 000 

' 

• 

Similarly from the preceeding it follows: 

C = 3263 x 0.009 mfd. 
52 873,000 

This gives the capacity of the vertical wire: 

C _ C = 3494 X 0.0315-3263 X 0.009 = 
11 12 873,000 

II 0.06 t - 29.367 80.694 
= = mfd, 

873,000 873,000 
or in centimeters: 

9 X } 05 
X 80.694 == 72,624.6 = SJ.l em. 

873,000 873 

- --· ·· ·-~~ . The calculated value before found was 81.5 c1n. It is assumed in the calculation that 
the length of the wire was 50 feet exactly, but this might not be so. It will be measured 
exactly when taken down. The inductance of the coil with wire No. 6 has been taken as 
284,000 em. but the measured values are higher. Taking the average of two measurements 
we have about 295,000 em. This would give a higher value for the effective capacity of the 
vertical wire. It is also possible that the inductance of the excited coil might be a few percent 
different from that serving as the basis of this estimation. 

It is of interest to determine from above data the capacity of the excited coil alone. 
The same is: 

. 

C = 3263 X 0.009 X 9 X 105 
= JO.J 

Sl 873,000 
em, approx. 
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A cylinder of the dimensions of the coil excited would have a capacity 
I 

C= - I . . . 
21o&,-. 

Here I 8' 243.84 em. 

I = 13.71 
r 

r 7'' 17.78 em. 

l 
lo~ -- · = 1.137037 x 2.3 = 2.6152 

r 

243.84 C= =46.6 em. 
2 X 2.6152 

• 

r .. - · ~· 

Consider now as much of the cylindrical surface as could be covered with the bare 
wire on the coil: 

No. 18 wire diam. 0.0403'' 0.1024 em. As there are 1314 turns the wire would cover 
1314 x 0.1024 em 134.55 em. 

Compared with the cylinder of the length of 243 .. 84 em the capacity C1 of the 
shortened would be in the proportion of 134.55 : 243.84 reduced, that is 

C would be 134·55 
1 243.84 

134.55 C = x 46.6 = approx. 
243.84 

• 

26 em. -

From this it would seem that a rough estimate of the capacity of such a coil might be 
obtained by comparison with a cylindrical surface which the bare wire would cover. 

Further experiments to ascertain the dependence of capacity upon elevation. 

In these experiments the new coil, wound with a much greater number of turns for 
the purpose of getting a vibration of lower frequency, was used. This coil was wound on 
the same drum of 14'' diam. and 8 feet length repeatedly used. It had 1314 turns of No. 18 
wax covered wire. As the length of the coil and area of the coils remained exactly the same 
the self-induction was approximately estimated from the inductance of another coil expe-
rimented with before. The latter had 689 turns and its measured inductance was 24,000,000 

1314 2 
em. On this basis the inductance of the new coil was L =?, L being the self-

689 
1314 2 

nduction of the coil referred to. This would give for L 1 -- x 24,000,000 3.637 x 
689 

x24,000,09()_ - ~ _87,288,000 em approximately. Comparing it with another coil before 
described which was wound on the same drum and had 346 turns, and taking the before 
measured value of the inductance of the latter 6,040,000 em we get 

1314 2 
L 1 = x 6,040,000 = 14.4225 x 6,040,000 = 87, Ill ,900 em. 

346 

which is very nearly the same value. 

Rough readings gave: 

E 200 I 2.5 (A) 870 
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I 

I 
i 

I 

from this: 
E 
-=80 
I 

E 2 

I 

E 2 
= 6,400 

I 
R2 = 942.5 

-R2 = 5457.5 

,_..--~---

R calculated: 4816 feet wire No.l8 
• 

156.9 feet per ohm: R . 30.7. ohm 
(31. 68-· meas.) 

£ 2 
- R2 = 73.88 approx. 

I 

Inductance nearly 85,000,000 em. 

For the present investigation the most probably value 87,300,000 em will be adopted, 
which is still to be verified. 

With the coil before described experiments were made for the purpose of once more 
determining the capacity of the structure of iron pipes. The adjustments were as follows: 

.. 
For coil with structure connected to free tetminll: 

Capacity in primary circuit Inductance of primary circuit 
21 turns regulating coil+conn.+coil wound 
with wire No. 6 before described 

( 6 x 3 6) - 2 + 12 
= 113 bottles = 0. 10 17 mfd 

2 

For coil with the spark wires alone: 

46 
-=23 bottles 0.0207 mfd 
2 

15 1/2+conn+coil No. 6 wire. 

In the first case inductance of the primary was 
=359,000 em. 

. . 

Coil No. 6 wire 
21 turns+conn. 

284,000 em. 
7.5,000 , 

In the second case Coil No. 6 wire 284,000 em 
15 1/2 turns+conn. 54,000 , 

=338,000 em. · 
. - ... ... . ... 

• • 

• 

Calling C,1 capacity of the excited system in first and C,2 in the second case we have: 

,.---------
87,300,000 c - 2 7t 

1 Q9 s 1- 103 and 

359 
I 06 X O.I 017 3 59 X 0. 1 0 I 7 

C = = m~ 51 8 73 87,300 
104 
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Similarly we 

Or l·n C _ ? x I os x 3 59 x 0.10 17 _ 376 4 em sl- - • em. 

27t 
have: 

103 

87,300 

87,300,000 c = 2 7t 

I Q9 S2 1 QJ 
338,000 

109 x 0.0207 and 

C 
338,000 X 0.0207 c~ 

= ffitu or 12 87,300,000 
C = 338 X 0.0207 X 9 X }QS em 

12 87,300 . 

= 3042 ~~ 20.7 = 71_67 em. 
' 

873 

From this we get effective capacity of structure: 

c.l cs2 376.4 71.67 --304.73 em, 

which is a value very closely before found with extra coil. 

• 

. Note: The readings with ·spark gap as before practiced are not quite satisfactory 
and a new method will be tried in the next experiments. · ~-

Colorado Springs 
Nov. 11, 1899 

Experiments for the purpose of ascertaining rate of increase of capacity with elevation 
continued. 

Again the coil with 1314turns described before was used and the method of locating 
the maximum rise of potential on the excited system by means of a small circuit inductively 
connected to the system was resorted to. A few improvements carried out in the mode of 
using the induced circuit allowed closer readings than it was possible to obtain before 
with spark observation. 

The coil was first tuned alone, without anything being attached to the free terminal. 
Next the vertical wire No. 10,50 feet long (approximately) was attached to the free terminal 
and the tuning again effected, both the primary vibrations being carefully noted. Then 
a ball 30" diaD;:. was slipped on to the vertical wire and readings were taken in three dif-
ferent positions of the ball along the wire as before. The results of the observations were 
as follows: 

I. Coil alone 

Capacity in primary or exciting circuit Inductance in primary circuit 
20 
-=10 bottles 0.009 mfd Turns of reg. 13 coil+conn+coil 
2 

No. 6 wire 
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• 

II. Coil with vertical wire No.. 10, 50 feet approx. • 

72 
= 36 bottles 0.0324 mfd 

2 
17 +conn. +coil No. 6 wire 

• • 

---

III. Coil with ball 30" diam. vertical wire, the ball being at a height of 10'3" from center 
to ground. 

86 
=43 bottles 0.0387 mfd 

2 
13 1/2+ ,, + " 

IV. Coil with ball 30" diam. and vertical wire, the ball being at a height of 34 feet from 
center to ground. 

86 
-=43 bottles 0.0387 mfd 
2 

14 1/2+ '' + ,, 

Note: (it seemed slightly more than 
14 1/2 turns) 

V. Coil with ball 30'' diameter and vertical wire, the ball being at a height of 57'9'' from 
center to ground. 

86 
-=43 bottles 0.0387 mfd 
2 

16 1/2+ " + , 

In the first case the inductance of primary circu1t was 

Coil No. 6 wire 
13 turns+connections 

total 

=295,000 em 
43,300 , 

= 338,300 em. 

The primary vibration was therefore: 

Now calling C
11 

capacity of excited system in the 
first case we have: 

period of excited system 

280 

Note: In some estimates before 
the inductance of this coil was calcu-
lated to be a little over 284,000 em. 
and this value was taken. But two 
measurements made before show 
average of about 295,000 em.. and 
this value will be assumed in present 
estimates as being more probable 
until again careful measurements 
will be made. The results are then 
to be corrected. 

Note: The inductance for ex-
cited coil is taken 85,000,000 em., 
this being the value obtained hy 
measurement. 

Still to be verified. 



From this: 
• 

. --~ 

0.009 X 3383 
= mfd, or in centimeters: 

85 X 104 
C = -·- I 

s l 85 
103 

C = 9 x 10s x 0.009 x 3383 = 0.8 I x 3383 = 31_84 em. 
s 

1 85 X 104 85 
} 

I 
This is slightly larger than before found owing to adoption of smaller inductance for 
excited coil. 
• 

In case II. the inductance. of the primary circuit was: 

Coil No. 6 wire as before: 
17 turns+connections 

The primary period was: 

295,000 em 

59,700 " 
total 354,700 em. 

• 
• 

and the secondary 2 n: - -·---
3547 0.0324x 107 

H C 
_ 0.0324 X 3547 ~d ence 12 - m,~ .. or 

85 X 104 . 

corresponding Ts 2 = 1 OJ 
85 

Cs2 X IOl 

C 9 X 105 X 0.0324 X 3547 
sl = 85 x 104 em. 

C52 121.68 em. Hence capacity of the vertical wire will be approximately 

• 

Cs2 C51 89.84 em. This is again larger than before found but probably closer than the 
former value . 

. 

In case Ill. the primary inductance was: 

Coil No. 6 wire 
13 1/2 turns +conn. 

295,000 
46,200 total 341,200 em. 

The primary vibration was therefore: 

-. . .., . . 

3412 
0.0387 X JO' 

and the corresponding vibration of the excited system 

from this we have: 
3412 

0.0387 X I07 

CS) = 85 

103 

,- 85 
CS3 X 103 

0.0387 X 3412 
= mfd, 

85 X 104 
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. 

or ' 

C = 9 X 10s X 0.0387 X 3412 = JJ9.SI em. 
sJ 85x 104 

• • 

The effective capacity of the ball at its lowest position (10' 3") from ground was 
therefore only c,J cs2 139.81 121.68 18.13 em. 

Now taking cases IV. and V. the primary inductance in the 

first of these cases was 
I 

Coil No. 6 wire 295,000 em 
I 

14 1/2 turns 50,100 , 

the total would be 345,100 em. But there is still a doubt whether there have not been 15 
turns instead of 14 I /2. This is to be borne in mind. Taking for the present for the inductance 
14 3/4 turns as most probable and nearer to the average value of both extreme readings 
in IV. and V. we have for inductance of the primary 346,000 em. 

. . Coil No. 6 
Now m case V. the mductance was: 16 112 

turns 
295,000 em 

57,800 Jl' 

total 352,800 em. . -· 
• 

Now since in cases III, IV. and V. the capacity in the primary circuit was not varied 
we have: 

c.3: c.4 = 341,200: 346,000 and 

and similarly we have: 

346 
C,4 = Cs3 X = 141.78 Cffi. 

341 

• 

3528 
C53 :C5s=341,200:352,800 and C55 :aaC53 X =144.56 em. 

3412 

The effective capacity of ball at its highest position was: 

C C 
2 

144.56 121 .68--22.88 em. ss s 

In the mean position the value was: C54 C12 20.1 em. whereas the mean value 
between 22.88 and 18.13 would be 20.5 em. The rise is therefore linear. The rise in the 

18.13 
effective capacity for 47 feet and 6" was about 26.2%. Per one hundred 

22.88-18.13 
feet it would be from this: 55.16% or a little over I /2% per foot 

- 4 < ... .. · - · • • 

Colorado Springs 
Nov. 12, 1899 

Measurements of the effective capacity of the elevated structure of iron pipes were 
again made today in the manner described before, by means of resonance analysis, the 
maximum rise of potential on the excited systen1 being det~rtnined by a minute lamp inclu-
ded in a secondary circuit without appreciable reaction upon the excited system. The coil 
with 1314 turns before described was again used, the readings being as follows: 
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Col! with structure attached : 

Capacity in primary circuit 

(6x36)+ 12==228=ll4 
2 2 

bottles or 0.1026 rnfd. 

Inductance in primary circuit 
turns reg. coil 

15+conn.+coil No. 6 • wtre 

Coil alone, without structure, only coanecting wire : 

(36-6)+ 12= 42=21 
2 2 7 1/2+ , + " 

bottles 0.0189 mfd · 

The inductance in primary in 
first case was: 

Coil No. 6 wire 
15 turns+conn. 

total 

295,000 
52,000 

347,000 em. 

. _. . 
• 

The inductance in primary in 
second case was: 

(~oil No. 6 wire 
7 1/2 turns+conn. 

total 

295,000 em. 

23,600 " 

318,600 em. 

• 

) 

If C11 and C12 be the capacities of the excited system 1-vith and without structure, 
respectively, then: 

C =-------= 3470 x 0.1026 mfd., 
Sl 87,300,000 873,000 

109 

and similarly 

and 

or 

C _ 3186 X 0.0189 
52

- 873 QQQ 
' 

C -C = 3470x0.1026-3186x0.0189 mfd =356.022-60.2154 mfd 
Sl 

12 873,000 873,000 ' 

9 x 105 
x 295.8066 = 304•95 em. 

873,000 

This is again a value close to that found with new extra coil. The agreement would be closer 
still if some connections would be taken in the present instance. I conclude effective capa-
city is not far from this. 
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Colorado Springs 
• • 

Nov. IJ,. 1899 

An improvement in the method of locating the maximum rises in the excited system 
has been effected by taking a lamp with an exceptionally thin .filament, consuming only 
a minute fraction of an ampere, for being heated to redness enough to be perceptible, and 
furthermore by placing the lamp in a dark box. A "fluoroscope" was used, two holes being 
drilled in the sides of the box ~or leading the wires in. By these provisions the readings 
w~re made more exact. The ne'~ extra coil was again used for trial and the capacity of the 
structure of iron pipes was again determined. The readings were: 

With structure attached 

Capacity in primary circuit Inductance in primary circuit 

(S x 
36)=144 bottles 0.1296 mfd 

2 
Turns+connections 

18 I /2+ " . -
• 

Without structure (only connecting wire) 
(8 X 36) 
---=144 

"" ~ '' 
=0.1296mfd 6 5/I6+conn. 

Note: In the second case the tuning .was, of course, very sharp and it was easy to 
locate the maximum within 1 I 16 of a turn of the regulating coil; in the first case, although 
it was naturally less sharp, it was still easy to locate within I /4 of a turn; with great care 
within I /8 of a turn. This may be said to be within I /2% which is satisfactory, all the more 
as the reading is very positive. 

The above results give an inductance in the primary circuit, in the first case 65,442 em, 
in the second 19,578 em, computed from the table before prepared. As the capacity in the 
primary remained the same in both readings we have, calling Cs

1 
and C12 capacities of 

the excited system with and without structure and L inductance of the extra coil: L 0.02 
henry 

- 0.1296 (65,442- 19,578) X 9 X I 05 -267 48 
C - C - em - • em. 51 12 20,000,000 

These readings seem most reliable so far. 
-... .. .. -· • 

Colorado Springs 
Nov. 14, 1899 

In some experiments with coil having 1314 turns wound on drum 14" diam., 8 feet 
long the coil was cut in the middle and the two 1,arts, 657 turns each connected in multiple. 

I 
The self-induction was then practically of the self-induction which it had used ordi-

4 
narily. Readings were taken to determine the inductance when the two parts were con-
nected as stated. 

J.R4 



These readings were: 

214 Average values: 
e.m.f. (A) 880 E I 212 

210 

10.7 
I 10.6 

10.5 212 10.6 880 

E 
from this - =20, 

I 

I 

E 2 
=400 

I 

R 1.9 ohm. 
R2 62.41 

E 
2 
-R2 = 18.375 

I 

L 
18.375 X 109 

== em 
880 

=20,880,682 em, approx. 20,881,000 em. 

The inductance of the coil as ordinarily used would then be approx . 
• 

• 

=83,524,000 em. . -· -

Colorado Springs 
Nov. 15, 1899 

Experiments with secondary of oscillator to determine capacity of structure, 
also capacity of secondary. 

The readings were as follows: 

Capacity in primary 

8 X 36 
=144 bottles 0 . .1296 mfd 

2 
-· . - .. ·--# . • 

Secondary alone. 

Inductance in primary 

14 3/4 turns+connections. 

Secondary with connecting wire leading to structure. 
8 X 36 

=144 bottles--0.1296 mfd 
2 

15 1/4 ,, + conn. 

Secondary with structure connected to free terminal. 
8 X 36 

=144 bottles 0.1296 mfd 
2 

• These readings approximate. 

19 , + conn. 
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In first case inductance of primary was 51,000 em 
,, second , 
, third , " . , 

52,900 , 
67,400 , 

• All these readings and maybe previous ones to be revised. 

• 

• 

. - -· 

Taking the inductance of secondary from measurements before made 9,557,000 em. 
we have for C11 , that is, capacity of secondary alone: 

21t 
T,.=IOl 

9,557,000 c 
I Q9 X Sl 

C 
0.1296x51,000 0.1296x5'l 

= = mfd. 
Sl 9,557,000 9557 

C 9 X } 05 X 0.1296 X 51 ~~ l 
st = =6s.s.. 3 em. 

9557 

Now calling C,2 and C53 respectively, the capacities of the secondary system with 
the connecting wire and with wire and structure r~spectively, since the capacity in the 
primary was in all cases the same, we have: 

est : cs2 51,000: 52,900 and csl : CS3 51,000 : 67,400 
and 

C , = 
52•900 

X 622.23 = 
529 

X 622.23 == 645,41 
'"" 5 I , 000 5 I 0 

em. 

This gives capacity of connecting wire alone: 

Similarly we have: 

C C 645.41-622.23 23.18 em. 
s2 51 

c = 67,400 
SJ 51 000 

' 

674 
C11 = X 622.23 == 822.32 em, 

510 

and from this the capacity of the structure (the effective capacity) would be: 

·- ··But since 

we have c.l= 

C C 822.32-645.41--~ 176.91 em. 
53 52 

C .. c 67,400 : 52,900 674 : 529 
3 2 s s 

c -674 
s)- 529 

674 
C52 = x 645.41 = 818.54 em. 

529 

This value checks those formerly found and shows that the readings were fairly close. 
The test shows however that this method of determining capacity will only give a correct 
value when the distributed capacity is quite negligible. This observation has already been 
made. 
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Colorado Springs 
Nov. 16, 1899 · 

Experiments continued on the influence of elevation upon capacity of system 
connected to earth. 

.. ---

A new coil wound on drum 14" diam., 8 feet long was used. It had 344 turns No. 10 
wire. From the fact that another coil with 346 turns had an inductance of a little over 
6,000,000 em. it is not far away to take the inductance of this coil at that figure. 

In the experiments presently described a length of wire No. 12 was used (15 meters 
long.) The object was to ascertain the capacity of the wire used in connection with the coil 
The results of the readings were as follows: 

Coil alone without vertical wire. 

Capacity in primary circuit Inductance in primary circuit 

36 
=18 bottles 0.0162 mfd 

2 
13 

4 tums+connections. 
16 

Coil with vertical wire No. ll, IS meters long. 

36 
=18 bottles 0.0162 mfd 

2 
14 3/4 tums+conn. 

The inductance in primary in the first case was 14,530 cln. In second case 51,000 em, 
approx. 

If Cs1 and C,
2 

be again the capacity of the excited system in the first and second case 
respectively, we have by analogy from previous experiments: 

14,530 
·-···-) 09 X 0.0162 

C = _ = 14,530 x 0.0162 mfd 
st 6,000,000 6 X 1 06 - . 

109 

or 
·--·- ... -• • • 

C 
1 

= 9 X 14,530 X 0.0162 X 105 
= 35•3 l'm. 

5 6 X 106 

Since the capacity in the primary circuit remained the same in both experiments, we 
have: 

5100 est : c.l = 14,530: 51,000 and cs2 = --
1453 

Hence the capacity of wire alone 

5100 C51 = x 35.3 = 121.15 em. 
1453 

C
52 

C
51 

121. I 5 35.3 85.85 em. 

287 

• 
• 

• 
• 



This is the actual or effective capacity of the wire as used with the coil. But the 
• 

calculated capacity would be · · 

I 
C==-·--

1 
21oge-

r 

. ---

· Here I 15 meters 1500 em. I 
-= 7308 

r 0.08081" 0.20526 em. r 

log. 1 
= 3.863799 x 2.3 = 8.887 , 

1500 1500 C= = =84.4 em. 
2x8.887 17.774 

According to this estimate the effective capacity would be o~ly about 1.7% larger 
than the calculated capacity. · ~0 

Colorado Springs 
Nov. 17, 1899 

Experiments to ascertain capacity of various lengths of vertical wire. 

Coil with 344 turns and No. 10 on drum 14" diam., 8 feet long was used. The wire 
to be tested was No. 12 of a length of 15 meters. The full length was first connected to the 
free terminal of the coil excited as usual and then 3 meters were cut off each time and the 

0 

adjustment of the primary circuit made. The results are indicated below: 

Capacity in primary circuit 

22 
-=1 1 bottles 0.0099 mtd 
2 

-· .... .... --... 
0 

" " 

" " 

,, 
" 

, ,, 

,, ,, 

Length of vertical wire 

15 n1eters 

12 , 

9 
" 

6 ,, 

3 ,, 

0 , 

288 

Inductance in pr. cir. 

21 1/2 turns+conn. 

19 " + " 
16 I /4 ,, + , 
17 

13 3/4 
13 5/8 

10 l/2 

7 3/8 

" + , 
'' + " 

" + " 

, + " 

' ' 

I 

I 
' 



• 

A.pproxifna!e estimates from the above readings: 
• • 

---
The inductance of coil 344 turns is assumed to be 6 x f06 em. which is still to be con-

firmed by close measurement. The inductance of primary when no wire was attached was 
1 3/8 turns+ coitn. 23,157 em. With 3 meters wire attached it was 10 I /2+ccn1 . = 
=34,642 em. Hence calling Cs1 and C52 the capacities of the excited system, in the two 
cases respectively we have: 

6 X 106 

l Q9 c .• 

C = 
0·0099 x 23•157 mfd or in centimeters: 

sl 6 X 1 Q6 , 

C 
_ 9 X 0.0099 )!: 23,157 _ 34 386 st- - • em 

60 

and s:nce the capacity in the pr~mary circuit 
was the same in both cases: 

c '= 34,642 
·- 23 157 

' 

34,642 
Csl = X 34.386-= 51.44 em. 

23,157 

The value of effective capacity of the first 3 meters of wire was therefore C12 C
11

= 

=51,44 34,386 17.054 em. 

Calling now C 13 the capacity of the excited system when 6 meters of wire connected 
to it we have, since in this case the inductance of the primary was 13 3/4 turns+conn.= 
-47,154 em. 

c == 47,154 
S) 23,157 

47~154 C11 == x 34.386 = 70.02 em. 
23,157 

Hence the value of effective capacity of the second piece of wire 3 meters long was 

C C 
2 

70.02 51.44 18.58 em. S3 . S 

Now in the case when 9 meters of wire were attached the inductance of the primary 
was 16 1/4 turns +conn. 56,779 em. Calling C s4 the corresponding capacity of the excited 

·- .. . .. .. ""' 
system we have: 

56,779 
Cs4 = - - X 34.386 = 84.307 em. 

23,157 

Hence effective value of the 3rd piece of 3 meters length was 

C 
4 

C 84.307 70.02 14.287 em. s SJ 

Note* In another series of readings for 9 meters the inductance of primary was 
found to be 17 turns+conn. 59,665 em, and on this basis I find: 

19 289 
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• 

59,665 . 
C - - x 34.386 88.597 em. According to this the effective value of the 3r~ ·piece 14 23 157 

' . --
3 meters long wouJd then be 

C C 88.597 70.02 18.577 em. 
1-4 S) 

When 12 meters wire were attached the inductance of primary was found to be 
67,367 

19 turns+conn. 67,367 em. Hence similarly C15=lJ,lS? x34.386 106.034cm, and 

from this the value of 4th piece of wire 
C 55 C54 100.034 84.307 15.727 em. But according to second reading it would be: 

100.034 88.397 11.437 em, only. 

Finally, when 15 meters were attached the inductance in primary was: 21 1/2 turns+ 
73,142 

+conn. 73,142 em, and therefore: C,6= x 34.386 108.609 em. and this would 
23,157 

give as value of the last piece of three meters . .. .. 
• 

C
56 

C
15 

108.609 100.034 8.575 Clll only. 

Here possibly inductance of wire begins to assert itself. These values as found are still 
to be considered. 

Colorado Springs 
Nov. 18, 1899 

Experiments were continued to ascertain . infiuertce of elevation upon capacity of 
a system connected to earth as in previou.;; instances. Coil 344 turns referred to before 
was again used. Also wire vertical No. 10, 50 feet length and ball3011 diam. The procedure 
was as in a similar case before. The results were as follows: 

- . . - ·-"" • 

Capacity in primary 
36 
- = 18 bottles 0.0162 mfd 
2 

Coil without vertical wire. 

Inductance in primary 
13 

4 -- - turns+conn. 
16 

Coil with verticat wire No. tO, 50 feet. 

36 
=18 bottles 0.0162 mfd 

2 
14 3/4 turns+conn. 
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Coil with ball 30'' diam. slid on vertical wire. 

Capacity primary 

36 
=18 bottles 0.0162 mfd. 

2 

" 
,, 

,, 

Height -of ball front 
center to ground 

10' l" 

57' 3" 

Inductance in primary 

16 1/4 turns+conn. 

16 7/16 , +conn. 

16 5/8 , +conn. 

• 

--·-

} On the basis of these readings the following results are obtained : In the first expe-

riment when the wire was attached, the inductance in primary was: 4 
13 

turns+conn = 
16 . 

=14,526 em. Calling again est capacity of excited system we have 

c.l =------- mfd 
6 X 106 

109 

ell= 0.0162 X 14,526 )( 9 X 105 
= 35,298 em. 

6 X 106 

• 

- · -

In the second cas~ with wire 50 long attached to the excited system the capacity 
of primary being the same as before and the inductance of primary being 14 3/4 turns+ 
+conn 51,004 em, we have: 

51,004 51,004 C52 = C. 1 = x 35.298 = 3. 511 x 35.298 = 123.931 em. 
14,526 14,526 

Hence capacity of wire 

c.z est 123.93 35.298 88.632 em. 

Now with ball at its lowest position capacity in primary was as before and inductance 
16 1/4 turns+conn. 56,779 em. Hence 

56,779 
Csl = - C11 = 3.9088 X 35.298 = 137.973 em. 

14,526 

From this effective value of ball at the height of 10'1" was 

c,J cs2 137.973-123.931=14.042 em. 

With ball at a height of 33'8" the inductance in primary was 57,502 em. and at 
the height of 57'3'' it was 58,223 em. As the capacity in primary was the same the values 
for cs4 and css' respectively, are at once found since 

. 

From this we find 

C = 57,502 C and 
S-4 56 779 S) 

' 

c = 58,223 c 
IS 56,779 sl 

Cs
4 

1.0127 X 137.973 139.725 em, and Css 1.02543 X 137.973 141.482 em. 
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The effective value of capacity of ball at the height 

of 33' 8" was cs. c.2 139.725 123.931-·15.794 and 
. 

at the height of 57' 3" c.s c.
2 

141.482 123.931 17.551 au. 
From these results it would appear that from the lowest to the highest position 

there was an increase of about 25% total or per foot of elevation 0.53%. These readings 
were made under conditions not the best. 

Colorado Springs 
Nov. 19,. 1899 

In order to further investigate effect of elevation upon the capacity of a system as 
before a cylinder of thin sheet iro11 4" in diam. was prepared in sections 2 meter long 
each, there being 7 sections in all. The separate tubes were slipped one into the other so 
that when one was taken off each time the total length was shorten~d b1-exactly two meters. 
The cyEnder was supported vertically above the coil used in the ex·periments by means 
of a cord extending from the wooden structure in previous instances described and the 
experiments were usually begun with the full length of tube and after each adjustment 
one length was taken off. The results were as follows: 

Capacity in primary circuit Inductance in primary Length of cylinder 
2x 36 

2 
36 bottles 0.0324 mfd 10 3/4 turns+conn. 14 meters 

" " 
, 9 1/8 ,, + '' 

12 ,, 
, ,, , 8 3/4+1/16 , + , 10 

" 
, 

" 
, 7 13/16 ,, + , 8 

" 
" " " 

6 II /16 , + ,, 6 , .. 
• 

, 
" 

, 5 5/16 , + ,, 4 
'' 

, 
" 

,, 3 3/4 less 1 /32 + ,, 2 ,, 
tt " " 

I 3/8+1/16 , + , 0 ,, 

These results are to be calculated. 

Note: coil used 344 turns drum 14" diam. 8 feet length. 

Colorado Springs 
Nov. 20, 1899 

Experiments with coil 344 turns to determine influence of elevation upon capacity 
of system as before used were repeated. 

The results were as follows: 
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Capacity in primary 

2 X 36 
=36 bottles 0.0324 mfd 

2 

Coil alone 

Inductance in primary 

1 3/8 turns+conn. 

Coil with vertical wire 50 feet (No. 10) 

2 X 36 
=36 bottles 0.0324 mfd 

2 
8 I /16 turns+conn. 

Experiments with ball 30'' diam. 

Capacity primary circuit 

,_ 2 X 36 
=36 bottles 0.0324 mfd 

2 
,, 

" ,, 
" 

,, 

from this follows: 

Height of ball from 
center to ground 

10' 1, 

33' 8" 
57' 3" 

Inductance primary 

8 7/8+con1L 

9 +conn. 
9 1/S+conn. 

- ... --

When coil was alone the inductance of primary was 1 3/8 turns +conn. 7121 em. 
Hence, taking inductance of coil 6 x 106 em, we have similarly to preceding 

C = 0.0324 x 7121 mfd 
aJ 6 X 1()6 

or C _ 9 X 105 
X 0.0324 X 7121 == 

11
- 6 X 106 

=34.61 em, slightly less than found before. 

Now in second experiment with wire connected to vibrating system the inductance 
was 8 l/16 turns+conn. 25,472 em. Since the capacity was the same we have as before 

-· .. ·- ·-. • 

25,472 C12 = C11 = 3.577 X 34.61 == 123.7999 C:m. 
7121 

From this follows for capacity of wire alone 

cs2 csl 123.7999 34461 89.19 em. 

When ball was at a height of I 0' 1" the inductance was 8 7/8 tums+conn. 28,389 em; 
in the middle position it was 9 turns+conn. 28,870 em, and in the highest position it 
was 9+ 1/8 turns+conn. 29,351 em. From this following values are obtained: 

C13 = 
28•389 C11 = 

28•389 
X 34.61 = 3.98666 X 34.61 = 137.9783 CM 

7121 7121 
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• 

28,870 
C14 = C. 1 =4.054 X 34.61 = 140.301 em. and 

7121 

• 

~ - -· 

29,351 c. s = - Cs 1 == 4.1218 x 34.61 = 142.6555 em. 
7121 

The effective capacity of ball at lowest position was 
. 

cs:! cs2 137.9783 123.7999 14.1784 em . 
• 
I 

At the middle position it was 

. cs4 cs2 140.301 123.7999 16.5011 em. 

and at the highest 

C C ~ 142.6555--123.7999:= 18.8556 em. 
5S s ... 

Hence from lowest to highest there was an increase of about .J3% or very nearly 
an increase of 0.7% per foot or 70% per 100 feet. · ~ · 

Colorado Springs 
Nov. 21, 1899 

Investigation on influence of elevation upon the capacity continued: The same coil 
344 turns on drum of 14" diam., 8 feet long was used. The object was to ascertain the 
relative capacities of a wire in vertical and horizontal position. A wire No. 14, 10 meters 
long was experimented with. Results were as follows: 

Coil with wire vertical, lowest point 
being 8' 8" from ground. 

Capacity in primary circuit Inductance in primary 
22 
- ··-·· ·1.1 bottles 0.0099 mfd 17 1/2 turns+conn. 2 : 

• 

Coil with same wire horizontal at 
distance of 8' 8" from ground. 

22 
- = II bottles 0.0099 mfd 
2 

18 turns+conn. 

The capacity in exciting circuit was no\v changed and readings again taken, the 
results being as follows: 

Capacity primary Inductance primary 
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Coil with above wire vertical as before 

36 
2 x =36 bottles 0.0324 mfd 2 . 6 5/8 turns +conn. 

Coil with same wire horizontal as before 

36 
2 x- =36 bottles 0.0324 mfd 2 c . 

6 3/4 turns+conn. 
j 
• 

' ' Determination of the values of the capacities from preceeding readings: 

... ........ 

First set of readings: With wire vertical the inductance in primary circuit was 17 l/2 turns+ 
+conn. 61,592 em, and with wire horizontal it was 18 turns+conn. 63,517 em. Since 
in all cases before the capacity of the coil alone was found to be approximately 35 em C,1 
the capacity of the wire in the vertical and horizontal positions was as follows: 

Wire in horizontal position: • 

• 

. -· 
• 

C == 0.0099 x 63,517 mfd or 
12 6 X 106 

C = 0.0891 X 63,517 
a2 60 em= 94.32 em. 

and this gives for capacity of wire in horizontal position: 

c.2 c.. 94.32 35.00 59.32 em. 

, 0.0099 X 61,592 0.0891 X 61,592 
Wire in vertical position c.2--

6 
mfd or 

6 
em 91.464cm, 

6 X 10 0 
and this gives capacity of wire in ·vertical position: 

c;l c.l 91.464 35.00 56.464 em or a little less. 

From second set of readings we get: 

Wire vertical: Inductance in primary was 6 5/8 turns+conn. 20,631 em. Hence 

c';-e= 0.0324 X 20,631 
1 

·· 6xl06 
mfd or 

0.2916 X 20,631 
60 

and hence value of capacity in this case was for wire alone 

, 
C12-C,

1 
100.26 35 65.26 em. 

em~ 100.26 em 

Wire horizontal: Inductance in primary was 6 3/4 turns+conn. 21,052 em. Hence 

c'' o.0324 x 21,052 
sl == 6 X 106 

mfd or 
0.2916 X 21,052 

60 
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• 
• 

and the capacity of the wire in horizontal position was then: • 

• • 

---

c;; est 102.31 35.000 67.31 em. 

These readings do not agree as well as they ought to. 
To be gone over. 

Colorado Springs 
Nov. 22, 1899 

Measurement of small capacities by resonance method. 

This method is suitable to determine capacities too small to be measured in other 
ways conveniently. Coil with 344 turns before described was again used . 

• 

Results: . • .. 
• 

Coil alone with short piece of stout wire 
connected to the free • I. 

Capacity in primary circuit 

2 X 36 
· =36 bottles 0.0324 mfd 

2 

Inductance in primary circuit 

1 l /2 turns+connections 

Coil with incandescent lamp 16 c.p. 100 V with 
two filaments attached to short thick wire 

2 X 36 
=36 bottles 0.0324 mfd 

2 
' 

19 
l · turns +conn. 

32 

This test gave an idea of the capacity (effective) of the lamp~ The primary inductance 
in first case was 7314 em. and in the second 7458 em. from table prepared. From this 
follqws: 

C = ~.0324 x 7314 mfd or 
s 1 6 X IQ6 . 

C 
_ 0.2916x7314 _

35546 1 - em- • em. 
s 60 

C 
0.0324 X 7458 t'~ 

= mtu or 12 
6 X 106 

C 
_ 0.2916 X 7458 _

36 246 2 - em- . em. 
s 6 X } 06 

Here C11 and C,
2 

were respectively the capacities of the system without lamp and with 
lamp attached. Hence the actual or effective capacity of the lamp in this system was 

C C 36.246 35.546 0.7 em. 
s2 sl 
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An approJMmate idea is also obtained of the capacity of the short piece of stout 
wire used to attach the small bodies the capacity of which was to be determined. Namely . 
the capacity of the excited system alone being before determined about 35 em, the capacity 
of the wire would be 

35.546-35.000 0.546 em. 

Colorado Springs 

I 

I 
i 

Nov. 23, 1899 

Measurement of small capacities by resonance method and mode of determining 
1naximum rise before described by means of diminutive circuit was continued. The coil 
with 344 turns was again used and in order to get better readings on the self-induction 
regulating coil in the primary, the primary capacity was reduced. The results were: 

• 

.. 
. --· 

1. 

Coil with short stout wire aloae as before. 

Capacity in primary circuit 

36 

Inductance in primary cir~it 

-=18 bottles 0.0162 mfd 
2 

36 
-=18 bottles 0.0162 mfd 
2 

13 
4 turns+conn. 

16 

2. 

Coil with lamp same as before. 

15 
4 turns+conn. 

16 

3. 

Coil with same lamp seal broken 

36 
-=18 bottles 0.0162 mfd 
2 

31 
4 turns+conn. 

32 

Note: Curious, the increased capacity probably due to absorption. 
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36 

4. 

Coil with one of my Roentgen tubes 
as deserihed in articles E.R. 

=18 bottles 0.0162 mfd 
2 

5 I /8 turns+conn. 

) 
I 

5. 

Coil with "double focus tube'' target connected. 

36 
=18 bottles 0.0162 mfd 2 . . 5 1/16 turns+conn. 

• 

6. . --
Coil with same tube one of the electrodes connected. 

36 
-=18 bottles 0.0162 mfd 
2 

5 3/32 tums+conn. 

36 

• Note: all of these tubes developed rays fairly strong while tested. 

7. 

Coil with Lennard tube single terminal as described by me 
E.R., poorly exhausted, streamers passing through it. 

=18 bottles 0.0162 mfd 
2 

5 turns +conn. 

From these measurements the capacities can now be found. 

• • 

---

- " -· .. ·-· · · Calling the inductances in the primary circuit in each succeeding experiment respec-
tively L 1, L 2, L 3, L 4 , L 5 , L 6 and L 1 we have with reference to prepared table: 

L 1 4 13/16 turns+conn.=l4,526 em. 
L 2 4 15/16 , +conn. 14,947 , 
L 3 4 31 /32 ,, +conn. 15,053 , 
L4 5 1/8 , +conn. 15,579 , 
L 5 5 I I 16 , +conn. 15,368 , 
L6 5 3/32 ,, +conn. 15,473 , 

L 1 5 , +conn.=l5,158 , 

...,fl 0 

Calling furthermore the corresponding 
capacities of the excited system 
c ••.... c,7 
all of them can be at once determined 
from C 11 since 

L2 C =--C t sz L s 
1 

Ll c. 3 = - c. 1 , etc. 
Lt 



Now attalogous to previous preceedings of this kind 

C = 0.0162 x L 1 mfd. 
II 6X }()6 

C 
0.0162 X 14,52.6 X 9 X f()S 

or st = = 35.298 em. 
6 X 106 

Taking approximately C11 35.3 em we have: 

L 2 14,947 c,2= c.l== c.l==l.029x35.3=36.324cm 
L 1 14,526 

L 3 15,053 
Cs 3 = Cat= C11 = 1.0363 X 35.3 = 36.58 Cffi 

L 1 14,526 

L 4 15,579 
C = -· C = -- C11 == 1.0725 x 35.3 = 37.859 em 14 L

1 
st 14,526 

L 5 15,368 
3 c.s=- c.l= c.l=l.058x 5.3=37.347cm 

L 1 14,526 

L 6 15,473 c.6= c •• = c.1=1.0652x35.3=37.6cm 
L 1 14,526 

c.,= L, Cu = 
15•158 c.l-1.0435 X 35.3 = 36.8355 em 

L 1 14,526 

from these 
values 
follow: 

Capacity effective of lamp experiment 2 c.2 c.l 36.324 '35.3 1.024 c•n. 

3 c.3 c.l 36.58 35.3 1.28 em. 

4 C54 C11 37.859 35.3 2.559 CID. 

,, ,, seal broken 

, of my Roentgen tupe exp. 

, double focus tube target connected 

" " 
, electrode connected 

" 
Lennard tube described 

Colorado Springs 

5 c.s c.l 37.347 35.3 2.047 em. 

6 c. c.l 37.6 35.3 2.3 em. 

7 c., c.l 36.8355 35.3 1.5355 em. 

Nov. 24, 1899 

A test was made with the object of ascertaining how close the table of indu<-tances 
prepared from measured data agreed with the values determined by resonance method. 
The procedure was as follows: the coil with 344 turns on drum 14" diam., 8 feet 
long was again used as suitable for the test and it was excited in the manner before des-
cribed. In order to establish a different relation between capacity and self-induction of the 
primary circuit these constants were in each case varied and the adjustment completed 
until the maximum rise on the terminal or terminals of the excited coil took place. As the 
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period of the system remained in each case the same the products of the capacity and 
self-inductance in primary remained constant also. Now the capacities in the primary 
in the succeeding experiments being known or exactly measurable, the various values of 
inductance in primary were obtained from the relation: 

21t 
The period of the secondary system was T,= 

1 03 V LC., . 

The inductance of coil 344 turns being about 6 x I 06 em. and the average value for 
C •1 from a number of readings with different values of inductance and capacity in primary 
circuit being 34.9 em~, the period of secondary or excited circuit was thus given. 

A reading was now taken at random and resonance was obtained with constants in 
primary circuit as follows: 

Capacity in primary circuit 

36 
-=18 bottles 0.0162 mfd 
2 

Inductance in primary 

13 . 
4 turns+conn .. 

16 

from this the , period of primary circuit was: 

21t -----Tp== .JO.Ol62xL 
103 

L being the inductance in primary 

• .. 
• 

L 6 X 106 34.9 
Now Tp== T. or 0 .. 0162 x =--- x ---- and from this we get L in centi-

109 109 9 X 10s 
meters: 

6 X 106 X 34.9 34.9 X 6 698 
L == == == == L == 14,362 em. 

9 X 105 X 0.0162 9 X 0.0162 0 .. 0486 

by resonance method. 

Now from table prepared: 

13 
·-- - ----~Inductance L=4 +conn.= 

16 

Inductar.ce 4 1/2 turns+conn.=13,474 em. 
Inductance 5 turns+conn. 15,158 em. 
Ind. of 1 /2 turns 1684 em. 
Ind. of 1/16 turns 210 .. 5 em .. 

Ind. of 5/16 turn 5 x 210.5 1052 em approx. 

4 1/2+5/16 turn Consequently inductance L Ind. 
+conn. 

13 
=4 turn+conn.= 

16 

= 13,474+ 1052 14,526 em. 

Agreement fairly close, within about 1%. This shows readings are reliable. 

~nn 
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Coloradd Springs 
Nov. 25, 1899. ----

• 

Experiment which follows was made to ascertain how the capacity of the same 
conductor may be altered by different distribution. The experiment was performed in 
the following manner. Two lengths of wire No. 10 were taken (rubber covered) and one 
length was bent zigzag fashion so that a piece with three parallel wires was obtained one 
meter long. The other length was cut in three pieces I meter long each and these were 
connected at the ends. The difference between the two pieces so prepared will appear 

1 2 

from the sketch in which 1. shows the zigzag wire and 2. the wire cut in three pieces joined 
in multiple. The distribution in both cases was radically different. These pieces were one 
after the other placed on the free terminal of a coil with 344 turns and in each case the .. 
primary adjusted until resonance was observed. The wires were placed vertically, in the 

-
prolongation of the axis of the coil. 

An experiment was furthermore tnade in tuning, not to the real vibration but to 
a higher harmonic (the next octave) of the primary. The results (with spark gaps slightly 
changed) were: 

Capacity in primary circuit 

36 
18 0.0162 mfd with wires multiple 

2 
36 
-=18 0.0162 mfd with wire zigzag 
2 

Inductance primary 

1 1/8 turns+conn. 

I 1/16 turns+conn. 

Now the primary inductance in the first case was 6736 em and in the second case 
6635 em. Hence, the inductance remaining practically the same, the capacity (effective) 
of the zigzag wire was smaller to the extent of nearly 1.6%. 

Colorado Springs 
Nov. 26, 1899 

Determination of the capacity of structure of iron pipes by improved method 
before described. 

Note: Originally the structure, to prevent lateral play, was supported sideways 
by 8 projecting beams at a height of about 80 feet, each beam having fastened into its 
end a strong champagne bottle. The necks of the bottles abutted against the iron pole 
and prevented sideways play. They were wrapped with tape to diminish the danger of 
the necks being broken. This arrangement was good enough and withstood the storm but 
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it did not allow going beyond a certain pressure as the sparks from the iron pipes· would 
jump to the beams which had the bottles fastened into them. 'fo overcome this. defect 
a plan was adopted, contrived long ago, which consisted in providing a conical roof or 
hood (made in two parts) rounded on the periphery to reduce loss by leakage and fastenin.g 
four cords under the roof for the purpose of preventing lateral play and steadying this 
pole. This arrangement is excellent as the sparks can not jump upon and follow the cords 
to the ground being fastened under the roof where the electrical pressure was extremely 

. 

JOINT COVERED 
WITH RUBBER 
AND TAPE 

CLAMP 

PIPE 

small .. The arrangement is indicated in the sketch .. The dimensions of the hood were: 
outside diam.. 8 feet., diam. of small circle on periphery 9". The height of the conical 
surface about 3 1/2 feet. The cords were led to the four corners of the building and fastened 
to the same by means of a cable of sheet wires over which was slipped a rubber hose with 
very thick wall and which was wrapped around three glass insulaters supported on the 
pole on each comer. It was thought of advantage to insulate the ropes thoroughly and 
for this purpose they were soaked about a week in linseed oil boiled out and dried in the 
sun afterward. The cords went down at an angle such that the nearest point of the hood 
was two feet distant. This arrangement permitted the charging of the pole easily up to 
a million volts.. This is the best arrangement I have found so far for supporting a body 
to be charged to so high a potential as is necessary for instance in the transmission of mes-
sages over great distances. It has been in use since a few weeks ago but the measurements 
of capacity of the structure before recorded were made without the hood.. Presently the 
readings were taken with the hood with following results: 

- . . .. ... . . ..,. 
• • 

Coil 344 turns drum 14'' with iron structure coDDected 
to free terminal. 

Capacity in primary circuit Ind:uctance in primary circl!it 

2 X 36 + )2 84 
= =42 bottles 0.0378 mfd 

2 2 
21 l /8 turns+conn. 

Coil with connecting wire alone shifted away from 
structure (4 feet). 

2x36+12 
=42 bottles 0 .. 0378 mfd 

2 
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From this follows: the in:iuctance in primary circuit in the first case was 75,548 em~ . 
• in the second case 12,319 em referring to table of inductaJ}ces before used. Hence capacity · 

of excited system in first ---
• 

C 
0.0378 X 75,548 c~ 0.3402 X 75,548 C 

• 1 = · mtu, or em =- . 11 6 X 106 60 

. . 0.3402 X 12,319 . . 
And Similarly C 2 em, C 2 betng capactty of excited system in second 

S 60 I 

experiment.} This gives for actual or effective capacity of structure with hood 
I 
I 

0.3402 0.3402 
Cs1 - Cs2 == (7 5,548 - 12,319) em== x 63,229 em= 358.5 em. 

60 6~ 

• Small corrections for inductance may have to be taken later. 

Effective capacity of structure of iron pipes with new hood again determined by 
resonance method. The new "extra coil" was used, its inductance being as before 0.02 H . 

• 

The readings were as follows: 
Capacity in primary Inductance in primary 

• 

. --
Coil with structure and connecting wire 

5x36 12 168 bottles 0.1512 mfd 20 3/8 turns+conn. 
. 

Coil witb coaaecting wire alone placed at 4 ft. distance 

4 X 36 144 bottles 0.1296 mfd 

50 bottles=0.045 mfd 
40 , 0.036 mfd 
38 
39 

, =0.0342 mfd 
=0.0351 mfd 

From these readings follows: 

other readings : 
7 turns+conn. 

17 1/4 turns+conn 
20 tums+conn. 
20 3/4 turns+conn. 

(approx) 20 3/8 tums+conn. 

• 

Inductance in first case, with structure, in primary was 20 3/8 turn+conn. 72,661 em. 
Inductance in second case, without structure, in primary was 7 turn+conn. 21,894 em. 

Calling C11 and C12 the effective capacities of the excited system in the two cases 
respectively, we have: 

or 

C = 0.1512x 72,661 mfd, 
-·· .. -~ 2 X I 07 

d C _ 0.1296 X 21,894 c~ 
an 12 - m.u, 

2 X 107 

C -C _0.1512x72,66I-O.l296x21,894= 
sl s2- 2 X 107 

10,986.3432-2837.4624 8148.88(8 == = mfd, 
2x 107 2x 107 

9 x 8148.8808 cm= 366•7 em. 
2 X 102 

effective capacity of structure with hood. 
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Capacity of structure without hood before found with extra coil was 311.2 em~ hence 
• 

for hood alone we get 366.7 311.2 55.5 em. From first and last reading it ~p~rs that 
168 ·-·-

the secondary capacities in the two cases were as . Now the capacity of excited system 
39 

in last reading was 

c:l= 0.0351 X 72.661 mfd. or c~ ... 144.77 em. 
2 X 107 

From this would follow value 

I 168 C,1 = x 1.14.77 = 494.39 em. 
39 

Hence c;. c;l 494.39 114.77 379.62 em. 

This value does not agree quite closely with that before found but the tuning was 
not quite exact in last case. 

Note : It now seems that the tuning in all previous ca.ses when liructure was deter-
mined was made to the first octave instead of to the fundamental tone. This is to be 
certained. If this be so then capacity would be much greater. 

__ .. . ~ ~ -., . . 
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]i)ec. I 31, 1899 

To be completed: 

Dec. II, 12, 13 Application for Page for separation of gaseous mixtures by high 
tension discharge of oscillator. · • · 

Dec. 17 Description of phenomenon on Pf.lte's Peak in the few days of eclipse o( 

moon. 

Patent note 
Increase of capacity uses in the arts aDd scientific measurements. 
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Colorado *Springs 
Dec. 1, 1899 · 

Some particulars about the apparatus used in the experiments here. 

The connections of the bottles in the two tanks frequently referred to as the "old tanks", 
to which the primary cables and the regulating coil were usually connected and by means 
of which the finer adjustments of capacity in the 
primary circuit were made, are as shown in the 
sketch. The top brass plate has 16 plugs disposed 
at equal distances in a square and the 36 bottles 
in the tank being connected by copper springs as 
indicated, each plug en"bled the cutting out or in 
of two bottles, with the exception . of the four 
central plugs which cut in or out three bottles 
each. Thus the smaJiest variation of the capacity 

• 

on one side was one bottle or 0.0009 mfd, approx. 
But with the tanks in two sets in series as usually 
errtployed it was one half of one bottle. Consider-
ing the large number of bottles the variation was 

o--o 

o----oo 

o--o 

• 

.. 
• .. . 

0 . 0 

small enough for mos~ purposes. The bottles in the new tanks were divided in three 
sets, twelve bottles in each. 

Measured length of all connections on the condenser sets in primary: 

From top of right condenser to break • • • • • • • • • • • • • • - • • • • • • • 4 • 

Through break wheel and sp. rod • • • • • • • • • • • • • • • • • • • • • • • • • • • • 

From back to regulating coil ................................. . 

llp through secOnd break and rod ........................... . 

Con11ection to left condenser ................................. . 

To bottom of left condenser . . . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . . . 

Connection on bottom between condensers •••••••••••••••••••• 

Up t.o · top of right condenser ............................... . 

1" 
2' 5 = 29.5" 

2 
1' ,. 

2' 4 = 28.5" 
2 

3' 10" =46'' 

I' 10" =22" 

3' 7" 43"' 

1" 
I' 8 = 20.5" 

2 

3' 6" =42" 

I" 
I' 8 = 20.5" 

2 

Total length of connections is thus 252" 641 em, nearly or 21 feet. The section of 
the connections is partially that equal to the cable used in primary I em radius and par-
tially less. The inductance determined by resonance analysis is about 5000 em total. The 
calculated value a trifle more. 
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Colorado Springs 
Dec. 4 1899 

Various ways of tuning circuits or determining the maximum of resonant rise. 

In the course of the experiments conducted here a number of such ways have been 
resorted to most of which have been described or at least referred to, but it may be useful 
to record here once more those which have been found most satisfactory. They are dia-
gramatically illustrated in Figs. 1 5. bel·o\,t : 

1. c 

c, 

d 

2. c 

0· 

In arrangement illustrated in Fig. I. a 
small circuit c1, in very loose inductive con-
nection with the resonating circuit C, is used 
to detect the maximum. This small circuit 

I 

3. c 

d 

'· c 
• 

--

s. c 

c1 which exercises no appreciable reaction upon circuit C contains another coil c" or 
-·- .. .. .. .. 
else· ~a resistance which is noninductive for the purpose of adjusting the effect to suit the 
indicating device d which is most generally a microscopic spark gap, vact1um tube or any 
hot wire instrument, as a minute lamp specially made to suit the purpose, a Cardew volt-
meter or any other instrument. In Fig. 2. the adjustment of the effect upon d is effected 
by turning the circuit around a point o or else by approaching small circuit c1 to or reced-
ing with same from circuit C. In Fig. 3. a number of turns of the resonating circuit C 
are spanned by device d, this number being adjustable. In Fig. 4. again a small coil c" 
in series with coil C is placed inductively in connection with a small circuit c'" which 
again may be adjustable in the manner shown or in any other way. Finally in Fig. 5. a small 
coil c" in series with Cis spanned by device d. Coil c" has its turns adjustable. This method 
seems best. 
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Colorado Springs 
• 

Dec. 3, 1899 . - .... 

Determination of free 'Vibration of new "extra coil". No. 10 wire wound on frame 
8' 3" diam. and 8' length modified by taking off five turns on top and placing the last five 
turns two grooves apart instead of one groove as the rest of turns. In this modification 
there are just 100 turns in the coil. The excitation was effected from the secondary the 
connection being made to a point o 3/4 turns from the ground plate as indicated in the 

• 

SECONDARY 

SMALL 
COIL 

.. 
. --

EXTRA COIL 

diagram. The maximum rise was deterntined by means of a diminutive lamp shunting 
a few turns of an adjustable small coil in series with the extra coil, the small coil being of 
an inductance entirely negligible as compared with that of the extra coil. The readings for 
resonating condition were as follows: 

Capacity in the primary or 
• • • • 

CXCJtJng ClfCUlt 

2 X 36 
=36 bottles 0.0324 mfd 

2 

4x 36 
=72 bottles 0.0648 mfd 

2 
·- ··· . . . • .. • • 

' . 

Inductance in the pr. or exc. circuit 

16 1/16 turns regulating coil+ I primary 
turn, that is two primary cables in multiple 
as modified by reaction of secondary. 

5 5/8 turns of coil+ primary as above. 

From first reading, taking the inductance of prtmary turn as modified by the secon-
. 2 1t - I dary 41,000 em, the per1od of the oscillation was T 1 3 v 0.0324 L, L the inductance 

10 
of primary being that of primary tum+ 16 1/16 of regul. coil 41,000+56,000 97,000 em. 
This gives 

97 2 1t _I 
0.0324 X }Q6 == J06 V 0.0324 X 97 = 

2 
7t x 1. 713 = ll.l 3444 and n = 90,000 nearly. 

1()6 106 
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• 

From seconJ reading, the inductance of 5 5/8 turns of regulating coil being 17 ,JOO em 
and total inductance of primary 41,000+17,300 58,300 em. We have the·~.riod 

583 2 1t 
0.0648 X I 07 = 106 ..J 0.0648 X 58.3 = 

6.28 X 1.944 12 2 
= = · and n = 82,000 approx. 

106 l 06 

Note: The tuning was very sharp in both cases, but in the second case the secondary 
reaction was smaller, i.e., inductance of the primary greater. 

Colorado Springs 
. 

· Dec. 4, 1899 . ~- · 

• 

Experiments to establish equivalence between the inductance of the primary loop comprising 
two primary cables in multiple (M-'ith secondary reacting) and that of turns of the regulating 

coil in primary circuit. 

Resonance analysis was resorted to and the coil of 344 turns on drum 14'' diam~ 
8 ft. long, wire No. 10 was again used. The coil employed had a very small regulating 
coil in series, and a minute lamp placed across the few turns of this latter coil was employed 
to ascertain the maximum resonant rise in the coil excited. The results were as follows: 

Capacity in the primary circuit 

8 jars on each side, that is 4 jars= 
=0.0036 mfd 

....... . ... ... 
• • 

Capacity same as above 

Inductance in the primary circuit 

1. 

One primary loop as above+6 3/4 turns 
reg. coil. 

• 

• SmaiJ coil in series with coil of 344 turns had 
9 turns in circuit entirely negligible. 

2. 

15 1 /4 turns regulating p. coil only 

• Small coil had 22 turns inserted, still entirely 
negligible against 344 turns coil 

Since resonance was obtained in both cases and the primary capacity in both tests 
remained the same we have the primary· inductances in both cases equal and from this 
follows that under the conditions of these tests the inductance of the primary as modified 
by the secondary was equivalent to 15 1/4 6 3/4 turns of the primary regulating coil. 
Now from the table of inductances the value for the 15 I /4 turns is 52,930 em and that 
for the 6 3/4 turns, inserted in the first case, is 21,052 em. lienee the inductance of primary 
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cables in thiS' instance was 

Lp 52,930 21,052 31,378 em. 

Thus the secondary, though "open"', diminished in this case the primary inductance from 
56,400 em to the above value or about 43.48%. 

Colorado Springs 
Dec. 5, 1899 

Experiments to ascertain equivalence of inductance of primary loop (two primary cables 
in multiple) with secondary reacting, and inductance of turns of regulating primary coil 

under modified conditions. 

Again the coil with 344 turns was used and the maximum resonant rise in same de-· 
termined in the manner described before. A greater capacity was used this time in the 
primary so as to come closer to the free vibration of the secondary and thus cause a stronger 
reaction upon the primary loop. The conditions for resonance were satisfied with the 
following values: 

• 

Capacity in primary circuit 

2 X 36 
=36 bottles 0.0324 mfd 

2 

Capacity in primary circuit 

2 X 36 
=36 bottles·- 0.0324 mfd 

2 

1. 

Inductance in primary circuit 

21 3/4 turns pr. regulating coil only 

2. 

Inductance in primary circuit 

one primary loop as above+ 15 1/2 
turns reg. coil. 

Since -en both tests the primary capacity was not changed in the least the inductance 
of the primary loop in this instance was equivalent to that of 21 3/4 turns, less that of 
15 I /2 turns of the regulating coil in the primary. This means the inductance of the primary 
loop was equivalent to that of 21.75 15.5 6.25 turns of the primary regulating coil or 
it was 6.25 x 3850 24,063 em only. Induct. diminished 57.33%. This is a still smaller 
value than found yesterday but is very probably near the maximum as the secondary 
showed evidence of a resonating condition. These experiments show the danger of allowing 
for the amount of secondary reaction. This is to be borne in mind. 
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Colorado Springs 
Dec. 5, 1899 

~ . 

. -- • 

Further experiments to ascertain equivalence of inductance of the primary loop (two primary 
cables in multiple) with secondary reacting, and that of turns of primary regulating coil 

under conditions again modified. 

In the present tests the "new extra coil" modified so as to have only 100 turns was 
used (this is to be explained). The coil was used exactly as that of 344 turns before and 
the maximum rise was deter1nined in the same way and by the same means as in preceding 
cases. The results of the two comparative tests were as follows: 

1. 

Capacity in the primary circuit Inductance in primary circuit 
5 X 36-24 156 
----~ =78 bottles 0.0702 mfd 11 5 I 16 turns of primary regul. coil only 

2 2 

2 . 

. 

Capacity in primary circuit Inductance in primary circuit 
same as above 0.0702 mfd one primary tum+3 1/2 turns reg. pr. coil. 

From these tests it follows that under present conditions the inductance of the pri-
mary loop with secondary reacting was equivalent to that of II 5/16 turns less that of 
3 1/2 turns of the primary regulating coil. Now the table of inductance gives inductance 
of the II 5/16 turns 37,775 em, and that of the 3 1/2 turns 11,164 em. Hence the induc-
tance of the primary loop under these conditions was 

L11 37,775 11,164 26,611 em. 

The secondary was resonating to some extent but not as well as in experiments 
recorded yesterday. The diminution of inductance due to secondary reaction was here 
52.82 %. 

-· · · -·Note: These tests make it advisable to break the secondary on more points when 
the primary is used for inductance. 
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ColoradQ Springs 
Dec. 7, 1899. . . __ 

Experiments to ascertain to what extent induced currents in the ground might affect the 
primary and secondary oscillating systems now used in the laboratory. 

Resonance analysis was resorted to and the experiments were performed in the 
following manner: a square frame 11' 1/4" each side and 3 3/4" high, wound with 14 turns 
wir_e No. 10 was supported horizontally above the ground, its elevation above the latter 

I 

bei.ng made adjustable. This coil was tuned in various -positions and the effect of the ground 
observed on the change of the period of oscillation in the various positions. In order 
however to get a better range of reading and also to reduce as much as practicable 
the effects of the distributed capacity in the coil wound on the square frame the same was 
joined in series with another coil of 344 turns wound on a 14" diameter drum, which was 
before used, but so that the coil on the square frame was between the ground connection 
and the coil of 344 turns, this for the purpose of maintaining between the turns of the 
square coil a comparatively small difference of potential thus reducing the effect of dis-

• 

tributed capacity of the same. By using the additional coil the vibration was rendered 
. -

slower and a better range of reading was secured. The two coils were excited in the manner 
repeatedly referred to and described, the maximum resonant rise being determined by 
means of a minute lamp shunting a few adjustable turns of a very small coil of 
entirely negligible inductance which was in series with both the coils used. 

The results of the tests are indicated in the following table: 

Capacity tn primary exciting 
circuit 

4 X 36 
I. =72 bottles 0.0648 mfd 

2 

2. 

3. 

4. 

,, 

,, 

" 
- ·· . ... -· • • 

" 

" 

" 

Distance of square 
coil from ground 

I' 3"+0 

1' 3"+2' 

1' 3"+4' 

1' 3" +6' 

Inductance in primary 
• • CirCUit 

4 I /4 less 1/32 turn 

reg. pr. coil 

4 1/16 turns reg. pr. coil 

4 less 1/32 
" 

3 7/8+1/32 " 

It is to be stated by way of explanation that the floor was 1' 3" above ground. 

• 

A simp\e inspection of the above results shows that induced currents do not prominently 
assert themselves. This might have been expected considering the extreme dryness of the 
ground which, as before pointed out, made it too difficult at the outset of these experiments 
to get a good ground connection. But it is evident from the above table that the electrostatic 
capacity is an important element. This is quite evident since the vibration of the system 
comprising the square coil is quickened by elevation of the frame. If there were induced 
currents generated in the ground it would be just the opposite. Since the capacity in the 
primary exciting circuit remained the same in all four experiments the capacity of the 
excited circuit, the inductance of which remained the same, was varied exactly as the 
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inductance of the primary circuit. Now with reference to the table of inductances the in-
ductances in experiments 1, 2, 3, and 4, respectively, were: 12,824, 12,463; 12,247 and 
12,103 em. The increase of distance from 1 to 2 was 160%; from 2 to 3 61.5%·; ~from 3 to 
4 38.2%. Putting results together we have: 

Increase of distance 

2' 160% 
• 

2' 6l. 'r5% 
2' 38.2% 

Amount of the diminu-
tion of capacity 

361 
216 

144 

The numbers indicate a general 
proportionality but now the capa-
city of the excited system should 
be known . 

ThiJ will be followed up. 

• Capacity of primary cab!e3 with reference to earth should be determined. 

Colorado Springs • 
• ~·Dec. 8, 1899 

In response to note from I. Hawthorne forwarded to "Northamerican" Philadelphia, 
dispatch as follows: 

"In response to a request from friend I. Hawthorne the following statement: 

"Confining myself to my chosen sphere, I believe that the mastery of electrical forces 
was as great and beneficial an achievement as the Century has witnessed. As to the im-
mediate future my thoughts are don1inated by two ideas, one of which is already realized, 
while the other is on the eve of accomplishment. The art of governing the mo-
vements and performances of distant automatons, enabling machines to act as 
creatures endowed with a mind, will demonstrate to the leading nations the fu-
tility of armaments and impracticability of the present life destroying implements 
of war and will lead to more permanent peaceful relations, in harmony with the 
humanitarian spirit and enlightenment of the age; while the art of transmitting 
electrical energy through the natural media, without the use of leading wires, over 
vast distances, from great centers, as Niagara, will open up inexhaustible resourses 
of wealth and power and, by rendering immense amounts of the energy of the sun 
available to the wants of man, will perhaps make it possible for him to produce 
similar.·"·onderful changes and transformations on the surface of our globe as are, to 
all evidence, now being wrought by intelligent beings on a neighbouring planet." 

N. Testa 

Experintent to determine the inductance of coil »'ound on the square frame before used by 
n1eans of resonance analysis and another known coil: 

The square coil was connected in series with coil of 344 turns as before and maximum 
rise was detern1ined in the satne way as described. in preceding experiments. The resonant 
condition was obtained with 
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Coil 344 turns in series with square coil 

Capacity in primary or exciting 
circuit 

36 
-= 18 bottles 0.0162 mfd 
2 

Inductance in primary circuit: 

5 less 1 /32 turns reg. coil 15,000 em approx. 

With coil 344 turns a/cine 

36 
' I 

I 

=0.0162 mfd 
2 

15 less 1/16 turns reg. coil 51,700 em 

Assuming now that the addition of capacity when coil on square frame is connected 
in series be negligible, as will be the case when the coil which is to be measured is very 
small in comparison to the other we may assume, since the capacity in the primary circuit 
was the same in both experiments, that the inductances in the primary or exciting circuit 
are.as the inductances of the excited circuit in both the successive tests. Calling inductance 
of square coil Land remembering that inductance of the coil with 344 ·tur~· · was before 
recorded to be 0.006 henry, we have: 

L + 0.006 = 51,700 =51~ and 517 x 0.006 _ 0.006 = L = 

0.006 15,000 150 150 

== 0.006 X 
517 _ I 
150 

367 
= 0.006 x == L = 0.01468 henry. 

150 

The correctness of this estimate is of course based on the assumption that the capacity 
added to the excited system by the square coil is very small compared with the total ca-
pacity . 

Colorado Springs 

_ ... ___ .. 
• • . 

Dec. 9, 1899 

Results obtained Dec. 1, K'ith square coil in various positions reconsidered. 

The results referred to indicate that the induced currents generated in the ground 
are of little or no moment but that the capacity owing to nearness of ground may be of 
great importance. To get a better idea of the variation of the capacity and also to settle 
any doubt as to the influence of the induced currents it is necessary to estimate the capacity 
of the system which was excited. For the present purpose it is thought the consideration 
of the uideal" capacity of the coils will lead to results not far from the truth. Now on a 
previous occasion the uideal" capacity of a coil with 344 turns was found to be 34.6 em. 
Since this uideal" capacity increases with the square of the length of the turns, owing 
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to the fact that it increases with the energy stored in simple proportion, and the energy 
again in proportion to the square of the difference of pressure between each two adjacent 
turns, the difference of pressure is simply proportionate to the length.. Now the length of 
one turn on square coil is 4 x 11' 1/4" 4 X 132 .. 5" 530". The coil of 344 turns being 
wound on a drum 14" diam., the length of each of its turns is 3.1416x 14" 44" nearly. 
The "ideal" capacity of the square coil will th~refore be, considering also turns, 

14 530 2 265 2 14 - x x i<leal cap. of coil 344 turns X -X 34.6 145.1 x 1.4 ···-203.14 em. 
344 44 22 344 

1 Hence total "ideal" capacity will be the sum of these, that is approximately 238 em. This 
' 

' value obtained at a given height above ground being known, we can now calculate the incre-
ments of capacity, or decrements of same as the coil is approached to or removed from 
the ground and it ought to be found that these increments or decrements are proportionate 
to the distances of coil· from ground in the successive positions of the coil. I think that it 
is unnecessary to go through the trouble at present because it is very probably so. 

Note: Such proportionality would be destroyed if there would be any appreciable 
currents generated in the ground. 

Colorado Springs 

Dec. 10~ 1899 

Estimate of turns of "Extra coil" to be used 1vith the structure of iron pipes as capacity 
on free terminal. 

In a previous test resonance was obtained with new extra coil and elevated structure 
as capacity with 

Capacity in primary exciting circuit Inductance in primary circuit 

168 bottles 0.1512 mfd 20 3/8 turns reg. coil 

In this test the extra coil had 105 turns. The turns being now reduced to 100, the 
100 2 

inductance of the coil will be smaller by a ratio of =0.907. Hence instead of 
105 

20,000,000 em as before, the inductance of the coil will be 20 x 0.907 million em 
or 18,140,000 em 0.018 henry approx. Had the above test been performed with the coil 
so modified, the capacity in the primary exciting circuit assuming th~ inductance the 

18.14 
same would have been smaller by a ratio of or we would have had instead of 

20 
18. 14 . 

168 bottles about x 168 153 bottles approximately 0.0009 x 153 0.13759 mfd 
20 

capacity. We have therefore as basis for computation: 
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Extra coil "'ith structure: 1. I 

' . . • • • 

Capacity-primary: 0.13759 mfd Inductance-primary: 20. 3 i8 .. _.~utns reg. 
coil. +conn. ... .· 

• ·~ . .. ~ -

Now in another test of extra coil but without structure results were 
• • 

Extra coil alone: 2. 
. 

Capacity-primary: 0.0648 mfd Inductance-primary: 5 5/8 turns reg. 
coil. +conn. 

• 

• 

• 

' 
t 
' f 

I 

---· 

These data enable us to determine how many turns are to be left off on bottom of 
• • 

coil in order that it be in resonance with the printary exciting system under the best work-
ing conditions of the latter; the structure being connected to the coil. 

Now the secondary, to be at best, should work with all jars available and the regula-
ting coil should be all cut out in the primary. This is namely the condition corresponding 
to full output highest economy. Under such working conditions the secondary will 

• 

modify greatly the inductance of the primary and for the present approximate estimate . - .. . 

it will be close enough to assume a diminution of about 50% of the primary ·inductance 
so that the latter may be put at 28,000 em. This would then give in Test 2: 

Capacity-printary 
0.0648 mfd 

Extra coil alone 

Inductance .. primary 
28,000+5 5/8 turns reg. coil+conn= 
= 28,000+ 17,263 45,300 em. approx. 

• • . l d • dfi b 8 X 36 But capactty tn prtmary with a l jars as woul be requtre or est working would be --
2 

=144 bottles 0.1296 mfd. Reduced to this capacity the inductance in primary would 
0.0648 

have been in reading 2. instead of 45,300 em only x 45,300 22,650 em. 
0.1296 

Taking now reading l. when s~ructure was connected to the free terminal of coil 
the inductance in primary was 20 3/8 turns+conn. 72,660 em from table. But in this 
case the capacity was 0.13759 mfd. Reducing this to the capacity when secondary works 
best, that is, to 0.1296 mfd the inductance with this capacity would have been larger by 

. 0.13759 a rabo of ·-· ·· · ·· ~ . . = 1.048 or it would have been 72,660 x 1.048 76, I 50 em, approx. 
0.1296 

Thus we have the following data: 
• 

Extra coil with structure connected: a) 

Capacity in primary 0.1296 mfd Inductance in primary 76,150 em and 

Extra coil alone without structure: b) 

Capacity in primary 0.1296 mfd Inductance in primary 22,650 em. 
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Now to secure resonance with structure attached and under best working conditions 
of the exciting sys!em with possibly only a very few turns of the regulating coil in primary, 

h f •t b . f 22,650 we ave from above to reduce inductance o extra cot y a ratto o . For same 

length turns will be 

Colorado Springs 

2265 
100 ==54 55 t. 7615 X 

76,150 

Dec. 14, 1899 

Test to ascertain ·free vibration of new "Extra Coil System.., (latest) 

The new "extra coil" latest type is wound on same frame 8' 3" diam. and 8 feet 
in length, the wire being this time No. 6 instead of wire No. 10 as before. There are presently .. 
just 100 turns. A coil of No. 6 wire wound on drum 14" diam. and &..feet long, which was 

• 

used repeatedly before, was connected in series with this latest extra coil and resonance 
determined by means of the adjustable small inductance as usual and a miniature lamp 
shunting the turns. The results with no capacity on the terminal which was "free'' were: 

Capacity in primary circuit Inductance in primary circuit 

5x36 180 
= =90 bottles 0.081 mfd 

2 2 
One primary tum (two cables in multiple)+ 
+ 3 turns regul. coil 

When a ball 30" diam. with 4 feet of wire was connected to the free terminal the 
readings were: 

Capacity-primary: 0.081 mfd Inductance-primary: as above, only 7 1/2 
turns in regul. coil. 

In both cases the excitation was effected through the secondary of the oscillator 
from a point of the same 3/4 turns from ground plate. In the first case the inductance of 
primary, taking into consideration the secondary reaction, is estimated at 41,000 em. 
Adding to this the inductance of connections and 3 turns of regulating coil 10,000 em 
the total inductance was about 51,000 em. This with a capacity of 0.081 mfd would give 
t~~ - ~riod of the system comprising the two coils in series 

. -

21t 
T.= tOl 

51 21t 12.75 
0.081 x 

106 
= 106 x 2.03 == 106 approx. and n = 78,500 

approx. per second. When the capacity of a ball of 30" diam. is associated with the system 
we have the inductance of the primary circuit, as before, 41,000 em for the primary turn 
with secondary reacting plus 7 1/2 turns regulating coil and connections 23,580 em, 
with reference to the table, that is, total 64,580 em. The period in the second case was 
therefore 

6458 = 21t v 523 098 = 6.28 X 22.9 = 143.8 
0. 08 1 X 1 os 1 01 . 1 0 7 I 07 
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and n 10,000 )lPProx. The coil connected in series with the extra coil was wound on a . · 
dru~ used before. In one case this drum was wound with wire No. I 0, 346 turns and in· ··--
this case it had an inductance of 6,040,000 em. The new "extra coil" latest having 18,000,000 
em approximately, the total inductance may be placed closely enough at 18,000,000+ 

+ 283 2 
x 6,000,000 em, the coil in series with the extra coil here used having 283 turns. 

346 
This gives inductance total 18,000,000+4,000,000 approx. 22,000,000 em. Now if the 
latter coil of 283 turns would have been omitted then the system would have vibrated 
quicker in proportion 

• 

22 
==--

18 
• 

times or since n in the first case was 78,500, the extra coil alone will vibrate 
1.106 X 78,500 86,800 approx. If the inductance in primary be left the same as in the first 

. f 18 9 . d f b case then the number of bottles will be reduced by a ratto o - or tnstea o 90 ot-
22 11 

90 X 9 810 
ties total we shall want = · =74 bottles or nearly so; this means 148 .;bottles on 

11 J I . • . 
each side or about 4 tanks. This is only an approximate estimate for first guidance. 
Perhaps the reaction of the secondary is somewhat overestimated in this case as it was not 
resonating in these tests or near the resonating condition. 

. . 

• With figures taken from second test the results are very nearly the same. 

Colorado Springs 
Dec. 15, 1899 

List, for future reference, of some coils used in the experiments up to present . 
. 

Coil wound on drum 25.25" diam. cord No. 20 404 turns Length of 
Coil ,, , cord No. 10 259 

" 
this drum 

Coil 
'' " 

wire No. 10 274 
" 71 1 /2" appr. 

Coil 
" 

24'' diam. wire No. 6 207 , 70 3 /4" long 
Coil -· ... .. .. ..... ., 10 5/16 Bell wire No.l8 550 

" " 
. • , . 

Coil 
" 

14'' 
" 

cord No. 10 346 , Length of 
Coil 

" 
14" 

" 
Bell wire No.l8 1314 

'' 
this drum 

Coil 
" 

14'' 
" 

No. 6 wire 283 
" 

8 feet appr. 
Coil , 5" , No.2 

" 
91 " 38 I /4" long 

Coil 
" 

5'' , No.6 
" 

129 
" 

38 3/4" , 
Coil 

" 
4" 

" 
No. 10 

" 
185 

" 
4 ft. long. 

Coil ,, 4'' 
" 

No. 10 , 141 ,, 3 ft. 
" Coil 

" 
30 l /2" 

" 
No. 25 

'' 
132 I /2 turns 

• Exp. resonance 
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.. 

• 

C.oil on drum 26" diam. • 

upright stat1d 136 turns • • 

Coil on spool 12" diam . 
No. 6 wire 
2 1/8" long 28 layers Bell wire.No. 18 

turns 
to 20 lay. 28 
,, 28 lay. 27 

=20x28+8x27- ·560+216 776 turns 

• Exp. to determine periods of vibration. 

New extra coil as first wound 8' 3" diaan., 8 (t. long, 105 turns No. 6 wire, between 
grooves 1/2". A number of these coils have been before described and their inductances 
measured. Since the same drums were repeatedly wound with different wires it is easy 
to determine the inductances on the bases of data before recorded with some of them. 
It is proposed to make later a complete table of the coils with the inductances and other 
particulars worked out. 

• 

Colorado Springs . -
• 

Dec. 16, 1899 

In carrying on some experiments to · the effects of induction from the pri-
mary circuit of the oscillator in the laboratory, at a distance from the saane, a square 
frame described on a previous occasion was used. This frame was 11' 1/4" 132.5''= 

336.55 em long and as much wide and 3 3/4" 9.525 em deep. It was wound with 14 
turns of wire No. 10. To ascertain the period of vibration of this coil a formula before 
arrived at and frequently used was again employed. This formula applies to coils of circular 
cross section but it was thought that the results would be close enough also for the square 
coil with due allowances. To apply the rule the square surt;ace was converted into a circular 
one equal to it and the diatneter of the latter was calculated. Finally an allowance was made 
for the diminished length of the wire on the circular coil for the sarne number of turns. 

D27t 
Calling D the diameter of the circle we have =336.552 from which follows D 380 em. 

4 
approximately. The formula referred to is 

- . ... _ -·.., 
• • 

. . . 

3 x 1010 v' <~+d)~ 
p = D 2 N ..j1t3 K ...jd 

Here ·-r distance of wires 0.46 em; d. diam. of wire 0.254 em; 

("r+d) 0.714; v'"r (T+d) 0.573; 
52 -

K as found= 
106 

; v' d=0.5; N= number of turns 14; p natural frequency of coil to 

be found .. 
This gives in the present case: 

3 X 1010 X 0.573 
p = -----------;--========= 

3.1416x52 OS 
I06 X • 3.1416 X 3802 X 14 X 
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• 6 X 1010 X 573 6 X 108 X 573 
- - ---------::=====-- -

3.1416 X 144,400 X 14 X V3.1416 X 52 44 X 1444 X V3.1416 X 52 ---
' 

3438 X JQ8 3438 X }08 3438 X 106 

= = == =z 423,000 approximately 
44xl444xl2.8 813,300 8133 

• 

and n = 
423•000 

= 67,360 nearly. 
27t 

• 

• 

This would be for a cylindrical coil of 14 turns, but the turns of the square coil are longer 
and, since the inductance is proportionate to the square of the length of wire, and the 
frequency again proportionate to. the square root of the inductance, n will be smaller in 

4 x 336.55 li93 · 1193 
proportion 3-~-14-1-6 x 

380 1346 
or the system will vibrate about T 

346 
x 67,360 or 

roughly 60,000 per sec. The experiments shoH-'ed it vibrated nearly this nu1nber of times . 

• 

• 

. -
• 

Colorado Springs 
Dec. 31, 1899 

Of the photographs taken here from Dec. 17 to Dec. 31, 1899 by Mr. Alley the fol-
lowing were forwarded through him to my friends of the Century: 

I. Front view of laboratory from Pike's Peak side. Isochromatic II" x 14" plate. 
Time afternoon before sunset. This is a very fine photograph showing well the advantage 
of the pure atmosphere here. Such sharpness of outlines and amount of detail could not 
be obtained in New York, for instance. I conclude that the high quality of photographs 
obtainable in these parts is not so much due to the skill of the professionals as to the pure 
atmosphere and abundance of light. 

II. View of interior showing half of circle of oscillator frame with several coils 
grouped inside; Westinghouse tran~former, lightning arresters in background, also part 
of central "extra coil'' latest pattern and a 30" ball on stand. The photograph was taken 
late in the afternoon. Light was rather feebly diffused. The plate was as before, 11" x 14" 
isochromatic.~.-

III. View of interior, chiefly showing condensers, break motor and regulating coil 
in primary of oscillator. Westinghouse high tension transformer and supply transformers 
in background, also arresters. Plate same as before, the photograph was taken at the same 
time, practically as that described under II. The diffused daylight was very feeble. Both 
of these plates are excellent. 

IV. View of laboratory from the rear by moonlight; 1 h 20 1nin. exposure. Moon 
about 2/3 full. Showing Pike's Peak Range and all details of building very sharply. Such 
photographs by moonlight could be secured only in a few places. Plate same as before, 
II" x 14" isochromatic. 
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Phot. II. View of interior showing half of circle of oscillator frame with several coils inside. 
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Phot. III. View of interior, chiefly showing condensers, break motor and regulating coil in primary of 
oscillator. Westinghouse high tension transformer, supply transforn1ers and arresters in background. 
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Phot. V. View of interior showing a number of coils differently attuned and responding to vibration 
transmitted to them from an electrical oscillator<4U. 
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Phot. VI. Normally excited --extra coil". 
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Phot. VII. View of •'extra coil" in action. 
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V. View of interior much the same as in II. The secondary and various coils placed · 
inside, particularly the central •&extra coiln, are resonating. The latter is connected to a · 
point of the first secondary turn about 3/4 turns from ground conneetion, nevertheless 

. . 

the strea1ners are powerful. Other coils are connected to the same point while a ball 30'' 
on a stand and a coil on a stand are connected to the last tum of secondary. Strong sparks 
were passing from top to bottom of extra coil and the secondary ·last tum shows strong 
streanters. About 100 short ftashes or throws of switch and afterwards an exposure of 
15 minutes to ordinary arc lamp placed in comer of building for the purpose of photo-
graphy. The arc light is much preferable to flash light as the time can be closely determined 
in each case. The isochromatic plate is decidedly better. In this plate there is a red dye used 
in coloring the plate, otherwise it is the same as the Cra111er ••erown". The plate used 
was uinstantaneous Cramer isochromatic", same size as those before. This observation 
suggests a line of experiment which might lead to useful results. It would consist in using 
plates each dyed with a different color to bring out specific effect-s. The vibrations of the 
system was the normal or nearly so as recorded in previous notes. 

VI. View of "extra coil" excited as normally. A bare brass ring fornted of tube 3/4" 
diam. is placed on top. The switch is thrown in once and held about 3 seconds. The roof 

• 

has been slightly opened and also the door in front to create a draught. _The. dfect_ of the 
latter is noted · on the separation of the individual discharges. This feature is parti-
cularly noticeable on sparks passing to the hood carried by the structure of iron pipes 
repeatedly described. These sparks pass in curious ways preferring frequently a long path 
to a short one. This is Peculiar to these discharses of high tension emanatiag from a single 
free tern1inal. Some s are broken in places to continue stronger afterwards. From 
end to end of the longest streamers about SO-SS feet in a straight line. This photograph 
is extremely beautiful on account of the character as well as arranganent of the streamers. 
The extra coil is excited as normally but not quite full power. The vibration is as previously 
recorded. 

The same kind of plate as before was used and the exposure to arc light was 15 
minutes, about half light cut off. 

VII. View of "extra coil" in action. Wires slightly inclined to the ground, to prevent 
discharge from going to roof, were fastened at small distances to brass ring on top of coil. 
Thus a great amount of streamers was produced and they were necessarily weaker indivi-
dually. The plate illustrates well this feature as is evident from the hairlike appearance 
of the streamers. Individual sparks passing to ground sometimes are strong. It is peculiar 
that discharge will break out more strongly on some wire and then keep on the same 
place until broken by _draught created or otherwise. The path is, however, evidently 
accidental_<!~~nding probably on the arrangement of particles floating in the air. This 
photograph is ·very beautiful and symmetrical. The length of the streamers is about the 
same as in preceding case. The vibration of "extra coil'~ system about normal only slightly 
modified by the wires attached to brass ring. Some streamers, curious to note when striking 
the ground and thus becotning sparks or spark discharges more brilliant in color, ap-
peared· thicker on bottom than on the point of origin. I believe I have recorded this pheno-
menon some time before. It may, on the plate, appear that the streamer or spark is thicker 
farther away from the origin without necessarily being so. This is simply caused by the 
end or lower part of the streamer being closer to the camera than the origin. But the eye 
is not deceived in this respect and the phenomenon may be frequently noted so that its 
existence is beyond doubt. This may be explained by assuming a volatilization of the 
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material. where the spark strikes, wh~reby a flame may be produced increasjng the bright-
• 

ness of the part of the luminous path nearer to this point. In fact I observe that whenever 
a powerful spark strikes an object which is of a material easily disintegrated by .. the heat, 
such as wood, there is a momentary small flame produced on that point and often one may 
see the spark bound back as it were or splash over the object like a jet of molten n1etal. 
It will be noted on the negative that the points where the sparks hit the floor are always 
darker, this showing the increased development of light at these spots. The plate used is 
the same as before . 

; VIII. This shows a central view of "extra coil" normally excited with streamers 
issuing from a disk turned towards the camera. In thi!i instance the streamers were longer 
than before as they were issuing from fewer points, chiefly from the rim of the disk which 
was a little more than 10" in diam. Some of the streamers darting towards the corners of 
the building were 30 feet in a straight line, but considering their curved path they were 
in all probability 50 feet long. Some of them show interesting bifurcations or splitting up 
in many branches while others, carried by the draught they create them.selves, again show 
clearly the individual discharges. The brilliant sparks to the hood above the coil are also 
curious and interesting often passing far above the hood and then returning to the same 
in paths much longer than the straight route from the top of the roil :ro the hood which 
they should follow.· Some of the streamet s striking the floor show the increased brightness, 
before referred to, very clearly. It is noticeable that the streamers above the coil are of 
finer texture and' split up, the draught being of course stronger near the opening of the 
roof. On some of the very long streamers one can see occasionally more brilliant-points. 
The plate in this experiment was the same as before and the vibration of the "extra coil'• 
system likewise normal or nearly so. 

IX. This photograph illustrates again the extra coil with strearners and sparks from 
a pointed wire pJaced towards the carnera. The wire or terminal was turned slightly down-
wards to cause the streamers or sparks to go more downward, as there was a considerable 
danger in this experiment of inflaming the roof of the building by the discharge taking 
an upward course. The streamers, when made to issue from a point as in this instance, are 
namely very long and in fact it was found impossible to work the apparatus to its full 
capacity in this account. The excitation of the "extra coil" system was pushed as far as 
could be done without great risk. The longest streamers reached the side of the building 
and even the corners sometimes. One of them reached the photographer Mr. Alley in 
the corner of the building, while another one struck me as I was operating the switch in 
another corner. They were so feeble at that distance, however, that they did not cause 
any;njury or pain. Another one struck the camera· but, as subsequently found, did not 
spoil the plate. These streamers were about the longest produceable in the present building, 
with the roof closed, measuring from 31 32 feet in a straight line from origin to end. 
Taking into account the curiously curved path the length was probably more than twicl 
this, so that taking the discharge from tip to tip of these longest streamers, the actual 
path of the discharge through the air was from, say, 124.. 128 feet! If the building would 
permit I think that with the present apparatus, by putting about two to three times the 
copper in the oscillator a discharge extending through approximately twice this distance 
would be obtained, and by overcoming some defects of the present type of oscillator_ a 
further gain of about 50% could still be effected, so that I can certainly expect to reach, 
measured in this way, a length from 372 to 384 feet from end to end. In an industrial plant 
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Phot. VIII. Central view of "extra coiln normally excited with streamers issuing from a disk turned towards 
the camera. 
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Phot. IX. ••Extra coil" with streamers and sparks from a pointed wire placed towards the camera. 
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it seems to me advisable to push the pressure still further and the difficulties in this res 
do not seem to me now to be very great. In the present photograph certain features before 
commented upon are even better. shown in the precediq plates. For instance, the 
high luminosity on the bottom where a spark strikes the floor, the "splashing" of the 
discharge, the branching ·out and the interruption of a strea111er are all well shown. But 
the most curious feature is the appearance of ufire balls". As already noted in a previous 
instance a strean1er even when not as strong as theSe here described, will show sometimes 
one or more points of greater luminosity than the rest. On a plate an effect of this kind 
may be ~;Jroduced by a streamer suddenly bending or turning, but the actual appearance 

• 

of these 1luminous spots or points is unrttistakable. In the instance here . described the 
streamers were very powerful and the spots when they appeared were about an inch or 
possibly more in diameter, actual "fire balls" as they appeared to the eye. Now what is 
the cause of their forntation? I attribute them to the presence of some material in the 
air at that particular spot which is of such a nature that when heated it increases the lumi-
nosity. It is possible that sodium is concerned in the production of the phenomenon. But 
the luminous uball" must be extremely short lived as it does not impress itself upon the 
plate sufficiently despite its high luminosity. One can barely note a small lun~nous patch 
on the streattter, the impression of the central portion of the "ball''~ It is not~ improbable 
that the evolution of the ''fire ball" may be connected with a process akin to explosion 
or sudden volatili7ation. ·Again, in this instance the same kind of plate was used and the 
"ibration of the extra coil was but slightly quicker than normal. 

X. This plate illustrates the discharge issuing from the top of the --extra coil", from 
the brass ring mentioned before, all over its To produce a more beautiful effect 
in this ins the switch was thrown in 200 timel, but the closure of the circuit was as 
short as was practicable, only a small fraction of a second, possibly 1/4 or 1/S of. a 
second. In plates VII, VIII and IX one hundred closures of the switch were made. This 
photograph is extremely beautiful although the streanters were not so large as in some 
previous instances. The sparks darting occasionally to the hood rather heighten the 
effect. The streamers are of fine texture but not quite so as in the plate described under VII. 
The reason is that the brass ring before mentioned, being of a large diameter,. does not 
permit the streamers to issue from it as readily as the thin wires do and therefore the 
streamers partake more or less of the nature of sparks, being thicker and more brilliant 
and bluish white in color at the origin, while the streamers issuing from pointed terittina.ls 
are of a reddish hue, sometimes quite purple and also less noisy and of feebler luminosity. 
Owing to their -color and small luminosity they do not impress themselves upon the plate 
as powerfully as the strea111ers coming from surfaces of a relatively large radius of curvature, 
which are-mQre or less of a disruptive character, ressembling sparks at the point of issue 
from the terminal. In this experiment again the vibration of the extra coil was nearly normal, 
the plate was of the same kind and the exposure to the arc light, as in the previous cases 
described, about 15 minutes, about half of the light cut off on lens. 

XI. Plate illustrates discharge passing laterally to the camera from the central coil 
across the shop to another coil on a vertical stand. The length of the sparks I estimate 
about 15 feet in this instance, possibly more. The sparks are very powerful and brilliant. 
The discharge was produced by 50 successive short closures of the switch, the experi·ment 
being, of course, performed in the dark. Then an exposure with the arc lamp 10 min. 
lens almost open, with an experimenter (Mr. Alley) sitting in the chair was made. The 
picture of a human figure was introduced to give an idea of the magnitude of the discharge. 
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Phot. XI. Discharge passing laterally to the camera from the central coil to another coil on a stand . Mr. Alley 
is sitting in the chair. 
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Phot. XIII. Streamers issuing syn1n1ctrica lly frorn ball with two wires on each side. Mr. Alley is si tting . 
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Phot. XIV. Repeated cxpcrin1ent shown in phot. XIII with l~esla si tting . 
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XII. The same experiment was repeated with the coil on stand being placed farther · 
from the central coil. The sparks were about 20 feet long in a straight line. Fifty throw~ · 
of the switch were used as before. The procedure was slightly modified by settini-off 
about 1/3 of an Eastman flash powder to bring out my features. 

XIII. b I . d XIV. In t ese two pates the effect was amprove by makin.g the streamers issue 

symmetrically from ball 8" diam. with two wires on each side: "'-o/. Fifty throws of 
. /" 

the switch were used ·and the procedure was as in XII. In all the later instances described 
the plates and other particulars were the same as before. 

Note: open lens, cue light 5 min. 

• 

Note: to preceding description of photographs taken with Mr. Alley: 

As before stated, in most.cases when the "new ex.tra coil" was shown in. action, the 
• 

vibration of the systent including it was about the normal, only slightl)l moaified by the .. 
attachment of terminals of comparatively very small capacity. The "extra coil" system was 
namely adjusted to the vibration of the primary system which took place with one primary 
turn (the two primary cables being in multiple) with all the jars being connected in two sets 
in seriu and with the regulating coil all but 1/2 turn out. Under these conditions the secon-
dary was very strongly reacting upon the modifying the ind of the latter 
so that the ind of the primary tum instead. of being as previously determined about 
57,000 em was diminished to 41,000 em approx. Now the inductance of the connections 
to the condensers, and 1/2 of one tum of regulating coil, was as will be seen with reference 
to the table, often referred to nearly 6000 em. So that the total inductance of the primary 
circuit under these conditions, was owing to the resonating secondary, was only 4l,OCO+ 

47 
+6000 47,000 em, or henry. Now the capacity in the primary was two sets of eight 

106 . 
. 

tanks in series or four tanks total, that is, 4x36 144 bottles or 144x0.009 0.1296 mfd, 
approx. Hence the period was 

47 21t 21t 15.512 
0.1296x 106 ... 106 y'6.0912= 106 x2.47= 106 

or n 64,466 per sec. or nearly so. This is a considerably quicker vibration than when the 
secondary-is· ~ot active. As the "extra coil" did not have sufficient inductance in itself, 
another coil was inserted in series with the same to insure the resonating condition with 
the above primary vibration. This latter coil was wound with wire No. 6 on an old drum 
2 feet diam. and 6 feet long. Particulars about this coil will be recorded on another page. 
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Colorado Springs 

Jan. I, 1900 __ _ 

Photographs taken Dec. 22. and 23; with Mr. Alley from Dec. 17 to Dec. 31, 1899 and 
particulars about the same: 

XV. Shows an incandescent lamp 16 c.p., 100 V placed out on the field with two 
wires leading to it. Snow on the ground. The lamp is lighted. 

l XVI. Illustrates the same with three lamps 16 c.p., 100 V placed on the snow and 
Hghted. The lamps are connected in multiple arc. 

XVII. Photograph showing once more the same with three lamps as before, the 
lamps being placed on black cl~th to improve effect. These photographs were taken under 
the following conditions: 

• 

A cord of section equal to that of wire No. 10 was laid on the field in the form of 
a square of 62' 5" 749" 1902.5 em side, the center of the square being from the center 
of the primary loop of the oscillator in the labQratory a little over 60 feet 720" 1830 em. 
The ends of the square were connected to two small condensers joined in multiple and 
each having a little less than 1 /20 mfd. Neglecting capacity of the cord agiiilst that of 
the condensers the total effective capacity of this system was, with fair approximation 
1/10 mfd, or 90,000 em. The inductance of the square, taking it as· consisting of two pairs 
of parallel wires, was . 

In the present instance 

I 1902.5 em, 

d 2 
-==-= 
rr' r 2 r 

L. 2x21 
d2 

loSe +1/2 . 
rr' 

d 1902.5 em, r r' 0.254 em. 

1902.5 
0.254 

l 
- (7500)2 and L.-= 4 x 1902.5 x 

X (lo~ 75002 + 1/2) == 7610 X ( 17.825 + 0.5) == 7610 X 18.325 == 761 X 183.25 

13,945 
log 7500 3.875061 L, == 139,450 em, or henry 

108 

2 log 7500 7.750122 
2 loge 7500 7.75x2.3 17.825 approx. 

From .tb~ foregoing we have for the period of the secondary system: 

21t 
T, == lOl 

0 I 13,945 = 2 7t J 1394 5 = 2 7t X 37.34 = 234.5 
. X 108 107 . 107 107 

and this would give n 42,640 approx. per second. 
Now resonance in this circuit was obtained with all jars being connected as usual 

and two primary turns in multiple, there being besides in the primary circuit 18 1/2 turns 
of the regulating coil. This gives approximately the capacity of primary or exciting circuit 
8 X 36 

2 
jars 144 jars or bottles 0.0009x 144 0.1296 mfd. Neglecting for the moment 
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Phot. XVII (?) Fxpcrin1ent to illu~ tratc an inductive effect of an electrical o~cillator of great po,vcr. 
The photograph shown is reproduced from Tesla~s articJe(4I) in which sorncwhat different circuit dirncn\ions 

and pos ition arc quoted . 
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the secondary4freaction (that is the action of the secondary of the oscillator upon the pri:·· 
mary, the former being throw11 out of step by connecting some inductance in series •th 
it), the inductance of the primary circuit with reference to previous data for the primary 
turns regulating coil was 122,000 cnt. But the inductance calculated from equation 

0 1 13,945 _ 234.S 
• x to• 107 

is smaller, being in fact only about 108,000 em. The smaller value is evidently the correct 
one, being the actual value of the inductance of the pritnary circuit~ as modified by the 
secondary of the oscillator aad the secondary circuit lighting the lamps. A small .... 
was·seen to issue from the free terminal of the ·secondary, he11ce it certainly affected the 
primary, reducing the induct~nce, The reaction of the secondary circuit lightina the la1nps 
w~ comparatively small. In order not to burst the lamps the current of the supply trans-
formers was very much cut down. I think about 30 lamps could have been lighted in this 
manner by pushing to the normal limit the excitation of the primary loop. 

Four photographs were made of the discharge of the secondary of latest type, 20 turns 

• 

·of two wires No. 10 .. The primary consisted of one t\arn, the two primary cables being 
connected in multiple arc • . The ratio of conversion being thus .1 : 20; tb~.m.f. at the 
terminals of secondary, with the primary excited to full.power, was about 400,000 volts. 
Owing to the low resistance of the secondary extremely low when considering the high 
e.m.f. the discharge was very powerful, of a dazzling brilliancy, literally blinding, and 
caused a deafening noise. The candle power of the arc is equivalent to that of five or six 
arc lig~ts of normal strength. At t I conclude so from comparative tests. Photographs 
were lll&de by exposing the objects to the light of the secondary discharge and it took 
only a small fraction of the time needed for an arc lamp to impress the plate. The secondary 
discharge of this apparatus is so powerful that it was always more or less dangerous for 
the safety of the laboratory and machinery in the same, and elsewhere, to let it play. Anum-
ber of times the shop caught fire by sparks passing from some nail, wire or any kind of 
conductor. When the discharge was playing sparks were seen to fiy almost everywhere 
through the laboratory, from one to another object and it was evident that it was more 
or less risky to let the sparks from the free terminal pass to the ground, because short 
waves were produced in the conductors and these were only too apt to rupture the insu-
lation of any apparatus in the circuit or circuits connected with the oscillator or in the 
neighbourhood of the same. The danger resid~s chiefly in the short waves and the risk 
was considerably diminished when the secondary, instead of discharging directly into the 
short ground connection, was made to discharge through a coil or inductance, slowing 
down the···vi6ration and preventing the formation of very high harmonics. When the dis-
charge was effected as in the experiments photographed, a continuous and brilliant 
arcing took place· over the lightning arresters and the dynamo at the supply station was 
short-circuited in rapid succession. When considering that the arc on the arresters is almost 
continuous one must admit that these arresters work extremely well. The discharge, owing 
to the terrible noise it creates is highly irritating and I think also dangerous to the timpanum 
of the ear. Often pain is experienced in the ears afterward and the buzzing in the ears 
continues for hours. If signalling with very short waves were desirable, nothing better 
could be used than such a secondary discharge. Although I have not tested its effects at 
extremely great distances, I conclude, from comparison with other induction apparatus 
experimented with, that it would affect a sensitive device certainly at one thousand miles 
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and very likely at a greater distance, even on land. The great brilliancy of the discharge 
is in part due to the comparatively large capacity of the secondary which, as before stiown, 
is without further provision inseparable from such a coil of very large diameter. When 
looking at the arc for a moment one can clearly perceive the arc proper forming the central 
and comparatively narrow part of the luminous path, around which there is on each 
side a brilliant band of 1/2" to 1" width apparently. When the discharge is playing, ge-
nerally sparks pass on some places between the secondary top turus, this showing that 
they are by no means too far apart. . ) 

Of the four plates: XVIII., shows the secondary discharging from the free end or 
terminal for1ned by a wire to the ground plate visible on the bottom . 

• Plate XIX. illustrates the discharge taking place between a ball 30" diam. and the 
ground plate. In the fornter case 'the discharge is about 3 1/2 feet, in the latter about 3 feet 

• 

long. These photographs were taken through about half of the full lense opeding, never-
theless the discharge is not sharp for although the focusing was carefully effected the wide 
luminous band on each side of the arc proper, which was referred to, blurs the image. 
To improve the photographs two more plates were exposed, one the same as plate XVIII., 

• • 

marked XX., showing discharge between a wire and ground plate, and the other, marked 
• 

XXI., illustrating discharge playing between a ball 18" diam. and the ground plate. In 
these instances a small opening was used and the images are sharper. To be quite sharp 
a pin-hole diaphragm should be used. The vibration in these four ins was the normal 
as before deter111ined, all jars and one tum in primary, 25 throws of switch, very short, 
ft.ash afterwards. 

• 

• 

• 

Colorado Springs 
Jan. 2, 1900 

• 

Photographs taken with Mr. Alley from Dec. 17 to Dec. 31, 1899 and particulars 
about the same . 

XXII. This photograph shows the "new extra coil" as last modified, having 98 turns 
' 

wire No. 6 and on top two turns or nearly so of wire No. 10 covered with a thickness 
of 3/8" rub6~r. This wire was repeatedly referred to in previous notes. It was necessary 
to use it in many of the experiments recorded for the purpose of preventing or at least 
reducing leaks. In many cases despite the excellency and great thickness of the insulation 
the latter was found inadequate to withstand the strain, as is evident from a number of 
photographs showing the coil in action energized to full power. The picture illustrates 
five incandescent lamps lighted and to much more than normal candle power on 
a table in front of the coil. The lamps are in series, one end of the series being connected 
to the ground by a wire seen on the bottom while the other end of the lamp series is joined 
to the lower end of the coil, the upper end being entirely insulated and remote from objects 
which might act upon it inductively. The connection will be best understood from the 
diagram below. In the experiment illustrated there is no appreciable induction exerted 

• 
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upon the extra coil as the wires of the oscillator proper, wound on the wooden structure 
seen in the back behind the coil, are short-circuited. One of the terminals of the condensers 
is grounded so that when they are discharging through the circuit, chiefly composed of 
a number of turns of the regulating coil, there is a strong vibration propagated through 
the ground which through the ground wire w reaches the "extra coil". Now, generally, 
the energy which can thus be transmitted to the 
coil would be minute, but when the oscillations 
passing through the ground are exactly of the 
frequency of the "extra coil'' system itself, a 
considerable current passes into the coil which 
then acts just as a hole would in a pipe through 
which a fluid is pumped by means of a pulsating 
piston. As the magnifying factor of the coil is 
very large the feeble impulses reaching the 
ground wire and lamps magnify the impressed 
e.m.f. and create considerable movement of 
electricity through the lamps which are thus 
brilliantly lighted, as shown in the photograph. 
In the experiment the capacity in the exciting 
oscillating circuit, impressing the vibrations upon 

LOW END 

) 
I . 

l 

EXTRA ·coiL 

-TOP END 

LAMP SERIES 

GROUND PlATE 
I .. 

• .. . 
-

the ground and wire w, was 3 tanks on each side or 1 1/2 tanks total, that is 54 bot-
tles or 0.0009x54 0.0486 mfd, approx. The total inductance was 41,000 cm+ind. of 
6 1/4 tnrllS of regulating coil 41,000+19,368 60,000 em, approx. or 0.00006 henry. 
From this the approxinUlte period of the vibration impressed upon the ground would be 

6 2 'Jt 21t 1.074 
0.0486 X lOS- lOS "'0.02916 ... lOS X 0.1708 = 105 

approx. and n 93,110 and p 585,000 approx. A. would be very nearly 2 miles and 
A. 

4 
1/2 mile or about 2640 feet. IIi reality the length of the wire in the excited system -

that is extra coil and ground wire, was found by measurement to be 2660 feet (98 turns, 
wire No. 6, 25' 11" each turn 2540'+3/4 turn of cable inside of secondary frame= 
= 112' +continuation of ground cable outside of circle to ground plate 28' +wire w= 
=20' +rubber covered wire on top of coil 50' that is, tota12450' + 112' +28' +20' +50'= 

2660 feet. From above data and taking resistance of extra coil at 1 ohm (in reality a little 
pL 585,000x0.018 

less) we get magnifying factor for coil alone -== 10,530. 
R 1 

-··- _.,. 
Taking~: ·however, into consideration that the resistance of the lamps was about 

1000 ohms roughly, when including the latter in the system the factor would be only 
1 

about of this, or approximately only 10.5. But I believe that the resistance of the 
1000 

lamps when operated by currents of such extreme frequencies is much smaller than the 
measured resistance according to the usual methods. The currents, namely, when produced 
in such ways as these here employed, have very high maximum values and the carbon 
is brought periodically to a much higher temperature than when operated with steady 
currents or currents of ordinary frequencies. I have observed this repeatedly. Furthermore 
when such currents as these here are used some part of the discharge also passes through 
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the rarefied gas in the bulb and there is a corresponding diminution of the effective resi-
• 

stance of the lamp on this account. In fact, I think that it is chiefly owing.tQ this that the 
resistance becomes very smaU, it being a fact that such currents pass with the greatest 
freedom through the rarefied gas particularly when it is maintained at a high temperature, 
as in the case here considered. The heating of the gas has the effect of increasing the in-
candescence of the carbon and it is well demonstrated that an incandescent lamp takes, 
for a given luminosity, less energy when operated with currents of such extreme frequencies. 
Owing to these reasons the magnifying factor of the excited system even with the lamps 
included must have been very much larger than the figure last mentioned. It was astonish- 1 

ing to note, in the experiment recorded on the plate, how much energy can be in this 1 

manner conveyed to such a carefully synchronized coil through the ground. The supply 
transformers were cut down by a regulating coil in the primary to less than one half, in 
fact to about I /3 of full capacity and inasmuch as only 3 tanks on each side in the primary 
or exciting circuit were used while 8 tanks were available, it is evident that, if the excited 
system would have been designed to work with full output of the exciting apparatus it 
would have been quite practicable to light, say 3 x 8/3 8 times as many lamps, or about 
40 lamps. However, inasmuch as the five lamps were far above .;candle power it would 
have been, in all probability, possible to light 60 lamps or so to~ormal candle power by 
a specially designed coil, with a liberal allowance of copper, vibrating in unison with the 
system exciting the portion of the ground containing the ground plate. Nothing could 
convey a better idea of the tremendous activity of this apparatus and a simple comparison 
with well ascertained data, obtained with other induction apparatus, shows that one of 
the problems followed up here, that is the establishment of communication with any 
point of the globe irrespective of distance, is very near its practical solution. The existance 
of stationary waves proves the feasibility of the project almost beyond any -doubt. The 
great amount of energy which can be conveyed to such a synchronized circuit, by conduction 
through the ground, makes it appear possible, that the necessity of elevating terminals 
in my system of energy transmission to a distance may be dispensed with in many instances 
and that, with a very moderate elevation of, say, a few hundred feet enough energy may 
be conveyed to a circuit to serve for one or another useful purpose beyond mere signal-
ling, or such uses of the system in which a minute amount of energy is required. Certainly, 
the amount of energy conveyed in this manner was, in some experiments with this ap-
paratus, surprising at first. An interesting consideration in this connection may be the 
following: As before stated the period of the exciting or primary circuit, when resonance 

2x 6 
with the extra coil was attained, was Tp= 3 0.0486 x . Now the period of 

10 lOS -· . .... -· • 
the excited system was Ts= 

2 
7t .JO.Ol8 ~ C,, in which Cs is the "ideal, capacity as 

103 . ,. 

designated in previous instances, that is the capacity which would have to be joined to 
the free end of the "extra coil" of inductance of 0.018 henry but devoid of all distributed 

6 
0.0486 X JQS 

capacity. Since T11 T8 we find Cs= O.OIS mfd, or 

C =---------= =- = -=145.8 em. 
s 0.018 0.018 180 10 
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Suppose an ideal system of this kind excited in the manner described, so that capa-
city on the free end is charged each time as the current ~lternatcs to a potential P. Then, 
since as before stated, the system in experiment illustrated was vibrating about 93,000.trmes 

. per second, the total energy set in movement in the system· would be 

2 X 93,000 X pl X 
145·8 

2x9x 1011 
watts. 

Let it be further assumed that I% of the total energy set in movement is frittered 
down in the lamps and that the number of these were 60, as might have been the case in 
the presently described experiment. Suppose each lamp to take 50 watts, the total energy 
consumed in the lamps would be 3000 watts hence, under the above assumptions, the 
total energy set in movement in the excited system woultl have to be 100 times this amount 
or 300,000 watts. To satisfy this condition we would have 

and 

2 X 93,000 X pl X 
145•8 

= 300,000 
2 X 9 X 1011 

p2_ 54 X 1013 
__:_ Q12 540 -106 

- 186 x 145.8- 1 x 186 x 145.8 or P-

= 106 540 6 _ 1 06 
27,ll 8_8 =l0 v0.02 approx. or =l 

== I05 x 1.414 or P-=141,400 volts. 

540 • -----== 
186 X f45.s-

2 -
-
10

-
0

= tos V2== 

Not very much, as will be seen, for such a pressure is extremely small with apparatus 
of the kind used here. Taking P roughly as 140,000 volts and assuming that the ground 
plate be at such a distance that only 1000 volts secoNDARY 

are impressed upon the same then the magni- ~ ~~~ ........ 
fying factor would have to be only 140. Of 
course, this is merely an example to support the 
above statement that considerable energy may in 
this way, and by such apparatus, be conveyed 
to a distant circuit which is connected to the 
ground at only one point directly or, if desired, 
through a condenser. 

EXTRA COil. 

lAMP 
w 

~ . ......, GROUND PlATE 

In another photograph, marked Plate XXIII., taken with same apparatus a similar 
experiment is illustrated. Here the extra coil as indicated in the diagram above is con-
nected d"irecfly through the wire w to the ground plate and another coil designated in the 
diagram as "secondary" is placed in inductive relation to the extra coil excited in the 
same manner as in experiment before described, and a lamp is lighted by the currents 
generated in this "secondary". Only one lamp was used as it was the object of the photo-
graph merely to illustrate a novel experiment, but with reference to the above it will be 
understood that as many as 60 lamps, or nearly so, might have been lighted with the 
apparatus used in this manner. All the particulars were practically the same as before. 
The "secondary'' had four turns, the excitation of the extra coil being reduced so that the 
lamp was somewhat above normal candle power. In this, as well as in the preceding expe-
riment, the switch on the Westinghouse high tension transformer was thrown in and out 

• 
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Ph ot. XXV. A coil outside laboratory with the lower end connected to the ground and the upper end 
free. The lan1ps is lighted by the current induced in the three turns of wire wound around the lower end 

· of the coi I. 
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about 50 times and after this, as usual, an exposure to arc iight for the detail of the a:p-
paratus was made, the time being 10 minutes with a small opening. -~ 

In order to make these two experiments still more interesting they were performed 
outside with a smaller receiving coil and photographs were taken, which are numbered 
and of which Plate XXIV. shows a coil standing outside on a table to which a ground wire 
leads, which is connected to one of the terminals of a small lamp, while the other terminal 
of the same is joined to the lower end of the coil. The upper end of the coil is free, a metal 
tube being connected to the same, as shown clearly in the picture. This tube is placed 
axially and serves to increase slightly the capacity of the excited system. 

In another experiment, with the same coil illustrated in Plate XXV., the coil is placed 
on the ground away from the laboratory and the lower end is connected to the nearest 
ground, while the upper end or terminal is free. Three turns.ofwire are wound around the 

• 

lower end of the coil and tJie ends of tltis wire are connected to a lamp socket with its 
lamp which is, as shown, lighted by the currents induced in the three turns of wire through 
the oscillations transmitted through the ground to the coil. 

One more experiment of this kind was photographed, the same coil being again 
used and placed far out into. the field, this being shown in Plate XXVI., giving a clear 
view of the Pike's Peak Mountain Range in the background. The diagrat~IS and several 
remarks before made apply to some extent also to these three photographs which were 
taken after sunset when the dark began to set in, as it was impracticable to take them at 
another hour of the day. They might have been taken by moonlight but the time was 
otherwise occupied. During the hours when the light was strong it would have been neces-
sary to exclude first the daylight in some way, flash the lamp in the dark and finally make 
a short exposure to the full daylight to get the detail of the apparatus. It was found im-
practicable to get a good photograph by flashing the lamp in full daylight as the latter 
was too strong and the lamp did not have enough time to impress the plate as strongly 
as was desirable, even if it was pushed to much higher candle power than the normal. 
In getting the photographs, generally about 100 throws of the switch were sufficient with 
the lamp being pushed considerably above the normal. When the daylight was still deemed 
too strong Mr. Alley helped himself by covering the lens during the short interval when 
the lamp was not lighted and thus regulated the effect of the daylight, keeping it down 
to the required value. 

The particulars were as follows: The coil used in these three experiments \Vas wound 
on a drum before referred to of 25.25" diam. and had 274 turns of wire No. 10, rubber 
covered. Since another coil wound on the same drum had 404 turns and an inductance of 
approximately 40~000,000 em. or 0.04 henry the inductance of the present coil was with 

-··- ·- - # 274 2 137 2 
fair approximation x 0.04 henry or X 0.04 henry. The wire leading from 

404 202 
the ground plate to the lower end of the coil placed on the table or ground consisted of 
two pieces of cord No. 10, one 308 feet and the other 84 feet long. The inductance of these 
two pieces of wire was estimated at 113,000 em and compared with the inductance of the 
coil itself was very small, almost negligible. Calling the total inductance of the excited 
circuit comprising the two pieces of wire and the coil used L1 we have for this inductance 

137 2 
value L1 x 40,000,000+ 113,000 18,400,000+ 113,000 18,513,000 em, or L 1= 

202 
185 h Th. . d . h . d. .b d . = enry. IS tn uctance, wtt 1ts tstrt ute capactty, 
104 

gave a systen1 responding 

23 353 



• 
• 

• 

• 
I. 'I". . .... 
.. 

Phot . 

• • 
• •• 

.. . . 
• 

• 
~ .. ~....&"" ' ..... ._ ... ., ' .... 

• 

.. 
• • 

·. • 

. ' 
• 

'f~. ' . .. ::'\,• "'''1..4'""' 
•#.0:.\ .•• -. 

·.c:"· ... ,.~··· . ~ 
.. •. 

. . ; ... 

• 

• • 
' ... ~ • 
~ 

" ' • • • 

XXV I. ! xrcrin1cnt to illu "> tratc 
The rhotogra rh shov.; n 

• 

' . . 
• 

• ; 'I 

' 
• . . . 

• 

• • • 

•• • 
' 

' 

. ... 

~· .. 
.~ 

.. 
• 

' , . . . ""\..""" . . ..... ' •n• ' . '~'?''" I . ~ ....... 
'to ' r 

• 

·-. .-~ .. 
~ . !"!, -. 

'...._ ,. 
l"f': -.. . 

·' • 

" . ' - '\'~"-' .,. 

. 
' 

• 

.. ' • 

. ' . 

• 

the 
. . 

tran ;.; n11 ~'-> IOn of electrical energy \Vithout 
I ') rep rod uccd fro rn article< -~ l). 

i 

·' 

' 

.. . 

\\ II C. 



• 
• 

to the prin1ary vibration when the capacity in the primary or exciting circuit was I 2/3 tanks 
or 60 bottles on each side, or 30 bottles total, that is, 30 x 0.0009 0.027 mfd, totai-.-

The vibrations were in1pressed on the ground plate by the oscillator with normal 
connection, that is, two primary cables in multiple or one primary turn, the approximate 
inductance of which \Vas 56,400 em or, say, 56,000 em, which is close enough for the present 
consideration. This inductance may have been modified by the secondary, but the effect 
of the latter must have been very slight as, with the capacity used, it was "out of tune" 
and the current through it was necessarily very smalL Taking then the inductance of the 
primary exciting circuit at 56,000 ctn, the period of this circuit was 

56 
0.027 X 106 . 

Now calJing Cs the "ideal" capacity of the excited circuit, the period of the san1e was 

- ---- - ·- . 

185 c d . 
104 x s an equat:ng 

l 04 

we have C,== 185 x 0.027 x 

C - 9 X I os X 56 X 0.027- 243 X 56-75 2 or - - - . em, 
i I 8 5 X I 02 I 8 5 

approx. Fron1 above 

56 2 1t - , . 6.28 7. 7244 o. o 2 1 x 
1 06-== 

1 06- v 1. s 12 = 
1 06 x 1. 2 3 = 1 06 

and n 129,500 per second nearly. 

or 

186 .. 000 186 
The theoretical wave length would thus be i ... = - ---= =1.43 miles approx. 

130,000 130 
A 1.43 A 

= ------- 0.3575 miles or 0.3575 x 5280 1888 feet -· · . 
4 4 4 

The actual length of wire in the experiment was: 274 turns of the coil, each 79 .29" = 

=1810 feet+one piece of wire 304 feet+one piece of wire 84 feet 1810+304+84= 
=2198 feet or nearly 15% more than the theoretical · value. The fact is, the adjustment 
for resonance was not quite close as the lamp lighted could not withstand the current 
by closer...acij_ustment. Two of these lamps were broken. The energy transmitted through 
the ground to the coil was, of course, small in this instance, since only a small part of 

1.66 
the available primary capacity was used, that is, - of the available capacity and the 

8 
current of the supply transformers was reduced as far as practicable. If a coil especially 
adapted for the full output of the oscillator would have been used it would have been 
practicable to transmit many times the amount of energy needed for lighting the lamp. 
The lamps used in this experiment were special ones each taking, under the conditions of 
the experiment, perhaps 10 watts or nearly so. Assuming again a circuit under ideal con-
ditions with the capacity of 75.2 em on the free end of a coil without distributed capacity, 
and calling the potential to which this capacity would be charged P, the total energy set 
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P 2 x 75.2 . 
in movement in the excited system would be 2 X 129,500 X · watts. If we 

2x9x 1011. --

assume that, as before, 1% of the total energy of the system is frittered down in the lamp 
we would have, in conformity with what was stated before for determining P, the equation 

P2 X 75.2 
2 X 129,500 X 2 X 9 X lOll= 1000 Or 

or 

18 X 1011 

P
2

= 259 

or 83,400 V nearly, which is a small e.m.f. The length of wire in excited circuit was as before 
stated 2198 feet; the wire ·being No. 10, with a resistance of 1 ohm per one thousand feet, 
the resistance of the circuit was about 2.2 ohm. From above p 21tn was 6.28 x 129,500= 

8 be. h 185 
= 13,260 or, say, 813,000 p. The inductance tng, as s own, henry, the mag-104 

• 

. - . 

nifying factor in the coil was 6840 nearly. Tlie lamp was one with 
2.2 

a very short filament and its resistance may have been possibly 6 ohms. Thus with the 
. 

1 . d h ·r ~ ·ti .d bt h . ts s x 813 amp compr1se t e magn1 ying 1actor was st1 very const era e, t at IS, --
82 . 

=1830 or nearly so. Taking it at 1800 we see that it was necessary, under the conditions 
assumed, to impress upon the ground plate, or near portions of the ground an electromo-
. 83,400 834 . t1ve force of only 52 volts or nearly so! Thts seems very little indeed, 

1800 18 
it can be scarcely believed, but the figures seem to be not far from truth. These remarks 
refer particularly to the experiment illustrated on the plate marked XXIV. in which the 
connections were the same as in the diagram shown when discussing Plate XXII., the 
lamp or lamps being in series with the excited coil or system. 

In the experiments illustrated in the Plates marked XXV. and XXVI., the connections 
were schematically the same as in diagram shown a propos Plate XXIII. and the vibrations 
and other particulars were practically the same as in experiment shown in Plate XXIV. just 
described. It is to be stated that when a seccndary circuit is used, as in experiments des-
cribed under XXIII., XXV. and XXVI., in connection with the excited coil, this secondary 

---··· should for maximum effect be placed near the lower end of the coil; the exact position 
may be determ~ned by experiment or approximately calculated. Namely, if the coil which 
is excited were devoid of capacity and the necessary capacity were all on the upper or 
free fnd of the coil, then the secondary circuit should, for maximum effect, be just at 
the center of the coil. But in the experiment as shown, the capacity is distributed and the 
current is strongest in the first or lowest turn, diminishing towards the top of the coil 
in each turn. The resultant maximum effect is thus always found near the lower end of 
the coil, but not quite at the end, since the upper turns also effect the secondary circuit, 
though proportionately less than the lower ones. The calculation of the maximum position 
of the secondary is complicated by the fact that generally neither the capacity nor the 
potential is uniformly distributed, the distribution being greatly varied by very slight 

· irregularities in the dimension of the individual turns or their position, or the position 



• 
• 

of the nodal point or points on the wire and many other causes. It is proposed to inyestigate· 
this subject specially when time permits. ---

• 

XXVII. This photograph shows an incan:lescent lamp 16 ·c.p., 100 V connected 
with one of its terminals to the top or free end of the extra coil, the lower end of the latter 
being connected to the ground plate. The carbon filament is brought to incandescence 
by the currents transmitted from the ground plate and the rarefied gas is also glowing 
as evident from the photograph. It is instructive to note the great actinic power of the glow-
ing gas which, though appearing to the eye of feeble luminosity as compared with the 
lamp filament, nevertheless impresses the plate at least as strongly, if not more so, than 
the incandescent filament. · 

In many experiments made a few years ago I observed this and also that <'ertain 
• 

gases are particularly adapted to impress the plate. This fact, ~gain observed, impresses 
me more and more with the value of powerfully excited vacuum tubes for purposes of 
photography .. Ultimately, by perfecting the apparatus and selecting properly the gas in 
the tube, we must make the photographer independent of sunlight and enable him to 
repeat his operations under . exactly the same conditions, which is almost indispensable 

• 

in order to attain the best results. Such tubes will, however, enable him-to regulate the 
• 

conditions and adjust the light effects at will. Such a facility would offer a very great ad-
vantage to the artist as with the sunlight, particularly in large cities where the air is not 
very pure, he has to rely mtich on chance and where it is almost impossible for him to 
perform two successive operations under the same conditions or to adjust beforehand 
the light effects. The photograph described shows also the high actinic power of streamers 
when they are of a bluish or violet color as frequently, which is the case in this instance. 
The red streamers are comparatively very slow in their action, but it should be stated that 
apart from the color the action on the plate is determined much by the power or intensity 
of the streamers. Thus with the powerful apparatus which I have perfected here the actinic 
rays are much more powerful than with the New York apparatus. In the experiment 
illustrated the results would have been the same if both of the terminals of the lamp would 
have been connected to the free end of the "extra coil" instead of only one, as illustrated 
in the diagram, which is added for the purpose of showing more clearly how the con-
nections in this case were made. 

---- . ·- - * • 

LOWER 
END OF COIL 

EXTRA COIL 

GROUND PLATE 

LAMP 

UPPE.R 
END OF COIL 

Now, as to the other particulars of the experiment, the capacity in the primary or 
exciting circuit was 3 tanks on each side or 1 1/2 tanks total, that is 54 bottles or 54 x 
x 0.0009 0.0486 mfd. As to inductance of the exciting circuit there was the primary 
turn with closed secondary 41,000 cn1. and 5 3/4 turns of regulating coil, including 
connections, making an inductance, according to the table, of 17,684 em, that is, the 
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• 

total inductance of the exciting circuit was 58,684 
59 

em, or, with fair approximation, 

59,000 em= 
6 

henry. These data give 
10 

21t 
T-= IOl 

59 2 1t _ 1 6.28 ) 0.676 0.0486x 106 = 106 v2.8674= 106 x 1.7= 
106 

and n 93,700 approx. and 588,000 p nearly. 
} 
I 

• • 

If we assume, as in previous cases, that one percent of the total energy of the vibra-
ting system is used up in the lantp in unrecoverable form, the energy of the system would 
then be 100 wats per each ~att J,lsed in the lamp, or taking the lamp at 16 c.p. consuming, 
say, 50 watts the energy of the system would have to be 5000 watts. From this we get the 
potential P on the free end of the coil approximately by equating: 

SOOO= C X pz X 93,700 X 2 
. 9 X 1011 2 . 

• 

v .. 

Here c would be the capacity of the lamp or other object, in centimeters, and taken in 
the same way as before explained. In previous measurements by resonance analysis the 
capacity of such a lamp was found to be only 1 em, approximately. Taking this value for 
c we have: 

Sx 103 x9x 1011 45x 1012 

pl.._ 937 X 102 = 937 
and 

or 220,000 volts P. This shows that P would be rather large on the as-
sumption of but 1% frictional work in the lamp. In reality, as I know by experience, there 
will be generally much more energy, of the total energy of the system, used up in the lamp 
so that the potential P will be found in practice much smaller. But it is to be stated that 
owing to the small capacity of the lamp it will ~ relatively very high. By providing capacity 
in any way, so as to enable the lamp to take more energy, the potential required may 
be reduced at will. 

Thj~_ wjll be apparent from ano.ther photograph which is marked XXVIII. In this 
instance the ·same connections were used as before, only the free terminal of the lamp 
was connected by a wire to the structure of iron pipes above. The wire can be scarcely 
distinguished. In this experiment 
resonance with the exciting circuit 
was obtained with 6 tanks on each 
side, this would mean a capacity 
of three tanks or 108 bottles= 
108 X 0.0009 0.0972 mfd. 

The inductance of the excit-
ing circuit comprised a primary 

LOWER END 
OF COIL 
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• 

turn with s~condary short-circuited 41,000 em, as before, and all the turn!~ of the 
• 

regulating coil with connections, that is about 85,000 em, giving total inductance ·at ·--
126 

41,000+85,000 126,000cm or= henry. From this follows 
JQ6 

00972 126=27t _ 1122472 =6.28x3.5=2l.9~ . X 1 Q6 1 Q6 v . I Q6 I Q6 
and 

n == 45,496 or approx. 45,500 = n. 
I 

As will be seen from the consideration of the diagram above, in this expet;iment 
the entire energy supplied to the structure or capacity C had to pass through the lamp. 
Suppose the latter to consume 50 watts, and taking the capacity C with reference to previous 
estimates roughly at 500 em. with the protecting hood, and designating with P again the 
potential to which the structure is charged, we have 

50= 500 P 2 x45,500x2 pl 9xl08 

x or =---
9 X 1011 2 455 

and .. 
3 X 104 3 X 104 

P= =---
·V 455 2t.3 

- · 
• 

approx. or 1409 volts P, which is a very small pressure indeed. This pressure could 
have been, of cour$e, still further reduced by using a resonating circuit of still higher fre-
quency. In the manner just described and illustrated a great many lamps could have been 
lighted by the vibrations transmitted to the ground and some of the facts pointed out 
before will enable one to make an approximate estimate in this respect. However, by con-
necting the "extra coil" as in normal operation, that is, to the free end of the secondary 

. . 

instead of to the ground, a number of lamps might have been lighted corresponding to 
the full output of the oscillator, say, one thousand lamps or more. Even through the ground, 

• 

as in the experiment described, the action of the exciting circuit was so intense that the 
current of the supply transformers had to be cut down to but a very small fraction of the 
current taken by full output .. 

It should be remarked that also in the experiment described before (Plate XXVII.) 
a considerable number of lamps might have been lighted, but not nearly as many as in 
the case presently described, owing to the very small capacity of the lamps, as before 
stated. 

. 

Coming now to the other experiments, a lamp was lighted in the manner illustrated 
in Plate-XXIX. in which case the lamp was connected in a shunt to the extra coil instead 

. . 

of in series with the same, as in the 
previous case. The diagram illustra-
tes the connections clearly. In this 
experiment resonance with the excit-
ing circuit was obtained with 22 
bottles on each side, that is, 1 I bot-
tles total capacity or 0.0009 x 11 = 
== 0.0099 mfd total capacity .. There 

were 4 1/2 turns in the regulating 
coil of an inductance according to 
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I 
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the table of 13,474 em. This, with the 41,000 cn1 as before, would 
inductance of 54,500 em for the exciting circuit and from this 

• • gtvE- an approxfmate 
• 

·--
21t 545 2 1t 

T = .. ----- - o oo99 x ------- = --- -- ~ yo.ooo99 x 545 = 
P I 03 . I 07 I 06 

2n 2 7t 4.6158 
= ------ 1o 53955 = -- ---- x 0.735 = --

I 06 v . I 06 I 06 

and n = 217,000 per sec. approx. 
As in this case the capacity may be put approximately at 500 em, we may roughly 

estimate the effective inductance in the excited circuit. Namely, calling this inductance 
Ls we have, for the condition of resonance, 

and from this 

or 

27t --103 
545 2 7t 0 0099 X - -· ··· - = --- -·--

. I 07 1 03 

500 
9 x l05 Ls 

0.0099 X 545 X 9 48.56 
Ls = = - - --·- henry 

5 X I 0 4 5 X I 04 

48.56 X 10s = 4,856,000 = 97l,lOO 
5 5 

-
ctn. · ---

This was the effective or actual inductance, or nearly so, of the combined system 
of extra coil arid lamp as connected in the diagram on p. 361. Evidently, in the experiment 
the lamp might have been lighted by doing away entirely with the extra coil and in fact 
I have done so. Time did not permit taking a photograph of the experiment thus modified. 

w -

CAPACITY OR 
STRUCTURE 

LAMP 

.-----4--.. GROUND PLATE -...... -
• • 

In such a case, the inductance of the wire w (see diagram) need be 
very small, hence the frequency of the currents impressing the 
vibration upon the ground plate will be very high and the poten-
tial, to which the capacity C will have to be charged in order to pass 
enough energy through the lamp or other working circuit, will 
be comparatively very small. By way of example, suppose wire w, 
forn1ing practically all the inductance of the excited circuit, had 
10,000 em and C were the same structure as in the experiment last 
described of a capacity of 500 em; then calling P 2 the potential to 
which the capacity is to be charged in order to supply 50 watts to 
the lamp or working circuit, we would have: 

SO = Pi x 2 n x 500 
2 X 9 X 1011 

9 X ) QlO 
or P 2=---

n 
• 

Now, calling T the period, we have 

2n 
T= ·-1 Q3 

and from this 

_!_~.o~~ __ 500 _ = _ _ 2 7t ..J 5 = 6~2~ x 2.~36 = 4.68 
I09 x 9x 105 3x 107 3x 107 107 

l Q7 
n = -- = 2, 13 7,000 per sec. 

4.68 
Substituting this for n we get 

9 X I 010 9 X I 0 l (J 9 X I 06 
p2 = or p2 = = - - - - -

2,137,QQQ 214 X 104 214 
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and 
- 3000 - 3000 - t P- ·- --· _ - - 205 volts only. 

V2t4 t4.63 

We see that with such an extreme frequency the voltage of the ordinary incandescent 
lamp supply circuit would be sufficient to pass enough current through the lamp. Under 
the above conditions the current would be 

I Ec 
205x500x21tx214xl04 

15313 = w = = . amp. approx. 
9 X I 011 

• 

In the experiment illustrated in Plate XXIX. it will be seen that while the inductance · 
of the "extra coil" was greatly reduced by shunting the same with the lamp, yet the coil 
was still effective, as is evidenced from the streamers visible on the wire leading from the 
lower end of the coil to the lamp, which is the wire marked w' in the corresponding 
diagram. 

Passing now to the experiment illustrated in plate designated number XX~., the 
connections in this case are shown in diagram below. Here the lamp was lighted only 

LOWER 
END Of COIL 

EXTRA COll 
LAMP 

UPPER FREE 
END Of COIL STRUCTURE 

OR CAPACITY 

.. 
• -

by induction from the primary circuit, the ground connection being omitted. In this case 
the capacity was 3 tanks on each side or I 1/2 tanks total 54 bottles 54 x 0.0009= 
=0.0486 mfd and the inductance 41,000-l-3 turns of the regulating coil 41,000+10,000= 

51 Th. . =51 ,000 em, or H approx. IS gtves 
106 

51 21t X 1.37 8.6 
0.0486 X }06 = IQ6 = fQ6-

and n = 1 I 6,300 approx. 

Note: Here the excitation of the primary circuit had to be strong, showing that 
the inductive action was feeble in comparison with action through the ground. The tuning 
was not quite exact in all these experiments described as time was pres~ing. In the last 
experiment n ought to have been just twice the value found in case XXVIII. 

XXXI. This is a Roentgen photograph taken in a peculiar manner. It so happened· 
that a workman who thought he had injured one of his figures desired to have a photograph 
taken and a tube was inserted between the ground plate and a coil, as illustrated in the 
diagram under XXII. It was doubtful whether the tube could be energized in this manner 
but the expeririient proved that it could and a photograph was taken by flashing the 
tube a few times, after the adjustment of the vibration in the primary and excited circuit 
was completed and resonating condition in the latter secured. Nothing peculiarly interesting 
beyond the manner of taking the photograph was contemplated, nevertheless an inspection 
revealed that this photograph, probably owing to the high economy of the oscillating 
systems used in these experiments, or possibly on account of the frequency, was distinctly 
different from many others taken with different apparatus. The tube was not strongly 
excited and the exposure was scarcely more than a few seconds, yet much of detail was 
recorded. It is quite curious how plainly the nails are shown, much as in an ordinary 
photograph. 
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On this occasion I must point out a peculiar feature about the action of the currents· 
• 

developed by this apparatus upon Roentgen tubes. As might be expected, some experiments 
·-·-

were carried on in this line also and possibly with greater pleasure than those in other 
directions, for my conviction is growing Stronger every day that, with apparatus such 
as the present, wonderful results must be secured provided only that a tube is constructed 
capable of taking up any amount of energy. On my return this task will be a serious one. 
Many times tubes have been worked here from the secondary but curiously enough, for 
a reason which is to me not yet clear, they can only work for afew seconds at the most 
as, almost instantly, they become very highly rarefied and the sparks begin to dart over 
the glass, the tube becoming useless. No matter how the current was cut down the action 
took place, unless it was reduced to such an extent that the tube was scarcely excited at 
all. Already in New York with an apparatus similar to this, though much smaller, I ob-
served that such an action always Occurs, in sonze degree, when the vibrating system possesses 
a very small resistance and the electrical movement in the circuit connected to the tube 
is very large. This will be further investigated. 

XXXII. This is a central view through the cpen entrance spoiled ... 

Note: Plate XXXIII. is missing. One more photograph is to be ma~e s~wing a lamp 
lighted withQut a coil, merely in series with a plate or object as capacity. If time permits 
a special coil will be constructed for full power of apparatus and all photographs, as far 
as practicable, taken outside. Taken in this manner they vvould be undoubtedly much 
more interesting to scientific men. 

• 

Colorado Springs 
Jan. 3, 1900 

Photographs taken with Mr. Alley from Dec. 17 to Dec. 31, 1899 and particulars relating 
to the same .. 

In the photographs, which will be presently described, 11" x 14" Cramer plates 
were used, most of which were "instantaneous isochromatic". 

XXXIII. View of the Pike's Peak Range taken from room through the window 
• 

glass by moonlight, the night of an eclipse. A gale was blowing and it being impossible 
to place the camera outside, the photograph was taken in the above manner .. As the building 
was trembling more or less during the sudden gusts of wind the picture is not as perfect 
as it might have been. The light was magnificent, the moon almost full and a good photo-
graph might have been taken in 10 I 5 minutes. There was, of course, considerable loss 
in the transmission through the window glass though it was thoroughly cleansed, never-
theless the photograph is as good as if it had been taken in daylight. The exposure was 
much too long, tlt-'O hours, from 9 11. Had the wind not been blowing a perfect picture 
would have been obtained in a quarter of that time. The wonderful brightness of the 
moonlight was increased by the snow which was unusually heavy. 

XXXIV. This photograph shows the laboratory viewed from behind with the 
mountain range from Pike's Peak to Cheyenne Mountain in the background. There was 
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not much snow on the ground and little or none or, the roof. The exposure was only 35 rpi-
nutes, the moon nearly full. As the wind was blowing, the ball on top of the pole -does 
not show well. 

XXXV. This is another view of the laboratory from the rear with the Pike's Peak 
Range as background. Considerable snow on the ground. The exposure was tJ·vo hours. 
It was again a windy night and the image of the upper part of the pole and ball is marred 
owing to swaying. 

XXXVI. Again a view of the laboratory from the rear with the lower mountain 
range on the right side of Pike's Peak as background. There was snJw on the ground. 
Extremely cold and very windy. Exposure 40 minutes. 

XXXVII. Once more a view of the laboratory from the rear with the Pike's Peak 
. 

Range as background. The moon was waning and a longer exposure three hours -
was made. It was found that the plate was somewhat over-exposed. Otherwise the con-
ditions were not unfavourable. The wind was not strong and there was still considerable 
snow on the ground. The above photographs satisfied fully the novel pl!asure of taking 
pictures by the fascinating moonlight of Colorado and attention was then turned to less 
agreeable but more useful work. · -:-· 

XXXVIII. This is a view of the laboratory from the Pike's Peak side taken in the 
morning by sunlight, fresh falJen snow o~ ground. 

( XXXIX. A vie·w of the laboratory from the rear taken under the same conditions. 
XL. Illustrates discharge of "extra coil'' laterally across the field from a pointed 

wire on the top of the coil to a ball 30'' diam., provided with a point and a coil on a stand 
which supports the ball. Strong streamers and sparks, the latter passing to the floor; 
the coil mentioned and hood fastened to structure of iron pipes in the center of the building. 
Some sparks passed also to the roof causing~ as usual, considerable concern, the fireproof 
paint notwithstanding. Some streatners in the same positions as others relative to the ca-
mera are very weak, this is probably due to their red color. Many streamers show clearly 
the phenomenon of splitting up or ramification and the sparks, where they strike the floor, 
develop increased luminosity. The feature of "splashing" on the floor upon striking the 
same is also well illustrated, particularly on one of the streamers which is thinner and 
sharper than most others. To give an idea of the magnitude of the discharge the experiment-
er is sitting slightly behind the "extra coil". I did not like this idea but some people find 
such photographs interesting. Of course, the discharge was not playing when the experi-
menter was photographed, as might be imagined! The streamers were first impressed 
upon the. ... p4te in dark or feeble light, then the experimenter placed himself on the chair 
and an exposure to arc light was made and, finally, to bring out the features and other 
detail, a small flash powder was set off. It was found necessary to sit in the chair during 
the exposure to arc light as, otherwise, the structure of the chair would show through the 
body of the person, if the same were exposed merely to the light of the flash powder. 
As the weather during these experiments, which were carried on late at night, was most 
generaJJy far below zero, I tried to overcome the above necessity but neither I nor Mr. 
AJiey could device a practical remedy. 

The simplest remedy would have been to employ a very powerful light enabling 
an instantaneous exposure, but this was not practicable with the arc light. On the other 
hand, the ball being very large, a great quantity of flash powder was required which it 
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was not &dvisable to use because of danger and impairment of the quality of the pht.>to-
graphs. In the instance described, the streamers shown were produced by· 50 closures of 
the circuit energizing the Westinghouse transformer, each closure lasting approximately 
one half of one second, possibly less. The exposure to arc light lasted 5 minutes, about 
half of the full lens opening, and in flashing about one third of a large size Eastman powder 
was set off. 

XLI. This is a similar view of the discharge (fifty flashes, very short) of the extra 
coil from a pointed wire on top, or free terminal. The photograph shows, in an interesting 

' 
manner, the split,ting up of stre&ners or sparks near the floor. Another curious feature 

I • 

observable is the splitting and again uniting of a streamer or spark. I say "streamer or 
spark'' because the former becomes a ''spark" or perhaps stated better, an "arc~' when 
it strikes some object which causes a strong current to pass through the path of the streamer, 
which then suddenly assumes the brilliancy and color characteristic of "sparksn. I have 
seen at times a very strong discharge dart out from a point or surface in the form of a spark, 
continue for 6 10 feet or so and then split up in streamers. It is more than likely that 
this phenomenon will be found recorded in some of the photographs taken on closer 

• 

inspection, as it is not unfrequent. At times, again, I have observed a small length of a 
streamer, anywhere along its path, assume a relatively very ~onsi.Q.erable luminosity and 
assume in this part the character of a spark. This I have, if I ani not mistaken, already 
pointed out elsewhere. Some such luminous parts or points are to be seen plainly in this 
and other photographs. 

When the action is very energetic, owing to the power of the streatner and other 
causes, the luminous portion of the same becomes a veritable "fireball". This observation 
which, to my greatest astouishment, I have frequently observed in experiments with this 
apparatus, shows now clearly how "fireballs" are produced in lightning discharges and 
their nature is now quite plain. I have heretofore always been inclined to believe this 
phenomenon. to be merely a visual impression, similar to one which is experienced upon 
a violent blow on the eye, or some part of the head, or the spine, or which follows upon 
a sudden and very intense manifestation of light most generally. Although the vision of 
a moving ball of great luminosity is experienced only in the rarest instances, the person 
as a rule seeing luminous spots, "stars" or flaming tongues. 

With the present experiences I am satisfied that the phenomenon of the "fireball" 
is produced by the sudden heating, to high incandescence, of a mass of air or other gas 
as the case may be, by the passage of a powerful discharge. There are many ways or less 
plausible in which a mass of air might be thus affected by the spark discharge, but I hold 
the following explanation of the mode of production of the "ball" as being, most likely - ···-· _,.. or- all others which I have considered, the true one. When sudden and very powerful dis-
charges pass through the air, the tremendous expansion of some portions of the latter and 
subsequent rapid cooling and condensation gives rise to the creation of partial vacua 
in the places of greatest development of heat. These vacuous spaces, O\ving to the properties 
of the gas, are most likely to assume the shape of hollow spheres when, upon cooling, the 
air from all around rushes in to fill the "cavity'' created by the explosive dilatation and 
subsequent contraction. Suppose now that this result would have been produced by one 
spark or streamer discharge and that now a second discharge, and possible many more, 
follows in the path of the first. What will happen? Before answering the question we must 
remember that, contrary to existing popular notions, the currents passing through the 
air have the strength of many hundreds and even thousands of amperes~ 
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It was a revelation to myself to find that, even with the apparatus used in these 
• 

experiments, a single powerful streamer, breaking out from. a well insulated terminal, 
• 

may easily convey a current of several hundred amperes! The general impression, if.l.am 
not mistaken, is that the current in such a streamer is small but this belief is due to the 
comparative unfamiliarity of the electrician with such apparatus as I am now using. As 
a matter of fact it is quite easy to consume in such streamers, as are illustrated in these 
photographs, most of the energy developed by the apparatus and the currents conveyed 
through the air may be, by suitable provisions, made as strong as those circulating in the 
wire or coil itself which produces them. No wonder then, that a small mass of air is "explod-
ed" with an effect similar to that of a bombshell, as noted in many 11ightning discharges. 

But to return now to the explanation of the ufireball", let us now assume that such 
a powerful streamer or spark discharge, in its passage through the air, happens to come 
upon a vacuous sphere or space formed in the manner described. This space, containing 
gas highly rarefied, may be just in the act of contracting, at any rate, the intense current, 
passing through the rarefied gas suddenly raises the same to an extremely high temperature, 
all the higher as the mass cf the gas is very small. But although the gas may have been 
brought to vivid incandescence, yet its pressure may not be very great. If, upon the sudden 
passage of the discharge, the pressure of the heated air exceeds that of the aiJ; around, the 
luminous ball or space will expand, but most generally it may not do so. Fer assume, for 

• 

instance, that the air in the "vacuous'' space was at one hundredth say, of its normal 
pressure, which might well be the case, then, since the pressure in the space would be as 
the absolute tempera~ure of the gas within, it would require a temperature which seems 
scarcely realizable, to raise the pressure of the rarefied gas to the normal air pressure. 
It is therefore reasonable to expect that, despite the high incandescence of the rarefied air, 
the space filled with the same will continue to contract, and here an important consideration 
presents itself. When, as before explained, the vacuous space was formed, the spark or 
streamer passed through the air disruptively, therefore the path was necessarily very thin, 
threadlike, and the minute quantity of the air which served as a conductor for the current 
was expanded with explosive violence to many thousand times its original volume. Owing 
to the fact, however, that the quantity of matter through which the current was conveyed 
was small, a great facility was offered for giving off the heat so that the highly expanded 
gas-owing to its expansion and to radiation and convection of heat-cooled instantly. 

But how is it when the second discharge and possibly many subsequent ones pass 
through the rarefied gas? These discharges find the gas already expanded and in a condi-
tion to take up much more energy by reason of the properties it acquires through rare-
faction. Evidently, the energy consumption in any given part of the path of the streamer 
or spark discharge is, under otherwise the same conditions, proportionate to the resi-
stance of-th~ part of the path; and since, after the gas has once broken down, the resi-
stance of other parts of the path of the discharge is much s·maller than that including the 
vacuous space, a comparatively very great energy consumption must necessarily take 
place in this portion of the current path. Here, then, is a mass of gas heated to high incan-
descence suddenly but not, as before, in a condition to give up heat rapidly. It can not 
cool down rapidly by expansion, as when the vacuous space was being formed, nor can it 
give off much heat by convection. To some extent eve11 radiation is diminished. On the 
contrary, despite the high temperature, it is compelled to confinement in a limited space 
which is continuously shrinking instead of expanding. All these causes cooperate in main-
taining, for a comparatively long period of time, the gas confined in this space at an elevated 
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temperatur~, in a state of high incandescence, in the· case under consideration. ·.Thus, it 
is that the phenomenon of the "ball" is produced and the same made to persist for a 

. 

perceptible fraction or interval of time. As might be expected, the incance~cent ma~s 
of gas in a medium violently agitated, could not possibly remain in the same place but 
will be, as a rule, carried, in some direction or other, by the currents of the air. Upon little 
reflection, however, we are led to the conclusion that the ball or incandescent mass, of 
whatever shape it be, will always move from the place where an explosion occured first, 
to some place \\'here such an explosion occured later. ·This will be most generally in the 
path of the discharge, from its origin to its end, but not necessarily always so. For example, 
it may so happen that a spark produced in some place strikes an object of a material which 
. 

is evaporated or volatilized with difficulty, and that later, in another place, this same or 
other spark hits an object of a material more volatile. If so then the explosion on the later 
place will sooner occur, and the result will be that the current of air, when both the explo-
sions have subsided, will move from the later to the former locality. But I believe that, 
in most cases, the current of air will take the opposite course, as before stated. In whatever 
direction the movement may occur, it is plain that the velocity can not be very great. 
In fact, all observers concur in the opinion that such a "fireball" moves slowly. If we 
interpret the nature of this wonderful phenomenon in this ma~er '-~e shall find it quite 
natural that when such a ball encounters in its course an object, as a piece of organic matter 
for instance, it will raise the same to a high temperature, thus liberating suddenly a great 
quantity of gas by evaporating or volatilizing the substance with the result of being 
itself dissipated or ''exploded". Obviously, also, it may be expected that the conducting 
mass of the "ball" originated as described, and moving through a highly insulating medium, 
will be likely to be highly electrified, which accords with many of the observations made. 
A better knowledge of this phenomenon will be obtained by following up experiments 
with still more powerful apparatus which is in a large measure already settled upon and 
will be constructed as soon as time and means will permit. There may be a way, however, 
of intensifying in this respect, the action of the present machine. A very important matter 
is to use better means of photographing the streamers exhibiting these phenomena. Much 
more sensitive plates ought to be prepared and experimented with. The coloring of the 
films before suggested might also be helpful in leading up to some valuable observation. 
It being a fact that this phenomenon may now be artificially produced, it will not be dif-
ficult to learn more of its nature. Photography will be, of course, the best means to investi-
gate it and the first efforts ought to be in this direction. With the present plates, although 
the "ballsn produced with the apparatus experimented with are probably up to 1 1 /2" diam. 
and possibly more, they leave only a small dark spot on the plate, only the nucleus or 
cenrral portion impressing itself. 
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Phot. XLIII. T he discharge of "extra coi l" latera lly across the shop . Mr. Alley is sitting . 

• 
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Colorado Springs • 
• 

Jan. 4, 1900 
• • 

--.... 

Photographs taken with Mr. Alley from Dec. 17 to Dec. 31, 1899 and particulars about 
the same: 

XLII. Illustrates a similar view of same apparatu~ in action. The streamers and 
sparks are produced by 25 short throws of the switch. The sparks pass to hood, floor 
and roof. The "splashing" on the floor is plainly visible. Many. other features of interest, 
some of which have been already described, may be observed in the photograph. So, f<'r 
instance, one or two streamers show clearly the p~enomenon, which has been dwelt upon 
already, namely more luminous spots or "balls". The loss in luminosity of a streamer 
branching out is also illustrated. To give an idea of the magnitude of the display again 
a human figure is introduced, this time Mr. Alley sitting. The exposure to arc light was 
5 minutes, about half opening of full lens and afterward about one half of the large Eastman 
powder was set off. 

XLIII. This shows again the same discharge laterally acros~_:the shop, as before. 
The sparks are .more powetflll this time and there are more of them, fifty throws of the 
switch being made. The sparks and streamers are made to issue this time from a curved 
wire forming .. the terminal of the .extra coil. The sparks to the hood and to the roof are 
particularly interesting. The point used before on the ball 30" diam. was taken off. The 
extra coil unfortunately broke through some places and also to the fioor. 

Some of the streamers form actual loops turning back upon themselves. A curious 
feature is presented by a long streamer striking the wooden support of the ball and splash-
ing from there upon the ground wire lead~ng from the ball. Some streamers are seen 
to pass along the wire without striking the same, lighting finally on the ball. This plainly 
illustrates that the path of such a dischat ge is accidental, dependent on the arrangement 
of particles floating in the air on the currents in the latter. Luminous points are again 
observed on some of the streamers, as in previous instances. In this experiment the other 
particulars were the same as before. Mr. Alley was photographed once more, a ftash being 
used after the arc light exposure as in the preceding case. 

XLIV. This plate shows the extra coil discharging laterally across the shop and to 
the floor, the streamers and sparks issuing from several thin wires tied together and spread 
a.pa..~~ on the end. In this experiment several discharges to the floor were so powerful as 
to actually inflame the wood on the spot where they struck the wood. Several instances 
of "splashing" on the wood are observed. The splitting or branching is nicely shown in 
one of the streamers. One of the sparks strikes the wood and disappears emerging again 
at some distance from the spot, having evidently followed a better conducting path through 
the wood. A powerful spark passes to the coil on the stand, jumps out and strikes the 
top wire of the secondary, instead of taking the shorter and easier route along the wire 
to the ground. Some very curious curves and twists are observed on a number of the sparks 
and streamers. In the experiment, 100 throws of the switch were made and th~ particulars 
were in other respects the same as before, the vibration of the "extra coil" being the normal 
or nearly so. 



XLV. This shows a slightly different view, the discharge of the extra coil taking 
a similar course laterally across the shop. Strong sparks pass to hood, floor, high coii · 
on stand and also to roof. The photograph presents features of interest similar to the · 
foregoing. One of the streamers behaves curiously, going for some distance away from-the 
coil and then turning back upon the same. The f~ature of the thickening of some sparks 
and streamers on the lower end near the floor is well shown in a few instances, and unmis-
takably. The discharges are long as they are made to issue from the tip of a wire, mostly 
the leaks on other points being comparatively small. The glo\v of the top wire of the secon-
dary is strong. Fifty throws of the switch were made in this instance, other particulars 

• 

remaining substantially the same. 

XL VI. In this case again the extra coil discharges lateraiJy as in a number of in-
stances just described. As there was a bad leak on a spot of the rubber cable forming the 
last two or top turns of the extra coil, a ball of 30" diam. was connected to the cable 
at that point, the object being to take up the pressure and prevent the leak. It was expected 
that the discharge from the end of the wire, from where it was intended to issue, would 
thus be strengthened. This proved to be the case decidedly, but the presence of the ball 
slowed down the vibration of the extra coil to some extent, thus destroying the best con-
dition for resonance obtainable with ~:~. ... ~pparatus, for some inductance had to.:be inserted 
in series with the primary of the oscillator and this meant a slightly decreaslel economy. . 
Some streamers, issuing ·from the large ball, despite the drain on the end of the wire, ·. 
illustrate clearly the immense electromotive force and great quantity of electrical movement 
in the system. Many strong sparks pass to the high coil and still many more to the ground 
through the wooden floor, the latter showing some of the interesting phenomena described 
before. Particularly clear is the action of some sparks in inflaming or volatilizing the wood 
on the spot where they strike it. The splashing over the surface of the wood is also well 
shown in a number of instances. A portion of the floor struck by a number of sparks 
near together is considerably illuminated, chiefly by the increased light of the sparks 
on the surface of the floor and near the same. This additional light is, as may be seen 
during the experiment and also by an inspection of the photograph, due to the momentary 
ignition of the material to which also the thickening of the sparks near the floor might 
be ascribed, observable in some of the sparks. A curious screw movement is noticeable on 
some of the streamers. There were again 100 throws of the S\Vitch made in this experiment, 
the other particulars being, as nearly as practicable, the same as before. 

XLVII. Once more a similar view was taken, illustrated on this plate, but the ball 
was not connected to the top of the extra coil and the vibration of the latter was very nearly 
the normal. There are some leaks on the cable on top, despite the most careful wrapping 
with mica..an4-. .rubber, neverthelles some of the sparks and streamers issuing from the tip 

. . 

of the wire attain great length. A number of the sparks fly in curiously curved paths to 
the top wire of the secondary. These are about 22 feet or more in a straight line. There 
is a draught created by the discharge, as is evident from the splitting up of some sparks 
or streamers in individual discharges effected by the operation of the break wheel. Many 
interesting formations of the streamers and some phenomena before described are again 
noted in this case. Some sparks are seen to continue along the floor. The sparks to the 
hood show clearly and beautifully the effect of the draught created in consequence of the 
rapid heating of the air. A curious feature is afforded by some streamers actually doubling 
upon thetnselves. The secondary resonates very strongly but the strong streamers on the 
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top wire are partially due to the reaction of the excited system. In the present instance also, 
tOO throws of the switch were made, the other conditions remaining practically· the same 
as before. ·---

XL VIII. This plate shows one of the strongest discharges viewed similarly, as in 
the previous cases just dwelt upon. The streamers and spark issue again from the tip of 
the '4 free terminal" wire of the extra coil. Some of the sparks pass again in winding paths, 
which are very long, much longer than the straight course which they should take, to the 
top of the secondary. These paths have easily a length of some fifly feet or so and are 
of extreme brilliancy. This is parti~ .. illy due to the capacity of the ball of 30" diam. connected 
to the top turn of the extra coil. Some very brilliant and thick sparks pass from the ball 
to the hood above and others much longer, though less brilliant, strike the high coil on 
the stand across the laboratory. One of the streamers is wonderfully interesting on account 
of the curiously twisted and curved appearance. It is hard to conceive how a discharge can 
pass through the air in this way when there exists a strong tendency to make it take the 
shortest route. . 

The curiously curved path clearly shows how extremely sensitive discharges of great 
length, and particularly those passing out into the air from a single t~rminal, are to currents 
of the air. This sensitiveness is still further increased when the s:treamer or spark is not 
compelled to issue always from the same point or points, as when the terminal is constituted 
by a pointed wire, but can issue with equal facility from other points as, for example, when 
the terminal is constituted by a ~arge ball or disk. The slightest draught is, in such a case, 
sufficient to alter the position and shape of the streamer. In such an instance the discharge 
is also highly sensitive to other influences, as magnetic or electric actions, Roentgen rays, 
light and other forces or disturbances in the medium. 

I now understand better why a "rotating brush", which I. have described some years 
ago, is so wonderfully sensitive, many times more than any other sensitive device of which I 
have knowledge at present. It seems to me that a sensitive device in telegraphy on this 
principle will have to be ultimately adopted in preferance to others. The trouble is that it 
is dificult, or at any rate inconvenient, to produce and maintain the phenomenon but this 
difficulty may be overcome in time. The photograph described shows very beautiflllly 
how a streamer falls apart and spatters after striking a wooden structure, owing to the 
sudden heat evolution and gas generation at that spot. The photograph conveys well 
the idea of the fierceness of the discharge produced by 100 throws of the switch, other 
particulars remain~ng. 

·-. - ~ · - _ .. 
• 

• • 

Colorado Springs 
Jan. 5, 1900 

Photographs taken with Mr. Alley from Dec. 17 to Dec. 31, 1899 and particulars about 
the same continued : 

XLIX. This plate shows again the extra coil viewed centrally and discharging from 
the brass ring on top, mentioned before, to which thin wires, pointing upwards, are fastened. 
As the streamers are made to issue from great many points at once, they are decidedly weak-
er than when, as in some previous cases, permitted to issue only from a few points. This 
is evident from the fineness of their texture, as shown in the photograph. But the total 
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amount of energy spent upon the air is very great in this experiment and the coil in action 
produces the effect of a hot furnace, creating a strong current of air through the ope~ · 
roof which, rushing upward, takes effect upon the streamers as is plainly recorded an the · 
plate, particularly on the upper streamers. A very interesting long spark passes to· the 
wire leading from the secondary. It is ~vident that many streamers are split up to such an 
extent that they do not impress the film sufficiently. In the experiment also 100 throws 
of the switch were made and the other particulars were nearly the as before. The 
e.m.f. at the terminals of the extra coil system is necess~rily smaller because of the facility 
afforded for the escape of the streamers and great frictional loss in the air, which causes 
the free oscillations of the system to die out more quickly than in some of the foregoing 
experiments. 

L. This photograph repre~nts a similar view of the extra coil discharging from the 
brass ring and wires fastened to same; in this case the wires being directed downwards 
The streamers show much the same character as before and many are evidently not strong 
enough to record their path on the film, on account of the great quantity of them. Most 
of them produce the effect of a strong glow only. Some strong sparks pass ocasionally 
to the wire leading from the secondary. Again, the photograph was produced by 100 clo-
sures of the switch and normal excitation of the extra coil system. 

LI. This is once more the extra coil discharging under similar condjtio~~and viewed 
in the same manner. The wires fastened to the brass ring forming the last tum of extra 
coil are in this case pointed still more downwards. To strengthen the streamers somewhat 
the number of the discharging wires is reduced. The streamers on the top part of the picture 
are very beautiful, their paths being curiously curved. But the fine texture of the discharge 
again shows the weakening effect of the many wires or points of issue, though the indi-
vidual discharges are evidently stronger than before. Some sparks passing to the hood 
and floor are interesting and show that the e.m.f. has been increased by reducing the num- · 
ber of the discharging wires. In fact some sparks and streamers attain great length and 
there are a number of instances of their splitting up in curious ways illustrated. A strong 
draught effect is also apparent. The photograph is rendered more beautiful by its symmetry. 
All particulars remained as before. 

Colorado Springs 
Jan. 6, 1900 

Photographs. t~ken with Mr. Alley from Dec. 17 to Dec. 31, 1899 and particulars relating 
to the same continued: 

LII. This plate shows a discharge from the top of the extra coil, produced by a 
single closure of the circuit or throw of the switch, of very short duration. The discharge 
issues again from the brass ring on the top of the extra coil, which is viewed centrally. 
Some streamers pass into the air and sparks dart to the hood above the coil. A curious 
spiral or screw motion in one or two streamers is noticeable. The light of the discharge, 
though lasting but one fraction of a second, is strong enough to reveal a part of the structure 
and the top of the coil. The current of air separates the sparks and streamers into the indi-
vidual discharges produced by the break wheel. This effect is beautifully shown. The vibra-

375 



Phnt. LII. f)I \L hargc fionl the top of Hcxtra coil", producL"d 
:-. hoi l duration . 
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Phot. Llll. Produced under similar condll ions as plwt. U I by a single clusurc of the c i1 cuit lu t of lo nger 
duJdtion . 
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tion of the coil and a11 other particulars are as in most previous instances recently described . 
• 

No after illumination by arc or flash. . 
• • 

·-
LIII. This illustrates again the discharge of the extra coil under similar conditions 

. as produced by a single closure of the circuit through the switch, but of longer duration. 
This is a side piece to Photograph VI already described, only the door was not open .as 
in that case and the draught was consequently_much smaller. Some very interesting bending 
upon themselves and twisting of the streamers and sparks may be observed in the picture. 
In places, some streamers are actually interrupted. This singular phenomenon has already 
been described on a previous occasion. Some streamers ag:-.in appear exceptionally thin 
though they ought to appear as thick as the others, judging from their position relative 
to the camera. This is evidently due to the smaller actinic power of these particular dischar-
ges, owing to which only the central and white portion impresses itself upon the fil.m. 
A spark striking the floor shows the feature of ''splashing", dwelt upon before very clearly. 
A few sparks reach the roof but do not continue along the same, being rather weak at that 
distance. The photograph is on the whole very beautiful. All the particulars were as nor-
mally or nearly so. 

LIV. In this photograph the "extra coil" is again shown in central view discharging 
upwards from the brass ring or turn on the top, under conditions nearly normal. 100 throws 
of switch were made in the experiment. The plate is very interesting on account of the 
exceptional fineness of the streamers and perhaps still more so owing to the curious curves 
of the sparks .. One of the latter is seen to pass quite close to the hood without striking it, 
preferring a point of the iron pole far above the hood. Another feature of interest is af-
forded by a streamer passing close to the iron pole and escaping through the opening in 
the roof, seemingly not being affected by the presence of the pole. These two discharges 
are very long, the latter particularly. The photograph is very successful, the focusing being 
excellent. 

LV. This plate illustrates the discharge passing laterally across the laboratory from 
the tip of a wire, forming the "free" terminal of the extra coil, chiefly to the floor and top 
wire of the secondary. The sparks and streamers are very powerful and long, exhibiting many 
of the phenomena described in some cases before. One spark passing from the terminal 
of the extra coil across the laboratory is of rare beauty showing the individual discharges 
effected by the break wheel exceptionally well. A few sparks and streamers show luminous 
points on some places which may be "fireballs". I have already dwelt at some length on 
this fascinating phenomenon and have explained what I consider to be its true nature. 
It may be of interest to state that such luminous points may be produced in other ways 
without-partaking of the nature of the fireballs. One of these ways may be described here. 
It is well known at least I assume so that by causing two or more vibrations of dif-
ferent pitch to pass along a conductor, nodal points and points of maximum effect may be 
produced and caused to shift slowly along the conductor. Such a result I have frequently 
obtained with two vibrations of but slightly different period, the period of one of the vibra-
tions being adjustable. If I recollect rightly I have described a result of this kind somewhere 
before this. 

Substituting for a conductor of copper a vacuum tube of great length, I have also 
produced in the latter more or less luminous strips, striae or portions 'Yhich would move 
along the tube with a velocity dependent on the relative wave length vf both the vibrations, 
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and which was at will adjustable by an adjustment of the wave length of one of the vibra-
tions. The truth is, however, that I observed this phenomenon in vacuum tubes long 
before without being able to render myself an account of the nature of the same ·until . 
I obtained the same effect on a wire in the nJanner stated. Now it is quite clear that, since 
a streamer is a conducting path comparable to a wire, the same phenomenon may take 
~-~ .c:::e on the streamer itself being the result of two (or possibly more) vibrations of dif-
ferent wave length. This is all the more probable as in such an apparatus two vibrations 
of this kind may readily occur since the capacity, or the inductance of the circuit or both, 
may undergo variations as the discharge is playing, thus modifying the period to a slight 
extent sufficient to cause the production of this phenomenon. In fact I have frequently 
observed such variations of the constants of the circuit which is oscillating, these variations 
being produced in various different ways. Thus it may happen that thete is seen on such 
a long spark or streamer a , point or portion of greater or smaller luminousity, or more 
such points, moving along the path of the discharge with a small velocity, without having 
anything to do with the occurrence of the fireballs, as before explained. 

If the interruption of a discharge in some part of its course, which was noted before, 
would not have been actually and unmistakably observed, I would think it quite possible 
that this phenomenon might be due to·a dark part or nodal portion formed on the streamer 

• • 

in the manner above set forth, this part being either stationary or slowly shifting along 
the path of the discharge, as the case may be. I think that I shall be able to settle this point 
in the following experiment which I propose to carry out. The idea is to provide a streamer 
which will be preferably straight and will pass continuously through the same path, thus 
enabling an effect propagated along the streamer to be observed just as on a wire. The 
streamer should be preferably also of very great length. This I am convinced I can realize 
as follows: 

A glass tube of pieces joined together temporarily, of rather large diameter, and of 
a length of, say, 30 to 50 feet is to be provided. The end of a well insulated wire, forming 
the "free" terminal of a coil, as the extra coil here used, is to be led in one end of the glass 
tube, in the center of the same so that the streamer, when formed on the point of this 
wire, will have the tendency to pass along the tube on the inside of the same. In order, 
however, to keep the discharge away from the glass, suction is to be applied on the other 
end of the tube or else a current of air is to be forced through the tube from the side 
of the discharging wire towards the other open end of the former, in any convenient way-
so as to compel the streamer to pass along the axis of the glass tube. If the tube is of large 
diameter I do not think that it will be difficult to carry out the experiment. Now this stre-
amer is to be produced by oscillations ot small wave length and under these conditions it 
will be quite easy to produce stationary or shifting, nodal or maximum points along the 
path of the streamer. 

But, to return to the description of the present photograph, some of the paths des-
cribed by the discharge are curious in the extreme. Many features dwelt upon before 
are again and even more clearly shown. So the "splashing", the splitting up and reuniting 
is plainly visible. Some streamers strike the roof and one particularly was dangerous, the 
plate showing that after hitting the roof it divided in three parts following the structure. 
This will scarcely print. An ignition of the roof would have been unavoidable had the 
switch been held on only a fraction of a second longer. But in manipulating the switch 
I always took care to throw off the handle instantly when, by chance, one of the discharges 
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Phot. L\'I. l)i">chargc of "extra coil'~ is~uing frorn a ball of 30'' dian1. forn1ing the "free'' tcrrninal of the 
coil tow.trd~ a coil on a stand . 
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Phot. LVII. Sirnilar as in phot. LVI but discharging across the laboratory into the air. 
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would dart to the roof. It is to be regretted that the building, although very large for ordi-.. . 
nary experiments, did not allow the production of discharges still stronger than those 
before described, which would have been easily practicable with the present apparatus 
which with more copper in the coils and particularly in the c•extra coil", and possibly 
without any change would ha:ve in all probability enabled me to reach twice or three 
times the length of the .actual discharges .. In the experiment a great many sparks were 
seen to pas to the top tum of the secondary. These discharges wo.uld, without adequate 
provision, infallibly injure the condensers and the Westinghouse transformer and also 
other apparatus connected with the circuits or at a small distance from the same, no matter 
how well insulated they might be. By grounding the circuits in proper ways this danger 
is in a large measure reduced. In the experiment just described there were again 100 clo-
sures, rather short, effected by the switch and the other particulars not dwelt upon were 
the same as before. · 

This statement repeatedly made in the description of these plates should be specified. 
The truth is, each experiment required a special adjustment as the size and form of the 
terminals and the character of the discharge affected, to some extent, the constants of the 
oscillating system or systems .. But the departures from the cqnditi.Qns designated as normal 
were very slight, the inductance of the primary or exciting cireuit being varied only by 
inserting a very few turns of the regulating coil. 

• 

LVI. In this photograph. the discharge of the extra coil, issuing from a ball of JO" 
diameter forming the "free" terminal, passes across the laboratory to a wire turned towclrd 
and extending from the top of a coil on a stand. The discharge is made of smaller length 
for the purpose of heightening its brilliance. The shortest distance in a straight line from 
the ball to the wire is eleven feet. As the light of the sparks would produce a marring of the 
images, the photograph is taken through a diaphragm with a very small oponing. The 
individual discharges corresponding to the closures of the circuit by the break wheel are 
very clearly shown. It is interesting to observe the curved paths of the sparks which are 
much longer than the shortest route open to them. Some of the sparks avoid the wire 
preferring to pass through fully twice the distance through the air. An interesting feature 
is afforded by one of the longest streamers which in a portion nearer to the wire, extending 
from the coil on the stand, changes from a streamer into a spark. It is also curious to observe 
its path passing far beyond the wire point and returning to the same. In this instance there 
were 50 throws of the switch made and the vibration was slightly slower than the normal 
on account of the large ball at the free terminal. 

·- ·· -· - - * - . . 
LVII. This plate shows the extra coil, with a ball of 30" diam. as "free" terminal, 

discharging laterally across the laboratory into the air. The discharges are much stronger 
when breaking out from the ball, requiring a much higher e.m.f. Capacity also adds to 
their volume and fierceness. Many streamers again show luminous points and attain 
great length, one in particular, which traverses the entire laboratory striking the walL 
The end is probably too fine to print clearly. Many discharges again are carried to the 
roof by the draught they create. Once more 100 throws of the switch were made. The 
conditions were otherwise the same. 
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Phot. LVIII. l)i \charge fron1 4 ·extra coil" issuing frorn two dian1ctrically oppo~itc wires, pointing upwards 
and fa \tcned to the brass ring on the top of the coil. 
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Colorado Springs 
• 

Jan. 7, 1900 • 

• 

---
Photographs taken with Mr. Alley· from Dec. 17 to Dec. 31, 1899 and particulars about 

• 

the same continued: 
• 

LVIII. This photograph shows the extra coil in central view with the discharge 
issuing from two diametrically opposite wires, pointing upwards, which are fastened to 
the brass ring or last turn on the top. The sparks, passing abundantly to the hood above 
the coil, produce a most beautiful symmetrical figure, which is rendered still more ~o 

\ 

by tbe fine texture and sharpness of the discharge paths. On the top of thie coil from the 
brass ring delicate streamers rise producing the effect of a flame. The two wires from the 
ends of which the sparks and streanters sally forth glow all along. This is remarkable 
and indicates the great quantity of electrical movement. The glow of the top turn of the 
secondary and also that of the wire leading to . the extra coil is strong, that of the latter 
wire being much stronger. Some exceptionally brilliant sparks occur occasionally. This 
happens when the discharge breaks out on one wire or point much earlier. In this case the 
spark continues along this path and practically all the energy supplied goes this way. 
In the experiment, as in: most cases before, 100 throws of the switch were.; made, other 
particulars remaining unchanged. · :- · 

LIX. In this plate the extra coil is again shown in central view, only the discharge 
is made to issue from many wires instead of only from two as before. The wires are fastened 
to the brass ring and are pointed upward as in the preceding case. This photograph is also 
symmetrical and extremely beautiful. Some stronger sparks and streatners ()CCurring oc-
casionally present 1nany features of interest. A number of sparks starting from the back 
avoid the hood, though passing near the same, circle around and finally strike the hood 
on the front side. One streamer, extremely long, starts upward following the pole for some 
distance then turns, passing for a good distance horizontally, and finally darts upward 
through the opening in the roof, evidently carried by a sudden gust of the draught. Several 
sparks pass closely to the hood upward and return to the same after traversing a consi-
derable distance. All the wires emitting the streamers glow. Again 100 throws of the switch 
were made and the vibration, as well as other particulars, remained nearly normal. 

LX. This is a very interesting plate, the discharge taking place from a ball of 8" diam. 
and two diametrically opposite wires fastened to the same. The extra coil is again viewed 
centrally. Very strong sparks pass to the floor, some twisting and darting about curiously 
and exhibiting several phenomena described already. Sparks and streamers also pass to 
hood, roof and sides ·of the building. Some of the streamers attain great length being 
thirty feet, ... atr:least, in a straight line, while some sparks measure twenty feet or more. 
These latter are very brilliant and fierce. The upper streamers indicate the existence of 
a strong current of air created by the heat developed by the discharge~ Again 100 throws 
of the switch were made, other particulars remaining the same. 

LXI. This is another most beautiful photograph showing streamers and sparks is-
suing from a disk facing the camera. The extra coil is viewed centrally, as before, the disk 
forming the free terminal being on a point of the vertical axis of the coil. It seems that 
in some quick moving streamers the individual discharges are recorded, at least the texture 
appears far too fine for the break wheel period. Assume, for example, 4000 breaks per 
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Pho t. LXI. Strearners and sparks issuing frorn a disk fac ing the can1era. 
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Phot. LXIII. l)ischarge from a bail 30" diam. supported on a vertical coil. 
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second and let the vibration be, say, 60,000 per second then there wot:dd be 30 individual 
discharges in each break wheel period, understanding by this the time interval from one 
break to the next, or from one closure to the next. Since the break wheel effect is always 
seen, even when the streamer moves slowly, it would seem that the finer threads indicate 
the individual discharges. At any rate, with a stronger draught the latter can be evidently 
easily recorded and this might be a simple way of exactly determining the vibration of the 
system, certainly simpler than analysis by a revolving mirror. 

This expet~ment I expect to perform on my return for it is indispensable to determine 
the vibration quite exactly. Up to the present this necessity \\'as not imperative, the method 
used being satisfactory so long as the chief purpose was to perfect the apparatus and make 
general observations. But now quantitative estimates have become important. To return 
to the description, the strong sparks to the hood are particularly curious. The s~rong cur-
rent of air is evident from their behaviour and also from the appearance of the upper 
streamers. Some very strong sparks pass to the coil in series with the extra coil. One of 
the streamers striking the floor ignites the wood. Many streamers are carried through 
the opening in the roof. One, exceptionally long, passes to the photographer in the comer 

• 

of the building. The shock is but slight as might be expected. }p5park might be fatal, but 
• 

there was no possibility of a spark taking that course without being stopped by conducting 
. objects nearer to the orig~n. Some of the upper streamers are chopped up curiously indi-
cating the presence· of small whirls or eddies in the air current passing through the roof 
opening. The switch was here _also closed 100 times; the closures were very short and the 
other particulars remained as before. 

LXII. This is one of the most beautiful plates taken. It shows a discharge issuing 
from the base of a cone upon which a ball of 30" diameter is resting. Streamers, tltough 
a few only, issue also from the ball giving evidence of the immense electrical pressure and 
quantity of electric movement. It was indispensable to employ the metallic conical vessel 
for the purpose of preventing the discharge from following the wooden support, upon 
which the baH of 30" was supported, to the ground. This \vould unavoidable occur even 
if the support were of the most excellent material as regards insulation, as of glass for 
example, and no matter how high the support might be. 

In fact, I have found from long experience with these discharges of extreme electro-
motive force, that it is almost impossible to insulate a terminal without some such provision 
as used in the present instance. The fundamental idea is to provide an arrangement such 
that the place of support, or that part of the terminal which rests upon the support, is 

-···g·uarded by the conductor projecting beyond. In other words the terminal must be resting 
on the support on points where there is no electrical pressure or, at any rate, a very small 
pressure. This amounts to screening the support statically. Another way to prevent the 
current from following the support is to place a coil, through which the current passes, 
beneath the support passing axially through the coil. The hood, referred to repeatedly 
in these descriptions, is used for the same purpose as without the same the current would 
pass along the pole to the ground. But the hood might be dispensed with by using an extra 
coil of much smaller diameter, axial with the wooden pole supporting the iron structure, 
but it would be necessary for insurinr. safety to let the coil finish very close to the bottom 
of the iron structure where it rests upon the insulating support. This has been one of the 
great difficulties encountered in the course of this work and it has required much time 
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and trouble to overcome it successfully. For the same purposes also the large hood, above 
the cords keeping the iron pole in position, is employed. The rims of both these hoods 
are curved so as to enable a greater pressure to be reached by preventing the streamers 
to break out into the air easily and at a much smaller pressure. In a new apparatus, now 
under consideration, these improvements will be carried much further and I am confident 
to obtain results far beyond anything arrived at so far. 

In the present experiment it is rather astonishing to see some streamers breaking 
out from the surface of the ball of such a large radius of curvature, when they can pass 
out so easily from the edge or base of the cone underneath. This shows the existence of 
violent surgings and a great quantity of electricity set in motion in the system. The photo-
graph shows some luminous spots on a very powerful streamer passing to the floor. Many 
sparks are very curious on account of the curved paths they follow. The streamers here are 
also mostly of fine texture, this being due to the facility with which they break forth from 
the edge of the inverted pass and to their abundance. It may be seen from the plate that 
one of the supports of the extra coil caught fire. The particulars in this experiment were 
as in most cases before, 100 throws of the switch being made. 

' 

LXIII. This plate again illustrates a most beautiful discharge taking pia~ from a ball 
of 30" diameter supported on a vertical coil. Owing to the abundanee of-the streamers 
the ball can not be seen. The streamers are of a peculiar character, probably due to the 
manner in which they were produced, which is different from that practiced in the instances 
before described. It so happened that when the switch was thrown in the discharge from 
the ball always darted to the floor. Now, in order to make it pass upward also and so 
to produce a symmetrical fig:~re, I held the switch on longer expecting that the heated air 
rising upward would carry the discharge towards the roof. Indeed this happened, the 
discharge always starting towards the floor and then gradually rising until it was vertical 
and passing out through the opening in the roof. The last and permanent position was 
attained in 3 4 seconds of time, this showing the great amount of energy spent in heating 
the air and rapid heating and rising of the latter. The air current exercises such a predo-
minating influence that some streamers pass vertically upwards very close to the iron pole, 
without apparently being affected by the presence of the pole. 

A peculiar feature of the present photograph is that the upper streamers are not 
sharp although the focusing was carefully done. This is evidently due to their fluttering 
motion caused by the sudden and changing gusts of the draught. This again forcibly 
illustrates the great sensitiveness of such streamers to air currents and I am once more 
impressed with the possibility of turning this property to some good use. The symmetry 
of the e_~~~9graph is somewhat destroyed by a spark, which breaking the insulation of the 

• • 

top turn (3 /8" rubber), passes to the hood above the coil. All the particulars in this case 
remained nearly normal. There were again 100 throws of switch made. 
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l June 

Tcsla mentioned a similar application of a magnet for extinctiQD of thq ~rc in rarefied 
gas in his lecture to the lEE in London 1892<'). The initial idea for this type of detector 
may date from the time when be was intensively studying phenomena associated with 
currents in vacuum. 

.. 
3 June --

. 

. During the year· 1899 Testa filed applications for four patents<S-11) which made 
use of the principle of "accumulating energy of feeble impulsesn. It may be seen from 
these patents that ~ function of the capacitor was to store energy from the commutated 
(in fact · F current. The condenser is connected to the receiver (a relay) which 
.periodically makes contac~~•o> when the condenser charges up enough. Both these patents 
were filed 24th June 1899<a,tol. The other two<9•11> were. filed lst August 1899. They also 
refer to a method of accumulating energy but the way the incomi " Is the 
charging of the condenser is different: here it causes variations in the resistance of a "sen-
sitive device .. which controls the current ~!- · the coridenscr frOm a battery. The 
condenser discharges periodically . through the receiver @S in the previous case. ... . 

Tcsla developed the magnet method while he was in Colorado Springs. 

5 June 

Tesla does not state the origin of the formula he uses to calculate M, the power 
induced in the secondary, receiving coil, by the primary fed with a power of 4 kW (or 
4 X 1010 erg/sec, not ergs). Although he himself expresses doubts about the calculation, 
the conclusion he draws is correct, i.e. that these mode of transp:1ission is greatly inferior 
to that which he calls the method of "disturbed charge of ground and airH, in fact that of 
electromagnetic radiation. 

6 June 

Working with a darkened Crooke's tube, on the 8th of November 1895 Rontgen 
noted the luminescence of barium platino-cyanide crystals and discovered that it was due 
to some unknown radiation which he termed X-rays. Towards the end of that year he 
held a lecture on his discovery, and in an amazingly short time the whole world knew about 
his work<66>. 
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Testa spent some time in intensive research on X-rays, publishing his .results in ten 
articles in the period lith March 1896 to lith August 1897<7>. On the 6th of April 1897 
he also gave a lecture on his X-ray studies<•') and presented designs of a number of devices 
for generating powerful rays. During this lecture he reported interesting data from his 
earlier experiments with Crooke's tubes in 1894. He had then observed that some tubes 
which produced only feeble visible light had more effect on photographic plates than 
tubes which were brighter to the eye. The goal of his research was to obtain true phos-
phorescence ("cold light"), so that he postponed further investigation of this phenomen<'n, 

I 

and of the cause of various spots and hazing on photographic plates which had be:en 
kept in the laboratory for a time before use. When he finaly did get around to it a fire 
broke out in the laboratory, destroying practically .everything (I~th M!fc~ 1895). It was -several months before he S~~!<!. resu . . meantime Rontgen made 
his discovery .. When Testa heard about it, it was immediately plain .what had been p-

- > 
pe~ng in his labor~~ory. He repeated Rontgen's experiments, which were rather cryptically 
described, and realized that he had been mistaken in not following up certain chance 
observations du ~· ~~~LAo _ ~ ....... ~~~ 

During 1896 and 1897 Tesla carried out many expe~imep~s with X-rays, also spe-
culating about their nature. He thought "that the effects on the sensitive plate are due 
to projected particles, or else to vibration far beyond any frequency which we are able 
to obtain. by means of condenser discharges" (Lit. <t>, p. A-30). He immediately realized 
the importance of high voltages for producing powerful rays and suggested using his 
single-terminal tubes connected to the secondary of the disruptive discharge coil. It is 
interesting to note that Rontgen too, in a lecture to the Physical Medical Society of 
Wiirzburg the sante month as Testa published his fi~~t article, also pointed out the great 

• 

advantage of using Tesla's high-frequency oscillator in generating X-rays. (66) 

Tesla measured the reflection and transmission of X-rays for several metals, lead 
glass, mica and ebonite. It is not clear, however, whether what he measured was true 
reflected radiation or secondary radiation. He also tried to detect refraction but did not 
succeed, for reasons which are today obvious. In papers and in a lecture before the New 
York Academy of Science he described a number of tubes for producing powerful X-rays, 
most of them resembling Lenard tubes (which he often mentions) but without the anode 
terntinal. 

7 June 

- ·-·· ~~. Descriptions of the high-frequency transformer are to be found in Tesla's publica-
tions and patents from 1891 onwardsus,4>, but he did not patent it until 1897<26>. The 
invention protected by this patent is "A transformer for developing or converting currents 
of high potential, comprising a primary and secondary coil, one terminal of the secondary 
being electrically connected with the primary, and with earth when the transformer is 
in use, as set forth". It in particular protects the spiral form of the secondary, a11:d a coni~l 
form is also mentioned. For ordinary uses a cylindrical secondary divided into two parts 
is proRosed. A new feafure is the specifi~tion that the length of the ;econdary should· 

' be "approximately_9ne quarter of the wavelength of the electrical disturbance in the secon-
dary circuit, based on the veiocity of propagation of the electrical disturbance through 
the coil itself", or, in general, uso that at one terminal the potential would be zero and 
at the other maximum". ~---........__--------------~, , 

-____ ...--------z' - ., ' 7 
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In his efforts to construct a sensitive detector for small signals Testa worked out 
several designs making use of the thermal effect of high-frequency current. Since the 
energies involved are very small (according to Testa of the order of 1 erg), receivers based 
on this principle would be extremely delicate. 

In the archives of the Nikola Tesla Museum, Belgrade, a slide has been found which 
evidences that Tesla was probably preparing to file a patent on a receiver similar to that 
V.'hich he described in the diary the 9th of June (see drawing on p. 399). The entry for II th 
June is stamped on the back ''U.S. Patent Office, Nov. 15, 1902." 

The basic principle of these detectors is of an earlier date. According to Fleming(33), 
Gregory carried out measurements of radiation intensity by the extension of a thin wire 
in 1889, and Rubens and Ritter in 1890 using a bolometer. 

13 and 14 June 

From the very start of his work on wireless transmission of signals in 1892 1893 
Testa advocated the use of continuous HF current, while other experimenters were working 
with damped impulses. The advantage of continuous currents is-yarticularly great in the 
transmission of continuous signals, such as speech. The entries for the 13th and 14th of 
June describe two modifications of the HF oscillator which could be used fqr amplitude 
1noduJatjon·. These two circuits were probably in fact the first modulators in the history 

., of radio. It is not known whether Testa carried out any experiments \\'ith this apparatus, 
but sin1ilar ideas were implemented later<t9). 

Testa's notes illustrate how carefully he studied the design, from the power supply 
to theoretical aspects such as the ratio of the m:1ximum modulation fregyency to. the 

# I 

carrier frequency. 
The transmitter using "controlled arc" modulation of the oscillator power described 

in the entry of June 14th produces amplitude modulated wave by varying the carrier 
power about a mean value. The modulating signal can be of low power, so that the device 
as a whole can also be considered a frequency-shifting amplifier. 

15 June 

This trial run of the new oscillator was Testa's first step towards the impJ~mentati~n 
< of his high-power generator. The seconda~y_ of~ the HF transformer was 111ade conjr,a,J in 

. ~ 

order -to reduce the voltage between turns at the top of the coil. This feature is described 
__ as_~ne of the alternatives in his "Electrical Transformer" patent<26>. Testa was the first 

to· suggest using braided insulated wires instead of solid conductors in HF circuits in 
order to reduce eddy currents (see e.g. ref. 46, p. 60). 

16 June 

In these experiments Tesla investigated the influence of grounding* on the HF 
oscillator. The main point of interest for him was the propagation of electrical waves 

• At this time there was relatively little experience with grounding. He explains in this entry that 
grounding was made in uthe usual way as here practisedu 7 probably referring to lightning conductor ground .. 
ing. Grounding for single-wire telegraphy dates from 1838, when Stinheil demonstrated that the Earth 
could be used as the return conductor. In 1893 Testa described his system for energy transmission 
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through the Earth. He had already put forward the hypothes!s that the Earth could be . 
used as one of the conductors in transn1ission of energy from a transmitting to a receiving · 
aerial in 1893 <6>. He further developed this hypothesis in his patent application '4-Ap-
paratus for transmission of electrical energy"' filed in 189703>. 

18 June 

The secondary circuit \\'as modified by the addition of another coil, altering its 
response to the primary and the spectrum of the oscillations. Testa had already found in 
experiments in Ne\v York th,atJhis "extra c<iil" had a good effect. This coil was not induc-
tively coupled to the transforn1er (some coupling probably existed, though weak). 

19 June 

Continuing his study of the receiver components referred to between 9th and II th 
June, Tesla describes a sensitive detector using the attractive force between the plates of 
a charged condenser. Descriptions of allied devices are to be found in several of Tesla's 
patents. In patents<&> and <9> this effect is used to periodically make the receiver circuit 

• 

when main condenser charges up sufficiently (there is no preexcitation nor-quenching, 
since the circuit quenches itself when all the stored energy gets discharged). A fuller des-
cription, where it is noted that the performance of the device is improved under reduced 
air pressure, may be found in patents<70>. 

20 June 

Testa did not make a strict theoretical analysis of the mode of operation of his 
oscillator, but determined all the main parameters by tests on a simplified representation 
of the oscillator circuit. For example, he estimated the power supply drain from the energy 
in the primary circuit capacity multiplied by the rate of discharge. This involves the as-
sumption that the condenser charges up by the same amount before each discharge (which 
cannot be the case when it is charged from an AC supply) and that all the energy gets 
dissipated before the next charging. 

The "vibrationH, i..e. the resonant frequency of the p_cimary circuit is calculated .. -- ---· 
from the measured inductivity of the primary with two turn~ ;see June 17th'• and its capa-
city. Since he was now using qne turn, the inductance is divided by 4. The capacitance 
was son1ewhat greater than that measured on June 18th with the old jars. Using these 
Land C values he calculates the resonance (:eriod of the primary using Thomson,s formula 
for a losslesS ;j;ircuit. -

He then finds the wavelength of the primary oscillations, and hence works out the 
number of turns the secondary n1ust have so that its length is one quarter of a \vavelength 

-
(see the commentary to 7th June). It is not surprising that he went astray in trying to 
set up a representation of the secondary circuit as an oscillatory system since the distributed 

without wires <6> where the alternating current source is connected "with one of its terminals to earth (con-
vetriently to the water mains) and with the other to a body of large surface pu. Popov's receiver of 1895 
also used f ro:.~nding via a water pipe02>. Around 1895 Marconi did some experiments with a Hertz ap-
paratus grounding one terminal of the inductor and leaving the other connected to an elevated conductor 
with a ter.ninal capacity. Exhaustive studies of the influence of the form of grounding and the nature of 
the ground were made around 1905 and laterUO>. 
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capacitance was not determined .. Tesla's own doubts about this wa~ _ ~f . determining the 
secondary in terms of length of wire are best revealed when he refers to checking its re .. 
sonant frequency treating it as an oscillatory circuit. 

21 June 

Returning once more to the problem of the conversion of mains power into HF 
power Testa calculates the energy in each charging 1cycle of the condenser (see comn1ent~ 

' 

for June 20th). Taking it that all the energy in thei charge condenser will at some instant 
be found in the condenser of the secondary circuit, he in fact works out the peak voltag€ 
on the secondary condenser. The energy equation for lossless coupled circuits has the 
general form 

I 2 I 2 -CpUp= CsU s 
2 2 

where p refers to the primary, s to the secondary circuit, U is peak voltage. It should be 
noted that Oberbeck's theory<29) yields the same ratio between the voltage on the primar~ 
condenser just before discharge begins and the peak voltage~n the secondaty condenser 

22 June 

The circuit with two condensers, one being charged from the power supply anc 
the second via a spark from the first represents a modification of Testa's classic oscillator• 
Theory shows that protraction of the oscillation in the primary circuit lowers the efficienc: 
of the oscillator because energy pulses back and forth between the primary and secondar) 
However, in this circuit protraction of the spark does not have the same effect becaus 
while it lasts the primary capacitance is C+C1, but when it stops the capacitance is onl 
C1• Why the sparks in the secondary were stronger with C aC1, a a whole number, i 

_ hard to say without a more exhaustive analysis. 
The note at the ·end of the entry indicates his satisfaction with the results and th~ 

he felt it necessary to continue research in the same direction. 

23 June 

The two formulae are in fact identical if the thickness of the \\'ire is neglectec 
because then 

£2 = (2 1t r N)2 = 41t SN2 

• 

24 June 

Rarefied gases had long interested Tesla, and his work on their conducting propertie 
especially at high frequencies, is well known, e.g. the patents on an electric lighting syste 
and an incandescent lamp<37>. He presented detailed analyses of the same problems 
his famous lectures<4

•5, 6>.. Rarefied gas as a conductor is also referred to in his pate 
application usystem of transmission of electrical energy"03). 

• Drawings reproduced on p. 403 are taken from Testa's original slide, now in the Nikola Tesla W. 
seum, Belgrade, show four modifications of the transmitter. 
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25 June • 

---
The device shown in the drawing was intended to amplify the vibrations, in the fol-

lowing way: some of the power driving cylinder A is converted by friction of brush b 
against A into vibrations of b. Since the friction is a function of the current in the electro-
magnet, the vibrations of b have a tinte variation similar to the time variations of the 
current. If the circuit of the electromagnet includes a microphone and a battery, then the 
device should amplify the speech signal, brush b vibrating in synchronization with the 
speech pressure but with much more energy. This amplified signal could be used in a mo-
dulator (see June 13th and 14th). The drawing shown on p. 405 (from Testa's slide in 
Nikola Testa Museum, Belgrade) illustrates how Testa thought of implementing some 
of these ideas*. 

26 June 

The principle of this device using high voltages to separate gases would be that the 
molecules (in fact ions) of the different gases would behave differently because of their 
different mass: charge ratios. It is not known whether Tesla tried to verify this idea ex peri-

• 

mentally. In a later article<28> on electrical oscillators he. meAtions among the possible 
• 

applications "formation of chemical compounds through fusion and combination; syn-
thesis of gases; manufacture of ozone ... " but does not mention separation of gases, so 
that it may be he never went any further than the initial idea. 

27 June 

The transmitter (Figs. I and 2) and receiver (Fig. 3) having several tuned circuits, 
the transmitter generating several .sign~ls ~t different frequencies and_ ~~e rect!iver res-
ponding only when all these signals act at the. same ti~e, were the subject of two pa~ent 

~ a 

applications filed 16 July 1~00 (subsequently granted)<JS>. 
This method allows much more selective reception than a single-frequency channel, 

and is much less sensitive to interference, and the signal can only be decoded by a special 
receiver. In his patent applications Testa likens it to a lock which can only be opened when 
one knows the combination. 

The entry of June 27th was subsequently brought in evidence in a dispute before 
the U.S. Patent Office about priority to the idea of a multi-frequency system<68). The 
back of the page bears the stamp "U.S. Patent Office, Nov. 1902". 

·-. _ ... -· • 28 June 

Testa considered that the self-capacity of the secondary winding was proportional 
to the number of turns and inversely proportional to the spacing between turns, so that 
the ratio of the distributed capacities of the new and the old coil is N 1 dfN d 1 (N number 
of turns, d spacing between turns). 

The ratio of the inductance of the secondaries with different numbers of turns he 
finds from the relation 

N1 
2 I N 1 

2 Nd N1 d 
-= -- =---

N 11 N N1d1 Nd1 

• It has not so far been established whether Tesla patented or tried to patent this modulator. It 
appears that the slide is a copy of a drawing intended for a patent applicatiou. 
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derived from the expression for an infinitely long coil, and yielding the same ratio as in 
• • 

the case of capacitance. ---
The numerical value for the capacitance of the old coil appear~ here for the first 

time, without explanation. 
The receiver experiments were probably done in preparation for a patent application. 

Leonard E. Curtis appears a number of times as a witness t_o Testa's patents (see for example 
refs. 8, 10), or as one of the attorneys (on many patents from 1896 on). 

I 
• 

1 30 June 

Description of electric circuits in terms ~f mechanical analogies was at one tin1e ., 
very popular. The resonance of an electrical circuit was likened to the swinging of a pen-
dulum, and coupled resonant circuits to two pendulums linked together<l9>. Maxwell 
and his followers even tried for a long time to describe the electromagnetic field in terms 
of a mechanical model<40). Testa's comparison of his uadditional coil" to a pendulum is 
not precisely formulated but rather intuitive. He correctly discriminates between the 
excitation (initial conditions) and the Q-factor. He does not fulJy explain how he imagined 
that the vibrations of the three systems, the primary, the s~ndary and the c'combined 
system", would be the same. By "freeing'~ the additional coil he means a weakening of 

the coupling between it and the secondary exciting it. He obviously had a clear under· 
standin·g that a circuit can oscillate at its own resonant frequency if the coupling with an 

excitation circuit is loose. 

2 July 
• 

Here Testa gives the calculation of values for •ttator in the fulles 

· { ~ (\A.to:l:" O(Ai 
detail so far. However, the analysis does not Include all the magnitudes relevant to th( 
functioning of the oscillator, e.g. the primary/secondary coupling of the transforme 
and the distributed capacitance of the secondary. The power equation is also not full: 
explained and justified. However, by means of this approximate calculation Tesla di• 
get a valuable rough guide relatively quickly and easily. 

' 

-- .../' 
.. 

3 July 
. . 

The distributed capacitance of the secondc1 ru windings is difficult to determine. J 

depends on the coil diameter, the dimensions of the wire and the insulation and the windi11 
·-·--··- -~. pattern. In a single-layer coil it is due mostly to the capacity between neighboring turn 

and this is the way Tesla calculated it. He considers a greatly simplified model in whic 
it is taken that the ·parasitic capacity per tum is equal to A/41td, whet·e A rnl, half tl 
surface area of the wire in one turn, and d is the distance between turns. The capacitan4 
is cal~ulated as that of a plate condenser of area A. and gap d with air between the plate 
This model is open to a good many criticisms, but it must not be forgotten that Tes 
had to find some solution, whatever its shortcomings. It is also not correct that the tot 
inductance and capacitance of the secondary circuit with the nadditional coil'' are additi' 
but Testa was himself aware that this was guesswork, and often mentions the words ''roug 
lyu, "estimate", etc. ··----

In an earlier calculation (see June 20th) he had started from the primary circuit a1 
worked out the Vjilues for the secondary, whereas here he attacks it from the other en 



• 

from the resonant frequency of the secondary circuit and the known primary inductance 
• 

(one turn) he finds the required capacity of the primary circuit. He then checks .whet~r 
this capacity can be used with an LF transformer of the given power. The formula-is ap-
proximate, but gives a good rough guide for the power in the mains transformer. The peak 
power rating of the transformer must be even greater than the value found because the 
condenser is not charging all the tittle but only in short pulses. 

5 July 

It is possible that Testa was planning to construct a balloon to take an antenna 
to great height<13• 14>, and was therefore interested in the generation of hydrogen. He 
does not give any indication, however, of whether he actually carried out any experiments 
in this direction, or of the grounds he had for expecting the desired decomposition to 
take place. 

7 July 

For the "resonance method" Testa envisaged two possiblP. types of resonant trans-
former: one with loose _coupling between the primary and secondary, and the other with 
tight coupling but .only with. part of the secondary indnct§nct:*. This la.tter !Y,pe he protected. 
under the patent "Apparatus for transmitting electrical energy", for which he applied 
on 18 January 1902<44); a good deal of his time at Colorado Springs was spent in develop-
ing it. 

His conclusions about various parameters of the oscillator indicate that he had by 
then gained sufficitnt experience to be able to design such devices with improved perfor-
mance in the parameters he wanted. As the experiments proceeded he gradually increased 
the voltage of the LF power supply. On June 20th he had calculated with an excitation 
voltage of 20 kV, but he had assumed a much higher rate of charging of the condenser,, 
so that he obtained then a gr~ater power than now with 40 ~X· The difference in the number 
of chargings per second is ... nowhere explained, nor had he ever previously described how 
it was calculated. ·:l'be first time he had probably taken it as being equal to the number of 
breaks on the rotary disharger, and the second time as double the mains frequency. In 
this light the accuracy of &'the capacity of condenser which the transformer will be able 
to charge" is dubious. However, Tesla did not take the value he calculated as limiting the 
capacitance in the primary, noting that it did not take into account resonance and other 
factors which might enable the transformer to charge a much larger condenser. 

8 July 
- . .. . - _ .. 

• • . . . . 

From observing the behavior of his oscillator Testa came to an interesting conclusion 
concerning the shape of the conductor of the primary winding, i.e. that a strip conductor 
was better than a wire of circular cross section because all other conditions being the same 
it did .not' get so hot. He believed that tliere was a spCcial reason for this "not yet satisfacto-
nly explained;'. Since the dimensions of the strip conductor are not known we cannot 
work out the reduction in resistance relative to a circular section conductor due to the 

• It is easily demonstrated that these two methods are similar. If in the second case a part L' 2 of 
the secondary capacitance is coupled to the primary with a coupling coefficient of k2. while in the first 
case the entire secondary inductance L2 is coupled with a coefficient of kt. then the response or the sccondaa Y 
to the primary will be the same if k1 =k2 VL'2/L2<k2 • 
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skin effect. The surface area of a strip will always be greater than that of a round conductor , 
the more so the ftatter the strip: for a width to thickness ratio of 10 :-t a strip will have 
about 1.8 times more surface area; this could effect a considerable reduction in resistance , 
which would explain, at least in part, the phenomenon which Testa discovered . 

• 

In connection with coils, a problem to which Testa often returned was that of the 
velocity of propagation of phenomena through the circuit. In order to achieve the maximum 
voltage across the secondary terminals without the addition of capacitance Testa considered 
that the length of the windings should be equal t~ a q~3:rt~~ of the wavelength. This would 
be perfectly correct in the case of a straight conductor with . one end grounded. Such a sys· 
tem, when excited, would certainly have the maximum voltage at the free end, but io 
magnitude would depend greatly on whether the conductor were horizontal (when radia· 
tion is small, so that the Q-factor of the resonant system is high) or vertical (when radiatiot 
is efficient so that the damping is high). With a helical conductor as in Testa's oscillator 
radiation is low as with a horizontal conductor, so that high, resonant yoltages are pos 
sible unless they are redu~e~ by para~itic capacjty. In fact, helical winding incr~ses th• 
distributed inductance and capacitapce so that the velocity of propagation of curren 
throu·gh the-coil is reduced, which means that the wire must"be made shorter to achiev1 

• • • 

maximum voltage across the terminals. If the secondary is· terminated with a capacitiv, 
load (e.g. a metal sphere) the winding length must be still further reduced in order t4 
maintain the same resonance conditions. Tesla took both these effects into account i; 

designing the secondary. 
Figures 1 8 illustrate several ways of reducing the distributed capacitance of tb 

secondary. The solution of placing the turns far apart (Fig. 6) is still used today when j 
is necessary to reduce parasitic capacitance. 

9 July 

In calculating D (the ratio of the turn spacing of the old and new secondary) Tesl 
accidentally took the frequency instead of the period, so that he got D 83 instead < 
D 2.45. A second numerical error occurred in the formula relating D and C (38 omittc 
from under the square root) so that C came out to be ·IO 000 em instead of 227 em. Sin« 
he never made use of these results, Testa naturally never discovered his mistakes. 

Testa's method of measuring the oscillator frequency by means of an auxiliary c< 
is interesting. This coil, with its own distributed capacity, in fact constituted an absorpti, 
resonator. The size of the spark across its terminals provided an indication of the amou· 

·- --·--~.- . of power it absorbed. (In some respects it resembled Hertz's resonator). Testa adjustf 
its resonance by varying the number of turns for the biggest spark. He then calculatj 
the wavelength on the assumption that at resonance the length of the coil winding was o· 
quarter of a wavelength. The wire length he determined by measuring the coil resistanc 
the resistivity per unit length of the wire being known. This method embodies a s 
stematic error due to ting the reduction in speed of propagation through t 
coi1<45), an tt JS applicable for oscillators of hi.gb.power. However, it was them< 
reliable method Tesla had used to determine o~cillation frequency up to that time. 

For theoretical calculation of the oscillation period ·1 esla used two formulae: <J 

which neglects the influence of the secondary (as for example at the beginning of t 
entry), the other taking this influence into account. In the latter case it is taken that 1 

primary inductance is reduced by a factor (I Jt-f2jNL), which would be the case Wt 



the secondary short-circuited. Hew far this is justified it is difficult to say because· an 
oscillator which discharges heavily does not satisfy the simple theory of the ..resonant 
transformer oscillator: the secondary is then heavily damped and free oscillations· in it 
decay rapidly, so one would have to apply a theoretical treatment for b(avily damped 
oscillators. 

10 .. 11 July 

In order to try and increase the secondary voltage of the HF transformer by keeping 
down the distributed capacity of the secondary Tesla added a third oscillatory circuit, 
thus obtaining ;in oscillator with three resonant circuits of which two are tightly coupled*. 

I • 
• 

The third circuit will not n~ssarily be Jltost stronglycxcited_wb.en its-resoAant £ccqttency .. 
coincides with that of the primary and secondary (assuming these are the same) and 
the priiltary and secondary are tightly coupled. If the spark in the priinary circuf(Iasts long, 
then the tightly coupled primary-secondary system will produce two distinct oscillations, 
and the third circuit will be most strongly excited if it is tuned to one (strictly speaking 
to near one) of these two frequencies. On the other hand, if the spark is of short duration 
the tightly coupled system may oscillate strongest at the resonant frequency of the secon-
dary, and then the third circuit will be excited the strongest when all three have the same 

• 

resonant frequency. Testa believed that his system of coupled circuits-was producing 
• 

a single vibration, which under certain conditions is in fact feasible. 

12 July 

Early on in the diary Testa mentioned a method using a condenser to store energy 
from weak impulses arriving at a receiver. In the circuit drawn here, the condenser is 
charged by a battery via a self-inductan~ coi! a:nd a <?Oherer sl!unted b~ the secondary. 
of an oscillation transformer. In the absence of an external signal the resistance of the 
coherer is large so that the charging current is small. The circuit breaker periodically 
discharges the condenser through the primary of the transformer generating alternating 
current in the secondary which biases the coherer. When an external signal is received 
the resistance of the coherer is reduced and the charging current rises rapidly, which in 
turn increases the AC bias on the coherer which therefore soon gets to full conductivity 
(in fact there is a feedback loop). 

14 July 

He had tried out the devices shown in these drawings earlier on, some of them for 
\\ireless remote control of a boat. Patent No. 613809, "Method of and apparatus for con-
trolling_~hanism of moving vessels or vehicles" of 8 November 1898 (application field 

. 

I July 1898) mentions the possibility of using electromagnetic resonance but does not 
give the circuit diagram of the transmitter referred to here. 

15 July 

Earlier on (see the entry for June 3rd) Testa presents a general scheme in which the 
' 

'dynamo principle" is referred too as one of the ways of accumulating energy from weak 

• Similar systems were analyzed in 1906 and 1907 by M. Wien, in 1907 by C. Fischer, and in 1909 
by J. Kai-;er<46). From their papers it may be seen that the effective value of the current in the loosely 
coupled circuit will be a maximum if its resonant frequency is the same as that of the other two coupled 
circuits b Jt if they were loosely coupled. 
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signals. The circuits given here illustrate how he implemented this principle. The 6 'sensitive 
device" has a resistance which varies as a function of the antenna signal, and is connected 
so as to alter the excitation of a DC (Figs. I, 2, 3) or AC (Fig. 4) dynamo. 

Although he says that apparatus using ~Jlis principle had already worked well in 
New Y-ork, none of these receivers, nor the principle they embody, appeared in any of 
his patents. 

17 and 18 July 

This is a continuation of the work described in the entry of June 12th, with different 
I 

combinations of the same components plus relay R for registering the signals received. 
In all the circuits the sensitive device has an accumulating function. He experimented 
with different modifications trying to optimize sensitivity and reliability. The circuit in 
Fig. 1 of July 18th has two batteries, and that Fig. 5 an autotransformer instead of the 
usual transformer with a primary and secondary. 

19 July 

This is the first mention of a device which functions ei.ther.as a transmitter or, with 
certain modifications of the power supply and antenna circuits, as a receiver. The transmit-
ter is powered from the mains, the receiver from two batteries, B1 biasing the sensitive 
device a with AC pulses obtained by discharge of condenser C through the primary of 
an HF transformer when the mercury switch closes. 

The modification in Fig. 2, in which the relay is the secondary of the oscillator 
transformer, is simpler, but cannot be used as a transmitter. 

21 July 

In this setup a small excitation of one sensitive device is rapidly amplified by a feed-
back loop which acts via a transformer on the other sensitive device. Figure 10 shows 
how the receiver was excited by aerial (elevated metal ball Cor C 1) earth system. 

22 Julv ., 

Figure 8 shows the circuit of a receiver obtained by modification of the transmitter 
Tesla was then experimenting with. When functioning as a transmitter it is powered from 
the mains and is in fact a standard Testa oscillator with a mercury interrupter between the 

__ ._c_ondenser C and the primary P. The relay, sensitive device a 1 and battery B1 are omitted 
•• 

arid the secondary is connected to the antenna and ground. It may be noted that Tesla 
did not use the best receiver modification (as in Fig. 6), probably to simplify reconnection 
as a transmitter. 

23 July 

The "sensitive device" Tesla used for detecting electrical waves is usually known as 
a coherer<47>. It consists of a tube of some insulator with contacts at either end and metal 

--
powder (chips) inside. Its resistance is normally high, but drops rapidly when a large 
EMF is applied. Munk of Rosenschoeld described the permanent increase of conductivity 
of a mixture of metal chips and carbon after a Layden jar was discharged through it in 
1835. In 1856 Var1ey noted that the resistance of metal powder was reduced during natural 

• 



electrical discharges. A major advance was Branly's observation in 1890 that a spark 
changed the conductivity of a metal powder at a dis~nce. He carried out many expe·ri
ments with various metal powders, determining their change in· resistance by contlecting 
them in series with a galvanometer and battery. In 1894 Lodge• showed that the conducti-
vity of a metal powder could be altered by an electromagnetic wave; this was the final 
step which preceded the widespread introduction of coherers for the detection of radio 
waves. From the period 1895 1896 the coherers used by Popov and Marconi are well 
known. <43, 47) 

• 

Once activated, a coherer remains in the conducting state. To reestablish the high-
• 

resistance state it has to be shaken. The strength and timing of the shaking have to be 
. . 

properly adjusted. A novel method of decoherence of powders w~s invented by 
I • I 

Popov, and used by him in his receiver and Jater. by others<43>. In 1898 Rupp<48) 
found that constant slow rotation Qf the coherer k~~P~ it ~nsitive. The decohering effect 
of rotation had been discovered earlier, in 1884, by Calzecchi-Onesti <49). 

Testa mentions that he had worked w}th a ro!a~ing coherer in the New XorJc Iabor!l-
tory, so it is possible that he used decoherence by rotation before Rupp. He finds it su-
perior to other methods of decohe~en<;e, ~~use then_tlu! sensitive deYice behaves like 

. . 

a selenium sell, conducting only when radiation acts upon it. Also its sensitivity can be . .. . 

controlled by changing the rate of rotation. -

24 July 

From the pagination of the n1anuscript it may be seen that the entry for this day 
was divided into three parts (the previous day two parts). The first part, three pages, 
refers to experiments with a 35-tu{Jl s~ondary on the oscillator, the second part, five 
pages, to a resumption of these experiments, and tlie third, three pages, to the deterinina-
tion of the capacity of the 35-turn secondary . 

• 

Tesla adjusted the regulating coil in the primary to obtain the maximum secondary 
voltage, judged by the size of streamers. He connected an "extra coil" to the free terminal 
of the secondary. He investigated the operation of the transformer at harmonic frequencies 
by doubling the primary capacity** and making fine adjustments of the primary frequency 
by varying the inductance in order to get maximum response of the secondary to the 
harmonic of the primary .. 

On resuming the experiments Tesla sought an explanation for the occurrence of 
the largest streamers from the secondary when the regulating inductance was practically 
cut out. He found it confusing that the highest voltage at the free terminal of the extra 
coil (conncpcted to the secondary like in Fig. 2 of July 11th) was not obtained when the 
frequency of the excitation was equal to the natural resonant frequency of the coil. After 
an extensive analysis he came to the correct conclusion (unlike that of June 30th, which 
was valid only for a special case), that when free oscillation of the secondary becomes 
influential, the parameters of the primary have to be adjusted to get maximum voltage across 

• The term "coherer" is due to Lodge, and denotes a device containing particles of metal such 
that its resistance is normally high, but is reduced under the influence of electromagnetic radiation. 

•• For the primary to oscillate at half the frequency the capacity would have to be quadrupled. 
It is possible that instead of connecting the banks of 8 9 jars in series, equivalent to the capacitance of 
4 4 1/2 jars, Tesla connected the previously series connected jars in parallel. achieving an equivalent 
of 16 18 jars, i.e. four times the capacitance of the series configuration. 
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the secondary, and resonant frequency of the extra coil has to be equal to the resonant 
frequency of the coupled primary-secondary system. It seems that it did not occur to Tesla 
that when the coupling was tight the combined system produced different spectra during 
and after the spark. It would seem therefore, all the more significant that be was able to 
reach this correct conclusion, through a combination of empirical results, simple theory 
and intuition. 

Testa notes that during discharge in the secondary sparks went across the lightning 
arresters. Since the arresters were connected to the power line, Tesla thought that the HF 
voltage came from a wave propagating through the earth and getting into the line some-
where else. We have no evidence which would support this statement or establish whether 
it was not due to coupling between the oscillator and the mains via the power transformer. 

The third part of this entry refers to measurement of the capacity to ground of the 
secondary coil as a whole. Testa does not explain how he performed the comparison with 
a standard capacitor nor at what frequency. 

26 July .. 
. - · This entry is concerned with much the same topics as that of June 30th. He investi-

gated the influence of the .. :;- .~nsformer primary-secondary coupling on the 8th of July . 
• 

27 July 

In his first condenser discharge oscillation transformer for generating high frequen-
cies in 1891<4• IS) Testa used a simple air gap for regulating the charging and discharging 
of the condenser. However, a year later he had already descri~d several improvements 

. on sigtple. spark gaps usin& a rpa@etic field or an air current for rapid extinction of .the 
arc thereby reducing the period of the charge-discharge cycle. He also described the ad-
vantages of a splitted arc across several smaller air gaps: with the same total gap length the 
breakdown voltage is higher, so that smaller gaps can be used and the losses arc less•. 
A fourth form of improvement which he invented was the use of various rotary inter-
rupters <s>. 
' 

In the period from 1893 through 189~ Tesla patented seve!al ty~ of interrupter, 
or "electric circuit controilers,. It is interesting that all these patents refer to various typCs 
of rotary interrupter, with or without an air gap. Some rotary interrupters were protected 
within patents for high-frequency generators, including the following: 

·- · _ -~ the combination with discharge points immersed in oil. The turbine whose blades 
• 

make and break the condenser circuit is driven by oil under pressure<SO) 
mechanical make-break controllers for DC<SI) 
synchronous controllers with and without regulation of the interrupt timing, 

for use with AC sources <52) 

commutators for alternate switching between two condensers in the primary circuit 
of a Tesla oscillator (53) .. 

In 1897 and 1898 Tesla was granted a number of patents for "electric circuit control-
lers". The principle requirement was that they should make and break a circuit at the 
highest possible rate, i.e. that they should perform a large number of operations per unit 

* The total resistance of series air gaps is less than the resistance of a single air gap with the same 
breakdown voltage. ---



time. In eight patents<27) Testa gives desig:cs for rotary interrupters with conducting dr 
• 

conducting and insulating fluids, usually mercury and oil, respectively. In some 9esigns 
the interruption takes place in an inert gas under pressure. He gives ingenious designs 
for using a mercury jet playing on a toothed metal rotor, and for producing two mercury 
jets (fluid contact) .. 

The rotary interrupter with two auxiliary air gaps shown in the figure was a new 
idea. One of the reasons Tesla added these air gaps was probably the high voltages with 
which he was working, since they allowed him to regulate the excitation. That this could 
be done may be seen from the statement that by adjusting these gaps the period of charging 
from the secondary of the mains transformer could be ~/hortencd. At the end of the entry 
he records that the Lest results were obtained with two rotary interrupters (with toothed 
disks) rotating in opposite directions. He does not explain how he chose the tooth ratio 
so that the number of interruptions was equal to the product of the number of teeth. 

28 July 

This entry provides one of the most detailed descriptions of the receiver with two 
rotating coherers and a condenser for accumulating the energy from weak signals. At 
point h the circuit C P is periodically made and broken and the r.esultiP.g AC pulses 
bias sensitive device A' in the secondary. Sensitive device A is still poorly conducting so 
the charging current of C via damping coil L is small. When an arriving electr~magnetic 
wave reduces the resistance of A, C charges much faster and the voltage induced in se-
conaary S also rises rapidly. The resistance of A' Qrops rapidly and current from battery 
B' activates relay R. Judging by Tesla's report, the receiver was very sensitive to distant 
electrical discharges. 

29 July 

To check out his theoretical conclusions about the free oscillation of the "extra coir' 
(see 30 June and 26 July) Tesla made a new coil with a higher inductance. As this was his 
first experiment with the new coil, he had to adjust the circuit parameters by trial and 
error. 

. . 

Tesla"s ingenuity found full expression in the way in which h~ developed oorujens~rs 
for high yoltages .. He filed a patent application on his design for a fluid electrolyte condenser 
on June 17th ,.1896<67>. 

30 July 

To try and verify his hypothesis about the rejection of harmonics with appropriate 
coils, Tes}a:changed the connection_of his "extra coil" as shown in Figs. 4 and 5. To under-
stand his way of proceeding one must take into account his ideas from 1893<6> concerning 
the induction of earth currents via an aerial-earth system. However, the standing waves 
in terms of which he tried to explain the arcing over the lightning arresters cannot be signi-
ficant at these frequencies. 

31 July 

Tesla made the condensers for the primary circuit out of mineral water bottles filled 
with a saturated solution of rock salt, and st?'lding them in a metal tank of the same 
solution, thus creating a condenser bank with one comn~.v~l plate. The other plates (the 
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• 

eiectrolyte in the bottles) could be connected in parallel as desired. The smallest.capacity 
• • 

adjustment possible was equal to the capacity of one bottle. --·· 
After various tests of what voltage the glass dielectric of the bottles could stand, 

Tesla returned his attention to the secondary of the oscillator, in which rightly way the 
limiting factor for obtaining higher voltages. His a sis of the distributed capacity 
of the secondary is a good illustrat~on of his inventiveness in a litJie known field and 

~ ~ 

how he sought to reduce problems to a simple but mathematically and physically suf-
ficiently accurate model. It must not be forgotten that these are Testa's working notes, 

' 

which is sufficient justification in itself for some of the hypotheses which the reader might} 
I 

otherwise rightly object to. 

2 August 

A receiver of this type is mentioned in the entries of July 12th (the principle), July 
28th (circuit diagram with two sensitive devices a.nd relay), July 30th (in connection with 
earth waves). The transformer here has a frame similar to that of July 28th but with some-
what more turns. The sensitive device was described on July 21st. 

Tesla often worked on several problems in parallel. Here for e.xample we have entries . .. . . 

concerning the receivers, the development of condensers for the primary of the big oscil-
lator, and the power equation for a new configuration of the oscillator primary circuit. 
The condenser C1 in Fig. 2 protects the mains transformer against overload but has the 
drawback that it reduces the initial voltage on C2 • Tesla's analysis refers to the case of 
two condensers in series, neglecting all transient phenomena. It may be that he was induced 
to think about protecting the mains transformer because of his doubts about the ability 
of the dielectric to stand the voltages which he intended to use. 

3 14 August 

These experiments are a continuation of sonte earlier research. Here Tesla investigates 
various modifications of his "condenser method of magnifying effect~,'~. All the circuit 
diagrams of receivers, over 50, include at least one battery, sensitive device, condenser, 
rotary interrupter and HF transformer. Some of them show a relay for registering the signal 
received, while in others its presence is understood. Likewise, in all except one case (5 Au-
gust, Fig. 1) the plates which brings the excitation to the sensitive device are not shown. 
Tesla says that these plates can be in one or two media, meaning that both can be in the 
air, both in the ground, or one in the air and the other in the ground, preferably elevated. 
In the patent<8), referring to these plates, he also says: " •.. they may be connected to 
conductors extending to some distance or to the tertltinals of any kind of apparatus sup-
plying electrical energy \Vhich r js obtained from the energy of impulses or disturbance 

,tb,rough the natural media.:'* 
As regards mode of operation, the various receivers have in common that the sensi-

tive device is biased by a battery. They also include a Tesla oscillator (clockwork rotary 
interrupter) which creates an added bias on the sensitive device (or devices). This AC pulse 
bias acts as positive feedback, avalanching the sensitive device into conduction as soon 
as an arriving signal starts to cause some change. In the receivers with two sensitive devices 

• 

• It is interesting to note a similarity of such receiving system and the contemporary ELF 
grounded wire radiator. In the Nikola Tesla Museum in Belgrade few drawings, showing something 
that resembles a single grounded wire radiator and a paraJiel array ELF antenna<72>, are found. 
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the one which ~eceives the ext~rnal signal is usually in the primary side and the other,· . 
which activates the relay, on the secondary side. When there is only sensitive device it . · 
usually shunts the transformer secondary (which has a high impedance so as not to reduce 
the performance of the device), thus creating an efficient feedback loop. 

A general feature of all Tesla's receivers is their delicacy. Very careful adjustment 
was necessary to get the sensitive device at the threshold of avalanching. Most of the sen-
sitive devices were rotated (see June 23rd) so that they were only good conductors during 
the action of a signal. In some cases, however, this did not achieve satisfactory deactivation 
of the coherer. Then he used an electromagnetic buzzer to periodically interrupt the exci-
tation of the sensitive device (see Fig. 2 of August 8th). Probably the circuit in Fig. 2 gave 
him the idea for that in Fig. 3, where the rotary interrupter is replaced by a buzzer as 
an electromagnetic interrupter. He then used a buzzer in various other configurations 
(Figs. 5 and 6 of August 8th), -with the aim of ~liably biasing the condenser, and hence 

. 

also the sensitive device, to threshold. 
Tesla did not measure the sensitivity of his receivers by any definite method, but 

there is no doubt that he did compare them in some way. From his notes very little can 
be deduced about their sensitivity, i.e. the power required to activate them. A rough idea 
is given by data from July 4th, when he used similar receivers to register elec~rica.Ulischarges. 
He estimated that he registered waves produced by lightning at least 200 iniles away, 
and continued to receive signals (at periodic intervals) later when the weather had already 
cleared. He records that with the receiver shown in the figure of July 28th he was in one 
instance able to register lightning discharges at a distance of 500 miles. He estimated the 
distance from the periodicity of the signals as the storm moved away. 

13 August 

The last experiments with the oscillator were described July 31st, with numerous 
comments and the remark "this to follow up". Probably he had prepared a new condenser 
bank in the meantime for work with higher voltages (he measured the capacitance of 
the new bottles on August 11th, and tried them out with the highest voltage so far from 
the power supply transformer. 

15 21 August 

With the new condenser bank the secondary had to be modified, and on August 
15th he worked out the length of wire required. He calculated the period of the primary 
from the capacity of the new bottles and the inductance per turn of the primary found _ ... -· __.., 
earlier (mentioned on June 20th as 7 x 104 em, probably one quarter of the value measured 
for two turns on June 17th). It was also his intention to adjust the oscillator to the "extra 
coil". 

The entries for 16, 17, 20 and 21 August give some new circuit diagrams for the 
oscillator which he thought would be more suitable for working at high excitation voltages. 
They bear witness to Testa's constant search for improvements involving only limited 
changes in the apparatus which he used for lower voltages. The chief problem was over-
loading of the power supply. It is recorded elsewhere that Tesla's experiments with his 
spark oscillator (probably on some other occasion) burnt out the generator of a power 

~station five miles away<36>. 
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22 August • 

• • 

In this entry he returns once again to the receivers. He tried out two.rCceiver circuits 
using one battery and one sensitive device. He changed the capacity in the primary circuit 
over a wide range, but it is not clear why I tJ.F proved best. It remains unexplained what 
was the relationship between the frequency of the incoming signal and that generated by 
the receiver itself. Could it perhaps be, if the rotating coherer behaved as a nonlinear 
element, that the signal was amplified as in a heterodyne receiver<SS)? 

' I 
I 

I 

23 August 

He now put the extra coil in the center of the primary, retaining this configuration 
from then on. After the ·usual adjustment of the oscillator he got sparks 2 m, and later 
4 m long, indicating a voltage of around 2 million volts. 

26 August 
• 

Tesla experimented with twice the interruption rate. :rhe -oscillator worked better -
and there was heavy sparking across the lightning arresters (Fig. 4). Investigating the 
cause of this sparking he inserted a coil in the lead of the metal sphere (Fig. I) to reject 
high frequencies. In an earlier experiment (see July 30th) inserting such a choke coil in 
the ground line had stopped sparking across the arresters. This time it did not, so Tesla 
tried the circuit in Fig. 2. Still there was no marked change, the sparking across the ar-
resters was only slightly reduced. After this experiment he began to wonder whether the 
grounding point of the secondary was not perhaps a peak rather than a node of the stand-
ing wave. It must be understood that Tesla thought that standing waves were set up around 
the transmitter (like waves on an open transmission line. With shorter waves the rate 
of change of amplitude \Vith distance would be faster (i.e. maxima and minima would 
occur at shorter distance intervals), so he thought that a large potential difference could 
be obtained with a short distance between the grounding of the secondary and that of 
the lightning arrester. 

In order to explain what happened when the sphere \vas not grounded (which would 
mean that there were no short waves) but the sparking across the arrester did not stop, 
Tesla found it necessary to formulate a new hypothesis: "Could the sparks be produ~ed 
by static indue · · and not chiefiy by conduction throu " .._ 

ment with which he tried to verify this hypot did not yield any definite 
·-···- · -* • • 

answer . 
• 

27 August 

Although he has noted ~.everal tin1es already that good results were obtained \\'ith 
various decoherence techniques (rotation, interruption of the excitation current), this 
reexan1ination of his old ideas shows that Tesla is still seeking a n1ore reliable solution. 
One of the ideas he was gathering together for further investigation is illustrated by the 
diagram in Fig. 4, in which a rotary interrupter, condenser, choke and battery provide 
bias for the sensitive device. When interrupter d breaks, the voltage on C can be higher 
than the battery voltage. With proper choice of the values the coherer can be biased to 
threshold, making it very sensitive. 

Alh 



28 August 

Tesla:S idea of the Earth as a perfectly conducting sphere lead him to a mista~en 
hypothesis about the general behavior of the electromagnetic field around the groundi_ilg 
of the transmitter. What he expected at frequencies of the order of 10kHz in fact ocCurs -... -
at much lower frequencies<72>, at which, as far as can be seen from his notes, he did not 
work in Colorado Springs. He correctly observed that the decisive factor determining 
whether predominantly waves of the "Hertzian type" or the waves which he thought to 
be propagated through the earth (in fact waves in the spherical condenser constituted by 
the Earth and the ionosphere) would be eXcited was the excitation of the "Earth". Tesla 
was also certainly in error when be tried to make generalizations concerning the wave 
frequency, and in his conviction that he needed extremely high voltages to ''create" the 
second conductor for a system of wireless power transmission. He could ··not know that 
this conductor already existed permitting transmission at very low loss of very low fre-
quency waves, and that it would not matter whether the energy transmitted was high or 
lov.·. 

29 August 

Although the circuit looks simple enough, an analysis of Testa's receiver with a 
"magnifying effect" is rather complicated, because transient phenomena have to be taken 
into account and the resistance law of the sensitive devices as a function er voltage has to 
be known. It was not easy to adjust a receiver like this to work properly. 

Apparently there was an earphone Tin the secondary circuit of the transformer, 
but it is not mentioned in the notes. The sensitivity of an earphone would normally be 
much greater than that of a relay, so it would be interesting to find out how this apparatus 
perfor1ned. Unfortunately, earphones are practically not mentioned any\\·bcre in the 
diary. 

Testa here at last makes a few remarks about how the sensitivity of receivers was 
estimated. To test its response he put a "small capacity" across sensitive device a, but of 
what value, and whether it was charged or not he does not say. 

3 and 4 September 

The aim of these experiments is not explained, but it was probably associated with 
the "experimental" coil with which he examined currents in the water pipe. This was 
a resonant coil which in the receiver played a part analogous to that of the c'extra" coil 
in the transmitter. Its purpose was to ntaximize the received signal. Since Tesla con-
nected one terminal to ground, it appears that he wanted to pick up electrical vibrations 

·- ... ·-.. --""' 

from the earth. In this case too he found that it was not sufficient just to increase the 

Q-factor pL , but also that it was necessary to keep the coil's distributed capacity as 
R 

low as possible. This conclusion was consistent with what he had earlier found about 
the influence of distributed capacity of the coil on the length of wire needed to achieve 
resonance. Conclusion (5} is interesting in that it shows Tesla was aware that the secondary 
and the extra coil, although excited by the same primary, would each oscillate at its own 
resonant frequency, and if these were not the san1e, they would beat. 
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S September • 

• • 

---
After a number of experiments, including a few outside the laboratory, Tesla once 

more concludes that parasitic capacity is very harmful, so he decides to_t.ry ~inding a ~oil 
to have minimum ca acitance. Unfortunately he does not describe how this was done. 
n JS es1re to get the maximun1 possible voltage from the coil he went as far as thinking 

that it was best to have no capacity at the free terminal. From one aspect he was right 
(theoretically a coil gives the highest Q-factor with the least capacity in the resonant cir-
cuit), but without the uelevated" metal sphere the received signal was much weakt-r because 
the free terminal of the coil no longer had a monopole antenna. In the circuit which he 
in fact used he did not, however, go to such extremes. He added the "experimental" coil 
but left the metal sphere (aerial capacity) connected to one end of the sensitive device. 

6 and 7 Septem~?er 

In calculating the wavelength for the cable and ball Tesla made an arithmetical 
error. For the calculated T, the wavelength ought to be about ten times less, so that his 
assumption that on September 7th, he got vibrations of the system consisting of a ball . ... .. 
of capacity 38 em and 120 feet of cable is probably false. It is more likely that the experi-
mental coil was excited by the coupled system of primary, secondary and extra coil. 

11 September 

Testa probably thought that he would more easily detect standing waves in the vici-
nity of the laboratory if the wavelength was shorter. He assumed that the ball-cable system 
would produce waves which could be registered by the receiver. However, although he 
measured the electromagnetic field up to a mile away, he probably did not find the expected 
variation, and could only conclude that electrical disturbances were registered .. 

13 September 

From a document found in the archives of the Nikola Testa Museum in Belgrade it 
may be seen that Westinghouse Comp. sent Tesla a 50 kW power transformer for a primary 
voltage of 200/220 V and secondary tappings of 40, 50 and 60 kV. This is probabJy the 
Westinghouse transformer which he often mentions. 

15 17 September 
• 

·- --- -~.- · The receivers described on September 5th, Fig. 3, and September 11th, Fig. 2, include 
"tuned" coils whose function is similar to that of the "synchronized" coils shown in the 
diagrams of September 15th. Tesla did not make a detailed analysis of these receivers, 
nor do any of his patents on receivers refer to similar circuits. It therefore seems that we 
do not have sufficient information to draw any reliable conclusions about their sensitivity 
or their ultimate purpose (for example it is not clear whether they are just for registering 
signaJs or for receiving intelligence). 

18 and 19 September 

As already remarked, oscillators like those he was working with here are not the 
• 

classical ·resla oscilJator with a resonant transformer. The "extra coil" essentially changes 

"" .. -



the loading of the secondary circuit, and this alters the mode of oscillation. Also, shunting 
• 

the secondary with capacitance (as in the diagrams of 18 September and 19 September 
• • 

Figs. 2, 3 and 4) alters the spectrum of the · oscillation in comparison with that yielded- by 
an oscillator with two oscillatory circuits. Configurations such as those shown in Figs. 5 
and 6 of September 19th can be considered as typical Tesla oscillators with a loosely 
coupled third circuit consisting of the extra coil and capacitive load. Then the greatest 
volta.ge at the free terminal of the extra coil is obtained when the natural resonant fre-
quency of this circuit (together with the ball antenna) is the same as that of the strongest 
component in the spectrum of the oscillator . 

• 
' I 

' 

22 and 23 September 

Having investigated the tapering secondary Testa started making a new, 15 m dia-
meter cylindrical secondary. The criterion th~t the weight .of copper in t~e Erimary ~nd. 
secondary should be the same follows from the reguir€?ment o.f equal. lo~ses in the two 

• :& Mz dF pnr • 

windings (losses in the copper). This way of calculating the gauge of the primary and 
·nn I 

secondary conductors is applied in desigg!ng LE. transformers, but for HF transformers 
7 7 

it only provides a rough guide, for a number of reasons, e.g.: the current r~tio may dif-
• 

fer considerably from the turns ratio, skin effect is not taken into accou~ etc . 
. ----:...... ____________ __:_-

25 September 

As he often did earlier, before finalizing a set up Tesl~ measured the inductance 
of the primary and the regulation coil which he usually used as an added, adjustable 
primary inductance. The value he obtained for L2P differs from that obtained earlier 
(see July 17th) by the same method. 

26 September 

By this method the frequency of an oscillator is found with a h~lp of a resonant 
circuit of known parameters. When its resonant frequency is adjusted to coincide with 
the frequency of the oscillator, the voltage across its terminals, estimated by the strength 
of the spark across an "analyzing gap", is a maximum. Tesla says that the excitation must 
be "cQnveni~nt"~ "Since he introduced regulation of the excitation by means of the small 
gap b, it is clear that "convenient" excitation was obtained with loose coupling. Loose 
coupling between the primary and secondary circuits of a spark oscillator ensures that the 
two frequencies which such an oscillator normally produces are very close. Up to a certain 

'- . 
degree q..f._~_Qupling, '(esla's oscillator produces a single frequency. According to· Fleming 

. .. - ---. 

and Dyke<3lJ, with an ordinary spark gap the maximum coupling coefficient for mono-
chromatic osciHation is around 0.05 (certainly less than 0.1), while with a rotary break 
producing p~lse excitation a coefficient of up to 0.2 gives go~d resul~s. With higher coupling 
coefficients three components are ob~ined, even if the primary and secondary circuits 
by themselves have._ the same resonant frequency._ . . 

0 0 

..... -
27 September 

True to the principle that measurements should be checked by calculation, Tesla 
calculates the inductance of the same coil using the formula for a coil of infinite length, 
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• 

;,but does not obtain agr~.:~n;ent. Since distributed capacitance increases the effective indue-
• • • 

tance at frequencies below the natural resonance of the coil, the second .pDssible reason 
.which he mentions (inexactness of the coil dimensions) could have some influence, but 
the main reason is the poor approximation provided by the formula when applied to a coil 
with this length: diameter ratio. 

28 September 

The circuiti diagrams are of great interest because they illustrate a new approach 
I 

to feeding the an~ienna (now known as shunt feed73) which obviates the problem of insulating 
the aerial pole. Unfortunately the explanati~ns Tesla gives are too c tic to be fj Jly 
~mprehensible. The figures do not clearly show whettier t e ower terminal of the antenna 
is grounded or insulated. Testa's conclusions that a standing wave is set up along the antenna 

r" 

and that the distance between points of equal pot~ntial is half a wavelength are correct. 
The frequencies he was using were not high enough for his antennas to work in the 

manner shown by the figures (in which case they would be much more efficient radiators 
than he usually had), so that this contribution to the theory of wire antennas was never 
properly formulated. . _ _ .. 

29 September 

Testa. says that he experimented with the antennas shown in the drawings, but he 
does not compare them with a grounded antenna. 

The shortness of the antennas relative to the wavelength made them inefficient 
radiators. The configuration shown in Fig. 3 was best probably because it had the greatest 
terminal capacity, providing the most favorable current distribution on the antenna. 
Lack of coil and ball dimensions makes it impossible to go into any more detailed analysis 
of these antennas. 

3 October 

The drawing of several of the coils which Testa often used offers some interesting 
information about the laboratory \vhich ~annot be s~en from th~ ~Jlmerous photQgraehs. 
One sees that there was a wooden floor raised 30 em above ground level, and the drawing 
shows the dimensions of the coils and how the HF transformer of the oscillator was wound. 

4 October 

·- ··-·- , .-
Tesla was primarily interested in the change of capacity of a ball with height, so he 

measured the primary capacity for two elevations of the ball. In both cases he tuned for 
resonance of a uspecial coil". In the first measurement he had LPCP1 Lse Cb1 lfw~ 
and in the second LPCP2 Lsc Cb2 I /6l~, where p refers to the primary circuit and b to 
the ball. These equations neglect the effect of interaction between the primary and secon-
dary. They readily yield Tesla's equation 

cp 1 cb 1 
~=----

cp2 cb2 

The inductance of the primary Lp and of tl:e "special coil" Lsc do not figure in the capacity 
ratio equation. In deriving this equation all distributed capacitance in tl:e secondary and 
the secondary coil itself are neglected. 



6 8 October • 

• 

• 

From the measured inductance of the new secondar}' and mutual inductance of the 
. .. --

primary and secondary, and the primary inductance measured earlier (see September 
25th), it follows that the coupling coefficient was 0.58, i.e. tight coupling*. An oscillator 

• 

with this much coupling will probably produce three pronounced components, even with 
very rapid interruption of the spark in the primary; this is indicated by the results Testa 

. 

obtained with spark oscillators with looser coupling (see the commentary on 26 September). 
As before, Testa determined the wavelength of the oscillator from the period of 

the primary circuit (see~ e.g., June 20th). He compares one quarter wavelength with the 
total length of wire in the secondary, special coil and extra coil (when no other coils were 
used, he considered that the length of the secondary windings should be one quarter 

• 
wavelength). 

. . 

9 October · 

He made the last measurements of the change of capacity of a sphere with height 
on October 5th, but did not give the calculation results. He subsequently improved the 
apparatus as a whole and in the present entry describes a different way of connecting the 
"special coil", the chief effect of which was to loosen the coupling, ~hich" immediately 
proved its advantages. With w~ker ~xcitati_on it. wa~ easier to adjust the· "s~ci~J coil" .. 
to esonance because there were no streamers. Parasitic capacities were reduced, tnainly 
to the distributed ~~city ~ _ c ~~ial cQil". 

Testa first determined the distributed capacity of the "special coil". He assumed 
that the ball circuit resonated at (&)0, dete:mincd by the primary circuit, so that one can 

• wr1te 
• 

LP 1 CP == Lac(c'+ C) 

where LP1 and Cp are the total inductance (including the regulating coil) and capacity 
of the primary circuit, L,c is the inductance of the "special coil" (including connecting 
wires), C is the distributed or parasitic capacity of the "special coil", and c the capacity 
of the ball. 

Subsequent changes in the height of the ball changed the capacity in the circuit 
of the "special coil". To bring the oscillator into resonance with this circuit again, Testa 
changed the inductance in the primary circuit. When resonance · c .. ved, according to 
Testa, one can write 

LP 2 CP = Lsc (c' +C) 

Dividing this by the preceding equation yields 

- ·' - - · - -# • • 

. 

which is in fact the equation Tesla uses to find c'. Because of an arithmetical error 
in calculating C, TesJa's numerical results for the baiJ capacity are about 10% higher 
than they should be, but this does not essentially affect the conclusions. To calculate the 
distributed capacity of the coil** he uses the relation LPCP L,c (C+c) f~r the ball at 

• The regulating coil in series with the primary reduced the coupling. The new coupling 
coefficient is found to be k'=k-JLp/(Lp+Lrc)<k. 

•• By distributed capacity Testa used to mean the total capacity between turns of the coil .. Here 
he uses a different definition of "internal capacity" similar to that normally used today. 
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a height such that he 
of an isolated sphere. 

could consider its capacity close to the theoretical· capacity 
• 

• 

·--· 

11 October 

Tesla obviously did not sleep much the previous night since he was photographing 
the oscillator in operation both late at night and early in the morning. The Nikola Testa 
Museum in Belgrade possesses several photographs which date from this period, but thC2Y 
are to be · hotos is shown on p. 221. 

12 and 13 October 

• 

To calculate the inductance of cylindrical coils Tesla used the formula for a coil 
of infinite length, which always gave values too large, especially when the diameter: 
length ratio of the coil was not much less than unity. However, when the proper correc-
tions are made (Russel <57)), the inductances obtained differ from Testa's va1ues by les<\ 
than one percent. .. 

. .. . 

-
15 October 

Because of the arithmetical error made on October 9th (see commentary), he mista-
kenly concludes that the capacities of the ball are now somewhat less than before. Had 
he used the correct values, his conclusion would have been just the opposite. 

17 October 

The 1 ~2 ft metal pole bearing the 30" ball is the antenna to be seen in the middle 
of the laboratory on many photographs. The bottom end of the antenna is insulated by 
a wooden pole. This is a single-pole antenna of small electrical length. At around the 
highest frequencies which Tesla used the h/'A ratio was about 0.015. The terminal capacity 
made the effective height somewhat greater than h, but it still remained an electrically 
short antenna. 

20 October 

Testa was measuring the capacity of the coil which he had used for determining the 
-ch~ge of capacity of a sphere with height (up till October 9th he had called it a "special 
coil"). Considering the dimensions of the primary (coil diameter 15 m) and the coil being 
tested (diameter 64 em, length 145 em), the coupling between them was obviously loose, 
so that the frequency found from the parameters of the primary circuit (provided that 
the main secondary of the oscillator did not influence the oscillation of the primary) 
can now be accepted as accurate. It is not stated how resonance was determined, but it 
was probably from the sparks at the terminals of the test coiL Similar resonance methods 
are given in recent textbooks on electrjcal measurements<S6>. It must be noted, however, 
that determination of the distributed capacity of a coil from the resonance of the coil 
alone is not reliable, it depends on the mode of eAcitation and always gives lower values. 
It is therefore recommended to measure it with an added lumped capacity in the circuit. 
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21 October • 
• 

In a thorough analysis of all details of his measuring apparatus, Testa did not omit 
a determination of the parasitic inductance of the connections, by an interesting method 
which he says he used often in the New York laboratory. Varying the primary inductance 
and capacitance but keeping a constant frequency of the oscillator (as determined with 
an auxiliary resonant circuit), one has 

cp 1 (Lp 1 +Leon)= CP2 (Lp2 +Leon) 

where Cpt' LP1 are the first and CP2, LP2 t:he second capacitance-inductance pair in the 
primary giving the same frequency. From thi:i equation one can find the parasitic inductance 
of the connection~ Leon, which Tesla denotes by x. 

23 October 

In further experime~ts to determine change of capacity with height Testa ~ses an 
apparatus similar to that of the previous day. As far as can be judged, the coupling between 

. 

the oscillator and the measuring circuit (coil with elevated ball) was loose. The lower 
tern1inal of the latter was connected with a condenser of the oscillator circuit. Loose coup-
ling is evidenced by the relatively weak sparks obtained across the air. gap_Of coil L (see 
figure) in comparison with the sparks obtained when a similar coil was excited by the 
secondary of the oscillator, tightly coupled to the primary (as for example on October 
4th and 5th). Under these conditions the spark oscillator would generate a single frequency, 
determined by the parameters of the oscillatory circuit with the spark gap. 

26 October 

Tesla had already been using the 689-turn coil for. several days in experiments to 
determine change of capacity with height of a ball. On October 18th he calculated its 
inductance using the formula for an infinitely long coil. Now he determines it by measuring 
the current and voltage at a frequency of about 140Hz, knowing the resistance. He gives 
tlie results of two sets of measurements. He is convinced that the second set, for which 
he used a small dynamometer, gave low values, and this was probably so. The first set 
gave an inductance slightly less than calculated, but a correction of the theoretical value 
for the finite D fl ratio* gives a value about 6% less than that measured. Thus the calculated 
value ought to have been 0.023 H, while the experimental resuJt was 0.024 H~ The accuracy 
of the measurement method cannot now be verified but in view of the small difference 
between reactance and resistance it is doubtfuJ whether it could be of the order of a few 
percent. 

-··--* -. 
27 October 

Tesla does not explain how he made the comparison with a standard 0.5 EJ.F conden-
ser. The number of bottles used in the condenser bank is indeed impressive. He did not 

• Russell<S7J gives the inductance of a coil at very low frequencies as 
D D l D 4 

L =-= (tt Dn)z I l-0.424 I + 0.125 I -0.0156 I 

Substituting ttD2=4S (Dis the mean diameter of the coil), and n=N/1 (number of turns per em), the first 
term in the above equation yields the expression Tesla used. I is coil length. When all quantities are expres-
sed in units of em, L is also obtained in em. 
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carry out measurements on individual bottles to determine what kind of tolerar&ce they 
had. Since he only measured complete banks, i.e. rather large capacities, and mentions 
ureadings with 7 cells battery", he probably made the comparison in terms of stored 
charges. 

28 October 

After several days gathering data and making further measurements of inductance 
and capacitance, he finally proceeds to the calculation of the unkown capacity of the 
sphere, using the readings of c;.>ctober 23rd and 26th. Consistent with his general principle, 
he checked the measured va1ues by (usually approximate) calculations. 

He calculates the capacitance of the vertical wire by the formula for an isolated 
ellipsoid of high eccentricity. It is not known whether Testa first had the idea of using 
this formula, but it was used later for a similar purpose<ss>. All things considered, the agree-
ment between the calculated and measured values is very good. 

Tesla then calculated the ratio of the capacities in the lowest and highest positions. 
In the l_owest position the sphere makes little difference to the total capacity. In the highest 
position it increases the capacity in the coil circuit by 18.7 em. This .. is less than the theore-
tical value for an isolated sphere of 18" diameter, which does n~agree with some of his 
earlier measurements (see the results of October 21st for a 30" ball). However, if a compa-
rison is to be made, it must be noted that the new results are probably better because the 
apparatus had been modified and the parameters checked. 

29 October 

His remark about eddy currents in the sphere is interesting. To prevent their for-
mation he slit the tinfoil with a knife. Did he assume that in the vicinity of the coil the 
sphere would behave like a short-circuited turn? It is readily shown that if this effect 
is pronounced (and not taken into aecount) the measured capacity of the sphere will be 
too low. This might be an explanation for the reduction of the effective capacity of the 
sphere in the lowest position (see the calculation of October 28th for an 18" sphere in 
the lowest position). 

1 and 2 November 

The new extra coil was larger in diameter but shorter than the previous one (see 
August 23rd). The formula for an infinite coil introduces a rather large error, but with 

-~!t~ correction referred to in the commentary to 26 October the agreement with the experi-
•• 

mental results is good. The correction terms are significant because the ratio D/1 is even 
greater than unity, and the correction is more than 30%. The corrected value is 0.0198 H, 
2 3% Jess than the measured values. 

3 November 

A repeated measurement of the capacity of the vertical wire and the 30" sphere 
by the method of October 29th but with a new coil L (see October 31st). A new feature 
is Tesla~s attempt to eliminate the wires of the spark gap, estimating the excitation solely 
from the streamers. 
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5 Novembe,-
• 

Photographs of the Colorado Springs laboratory always show the pole rising from· 
the center of the building. Its dimensions are given in the entry of 17 October. Now T-esta 
calculates the capacity of the pole as the sum of the capacities of its parts of different 
thickness, using the formula first cited on October 28th. His final remark indicates that 
he had thoroughly understood the physical essence of the phenomenon. 

6 November 

Tesla carefully measured the capacitance of the aerial J~le by the resonance method, 
from the known inductance of the 550-tum coil (sec Septem,ber 8th) and known frequency 
of the oscillator, with two measurements, one with and the other without the capacity 
to be measured. He did not make use of his earlier results for the inductance of the regula-
ting coil and connections from October 30th, although he could have done. A calculation 
check shows that the results of October 30th were rather high (by as much as I 0% for 
2 1/ 1 turns of the regulating coil), but Tesla probably thought that the new procedure 
was better and so did not use the old results. An analysis shows that if the old values had 
been used the final result would not have been essentially affected, so that Tesla~s conclu-
sion that the measured capacity of the po1e was less than the theoretical value of November 

• • 

5th remains valid. · 
From the relatively lengthy discussion following the measurements it may be seen 

that Testa expected just the opposite. As usual when his expectations were not fulfilJed, 
he considers ways for getting more reliable results. 

7 November 

Measurement of the· capacity of the structure at two frequencies was intended to 
demonstrate the reduction of effective capacity with increasing frequency. Tesla did in 
fact obtain a small difference, but it is dubious proof considering the accuracy of the 
measurements. The frequency difference was quite large, from 50 kHz to nearl}w 250 kHz 
(using uextra" and "experimental" coils). 

8 November 

The primary inductance values cited are from November 5th. The other values given 
in the table do not agree with those derived from the measurements of October 30th. 
Also, earlier data do not include values for half a tum of the regulating coil. It must the-
refore be concluded that the measurements from which the tabulated values were calculated 
are not described in the diary. 

It seem; th~t in measuring inductance from voltage, current, frequency and resistance 
Testa had difficulty because of unreliability of the frequency determination. He therefore 
used the voltage ratio, when it is only necessary for the frequency to be constant. By this 
method he measured the inductance of the regulating coil plus connections, for various 
numbers of turns. 

9 November 

The measurements of mutual inductance in terms of the inductance of the primary 
when the secondary is open and short circuited are noteworthy. They were made at constant 
current and frequency, simplifying the calculation. 
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To reduce the oscillator frequency, in some cases Tesla used two specia~ -coils \\"hich 
• 

he refers to only by wire gaug! number. He compare~ the calculated and measured values 
for these coils .. The values measured by the voltage ratio method are about 2% less than 
those found from voltage, current and frequency. The calculated values are lower than 
either .. Correction of the measured values as described in the commentary to 26 October 
does not make much difference (about 5%) btausc the D/1 ratio is relatively small. 

. . 

10 November 
) 
• 

Had Tcsla publiMled the measuring methods he developed in New York and Colo-
rado Springs, his name would prob~ he frequent~>: encol!~tered in earlier textbooks 
and handbooks on electri~ measureiJ!ctn~ . -~~ J!igh fr~uencies:. As it is, we can only 

------ --: I 

remark his exceptional ingenuity in ~-~ · !!!~ · ·c ~ the ~ 21 y_ 
which he determined the resonance of An especially interesting feature 
is his method using a latT1p-already heated up by a supplementary power source, greatly 
increasing its sensitivity to small amplitude changes around the resonan~ JX!k of the 

a 

oscillatory circuit . 
... --· ... . --

11 November 

In measuring the capacity of a sphere at different heights Testa here uses a loosely 
coupled circuit containing a lamp to deterrnine resonance. The results for a SO ft wire 
differ somewhat from those of October 28th, but are within the limits of error of the meth-
od. The values for the capacity of the sphere are somewhat higher than before, but not 
in proportion to the diameter of the sphere. 

12 November 

Measurements of the pole capacity, like those of November 7th, but now using 
a coil with 1314 turns. Resonance was determined by means of a small lamp in series 
with a coil loosely coupled to the measuring circuit .. The value obtajned was again similar, 
so Tesla concludes that it is near the true value of the effective capacity .. 

13 November 

Tesla uses an improved method for determining the resonance point, with the light 
bulb in a dark box for more precise detection of luminance, and determines the capacity 

·-of-the iron piping once more, obtaining a value about 10% less than in earlier measure-
ments (see November 7th and 12th). 

15 November 

Testa again measures the capacity of the sphere on top of the metal pole as on No-
vember 7th and 12th, but with the secondary coil of the oscillator instead of the earlier 
usupplementary" coils. The results did not agree with those obtained earlier. Testa puts 
this down to the large distributed capacity of this coil, but it would seem that other factors 
influenced the accuracy as well. Because of the tight coupling between the primary and 
secondary of the oscillator, it was probably producing a compound spectrum. 
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• 

16 20 November • 
• 

Capacity measurements made during the period 16 22 November agree on the 
\vhole with those made earlier. Testa does not explain why he repeated. similar measure-
ments, e.g. those of November 16th and 18th when he determined the distributed capacity 
of the supplementary coil and the vertical wire. Nor does he explain why he repeated the 
measurements of the change of capacity of the sphere with elevation (see November 18th 
and 20th). He may only have wanted to confirm the earlier results. 

On November 17th and 19th be measured the capacity of a vertical wire of ,rarious 
lengths and gauges. From his comments on November 1 th · be .. ter 
lengths he expected some indu · . A . check of the wavelength, however, reveals 
t at all Te~la's ~nte~n~ were short in comp~ison (h/A of the Qrder of 0:-01}, so .. that di-
vergence between the theoretical and measured values cannot be ascribed to an inducti~e 
effect. 

21 November 

For some reason which he does not explain, Tesla was interested in the capacity 
of the same wire when vertical and horizontal, which he measured by the usual resonance 

• • • 

method, repeating· it with a different capacitance in the primary as a check. Although 
the results from the two sets of measurements differ appreciably, the value obtained 
with the wire horizontal was somewhat higher in both cases. The forrnulae which Tesla 
used July· 24th here yields 54.37 em for the vertical wire and 58.43 em for the horizontal. 
These values agree well with his measurements, especially the first set. 

24 26 November 
• 

To check the values for the inductance in the primary circuit (of the oscillator) 
which he had earlier measured by the voltage, current and frequency method (see October 
30th), Tesla repeats these measurements using the resonance method. He described the 
procedure on October 21st and made some measurements but did not follow them up 
with calculations. This time he made both measurements and calculations, but only for 
one LpCp combination. He compares them with values derived from the table given No-
vember 8th using linear interpolation. He was probably satisfied with the agreement, 
and did not make further checks. He had measured the capacity of the same structure, 
but without the protective cap and using the "extra" and "experimental" coils, on No-
vember 7th. On November 12th he had made similar measurements using the 1314-turn 
coil. In the 26 November entry he refers to the result of 7 November with a new "extra" 

·-·-·:coil. There is also one more result obtained with an c'extra coir', using the best method 
he had developed for detecting resonance (see 13 November). This result, which differs 
appreciably from the others, is not mentioned November 26th. 

The remark closing this entry suggests the possibility of a systematic error in the 
determination of resonance, and Tesla emphasizes that it has to be cliecked .. __ _ .... . -.. ·· ··-

----·· ·-·- --- ---·-- - ... - .. ~--------·- ------------·- · ..... -··--··· --- .. - -··- .. ... ..... .. ... ·-.. -· - - -- ---
5 December 

In this, as in earlier measurements, he found a "reduced inductance of the primary 
because of the reaction of the secondary". This interpretation of the functioning of the 
oscillator diverges from Oberbeck's theory<29>. If the spark duration is relatively long 
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I 
' i • 

the oscillator starts to produce oscillations of two frequencies, and when the spark· is 
broken it gives a third frequency which is determined by the secondary oscillatory.circuit. 
With a third circuit ("extra coil") the oscillation of the system becomes even more compli-
cated, the oscillations during break being determined by the secoodary circuit and the 

• 

uextra coil". Neglecting for the moment the "extra coil'', the three frequencies which 
a Tesla oscillator with tight inductive coupling<ll) and equal natural resonant frequencies 
of the coupled circuits can be expected to produce are 

1 I I 
6)0 == --:== 

LC (a) I = -v-==L=c=<=• -=k==> 6)2 == -Vr:L=c=(=t =+=k=-) 

where k is the coueling coefficjen~. Thus 6)1 can be interpreted as the natural frequency 
I • 

of a circuit with capacity C and inductance L (1 k). For the primary inductance ofTesta•s 
oscillator (see 9 November) ,one obtains the "reduced'' L, i.e. L (1 k) 23,094 em; Tesla 
measured L 24,063 em. 

6 December 

The photographs of the inside of the laboratory show the 100-turn "extra coil" 
raised above the door in the center. With this coil Tesla again got similar results for the . - -
~'reduced" inductance of the primary. However, aware of the indeterminacy of this ''re-
duction", and hence also of the oscillation frequency, he notes that the secondary should 
be broken at more p~ints when the primary is used as a measuring inductance. This would 
ensure monochromatic oscillation of the oscillator by 1 educing the coupling of the primary 
and secondary (i.e. the circuit of the ''extra coil"). The measurements with the secondary 
eliminated are more reliable, and the accuracy with which the values sought are determined 
depends mainly on the accuracy to which the inductance and capacitance in the exciting 
circuit of the oscillator are known. 

I January 

Photograph XVII shows lamps connected into a resonant circuit consisting of one 
square turn. According to the data Tesla gives, one side of the square was about 1.3 m 
from the $CCOndary coil of the oscillator. The capacity of the oscillatory circuit consisted 
of two condensers in parallel. The lamps are paralleled. 

Testa calculates the inductance of the square turn from the formula for the induc-
tance of two parallel conductors, as if there were two such pairs connected in series. The 
formula for a square coil (Fleming, p. 155), 

·- ... ·- ... * - L=81 In d- 0.774 
r 

yields a value 12.6% less than Tesla found. The calculated resonant frequency is therefore 
somewhat higher than it should be, so that the inductance of the oscillator primary, as 
Tesla calculates it, is still less. In fact, because of the tight coupling of the secondary the 
oscillator must have been producing a complex spectrum, probably with its strongest 
component at the resonant frequency of the oscillatory circuit of the square coil. 

In connection with photographs XVIII XXI showing the secondary producing 
intense discharges, Testa makes an interesting remark about signalling over great distances . 

• 

Comparing this with other induction apparatuses he had constructed, he concludes that 
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one could expect signals to be picked up at distances of a thousand mile5 or more, even· 
on the Earth's surface. The diary does not. mention any measurements at great distances~ 

• 

but in an article<41) he published soon after finishing work at Colorado Springs he states 
that he observed effects at a distance of about 600 miles. 

--------
2 January 

In this entry of 21 pages (the longest in the Notes) Testa describes 11 photographs. 
The explanation to Photograph XXII concerning the transmission of po\\'er from 

the excited ptj~a~y ~ircuit tc;> the "extra coil" via the earth is similar to that hch gave in 
0 r v a • 1 zzzl ..,. I 

L~9_3<6). The experiment to which the photograph refers was made with the aim-o .... r-es-ti-
• 

mating the power of the oscillator from the thermal effect of the HF current. What Testa 
calls the "total energy set in movemcntn would correspond to the total energy transferred 

. l 
to condenser in the secondary (i.e. the power) if an energy of CVl is transferred in 

2 
each half-cycle. It can be shown that the active power dissipated in the circuit is much 
less than this and is inversely proportional to the Q·factor of the oscillating circuit. 

The next few photographs show a movable coil which powers light buiJls by means 
of the high-frequency power which it picks up. One end of the coil is grouiMied, the other -
free or jost connected to a short piece of wire. The bulbs are inductively coupled to the 
resonant coil via the auxiliary secondary. Tesla gives no data about the distance of 
the resonant coil from the oscillator coil. 

Testa's commentary on photograph XXVIII illustrates that he still retained a lively 
interest in the problem of electric lighting, even after a period of over ten years. His earlier 
discovery of the luminescence of the gas and not only the filament with HF currents was 
here again confirmed <s >. · 

In photograph XXVIII the bulb is connected in series with the terminal capacitive 
load. In the calculation Tesla does not use the "total energy set in movement" but as-

1 
sumes that CV2 of electrostatic energy is consumed in the bulb in each half-cycle. 

2 
• 

A similar comment applies to photograph XXIV. 
Several times Testa remarks that the principle energy transfer from the oscillating 

to the receiving coil takes place via the earth. He finds confirmation for this in the experi-
ment described on p. 363 (photograph XXX). He found that the voltage induced 
in the receiving coil was greatly reduced if the ground connection was broken. It may be 
that such experiments led him to the conclusion that "transmission" through the earth 
was a more efficient method of wireless transmission of power than the "inductive method". - ... __ _ ., .. 

Photograph XXXI is an X-ray picture of a finger. Tesla's comments on this experi-
ment illustrate his interest in this type of radiation, already referred to (see the commentary 
to 6 June 1899). 

3 January 

After describing some photographs of the laboratory, in the commentary to photo-
graph XLI Tesla explains some transformations ~(__tl;!~ .... ~tr~a_m~r~~- . l:fe mentions the split .. --·-- -·-- · ····-

ting of streamers near the floor, splitting and reuniting, the phenomenon·-·-()f luminous --------- . 

parts on the streamefr(Wlilclilie-tJ1en- refers to as sparks), and the breaking up of sparks 
into streamers and fireballs. His remarks concerning the genesis of fireballs are particu-_____ ..... _- ----.. -- ·--··- . - - ·- . -

. ---~ ' ' .. . . . . . . . . -·-··-. 
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larly noteworthy. This phenomenon has been a source of interest sin~e ancient times 
# • • 

Some references to it can be found on Etrurian monuments, in the works of Aristotle 
' Lucretius and other old sources<63}. Fireballs are considered to be a form of electrical 

discharge generated during thunderstorms. They are rare in nature, but a fair-sized body 
of observations has nevertheless been assembled upon which several theories of their 
origin have been founded. Some hypotheses maintain that fireballs are an optical illusion 
(an opinion shared by Tesla until he produced them himself), others that they are the traces 
of meteors. The first genuine scientific approach to the problem was Arago's analysis 
of some twenty reports of fireballs in 1838. After the publication of his work they became 
a legitimate subject of scientific interest, but to this day have remained something of an 

• en1gma. 
- · ·- ...... -····-· .. .... ~ - . ·------· 

A fireball is a luminous sphere occurring during a thunderstorm. Fireballs are usually 
red, but other colors have also been observed: yellow, green, white and blue. Their di-
mensions vary, a mean diameter being about 25 em. Unlike ordinary lightning, fireballs 
move slowly, almost parallel to the ground. They sometimes stop and change their direc-
tion of motion. They can last for up to 5 seconds. Their properties vary greatly from case 
to case, so that it is believed that there are various types. Accocding to Singer<63) it can 
be stated that as yet no singJe theory can expJain the occurrcmce of fireballs in nature. 

Despite numerous attempts, only a few types of fireball have been created, and not 
entirely successfully, in the laboratory. These include the weakly luminescent fireballs 
generated when ordinary lightning strikes some object. Tesla mentions phenomena of 
this type several times as the result of sparks or streamers striking wooden objects (see 
e.g. photograph XL). According to recent theories, fireballs consist of a plasma zone created 
by electrical discharge. The latest research and calculations by Kapitsa<64) show that 
the lifetime of a fireball cannot be explained by the energy it receives at the time of genesis, 
but that it must receive energy from its surroundings. Kapitsa theorizes that this external 
energy is produced by a naturally created e]ectromagnetic field. The small zone of ionized 
ga~ created by the initial lightning or other electrical phenomenon during the storm sub-
sequently expands at the expense of the external electromagnetic field. The diameter of 
the plasma sphere is determined by the frequency of the external field, so that a resonance 
occurs. The usual dimensions of fireballs would require that the electromagnetic field 
have a wavelength of between 35 and 100 em. According to this theory standing waves 
created by the reflection of natural electromagnetic waves from the earth would play a 
certain role. The theory has obtained partial experimental confirmation, but there are 
still many points on which it is unable to give a satisfactory explanation. It has been found 
that to maintain a Jump of plasma in air requires a power of tl1e electromagnetic field of 

- · . - .. # 

about 500 W, which is much less than power which can be produced by an electrical di~-
• 

charge. However, too little is known about natural electromagnetic waves to allow any 
reliable cone I usioas to be drawn. 

Testa's hypothesis on the origin and maintenance of fireballs includes some points 
which are also to be found in the most recent theories, but it also bears the stamp of the 
time. For instance, like Kapitsa, Tesla consider& that the initial energy of the nucleus 
is not sufficient to maintain the fireball, but that there must be an external source of energy. 
Accordjng to Tesla this energy comes from other lightnings passing through the nuc1eus, 
and the concentration of energy occurs because of the resistance of the nucleus, i.e. the 
greater energy-absorbing capacity of the rarefied gas than the surrounding gas through 
which the discharge passes. In nature the probability of other discharges passing through 
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• 
the nucleus of a fireball is small, so Kapitsa"s hypothesis that act via electromagnetic · 
standing waves is more logical. It is possible that in Tesia"s experiments the "pas-sage" ---of a number of later discharges through the same nucleus was more frequent. 

7 January 

This is the last entry in the diary. Apart from the usual description of photographs, 
Tesla writes about experiments he intends to carry out on his return (where?). He qualifies 
the expf.r.riments to date as satisfactory, considering that his aim was "to perfect the ap-
paratus ; and make general observations". The apparatus which he was then envisaging 
for future experiments was to be an improved oscillator which would enable better results 
than any he had so far obtained. 

---·-. ··- .. -·- --- - ·-

. - · -
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